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World Class Casters Backed by
the Best Support Tearn in the Business

Canada Call
1-800-643-5515

1-800-643-2183’

1-800-643-3252'

1-800-643-3509)
1-800-643-2263.

Where Tradition and Technology Meet Teamwork.

For more than 122 years, Colson has and customer service representatives are  Every Golson Distributor has years of
been writing the science of caster all dedicated to ensuring you get exactly experience, a wealth of Colson product
technology with you in mind. From what you need, when you need it. knowledge, and stands ready to
industry-changing innovations, to cost- recommend the exact Colson caster
cutting efficiencies, Colson continues its Our regional managers are in the for your application.
commitment to you — our customer. field everyday, actively seeking

opportunities to solve material handling If you're ready to make a purchase or
At Colson, we believe success comes problems. Colson offers over 35,000 have questions call us, or visit the “Find
from providing expert solutions for our different caster models — call and put a Distributor” page on our website,
customers and unmatched support to our  their expertise to work for you when www.colsoncaster.com.
distributors. Our customer service team deciding which caster best fits your
of regional managers, sales engineers, particular need.

Phone: 1-800-643-5515 - www.colsoncasfer.com
Toll-Free Fax: 1-800-356-6708, 1-800-990-4358, 1-800-230-2529

colson



COLSON WARRANTY

EACH COLSON BRANDED PRODUCT
IS WARRANTED AGAINST DEFECTS
IN MATERIAL AND WORKMANSHIP
FOR THREE YEARS FROM THE DATE
OF ORIGINAL PURCHASE, UNLESS
IT HAS BEEN MISUSED, ABUSED,
MODIFIED  OR  IMPROPERLY
INSTALLED. ANY PRODUCT THAT
IS CLAIMED TO BE DEFECTIVE,
THAT IS RETURNED TO COLSON
WITH ITS APPROVAL WILL BE
REPAIRED OR REPLACED FREE OF
CHARGE (EXCLUDING FREIGHT AND
INSTALLATION). THIS WARRANTY
IS EXCLUSIVE AND THERE
ARE NO OTHER WARRANTIES,
EXPRESS OR IMPLIED, SUCH
AS AN IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS
FOR PARTICULAR PURPOSE. THIS
REMEDY IS THE SOLE REMEDY IN
CONTRACT, TORT OR OTHERWISE,
AND COLSON IS NOT LIABLE FOR
INCIDENTAL, CONSEQUENTIAL OR
SPECIAL DAMAGES.

IS0 9001:2000 Registered

CE:I narFzm
EMBER
NATIONAL ASSOCIATION OF
FOOD EQUIPMENT MANUFACTURERS

Material Handling Equipment Distributors Association

ICWM

Inaitute of Caster and Wheel Masufactures=

National Sanitation Foundation

More than 90% of Colson 1-4 Series
casters shown in this catalog have
been listed by NSF International.
Annual authorization to display the
NSF seal on equipment is granted only
when, following laboratory and plant
evaluation, the equipment is found

to be in compliance with the adopted
NSF standards. NSF option cannot

be specified with thread guards, cast
iron wheels, forged steel and V-Groove
wheels. To order specify “FSI”.

Colson Caster Corporation

proudly displays the logos of these
organizations and associations

to express our commitment

to continuously improving our
products and processes.
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COLSON CASTER

Colson....leveraging the legacy.

At Colson, we are gratefully aware of our industry longevity
and history. We strive to protect and strengthen this legacy in
everything we do. It is what makes us different and, we are
convinced, it is what makes us better.

We take great pride in the engineering and precision
performance of our products, but for more than 100 years,
the one thing that has set us apart from others is the care
we place on the value of our corporate infrastructure — our

company’s legacy of expertise and our people.

Over the years, the company has learned valuable strategies
and lessons from partners, competitors, market changes,
and employees, and has always been
mindful of our position and able to
']DA VI-DP ”ﬁﬁig carefully use this advantage to operate
15 Years : from a position of experience and
maturity. This unique company dynamic,
and the strong relationship it enables
with our customers, is our critical
difference, and the subsequent reason
that Colson excels in today’s competitive
environment.

Our company has earned a global
reputation for committed, long-term
client and partner relationships, and
for diverse product solutions on their
behalf. From the knowledgeable and
cost-effective sourcing of materials
and technologies, to the careful and
consistent attention to individual
customer operations and realities,
Colson brings one-of-a-kind capabilities
and attention to our customers’
business needs.

colson
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A generation of sales and customer service teams have been trained and tutored by pioneers in the field of caster
and movement technology. Their understanding of not only customer care and service issues, but also those of
critical and specific product feature requirements, is vital to product development for problem-solving design.
These insights are communicated to our engineering and testing
group enabling superior product answers. Colson’s proven
domestic manufacturing facility, and strategic, global network
of sourcing partners allow us to operate the most efficient and
low-cost production processes in the industry.

As market leader in tested caster products, our strong and
enduring heritage of financial fidelity translates into additional
benefits for our clients and partners. Colson offers the most
aggressive and complete warranty coverage in the industry,
and our lessons in economies of design and manufacture '
empower custom and exclusive product choice and "
implementation.

As a successful company of history, it is fitting I

| JEKLEEN

for us to always look to the future. Colson | |
brings a vision steeped in a thriving legacy to ‘ ' 14 Years

our customers, clients, and partners. Itis an

unparalleled legacy, and a cultivated vision of
product, service, and corporate responsibility.
It is the legacy of a manufacturing company ‘
and its people.

|\ OHARLES, KAREN, WTLL, STEVE
‘ 28 Years 29 Years 36 Years 18 Years
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How to Select the Proper Caster & Wheel

There is no simple formula or rule that
can be followed in selecting the proper
casters. Many varying and individual
factors must be balanced to make the
selection which will do the best job for
you. The following are several of the
more important considerations.

Load Weight. The heavier the load,
the larger the wheel required for

the caster. The weight of the load
also influences the mobility of the
wheel. Roller or ball bearings are
recommended for loads over 400
pounds. Weight capacities are shown
for each caster in this catalog.

Floor Conditions. Make sure the

Caster Terms

Bolt Hole
Spacing

Load
Height

Wheel
Diameter

Wheel Terms

Spanner
bushing

Roller Bearing
with split outer
race shell and
thermoplastic
cage

Combination Seal/

i Thrust Retainer Washers
wheel you select is large enough to

pass over cracks in the floor, tracks,
moldings and other obstructions.
For floor protection on linoleum, tile,
carpet, etc., use polyurethane or
Performa rubber wheels.

Photo above shows typical wheel.
Bearings, bushings, etc. may vary
with different wheel types.

Unusual Conditions. Each wheel

material has certain characteristics which
will give the best results where unusual
conditions exist. For example, where acids,
oils, chemicals and other conditions harmful
to rubber are present, Colson polyurethane,
polyolefin, Maxim, phenolic or steel wheels
are recommended. Check conditions, then
select caster and wheel.

loads. Ball bearings roll easier but carry lesser
loads. When possible, use the largest ball
bearing wheel for best results.

pages 14-15 for a general description of wheel
floor surfaces and operating conditions.

YOUR LOCAL DISTRIBUTOR

Colson casters are available from stocking
distributors across the U.S., Canada & Mexico.
Each is a caster specialist who can help you
select the proper caster to suit your needs. Visit
our web site: (www.colsoncaster.com), or contact
us for details at 1-800-643-5515.

Extreme Climates. Room temperatures are
no problem for most casters. But extreme cold
or heat can be a problem. Colson helps solve
this problem with “Colson 45”...the green lube
which assures caster rolling ease from 45°F
below zero to 260°F above. It’s standard on all

HOW TO SELECT

Rolling Ease. The larger the wheel diameter,
the easier it rolls. Roller bearings carry heavier

Colson casters. (Note: Some wheel types
should not be used in extreme temperature
ranges. Consult factory). See the chart on

Caster Combinations for Trucks

In building, repairing and refurbishing
mobile equipment, various effective caster
combinations may be used. Several types of
mountings are illustrated below.

Three Swivel.
For barrel dollies
and small portable
machines. Affords excellent
maneuverability. Be sure to
select casters designed to take
the weight load on three casters
rather than the usual four.

balance wheels. Not

Two Rigid, Two Swivel.
Most practical and
inexpensive arrangement
for straight and/or long
distances. Can be used
for heavy or medium
loads, depending upon
the weight capacity of the
casters selected.

Tilt Mounting. A tilt

mounting is the most

economical, but should

be limited to lighter loads.
The tilt is best when

# the load wheels are

1/8" taller than the

recommended for use
on ramps.

Diamond Mounting.
Two rigid and two swivel
casters, but the diamond
shaped mounting

greatly increases
maneuverability.

This mounting is not
recommended for ramps.

Four Swivel. Where a

side motion is frequently
needed, the four swivel
arrangement is excellent.
If the casters are
equipped with swivel
locks, this mounting is
also practical for long
straight travel as well as
use on ramps.

A most versatile
arrangement.

Four Swivel, Two Rigid.
This is a level mounting
design for heavy loads
and long trucks. The

two rigid casters help to
distribute and reduce the
load on the swivel units
and thereby maintain good
maneuverability and

easy steering.




Caster Model Numbering System

Caster Model Number

Prefix Body Suffix
The prefix number shows the  The body number shows the The suffix number shows
caster Series: 1 thru 8 Series  wheel diameter and type of fork the type of wheel material
with capacities ranging from  mounting (swivel, rigid, stem). and bearing.

60 Ibs to 8,000 Ibs each.

| I ——
2.03256.95
T T T T

Caster Wheel Fork Type & Wheel Type
Series Diameter Mounting & Bearing

The above caster model number is a 2 Series caster with swivel
top plate fork and polyurethane tread wheel (HI-TECH).

Note: The replacement fork model number is the same as above
except the wheel suffix is not included (For example 2.03256).

Wheel Model Number

Prefix Body Suffix
The prefix number shows the The body number shows The suffix number shows the
wheel Series: 1 thru 8 Series the wheel diameter. type of wheel material and
ranging from 60 Ibs up to bearing, and when applicable,
8,000 Ibs each. the wheel tread width.

D . .

2.00005.95
T T T

Caster Wheel Wheel Type
Series Diameter & Bearing

The above caster wheel model number is a 2 Series wheel with a diameter of 31/2", made with polyurethane tread and ball bearing.

Note: The diameter code is usually, but not always the diameter of the wheel (for example, the diameter code 3 could denote 3", 31/4"
and 31/2" wheels). Please check wheel chart for actual diameter of wheel.

LIFT1FS OL MOH

IMPORTANT NOTICE - CAPACITY RATINGS
Caster and wheel capacities shown in this catalog are based on normal operating conditions as defined by the Institute of Caster Manufacturers
(ICM). Normal operating conditions, as defined by the ICM, consist of manual operations on a relatively smooth surface (such as concrete) with
normal minor obstacles. All bearings must be properly lubricated. Conditions of excessive temperature and/or dirt will reduce ratings. Do not
exceed the capacity ratings published in this catalog.

CUSTOMER RESPONSIBILITIES
1. If caster stem is to be screwed into customer equipment, the customer must add a washer to the stem that will cover the incomplete threads and

support the upper race.
2. The stem shoulder must fit tightly against the customer equipment.
3. Itis the customer’s responsibility to mount the caster in a workmanlike manner so there will be no risk to operator safety.
4. Itis customer’s responsibility to determine the fitness of the caster for its application.

5 www.colsoncaster.com



CASTER OPTIONS

Wheel Selection FLOOR SURFACES
Guide
N
NV, @ égl g,
TEMPERATURE “l’\ 3 é‘l ‘3 V\? éy Q § ‘éo
WHEEL TYPE GAPACITY. RANGE* é’z &/ 5 \esl éf é}? S S g
(LBS EACH) (FAHRENHEIT) 0/ Q/0/J/IF/N/S /6 /&
Performa Rubber 60 — 325 45 fo +180° vV |V |V |V |V |V |V |V |V |V
Moldon Nylon 1000 — 1500 45 to +180° v vV |V vV |V
Polyurethane HI-TECH 100 — 1700 45 to +180° vV |v |V |V |V |V |V |V |V |V
Polyurethane (Round Tread) | 1000 — 1450 45 to +180° vV |v |V |v |V |V |V |V |V |V
Polyolefin 75 — 900 45 to +180° (4 vV | v v |V
Phenolic 300 — 4000 45 to +180° vV |v |V vV |V
Moldon Rubber 540 — 1140 45 to +160° vV |V |V |V |V |V |V |V |V |V
Moldon Polyurethane 600 — 4800 45 to +180° vV |v |V |v |V |V |V |V |V |V
Cast Iron 200 — 4000 45 1fo +500° v (4
Forged Steel 1400 — 3500 45 to +180° v v
\-Groove 800 — 8000 45 fo +180° v 4
Pneumatic 300 — 340 20 to +160° vV |v |V |V |V |V |V |V |V |V
Thermo 600 — 1000 70 to +525% vV |V |V vV |V
ThermoTech 60 — 250 45 to +525% vV | v |V |V |V |V |V |V |V |V
Endura 1000 — 1200 40 to +230° v Vi v |v |V |V |V |V |V |V
Maxim 700 — 1400 45 fo +350° vV (Vv |V |V |V |V |V |V |V |V

1180° intermittent service; 120° continuous service
2525° intermittent service; 480° continuous service
3525° intermittent service; 490° continuous service

See Wheel Section (pages 80-105) for information
regarding higher operating temperature ranges.

Performa Rubber Chemical Chart

Substance Rating Substance Rating Substance Rating  Substance Rating
Organics & Solvents Methyl ethyl ketone F Acetic, 75% G Alkalies
Acetone G Oakite (floor cleaner) £ Acetic, glacial G Tartaric F
Alcohol, butyl G Orangeve X Boric G Ammonium hydroxide G
Alcohol, ethyl G Naptha F Butyric G
Alcohol, methyl G Nitrobenzene X Chromic F Calcium hydroxide G
Aniline G Phenol X Citric G Potassium hydroxide G
Benzene X Tuluene X Fluoboric G Sodium hydroxide G
Bravo (wax stripper diluted) E Trichloroethylene X Hydrobromic, 25% G
Carbon disulfide X Varsol X Hydrochloric, 10% G Acids
Carbon tetrachloride X Vestalene (detergent diluted) E Hydrofluoric [ Acid salts G-F
Chlorobenzene X Urine b Lactic F
Chloroform X Nitric, 5% G Alkaline salts G
Colson 45 lubricant G Gases Nitric, 65% X Neutral salts G
Enclean SS-2 (parts cleaner) X Carbon dioxide G Oleic G Miscellaneous salts:
Ethyl acetate F Carbon monoxide G Oleum X Potassium dichromate G
Ethylene chloride G Chlorine, wet IF Oxalic G Potassium permanganate G
Ethylene dichloride F Chlorine, dry E Phosphoric, 25% G Salt water G
Ethyl ether G Hydrogen sulfide G Phosphoric, 85% G Sodium cyanide G
Formaldehyde, 37% G Sulfur dioxide, wet F Sulfuric, 10% G Sodium ferricyanide G
Gasoline X Sulfur dioxide, dry [F Sulfuric, 78% F Sodium hypochlorite G
Heptane X Acids Tannic G
Methylene chloride X Acetic, 10-50% G

E=Excellent G=Good F=Fair X=Unacceptable

are saturated except where noted. Information in this chart is based on laboratory
tests and results may vary in actual caster applications. Field testing is recommended
to confirm compatibility with your particular application. For information on the
compatibility of other fluids and chemicals, please contact the factory.

IMPORTANT NOTICE + CHEMICAL RESISTANCE CHART GUIDELINES

This chart lists an extensive range of chemicals, solvents and gases. Examine the listings
in this chart to determine if your application is considered compatible with Performa
wheels. Ratings are at 72°F. Concentrations of aqueous solutions



OPERATING CONDITIONS Wheel/ Selecti_'on

I AT 3 Guide
% $/ T §/ &
Y/ w £/ 9 K/ &/8
§/9/&/2/8/2/ 8/ 8§/F
N “7' N/ AN O/ </ Q QQ ~
$/&/S/F/ &/ 8/ & &/3
lé}' $ QO é’ /5" § Q.‘l/ §" é" ét X / DURO- | CATALOG
N o/)i" §/s/&/8 5 S eo\ ‘29 050 METER PAGE WHEEL TYPE
N RATINGS NUMBER

vV |v |V v vV |V |V |V |V 65E5)A 80-86 Performa Rubber
vV |V |V |V |V vV |V 70(5)D 94 Moldon Nylon
v vV |V |V vV |v |v |V 55(5)D 90-91 Polyurethane HI-TECH
v*|iv |V |V |V vV |v |v |V 705D 90 Polyurethane (Round Tread)
vV |v |V |V vV |V v 65(5)D 96-97 Polyolefin

vV |V vV |V |V 90(5)D 100-101 Phenolic
vV |V |V v vV |V |V |V | V | T0E5A 88-89 Moldon Rubber
v vV |V |V vV |v |V |V 455D 92-93 Moldon Polyurethane

vV |V |V |V |V |V &= 102-103 Cast Iron

vV |v |v |V |V |V = 104 Forged Steel

vV |v |V |V |V |V = 105 \-Groove
vV |V |V v vV |V |V |V = 87 Pneumatic
vV |v |v |V |V |V |V |V 85(5)D 99 Thermo
vV |v |V vV |V |V |V |V |V |V | T55A 99 ThermoTech
v vV |v |V vV |v |V 63(*5)D 95 Endura
vV |v |V |V |V |V |V |V 85(+5)D 98 Maxim

**Intermittent contact at room temperature only.  ***Consult factory for harsh chemicals.

This chart is designed to provide the user with a general comparison of Colson wheel types under a variety of floor sur-
faces and operating conditions. For specific applications or unusual conditions, please consult factory.

Wheel Hardness Chart

DUROMETER RUBBER
SCALES

POLYURETHANE PLASTIC

SNOILdO HILSVO

POLYURETHANE (ROUND) '

( PERFORMA
( MOLD. RUBBER
_ THERMOTECH®
 RUBBER HI-TECH |

RUBBER BAND
INNER TUBE
" POLYURETHANE (HI-TECH)

o
-
]
z
w
T
o
—
=z
o]
=
>
z

Shore A Scale 20 30 40 50 60 70 80 90 95
Shore D Scale

65 75
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CASTER OPTIONS

Wheel Selection

Performa Rubber Performa Rubber Performa Rubber
Flar Tread Round Tread Conductive/Dissipative

For 1-8 Series Casters For 2-6 Series Casters For 2-6 Series Casters

Grey or black non-marking thermoplastic elastomer Grey non-marking thermoplastic Grey non-marking conductive

tread bonded to polyolefin core. Polyolefin core is elastomer tread bonded to polyolefin thermoplastic elastomer tread bonded

ribbed for added strength on 3-7 Series Wheels core. Polyolefin core is ribbed for to polyolefin core. Polyolefin core

(See pages 80-82). added strength on 5 Series Wheels is ribbed for added strength on 3-5
(See pages 80, 83). Series Wheels (Consult factory).

(See pages 84-85).

Performa Rubber Moldon Rubber Moldon Rubber Pneumnatic
Handtruck Cast lron Core Aluminum Core Rubber

4-5 Series Wheels For 5-7 Series Casters For 6-8 Series Casters For Pneumatic Casters
New models! Round or flat, black Cushion rubber tread bonded to ~ Cushion rubber tread bonded Rubber tread with

or grey non-marking thermoplastic cast iron core (See page 89). to aluminum core separate inner tube
elastomer tread bonded to ribbed (See page 88). mounted on heavy gauge
polyolefin core (See page 86). steel wheel discs

(See page 87).
Light Duty Rubber Polyurethane HI-TECH
Phenolic and QuickStart and Round Tread

For 2-8 Series Casters For 1-2 Series Casters For 1-8 Series Casters

Molded macerated fabric filled (From Left to Right) 2 Series Rubber Red polyurethane tread mechanically locked to polyolefin
with phenolic resin plastic HI-TECH bonded to Polyolefin core, core. Polyolefin core is ribbed for added strength on 3-7
(See pages 100-101). 1 Series hard or soft rubber, and Series Wheels (See pages 90-91).

2 Series Quickstart (See page 87).



Wheel Selection

Moldon Moldon
Polyurethane Polyurethane Moldon Nylon Endura Solid
Cast lron Core Aluminum Core Aluminum Core Elastomer

For 5-7 Series Casters For 5-8 Series Casters For 5 Series Casters For 5 Series Casters
Polyurethane tread bonded Polyurethane tread bonded Nylon tread bonded Special solid elastomer
to cast iron core to aluminum core to aluminum core material allows easier rolling
(See page 93). (See page 92). (See page 94). under heavy loads
(See page 95).
Maxim® Polyolefin Thermo ThermoTech®

For 3-5 Series Casters For 1, 2, 3 & 5 Series Casters For 2-5 Series Casters For 2 Series Casters

Exclusive ultra tough thermo- Durable polyolefin wheels. Polyolefin core Handles extreme temperatures Quiet rolling, non-marking,

plastic resists hard impacts and is ribbed for added strength on even under heavy loads floor protection and handles

drop-shocks. (See page 98). 3-5 Series Wheels (See pages 96-97). (See page 99). the heat! (See page 99).
Cast lron Forged Steel V-Groove

SNOILdO HILSVO

For 2-8 Series Casters For 5-8 Series Casters For 5-7 Series Casters

High grade cast iron steel Dropped forged heavy duty Cast iron wheels V-grooved

(See pages 102-103). wheels (See page 104). for use on inverted angle iron
track (See page 105).

9 www.colsoncaster.com



CASTER OPTIONS

Capacity up to 135 Ibs each

The 1 Series General Duty Brakes are available for field installable. You can specify the brake on select
plate models with TPR wheels only. Brake is easily 3" and 4" diameter models. To order with caster
operated with foot action. These brakes are not specify “BRK3” (see page 17).

71 Series Side Lock Brake
Capacity up to 145 Ibs each

The ends of brake spring are crimped so that they Available on 3", 4", and 5" wheels. 1 Series brakes
grab the wheel at four contact points. They provide cannot be used with thread guards. To order with
extra holding power on a variety of wheel surfaces. caster specify “BRK3” (see pages 18-29). To field

Brake is easily operated with foot action. install, see kit numbers below.
Wheel . Swivel
Dia,  NitNumber - podius
(75 Ibs Capacity Models)
3" 11.3000 211/16"
(145 Ibs Capacity Models)
3" 11.3200 3"
4" 11.4200 39/16"
5" 115200 41/16"

2 Series Total Lock Brake
Capacity up to 325 Ibs each

Total lock brake locks wheel and swivel operated with foot action. Works on 31/2", 4" and
simultaneously. The brake design features durable 5" 2 Series models. To order with caster specify
metal construction with a thermoplastic pedal. “BRK5” (see pages 30-43). To field install, see

Virtually maintenance free operation. Brake is easily kit numbers below.

Total Lock: Locks Wheel and Swivel
Wheel Kit Number Swivel

Dia. Radius
31/2"  52023.03 49/16"
4" 52023.04 45/g"

5"  52023.05 411/16"

2 Series Side Lock Brake
Capacity up to 325 Ibs each

Colson Side Lock brake provides positive braking engage and disengage. To order with caster specify
action on all types of wheels. Special cam acti- “BRK1” (see pages 30-43). To field install, see kit
vated brake mechanism locks firmly and is easy to numbers below.

Wheel Kit Number Swivel

Dia. Radius
21/2"  52023.62 313/1¢"
3"  52020.96 35/8"

31/2"  52020.93 35/8"
4" 52020.94 311/16"
5"  52023.65 315/16"

10



2 Series Tech Lock® Brake
Stainless Steel Models

Capacity up to 325 Ibs each

Constructed of durable, light-weight engineered  parts. Virtually maintenance free operation.
thermoplastics. Ideally suited for wet or corrosive Temperature range: -30°F to +250°F. To order
conditions. Toe operation holds heavy loads with caster specify “BRK2” (see page 44).
securely. Advanced design of the brake pad To field install, see kit numbers below.

holds a variety of wheel types. Only two moving  U.S. Patent 288285.

Wheel Kit Number Swivel

Dia. Radius
4" 05215.44 55/8"
5" 05215.45 61/8"
2 Series LoPro Brake

Capacity up to 210 Ibs each

Brake design places a positive locking force against ~ and is only available on the 3" model. The swivel
the wheel hub to hold loads securely. Large foot radius of caster is 211/16" with the brake. To order

pedal makes brake easy to operate and provides with caster, specify “BRK3.” See page 45.
easy foot placement. Brake is not field installable

3 Series Tread Lock Brake
Capacity up to 400 Ibs each

All swivel casters in the 3 Series are available with the effectiveness of the brake throughout the life of
brakes. Colson’s Tread Lock brake gives positive the wheel. Thread guards can also be used with this
braking action on all types of wheels by engaging a brake. Brake pedals are rugged .090 steel & zinc
rubber brake shoe directly against the tread surface plated. To order on a caster specify “BRK1.”

of the wheel. A self-compensating spring maintains See pages 46-49.

Wheel Kit Number Swivel

Dia. Radius
3" 0521014 31/16"
4" 05210.05 313/16"
5" 05225.61 41/g"
6" 05225.62 45/8"

4 Series Side Lock Brake
Capacity up to 1400 Ibs each

Brake design places a positive locking force against the pedal for greater convenience. Available on Colson
the wheel hub to hold loads securely. Larger foot pedal 4 Series casters with 2" tread width wheels equipped
makes brake easier to operate and provides better foot  with roller bearings. To order with caster specify

placement. Brake can be actuated from either end of “BRK3” (see pages 50-57). To field install, see kit
numbers below. U.S. Patent 5,402,864.
Yheel kit Number  Wheels Brakes Work On
4"-5" 05128.30 Steel wheels, Phenolic, Nylon, Moldon Polyurethane, Moldon Rubber, Pneumatics
- 05128.32 Performa, Polyolefin, Polyurethane HI-TECH, Thermo, Maxim, Endura
6"-8" 05128.29 Steel wheels, Phenalic, Nylon, Moldon Polyurethane, Moldon Rubber
- 05128.31 Performa, Polyolefin, Polyurethane HI-TECH, Thermo, Maxim, Endura

Kit includes brake cam, metal retainer washer, brake lever, flanged bushing, spring washer, axle, lock nut,
Torrington-style bearing (Plastic wheels). Note: works with roller bearing or one piece Delrin bearing models.

Stainless steel side lock brake kit #05214.24.
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CASTER OPTIONS

3= 4 Series Tech Lock® Brake
Capacity up to 1250 Ibs each

Constructed of durable, light-weight engineered range: -30°F to +250°F. To order with caster
thermoplastics. Ideally suited for wet or corrosive specify “BRK2” (see pages 50-55). To field install,
conditions. Toe operation holds heavy loads see kit numbers below. Available on all 4 Series
securely. Advanced design of the brake pad holds casters except Swivel Lock and 4 Series IMPAK
a variety of wheel types. Only two moving parts. models. U.S. Patent 288285.
Virtually maintenance free operation. Temperature hnproved Des,-g”
Wheel Kit Number  Kit Number  Swivel
Dia. Standard Stainless Radius
4" 05944.44 05944.94 69/32"
5" 05944.45 05944.95 65/8"
6" 05944.46 05944.96 73/8"
8" 05944.48 05944.98 87/16"
New design with grip ridge for 0ld design without
mechanical lock that securely grip ridge

fastens brake to fork

4 & 5 Series Rigid Tech Lock® Brake
Capacity up to 1400 Ibs each
New brake is designed for rigid models! Contemporary  mechanical lock that securely fastens brake to fork

design features thermoplastic construction to resist (see diagram above). To order specify “BRK2”
rust and corrosion. New design has a grip ridge for (see pages 50-59).

Wheel Kit Number  Kit Number  Swivel
Dia. Standard Stainless Radius

6"  05944.86 05944.87 73/8"

4 Series Total Lock® Brake
Capacity up to 1250 Ibs each

With a simple press of the foot, you can lock both makes foot access easy for convenient operation.

wheel and swivel in any position. Simply press Contemporary design features thermoplastic con-
again to release brake. Low angle pedal design struction to resist rust and corrosion. Available for
4 Series 5" x 2" and 6" x 2" wheels with capacities
Wheel Kit Number Swivel from 450 Ibs to 1,250 Ibs per caster. Not available
Dia. Radius on 4 Series IMPAK models. New design has a grip
" - ridge for mechanical lock that securely fastens
4 05906.12 6°/8 brake to fork (see diagram above. To order specify
5"  05906.11 71/16" “BRK4” (see pages 52-53).
6" 05906.09 7 3/ 8" Kit includes brake assembly housing, axle, washer
8" 05906.13 81/2" and nut. Note: fork assembly must have slotted

lower race.

4,5 & 6 Series Tread Lock Brake
Capacity up to 1500 Ibs each

Available on 4, 5, and 6 Series casters. This adjust- (Not available on V-groove wheel models or 21/2"
able brake can be installed in the field or ordered tread width wheels). To order with caster specify
assembled onto the caster. The toe activated brake “BRK1” (see pages 50-63). To field install, see kit
features positive engagement via rubber faced plate  numbers below. U.S. Patent 5,497,856.

Wl!eel Kit Number Stanqard 4 S_eries Standa[d 5& 6_Series 4 & 6 IMPI_\K Replacement Brake
Dia. Swivel Radius Swivel Radius Swivel Radius Pad Model Number
4" 05944.24 55/16" 53/8" 53/16" 59044.45
5" 05944.25 65/8" 69/16" 61/2"

6"  05944.26 75/16" 71/8" 67/8"
8"  05944.28 81/2" 89/16" 83/g"

Kit includes brake assembly, axle, locknut.
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7 & 8 Series Enforcer Tread Lock Brake e

The toe activated brake features positive engagement via a single rubber-
faced plate. Available on 7 & 8 Series Enforcer casters. Not available on
V-Groove wheels. Consult Factory for capacity and specifications.

7 Series 8 Series

Wheel Diameter Kit Number Wheel Diameter Kit Number
6” 05962.41 6” 05962.45
8” 05962.42 8” 05962.46
10” 05962.43 10” 05962.47
12” 05962.44 12” 05962.48

4-8 Series Swivel Locks
Capacity up to 8000 Ibs each

Welded Swivel Locks: These welded swivel
locks are factory installed only. They lock
in 90° intervals on 4, 5, and 6 Series
and 180° intervals on 7 Series. To
order see the "Welded Models"
chart below.

Swivel locks quickly convert swivel casters to rigid
casters for straight-line tracking. A spring-loaded,
hand operated plunger is engaged to fit into slots on
the swivel raceway. To engage the lock, simply pull
out plunger and turn until spring action inserts plunger
in notches on raceway. To disengage the lock, simply
pull out plunger and turn so plunger is not inserted

in notches on raceway. Colson offers 3 types of hand
operated swivel locks.

" Bolt-On Swivel Locks: The
bolt-on swivel locks are field
installable only, but require

Welded Models that the fork yoke base have

- the notches at 90° intervals.
Series M%l:;g;ng Available on 4-6 series casters.

To order see the “Bolt-On
4 Series (Standard) MTG51 Models” chart below.
4 Series with MTG2 Top Plate MTG52 o )
4 Series with MTG4 Top Plate MTG54 Kingpinless Swivel Locks:
5 Series (Standard) MTG52 Kingpinless casters already have the
- notches in the raceway, so it is possible to field install. They lock in 90° intervals.

g 22:22 gtS’c:)rgk(i)rad;acity) mggf Simply bolt swivel lock on when you install on equipment. Available on 4, 6, 7 and 8

series casters. To order see the chart below.

Bolt-On Models Kingpinless Swivel Lock Models

; Mounting Field Install : i i

Sertes Code ! ModelNo. ~ S°eS M%Lcl)':itel:ng Mf:g::? ;lnusn:ftller

4 Series (Standard) MTG61  05213.61 4 & 6 Series IMPAK (Standard) MTG62 05212.62

4 Series with MTG2 Top Plate ~ MTG62 ~ 05213.62 4 & 6 Series IMPAK with MTG1 Top Plate MTG61 05212.61

4 Series with MTG4 Top Plate ~ MTG64  05213.64 4 & 6 Series IMPAK with MTG4 Top Plate MTG64 05212.64

5 Series (Standard) MTG62 05256.62 4 Series Enforcer (Standard) MTG61 05213.61

6 Series (Standard) MTG62 05256.62  “4Series Enforcer with MTG2 Top Plate MTG62 05212.62
4 Series Enforcer with MTG4 Top Plate MTG64 05212.64
7 & 8 Series Enforcer (Standard) MTG61 05278.61
7 & 8 Series Enforcer with MTG2 Top Plate  MTG62 05278.62
7 & 8 Series Enforcer with MTG3 Top Plate  MTG63 05278.63

Foot Activated Swivel Locks
Capacity up to 1400 Ibs each ®

Extended reach swivel locks are available. Consult factory.
No more back strain from bending down to
activate a swivel lock. When the foot pedal is in
the “up” position, a stainless steel spring forces
a pin into one of four slots on the swivel fork.

This effectively locks the swivel in one
of four positions at 90° intervals. To
disengage the lock, simply press down

Foot Activated Swivel Lock Models

Series Mounting Field Install

on the foot pedal for free swiveling Code  Model Num.
action. It’s that easy! With this 4 Series Swivel Top Plate (11/2" Tread Width) MTG81  05213.66
innovative product, you can quickly and 4 Series Swivel Top Plate (2" Tread Width) MTG81  05213.66
easily convert swivel casters to rigid 4 Series IMPAK Kingpinless Swivel Top Plate MTG81  05212.66
casters for straight-line tracking. When 4 Series Pneumatic Swivel Top Plate MTG81  05213.66
you need greater maneuverability, 4 Series Stainless Steel Swivel Top Plate MTG81  05213.67

you can quickly convert from the rigid
position back to full swivel. Quick. Easy.
Less stress and strain. The Colson
Ergonomic Advantage™.

NOTE: Foot Activated Swivel Lock is field installable but requires notches in the
caster fork yoke base at 90° intervals and is available in standard top
plates only.
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Seals are recommended for applications where casters
and equipment are exposed to regular washings such

as hospitals, food processing plants, restaurants, meat
packaging plants, laundries, bakeries and more. They
keep dirt and contaminates out of the swivel raceway and
lubricant in. Colson polyurethane DirtBan seals help

Series Kit Number
2 Series Swivel 52020.90
4 Series Upper Raceway ~ 51000.77
4 Series Lower Raceway ~ 51001.76

Keep dust and debris out of raceway for smoother
operation and longer service life. Available on 2 and

= out of bearings

Certain industries and institutions find
that excessive amounts of lint, thread
and other soft materials have a tendency
to work into caster wheel bearings. Wheel
thread guards help overcome this problem. The
thread guard does not revolve and thus forces
the thread to deposit on caster fork legs and
greatly improves its appearance. Colson offers

CASTER OPTIONS
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DirtBan Swivel Seals
Keeps dirt out and lube in for longer caster life

casters run smoother and last longer with very little drag
on the swivel action. They offer a high resistance to
grease, oils, chemicals, detergents and water. To order
on caster specify “SEAL”. To field install, simply remove
the caster wheel and place seals in the upper and lower
raceways. No special tools needed. Available on 2 and 4
Series casters. To field install, see chart below.

2 & 3 Series Dust Caps
Protects swivel raceway from harmful debris

3 Series models only. To order with caster, specify
“DC1”. Dust caps are not field installable.

Plastic & Metal Thread Guards

Designed to keep lint, thread and other soft material

both plastic and metal thread guards. Plastic thread
guards are more flexible and will not rust or corrode
making them ideal for wash down applications. Metal
thread guards have a zinc plated finish on 1-3 Series
wheels, and a galvanized finish for 4-7 Series models

to protect against rust and corrosion. To order on caster
specify “TG1” for metal, “TG2” for plastic. To check for
availability on caster models consult factory.



Delrin® Bearing

Delrin, a DuPont engineered plastic,

is extremely durable under a wide
range of temperature and humidity
conditions and is corrosion resistant.
Wheels with the Delrin bearings are well
suited for applications where brine conditions,
steam cleaning, or where excessive water or liquids
are present. One piece or two piece Delrin bearing
models are available.

Annular Ball
Bearing

Precision type bearings with machined,
hardened raceways. For applications where
maximum rolling ease and quiet operation are
needed. Best suited for light to medium duty loads.
Bearing is pre-assembled, and the entire unit

is mounted in the wheel.

Precision Sealed
Ball Bearing

Recommended for maximum rolling

ease with no maintenance lubrication
required. Quiet operation for medium duty
to heavy duty loads. Available on Endura
Solid Elastomer and 2" tread width Performa
Rubber wheels.

Torrington-Style
Roller Bearings

Torrington-style caged drawn cup bearings
have a steel cage which provides inward
retention of the needle rollers. This design
provides maximum cage strength consistent with
long service life. Available on 2" tread width wheels
only. (Note: Must be used with hardened spanner bushing
or hardened shaft).
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The bronze bearing is durable under
a wide range of temperature and
humidity conditions and is corrosion
resistant. It is highly recommended
for high heat or wet applications.

Radial Ball
Bearing

Shielded, precision-type bearings.
They are used in pairs and press fitted
into the wheel hub. Available on Performa
Rubber, Performa Rubber Handtruck Wheels
and Pneumatic wheels.

Roller Bearing

The roller bearing is capable of

carrying a greater load than the same
size diameter ball bearing. It has a

split outer race shell into which the roller
assembly is inserted. Standard Colson roller
assembly features hardened steel rollers enclosed in
a thermoplastic cage on 17/2" and 2" tread width wheels.
Metal cage roller bearings are optionally available (specify
WB29) and are standard on wheels with tread widths of 21/2" and larger.
Combination seal/thrust retainer washers protect bearing from dirt, water,
chemicals and help absorb thrust friction (Note: Must be used with hardened
spanner bushing or hardened shaft).

Plain & Sleeve
Bearing
Metal sleeve is inserted in wheel and

rests directly on axle. Only recommended
when rolling ease is less critical.

SNOILdO HILSVO

www.colsoncasfter.com



Calsan)

SERIES

www.colsoncasfer.com

Capacity up to 75 Ibs each

Wood
Furniture

Standard Features

* Zinc plated finish is attractive
and durable

* Full double ball hardened
raceways for better perfor-
mance and greater
durability

* 5/16" shouldered axle with 1/4"
nut

* “Colson 45” multi-temp
grease lubricates in extreme hot

Ste Y7171 = and cold temperatures
il
l ’ Diameter
by l'..i- y b
Swivel Cross Section
Fork Leg Spacing 15/z2"
ster Brake Fork Option Wheel Option

Side Lock (See page 10)
Available on all 3" models. Field
installable (Specify BRK3).

NSF Listed (See page 1)
All models except thread
guards (Specify FSI).

Thread Guards— Available on many
models. Brake & NSF options cannot
be used with thread guards (Specify

TG1 for metal TG2 for plastic).

Standard
Mounting:

For use on wood
furniture that can
accept a 3/s" diameter
hole approximately
15/8" deep. Standard
No.20 pressed steel
adapter (Part #50011)
with toothed base

is supplied.

NSE

Wheel Selection

(0)

CUSHION
RUBBER

PERFORMA FLAT
TREAD

POLYOLEFIN POLYURETHANE

HI-TECH

Stem size: 5/16" dia-
meter x 1'/2" long.

(0]

HARD
RUBBER

1 SERIES - Wood Furniture Stem - Capacity up to 75 Ibs

Capacity

Wheel | Tread - Wheel Stem Load |Swivel | Weight
. h Each . "
Dia. | Width | b e) Wheel Descriptions Bearing Caster Models | Height | Radius | (Pounds)
158" 7' 60 Performa Rubber Delrin 1.01652.441 21/2 13/4 1/2
75 Polyolefin Delrin 1.01652.52 21/2 13/ 1/2
Performa Rubber Delrin 1.02252.441 211/16 | 115/16 1/2
on T 75 Polyolefin Delrin 1.02252.52 21/16 | 115/16 1/2
e Cushion Rubber Ball 1.02252.45 211/16 | 115/16 1/2
Hard Rubber Ball 1.02252.55 211/16 | 115/16 1/2
Performa Rubber Delrin 1.03052.441 313/16 | 29/16 3/4
3" 7g" 75 Polyurethane HI-TECH Delrin 1.03052.91 313/16 | 29/16 3/4
Polyolefin Delrin 1.03052.53 313/16 | 29/16 3/4
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: Standard Features
@@ig @@ * Zinc plated finish is attractive

and durable
SERI Es * Full double ball hardened
’ raceways for better perfor-
Capacityup to 145 Ibseach www.colsoncaster.com (fj"ang(?r?;d greater
urabili

* 5/16" shouldered axle with /4"
nut

* “Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

Wheel ‘ I-I;Ecﬂl
] eight
Diameter O g

QO

P

Swivel Cross Section
Fork Leg Spacing 15/z2"

Caster Brake Fork Option Wheel Option

Side Lock (See page 10) NSF Listed (See page 1) Thread Guards- Available on many

Available on all models. Field All models except thread models. Brake & NSF options cannot

installable (Specify BRK3). guards (Specify FSI). be used with thread guards (Specify
TG1 for metal TG2 for plastic).

Standard NSE

Mounting:

Diameter of the

threaded stem is Wheel Selection
approximately 11/16".

Pipe thread stem
screws directly into
standard pipe cou-
plings for a rigid and
permanent fit with full

)
.
-
m
(4

. . PERFORMA POLYOLEFIN POLYURETHANE
swivel action. Tapered FLAT TREAD HI-TECH
pipe thread to fit 3/4"
pipe coupling.

71 SERIES - Pipe Thread Stem - Capacity up to 145 Ibs

Capacity . .
Wheel | Tread - Wheel Stem Load | Swivel | Weight
Dia. | Width S Wheel Descriptions Bearing Caster Models Height | Radius (Pounds)
(Pounds)
100 Polyurethane HI-TECH Delrin 1.03353.91 4 213/16 11/4
3" rs . Performa Rubber Delrin 1.03353.441 4 213/16 11/4
Polyolefin Delrin 1.03353.53 4 213/16 11/
125 Polyurethane HI-TECH Delrin 1.04353.91 B 37/16 11/2
4" | 7" - Performa Rubber Delrin 1.04353.441 5 37/16 11/2
Polyolefin Delrin 1.04353.53 5 37/16 11/2
140 Polyurethane HI-TECH Delrin 1.05353.91 6 41/16 13/4
5" | 7" - Performa Rubber Delrin 1.05353.441 6 41/16 13/4
Polyolefin Delrin 1.05353.53 6 41/16 13/4




* Zinc plated finish is attractive
and durable
E RI E * Full double ball hardened

raceways for better perfor-

Capacity up to 75 Ibs each www.colsoncaster.com mance and greater
durability
- * 5/16" shouldered axle with 1/4"
Expanding nut

* “Colson 45” multi-temp
Stem grease lubricates in extreme hot

A dapler l and cold temperatures

Swivel Cross Section
Fork Leg Spacing 15/z2"

Mounting Options Caster Brake Fork Option

. Mounting Side Lock (See page 10) NSF Listed (See page 1)
Di';'rs':gfe , | -Code Numbers Available on all 3" models. All models except thread
of Tube Round | Square Field installable (Specify guards (Specify FSI).
Tubing | Tubing BRK3)
34 -8/ |NMTGA0 | - '
Standard 7/g"-15/+6" | MTG41 | MTG51 NSI:
Mounting: 111" |MTG42 | MTG52 - o
g o r?ex ” 1 13750 | MT643 | MTGS3 Wheel Option
11/4"-15/16" | MTG44 | MTG54 Thread Guards~— Available on many models.
beneath lower raceway 1%/8" - 17/16" | MTG45 | MTG55 Brake & NSF options cannot be used with
expands rubber 1/2- 13w \MTG46 )| - thread guards (Specify TG1 for metal TG2
adapter inside of round 19/d"- 111" [MTG47 | = for plastic).

Stems are 2'"/16" long. Stem size less

or square tubing for a adapter: '/2'~ 13UNC x 211"

tight, permanent fit.
To order, select caster l‘”l ec —
model number and ee’ sel tlﬂﬂ
specify stem adapter
size by code number
from mounting options

chart at right. .I » 0 o

PERFORMA FLAT POLYOLEFIN POLYURETHANE CUSHION HARD
TREAD HI-TECH RUBBER RUBBER

71 SERIES - Expanding Adapter Stem - Capacity up to 75 Ibs

w Capacity . .

o Wheel | Tread L Wheel Stem Load | Swivel | Weight
2 Dia. | Width | E3h Wheel Descriptions Bearing Caster Models | Height | Radius | (Pounds)
T (Pounds)

:g’ 15/8"| 7g" 60 Performa Rubber Delrin 1.01667.441 21/16 | 13/4 5/8

g 75 Polyolefin Delrin 1.01667.52 21/16 | 13/4 5/8
g Performa Rubber Delrin 1.02267.441 27/8 115/16 5/8
H " 7o Polyolefin Delrin 1.02267.52 27/8 115/16 5/8

S 2 /8 75 .

2 Cushion Rubber Ball 1.02267.45 27/8 115/16 3/4
g Hard Rubber Ball 1.02267.55 27/8 115/16 3/4
E Performa Rubber Delrin 1.03067.441 4 29/16 3/4
3_ 3" 7g" 75 Polyurethane HI-TECH Delrin 1.03067.91 4 29/16 3/4
§ Polyolefin Delrin 1.03067.53 4 29/16 3/4
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oS Sisencint Gaskaren

* Zinc plated finish is attractive and
* Full double ball hardened

i raceways for better performance
Capacrty up to 145 Ibseach www.col/soncaster.com and greater
durability
-7 — * 5/16" shouldered axle with /4" nut
Expanding

* “Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

Stem
Adapter

Swivel Cross Section
Fork Leg Spacing 15/s2"

permanent fit. To Wheel Selection
order, select caster

model number and =

specify stem adapter '
size by code number
from mounting options
chart at right.

Mounting Options Caster Brake Fork Opftion
. Mounting Side Lock (See page 10) NSF Listed (See page 1)
pinside | Code Numbers Available on all models. Field All models except thread
Round | Square i i i
of Tube Tubing Tﬂbing installable (Specify BRK3). guards (Specify FSI).
3-8 |MTGA0 | -
Standard T[g"- /1" | MTG41 | MTG51 NSI:
Mountina: 1" 115" | MTG42 | MTG52 Whee/ Option o
T Ol.l f g i 17/g"- 13/16" [MTG43 | MTG53 1
urning ot octagon 11/4"-15/16" | MTG44 | MTG54 Thread Guards — Available on many
on upper raceway 1?/31: - 1;/15:: MTG45 | MTG55 models. Brake & NSF options cannot be \
expands rubber 15/ 2- 11 1/ 16 MTG46 | - used with thread guards (Specify TG1 for
adapter inside of 197”118 IMTG‘” - metal TG2 for plastic).
d Stems are 2'"/16" long. Stem size less

round or square adapter: /2"~ 13UNC x 211"
tubing for a tight, m

PERFORMA FLAT POLYOLEFIN POLYURETHANE
TREAD HI-TECH

71 SERIES - Expanding Adapter Sterm - Capacity up to 145 Ibs

w Capacity . .

< Wheel | Tread . Wheel Stem Load | Swivel | Weight
2 Dia. | Width | E2¢N CAER S LA Bearing Caster Models | Height | Radius | (Pounds)
- (Pounds)

;%’ 100 Polyurethane HI-TECH Delrin 1.03367.91 37/8 | 213/16 11/8
g 3" 18" . Performa Rubber Delrin 1.03367.441 37/3 | 213/16 11/4
£ Polyolefin Delrin 1.03367.53 37/8 | 213/16 11/4
E 125 Polyurethane HI-TECH Delrin 1.04367.91 47/8 | 37/16 11/2
B 4" 7g" - Performa Rubber Delrin 1.04367.441 47/8 | 37/16 11/2
g Polyolefin Delrin 1.04367.53 47/8 | 37/16 11/2
2 140 Polyurethane HI-TECH Delrin 1.05367.91 5718 | 41/16 13/4
._?J_ 5" | 7" - Performa Rubber Delrin 1.05367.441 57/s | 41/16 13/4
§ Polyolefin Delrin 1.05367.53 57/8 | 41/16 13/4
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oS foryiten b,

* Zinc plated finish is attractive

and durable
* Full double ball hardened

= raceways for better perfor-
Capacity up to 75 Ibs each www.colsoncaster.com RSN

durability

7 ~ o 5/qp" h I I th1 "
Grip Ring 1 st ot win
Sfem : * “Colson 45” multi-temp

grease lubricates in extreme hot
and cold temperatures

Diameter

Swivel Cross Section
Fork Leg Spacing 15/s2"

Mounting Options Caster Brake Fork Option
MTG1: 3/8" x 19/16" long Side Lock (See page 10) NSF Listed (See page 1)

MTG2: 7/16" x 19/16" long Available on all 3." models. Field Al models except thread
MTG50: 7/16" x 1" long installable (Specify BRK3). guards (Specify FSI).
Spring grip on top of "SF
stem holds caster firmly Wheel Option ©

in place.
. Thread Guards — Available on many
Standard Mounting models. Brake & NSF options cannot
(MTG51): be used with thread guards (Specify
7/16" x 129/32" long TG1 for metal TG2 for plastic).

Wheel Selection

(0] (0]

PERFORMA FLAT POLYOLEFIN POLYURETHANE CUSHION HARD
TREAD HI-TECH RUBBER RUBBER

1 SERIES - Grip Ring Stem - Capacity up to 75 Ibs

Capacity . .
Wheel | Tread . Wheel Stem Load | Swivel | Weight
Dia. | Width | ,Each LU 2 S LD Bearing Caster Models | Height | Radius | (Pounds)
(Pounds)
15/" | 7g" 60 Performa Rubber Delrin 1.01651.441 21/2 13/4 1/2
e 75 Polyolefin Delrin 1.01651.52 21/2 13/ 1/2
Performa Rubber Delrin 1.02251.441 21/16 | 115/16 1/2
on 7o 75 Polyolefin Delrin 1.02251.52 211/16 | 115/16 1/2
e Cushion Rubber Ball 1.02251.45 211/16 | 115/16 5/8
Hard Rubber Ball 1.02251.55 21/16 | 115/16 5/8
Performa Rubber Delrin 1.03051.441 313/16 | 29/16 3/4
3" | 7" 75 Polyurethane HI-TECH Delrin 1.03051.91 313/16 | 29/16 3/4
Polyolefin Delrin 1.03051.53 313/16 | 29/16 3/a
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B[S
SERIES

Capacityup to 145 Ibseach www.colsoncaster.com

Grip Ring
Stem

Spring grip on top of
stem holds caster firmly
in place.

Standard Mounting
(MTG51):
7/16" x 129/32" long

Plastic
Adapter
Option

MTG2: 7/16" x 11/2" long

MTG52: 7/16" x 129/32" long with
grip ring

Plastic Adapters

Snap easily in place to reduce
distortion and damage to furniture
and equipment tubing. Plastic

Wheel
Diameter

Swivel Cross Section

Standard Features

* Zinc plated finish is attractive
and durable

* Full double ball hardened
raceways for better perfor-
mance and greater
durability

* 5/16" shouldered axle with 1/4"
nut

* “Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

Fork Leg Spacing 15/z2"

Mounting Options

MTG53: (No. 50810): Fits 7/8" x
18 ga. wall round tubing or any
.D. from 3/4" to 51/64".

MTG54: (No. 50842): Fits 1" x
13 ga. wall round tubing or any
I.D. from 51/64" to 53/64".

MTG55: (No. 50865): Fits 1" x

adapters are non-conductive. First 14 ga. wall round tubing or any

specify MTG51: (7/16" x 129/32")
less grip ring, then specify
plastic adapter code from chart
at right.

PERFORMA FLAT

I.D. from 53/64" to 55/64".

MTG56: (No. 50916): Fits 1" x 16
ga. wall round tubing or any I.D.
from 57/64" to 29/32".

Caster Brake

Side Lock (See page 10) — Available
on all models. Field installable (Specify
BRK3).

Fork/Wheel

Option

NSF Listed (See page 1)

All models except thread guards "SF
(Specify FSI). y

Thread Guards - Available

on many models. Brake & NSF options
cannot be used with thread guards
(Specify TG1 for metal TG2 for plastic).

Wheel Selection

POLYOLEFIN

TREAD

POLYURETHANE
HI-TECH

1 SERIES - Grip Ring Stem - Capacity up to 145 Ibs

Capacity . .,
Wheel | Tread - Wheel Stem Load | Swivel | Weight
Dia. | Width _— Wheel Descriptions Bearing Caster Models Height | Radius (Pounds)
(Pounds)
100 Polyurethane HI-TECH Delrin 1.03351.91 33/4 | 213/16 1
3" 7g" . Performa Rubber Delrin 1.03351.441 33/4 | 213/16 11/g
Polyolefin Delrin 1.03351.53 33/4 | 213/16 11/8
125 Polyurethane HI-TECH Delrin 1.04351.91 43/4 | 37/16 11/8
4" 78" 135 Performa Rubber Delrin 1.04351.441 43/4 | 37/16 13/8
Polyolefin Delrin 1.04351.53 43/4 | 37/16 13/8
140 Polyurethane HI-TECH Delrin 1.05351.91 53/4 | 41/16 11/4
5" 7g" . Performa Rubber Delrin 1.05351.441 53/4 | 41/16 15/8
Polyolefin Delrin 1.05351.53 53/4 | 41/16 11/8
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* Zinc plated finish is attractive

and durable
* Full double ball hardened

. for bett rfor-
Capacity up to 75 Ibs each www.colsoncaster.com :ﬁgﬁ\é\gaﬁdo&egt;r perior

durability

s traigh’ Th"e ad c i/l]:s" shouldered axle with 1/4"
s t ernm * “Colson 45” multi-temp

grease lubricates in extreme hot
and cold temperatures

Wheel
Diameter

Swivel Cross Section
Fork Leg Spacing 1°%/z2"

Mounting Options Caster Brake Fork Option

3/8" diameter— 24NF x Side Lock (See page 10) NSF Listed (See page 1)
/16" long (Specify MTG51). Available on all 3" models. Field  All models except thread
installable (Specify BRK3). guards (Specify FSI).
Standard Mounting Wheel Option NSE

(SMIG55) Thread Guards - Available on many

(%/8" diameter— 16UNC x models. Brake & NSF options cannot be used

11/4" long threaded 17/s"). with thread guards (Specify TG1 for metal
TG2 for plastic).

Wheel Selection

(0] (0]

PERFORMA FLAT POLYOLEFIN POLYURETHANE CUSHION HARD
TREAD HI-TECH RUBBER RUBBER

WP s 1 SERIES - Straight Thread Stem - Capacity up to 75 Ibs

stem is to be screwed

It?n?ccuusst?n?;rr:ﬂgltp:;gn; Wheel | Tread LR Wh Load | Swivel | Weight
. h Each Wheel Descriptions e:el Stem 9a we <1
washer t the tem tat Dia. | Width (Pounds) Bearing Caster Models | Height | Radius | (Pounds)
will cover the incomplete
E"Jﬁeaffaiﬂdfn”fﬂffmme 15/g"| 75" 60 Performa Rubber Delrin 1.01654.441 21/2 | 13/a 3/8
shoulder must ft tightly /8 75 Polyolefin Delrin 1.01654.52 2172 | 13/a 3/8
233:;:5:: et Performa Rubber Delrin 1.02254.441 211/16 | 115/16 3/8
on g 25 Polyolefin Delrin 1.02254.52 21/16 | 115/16 3/8
Cushion Rubber Ball 1.02254.45 211/16 | 115/16 1/2
Hard Rubber Ball 1.02254.55 211/16 | 115/16 1/2
Performa Rubber Delrin 1.03054.441 313/16 | 29/16 5/8
3" 7g" 75 Polyurethane HI-TECH Delrin 1.03054.91 313/16 | 29/16 5/8
Polyolefin Delrin 1.03054.53 313/16 | 29/16 5/8

22



Standard Features

* Zinc plated finish is attractive
and durable

* Full double ball hardened
raceways for better perfor-
mance and greater
durability

s t"aight Th’e =2 d ' z/l]:i" shouldered axle with 1/4"
s Tern * “Colson 45” multi-temp

grease lubricates in extreme hot
and cold temperatures

Diameter

N7
N

Swivel Cross Section
Fork Leg Spacing 1%/a2"

Caster Brake Fork Option Wheel Option

Side Lock (See page 10) NSF Listed (See page 1) Thread Guards—Available on many
Available on all models. Field All models except thread models. Brake & NSF options cannot
installable (Specify BRK3). guards (Specify FSI). be used with thread guards (Specify

TG1 for metal TG2 for plastic).
Standard
Mounting: "SF@
(3/8" diameter—

16UNC x 1'/2" long Wheel Selection
threaded 13/s").

=l
;
D
5
7

PERFORMA FLAT POLYOLEFIN POLYURETHANE
TREAD HI-TECH

1 SERIES - Straight Thread Stem - Capacity up to 145 Ibs

Capacity . .
Wheel | Tread - Wheel Stem Load | Swivel | Weight
. . Each " .

Dia. | Width (POlalfldS) Wheel Descriptions Bearing Caster Models | Height | Radius | (Pounds)
100 Polyurethane HI-TECH Delrin 1.03354.91 33/4 | 213/16 11/8
3" | s - Performa Rubber Delrin 1.03354.441 33/4 | 23/16 | 11/8
Polyolefin Delrin 1.03354.53 33/4 | 213/16 11/8
125 Polyurethane HI-TECH Delrin 1.04354.91 43/4 | 37/16 13/8
4" 7g" - Performa Rubber Delrin 1.04354.441 43/4 | 37/16 13/8
Polyolefin Delrin 1.04354.53 43/4 | 37/16 13/8
140 Polyurethane HI-TECH Delrin 1.05354.91 53/4 | 41/16 15/8
5" | 7" e Performa Rubber Delrin 1.05354.441 53/4 | 41/16 15/8
Polyolefin Delrin 1.05354.53 53/4 | 41/16 15/8

IMPORTANT: If caster stem is to be screwed into customer equipment, the customer must add a washer to the stem that will cover the incomplete
threads and support the upper race. The stem shoulder must fit tightly against the customer equipment.
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ColS o)
SERIES

Capacity up to 145 Ibs each

www.colsoncaster.com

Standard

IR

Standard Features

* Zinc plated finish is attractive

and durable

* Full double ball hardened

raceways for better perfor-
mance and greater
durability

* 5/16" shouldered axle with 1/4"

nut

* “Colson 45” multi-temp

2 grease lubricates in extreme hot
i and cold temperatures
Wheel II-_IT h
ee ‘ eight
Diarl]eter O 2
OO
TG ¥
Swivel Cross Section
Fork Leg Spacing 15/32"
Mounting Options Caster Brake Fork Option
Optional Square Stem:  MTG1 Side Lock (See page 10) NSF Listed (See page 1)
2” long x /8" square —( Available on all models. Field All models except thread
with 1 mounting | installable (Specify BRK3). guards (Specify FSI).
hole 7/e4" diameter 2%
Standard (Specify MTG1). | J& "SF
Mounting: Wheel Option y

Designed for easy
installation on the inside
of angle iron legs or
against flat surfaces.
Stems may be bolted
or riveted against any
flat vertical surface.
Standard Stem 2" long
by 3/4" square with 3
mounting holes 17/64"
diameter.

PERFORMA FLAT

Thread Guards - Available on many
models. Brake & NSF options cannot be
used with thread guards (Specify TG1
for metal TG2 for plastic).

Wheel Selection
P

TREAD

POLYOLEFIN

POLYURETHANE

HI-TECH

1 SERIES - Square Stem - Capacity up to 145 Ibs

Capacity . .
Wheel | Tread L Wheel Stem Load | Swivel | Weight
Dia. Width Each Wheel Desc"ptlons Bearing Caster Models Height Radius (Pounds)
(Pounds)
100 Polyurethane HI-TECH Delrin 1.03370.91 33/4 | 213/16 11/4
3" | 7" . Performa Rubber Delrin 1.03370.441 33/a | 213/16 | 11/
Polyolefin Delrin 1.03370.53 33/4 | 213/16 11/4
125 Polyurethane HI-TECH Delrin 1.04370.91 43/4 | 37/16 11/2
4" 7g" - Performa Rubber Delrin 1.04370.441 43/4 | 37/16 11/2
Polyolefin Delrin 1.04370.53 43/4 | 37/16 11/2
140 Polyurethane HI-TECH Delrin 1.05370.91 53/4 | 41/16 13/4
5" | 7" . Performa Rubber Delrin 1.05370.441 53/4 | 41/16 13/4
Polyolefin Delrin 1.05370.53 53/4 | 41/16 13/4
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* Zinc plated finish is attractive
and durable
SERl Es * Full double ball hardened

raceways for better perfor-

Capacity up to 145 lbseach www.colsoncaster.com gwngel and greater
urability
* 5/16" shouldered axle with 1/4"
Small Top Plate nut
- ar ) * “Colson 45” multi-temp
s wr II&I & R’g’d grease lubricates in extreme hot
and cold temperatures
A\mse.  Forkleg
oL Spacing 1%/32"
Caster Brake Fork Option Wheel Opftion
Side Lock (See page 10) NSF Listed (See page 1) Thread Guards — Available on many
Available on all 3" swivel All models except thread models. Brake & NSF options cannot
models. Field installable guards (Specify FSI). be used with thread guards (Specify
(Specify BRK3). TG1 for metal TG2 for plastic).
Standard
Mounting: "SF@
Rigid caster
mounting holes do Wheel Selection
not match swivel. \
PERFORMA FLAT POLYOLEFIN POLYURETHANE CUSHION HARD I

TREAD HI-TECH RUBBER RUBBER

1 SERIES - Small Top Plate Swivel & Rigid - Capacity up to 75 Ibs

Capacity . - P :
Wheel | Tread . Wheel Swivel Rigid Load |Swivel | Weight
. . Each " .
Dia. | Width (POlalfldS) Lozl s Bearing Caster Models Caster Models  |Height |Radius |(Pounds)
15/g" | 7" 60 Performa Rubber Delrin 1.01666.441 1.01610.441 29/16 | 13/a 3/8
R 75 | Polyolefin Delrin 1.01666.52 1.01610.52 29/16 | 13/4 3/8
Performa Rubber Delrin 1.02266.441 1.02210.441 23/4 115/16 1/2
on 700 75 Polyolefin Delrin 1.02266.52 1.02210.52 23/4 115/16 1/2
/8 Cushion Rubber Ball 1.02266.45 1.02210.45 23/4 | 11516 | 1/2
Hard Rubber Ball 1.02266.55 1.02210.55 28/ | 1%/16 | 1/2
Performa Rubber Delrin 1.03066.441 — 378 | 29/16 3/a
3" 78" 75 Polyurethane HI-TECH Delrin 1.03066.91 - 378 | 2916 3/4
Polyolefin Delrin 1.03066.53 - 378 29/16 3/4
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Colsan ST P

* Zinc plated finish is attractive

and durable
* Full double ball hardened

“ raceways for better
capac'ty up to 75 lbs eaCh WWww. co’soﬂcﬂsterucom performyance and greater

durability

La"ge Top Plate . ?]/Jts"shouldered axle with 1/4"
s Wivel & Rigid * “Colson 45” multi-temp

. grease lubricates in extreme
'-ARGE TOP PLATE /8 hot and cold temperatures

1
rz /a )‘ Bo't ﬁfz /4»]_‘7
w'& W

uf3*>\

Wheel '
Dlamete

Fork Leg
Spacing 15/s2"

Caster Brake Fork Option Wheel Option

Side Lock (See page 10) NSF Listed (See page 1) Thread Guards—Available on many
Available on all 3" swivel All models except thread models. Brake & NSF options cannot
models. Field installable guards (Specify FSI). be used with thread guards (Specify

S (Specify BRK3). TG1 for metal TG2 for plastic).

tandard

Mounting: "SI‘;

Rigid caster available

with 3” diameter -

whool ol Wheel Selection

(¢ (¢

PERFORMA FLAT POLYOLEFIN POLYURETHANE CUSHION HARD
TREAD HI-TECH RUBBER RUBBER

71 SERIES - Large Top Plate Swivel & Rigid - Capacity up to 75 Ibs

Capacity . - P ;
Wheel | Tread . Wheel Swivel Rigid Load | Swivel | Weight
. N Each 3 .

Dia. | Width | b0 nds) Wheel Descriptions Bearing | Caster Models | Caster Models |Height | Radius | (Pounds)
15/8" | 7 60 Performa Rubber Delrin 1.01656.441 — 29/16 | 13/a 1/2
o 75 | Polyolefin Delrin 1.01656.52 = 29/16 | 13/4 1/2
Performa Rubber Delrin 1.02256.441 — 23/4 | 115/16 1/2
on e - Polyolefin Delrin 1.02256.52 — 23/ | 115/16 1/2
i Cushion Rubber Ball 1.02256.45 — 23/4 | 115/16 5/8
Hard Rubber Ball 1.02256.55 = 23/s | 115/16 | /8
Performa Rubber Delrin 1.03056.441 1.03010.441 378 | 29/16 3/a
3" 7/ 8" 75 Polyurethane HI-TECH Delrin 1.03056.91 1.03010.91 378 | 29/16 3/4
Polyolefin Delrin 1.03056.53 1.03010.53 378 | 29/16 3/4
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. Standard Features
@@i@@@ * Zinc plated finish is attractive

and durable
SERl Es * Full double ball hardened
raceways for better perfor-

Capacityup to 145 Ibseach www.colsoncaster.com ?angﬁ_;l;d greater
urabil

Top Plafe S Wivel & Rigid : t;’]/l}f"shouldered axle with 1/4"

-+ .090” steel top plate

* “Colson 45” multi-temp
FS 1/16 > JFS /16> grease lubricates in extreme hot
pl
A

J=2he 3 21%/ory and cold temperatures
1.3 @ 21/2 13/1“21/2
¥ o i i

‘\"—" = : l<35/g — l«35/g—>

- e (N e, (W
‘ l v

Fork Leg
Spacing 15/32"

Swivel Cross Section Mounting Bolt 5/16"

Casfter Brake Fork Option Wheel Option

Side Lock (See page 10) NSF Listed (See page 1) Thread Guards — Available on many
Available on all swivel models. All models except thread models. Brake & NSF options cannot
Field installable (Specify BRK3). guards (Specify FSI). be used with thread guards (Specify

TG1 for metal TG2 for plastic).

NSE

Wheel Selection
p o~ :

s,
i
D
m
%

PERFORMA FLAT POLYOLEFIN POLYURETHANE
TREAD HI-TECH

71 SERIES - Top Plate Swivel & Rigid - Capacity up to 145 Ibs

Capacity . - P ;
Wheel | Tread - Wheel Swivel Rigid Load | Swivel | Weight
. . Each . "

Dia. | Width (Pozﬁds) Wheel Descriptions Bearing Caster Models | Caster Models | Height | Radius | (Pounds)
100 Polyurethane HI-TECH Delrin 1.03356.91 1.03008.91 33/4 | 213/16 11/4
3" 7g" 195 Performa Rubber Delrin 1.03356.441 1.03008.441 33/4 | 213/16 11/4
Polyolefin Delrin 1.03356.53 1.03008.53 33/4 | 213/16 11/4
125 Polyurethane HI-TECH Delrin 1.04356.91 1.04008.91 43/4 | 37/16 11/2
4" 7/8" 135 Performa Rubber Delrin 1.04356.441 1.04008.441 43/4 | 37/16 11/2
Polyolefin Delrin 1.04356.53 1.04008.53 43/4 | 37/16 11/2
140 Polyurethane HI-TECH Delrin 1.05356.91 1.05008.91 53/a | 41/16 13/4
5" 7g" 145 Performa Rubber Delrin 1.05356.441 1.05008.441 53/a | 41/16 13/4
Polyolefin Delrin 1.05356.53 1.05008.53 53/4 | 41/16 13/4
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Colsonmn

SERIES

Capacity up to 325 Ibs each

www.colsoncaster.com

Pipe Thread
Stem

Standard
Mounting:

Fits Standard 3/4"
Pipe Coupling

The actual diameter
of the threaded stem
is approximately
11/16". The pipe thread
stem screws directly
into a standard pipe
coupling for a rigid and
permanent fit with full
swivel action.

Easy Installation
The 7/16" hex
nut beneath
the lower
raceway makes
it fast and easy to
install these casters
on a wide variety of
equipment.

Diameter

|

N —a\ Fork Le
/.ra}.v-[.Q_ Spacingg 196"

e\

Swivel Cross Section

Standard Features

* Zinc plated finish is attractive
and durable

* Full double ball hardened
raceways for better
performance and greater
durability

* 3/8" hollow axle with
lock nut

* Grease holes on wheel
bearing for greater
convenience

* “Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

Brake

Total Lock Brake (See page 10)

Locks wheel and swivel simultaneously.
Fits 31/2", 4" and 5" swivel models. Field
installable (Specify BRKS).

Side Lock Brake (See page 10)
Available on all swivel models. Field
installable (Specify BRK1).

Performance Options

Fork Option

NSF Listed (See page 1)

All models except thread guards and "SF
cast iron wheels (Specify FSI). 9
Dust Cap (See page 14)—Specify DC1.
Axle/Nut Options:

AX1 Zerk Axle

AX2 Solid Axle

NT1 Thick lock nut

Wheel Option
Thread Guards (See page 10) — Available on many
models. (Specify TG1 for metal TG2 for plastic).

Wheel Selection

PERFORMA
FLAT TREAD

PERFORMA
ROUND TREAD

THERMOTECH
HITECH

PERFORMA
CONDUCTIVE FLAT

POLYURETHANE CAST IRON

o

PERFORMA
CONDUCTIVE ROUND

POLYOLEFIN THERMO

o

RUBBER HI-TECH PHENOLIC



2 SERIES - Pipe Thread Stem - Capacity up to 325 Ibs

Capacity

Wheel | Tread - Load | Swivel | Weight
Dia. | Width (szﬁzs) Wheel Descriptions B‘Q,’L‘:’.‘,’.L, Castesﬁi.':,de.s Height | Radius |(Pounds)
125 Performa Rubber (Conductive Flat) Ball 2.02253.445 COND | 4 21/32 | 13/4
140 Performa Rubber (Flat tread) Delrin 2.02253.441 4 213/32 | 13/4
Performa Rubber (Flat tread) Ball 2.02253.445 4 218732 | 13/a
" . Polyolefin Delrin 2.02253.53 4 213732 | 13/4
212" | 1" | 200 Polyolefin Ball 2.02253.55 4 213732 | 13/4
250 Polyurethane HI-TECH Delrin 2.02253.91 4 21/3 | 11/2
Polyurethane HI-TECH Ball 2.02253.95 4 21/32 | 11/2
300 | Castlron Sleeve 2.0225312 4 21332 | 21/8
1746" | 300 Phenolic Roller 2.02253.319 4 213/32 | 13/4
150 Rubber HI-TECH Plain 2.03353.42 A/s | 22132 2
3n 14" 200 Polyurethane HI-TECH Plain 2.03353.92 41/4 | 221/32 2
Polyolefin Delrin 2.03353.52 A1/4 | 221/32 2
115/32"| 300 | Phenolic Roller 2.03353.309 414 | 22132 | 23/4
Performa Rubber (Conductive Round) Ball 2.03253.565 COND | 4%3/16 | 229/32 | 21/a
15/16" | 210 Performa Rubber (Round tread) Delrin 2.03253.561 418/16 | 229/32 | 27/a
Performa Rubber (Round tread) Ball 2.03253.565 413/16 | 229/32 | 27/4
225 Performa Rubber (Conductive Flat) Ball 2.03253.445 COND | 4%3/16 | 229/32 | 21/a
230 Polyolefin Delrin 2.03253.53 418/16 | 229/32 | 21/8
Polyolefin Ball 2.03253.55 413/16 | 229/32 | 21/8
312" Performa Rubber (Fit tread) Delrin 2.03253.441 413/16 | 229/32 | 28
114" 250 Performa Rubber (Fiat tread) Ball 2.03253.445 418/16 | 229/32 | 27/8
Polyurethane HI-TECH Delrin 2.03253.91 413/16 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03253.95 413/16 | 229/32 | 13/4
300 Thermo Plain 2.03253.52 HT 418/16 | 229/32 | 31/8
Cast Iron Sleeve 2.0325312 413/16 | 229/32 3
950 ThermoTech Teflon 2.04253.613 H 51/4 | 37/32 3
Performa Rubber (Conductive Fiat) Ball 2.04253.445COND | 51/4 | 3732 | 2V/a
Polyolefin Delrin 2.04253.53 51/4 | 37/32 21/
275 Polyolefin Ball 2.04253.55 51/4 | 37/32 | 274
Polyurethane HI-TECH Delrin 2.04253.91 51/4 | 37/32 2
4" | 114" Polyurethane HI-TECH Ball 2.04253.95 51/4 | 37/32 2
Performa Rubber (Fiat tread) Delrin 2.04253.441 51/4 | 3732 | 24
300 Performa Rubber (Fiat tread) Ball 2.04253.445 51/4 | 37/32 | 24
Thermo Plain 2.04253.52 HT 51/4 | 37/32 314
Cast Iron Sleeve 2.04253.12 51/4 | 3732 | 372
{1 a 250 ThermoTech Teflon 2.05253.613H 65/16 | 313/16 3
Performa Rubber (Conductive Flat) Ball 2.05253.445 COND | 65/16 | 313/16 3
15/16" | 250 Performa Rubber (Conductive Round) Ball 2.05253.565 COND | 65/16 | 313/16 3
Performa Rubber (Round tread) Delrin 2.05253.561 65/16 | 313/16 3
Performa Rubber (Round tread) Ball 2.05253.565 65/16 | 313/16 3
Polyolefin Delrin 2.05253.53 65/16 | 313/16 | 23/4
5" Polyolefin Ball 2.05253.55 65/16 | 313/16 | 23/4
300 | Polyurethane HI-TECH Delrin 2.05253.91 65/16 | 313/16 | 27/2
14" Polyurethane HI-TECH Ball 2.05253.95 65/16 | 313/16 | 272
Cast Iron Sleeve 2.05253.12 65/16 | 313/16 | 33/4
Performa Rubber (Fiat tread) Delrin 2.05253.441 65/16 | 313/16 | 23/4
325 Performa Rubber (Fiat tread) Ball 2.05253.445 65/16 | 313/16 | 23/4
Thermo Plain 2.05253.52 HT 65/16 | 313/16 | 33/4
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. Standard Features
@ @ﬂg @@ * Zinc plated finish is attractive

and durable
Full double ball hardened

“ raceways for better
cap“'ty l.lp tO 32 5 lbs eadl www.colsoncasfer.com performyance and greater

durability

3/8" hollow axle with
lock nut

Expanding Adapter
Stemn . s s o

convenience

“Colson 45” multi-temp
grease lubricates in extreme

hot and cold temperatures
Load
Wheel Height
Dlameter

k-, Forkle
ry.(}_ Spacmgg19/16

Swivel Cross Section

Mounting  Caster Brake Fork Option

Options Total Lock Brake (See page 10)  NSF Listed (See page 1)
. Locks wheel and swivel All models except thread guards
Inside c o%oﬂm‘ge rs sn:nultan'tlaougly. Fits 31/2",. and cast iron wheels (Specify FSI).
Diameter o oo 4"and 5" swivel models. Field Swivel Dust Cap (See page 10)
of Tube | pAt | Tibing  installable (Specify BRKS) Specify DG
Standard e 9 wne - ' B 1AL
. A 8/4"-13/16"  |MTG40 | - Side Lock Brake (See page 10) Axle/Nut Options:
Mounting: fF 7/g"-15/+" |MTG41 [ MTG51  Available on all swivel models. AX1 Zerk Axle
Turning of 1"-11/1" |MTG42 | MTG52  Field installable (Specify BRK1).  AX2 Solid Axle
hexnut & 1/s"- 19" |MTG43 | MTGS3 NTA Thick lock nut
11/4"-15/16" |MTG44 | MTG54
beneath lower 13/8" - 17/16" | MTG45 | MTG55
raceway expands rubber  17/2"-19/1" [MTG46 | - >
adapter inside of round ~ 1°/8" - 1""/16" [MTG47 Wheel Option
or square tubing for a Stems are 2'"/16" long. Stem size less Thread Guards (See page 14)

adapter: '/2'- 13UNC x 21"/+6" Available on many models (Specify TG1

tight, permanent fit. for metal TG2 for plastic).

To order, select caster
model number and =
specify stem adapter Whee’ SEIect’on
size by code number -
from mounting option
chart at right.

PERFORMA PERFORMA POLYOLEFIN POLYURETHANE
FLAT TREAD ROUND TREAD HI-TECH

o

CAST IRON RUBBER HI-TECH PHENOLIC

Note: Expanding adapter temperature rating is at 180°F.
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2 SERIES - Expanding Adapter Stem - Capacity up to 325 Ibs

Wheel | Tread | C2PECIY - Load | Swivel | Weight
Dia. | Width | ,E2°h LRI [0 Bonrng | Gastor Models | Height | Radius | (Pounds)
(Pounds)
140 Performa Rubber (Fiat tread) Delrin 2.02267.441 4 21B/32 | 13/a
Performa Rubber (Flat tread) Ball 2.02267.445 4 213/32 | 13/4
0 " Polyolefin Delrin 2.02267.53 4 213/32 | 13/4
2Y2 1774 A Polyolefin Ball 2.02267.55 4 21B/32 | 13/4
250 Polyurethane HI-TECH Delrin 2.02267.91 4 2B/32 | 11/2
Polyurethane HI-TECH Ball 2.02267.95 4 21/3 | 11/2
300 Cast Iron Sleeve 2.02267.12 4 213/32 | 21/8
1716" | 300 Phenolic Roller 2.02267.319 4 2B/32 | 13/a
150 Rubber HI-TECH Plain 2.03367.42 41/4 | 221/32 2
gn 114" 200 Polyurethane HI-TECH Plain 2.03367.92 41/4 | 221/32 2
Polyolefin Delrin 2.03367.52 41/4 | 221/32 2
115/32"| 300 | Phenolic Roller 2.03367.309 41/4 | 22132 | 23/4
B | 210 Performa Rubber (Round tread) Delrin 2.03267.561 49/16 | 229/32 | 21/4
Performa Rubber (Round tread) Ball 2.03267.565 49/16 | 229/32 | 214
230 Polyolefin Delrin 2.03267.53 49/16 | 229/32 | 21/8
Polyolefin Ball 2.03267.55 49/16 | 229/32 | 21/8
Performa Rubber (Fiat tread) Delrin 2.03267.441 49/16 | 229/32 | 21/8
312" e | 250 Performa Rubber (Fiat read) Ball 2.03267.445 49/16 | 229/32 | 21/8
Polyurethane HI-TECH Delrin 2.03267.91 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03267.95 49/16 | 229/32 | 13/4
300 Cast Iron Sleeve 2.03267.12 49/16 | 229/32 3
Polyolefin Delrin 2.04267.53 51/4 | 3732 | 274
275 Polyolefin Ball 2.04267.55 51/a | 3732 | 24
Polyurethane HI-TECH Delrin 2.04267.91 51/4 | 3732 2
4" | 11y, Polyurethane HI-TECH Ball 2.04267.95 51/2 3732 | 2
300 Performa Rubber (Fiat tread) Delrin 2.04267.441 51/4 | 37/32 | 24
Performa Rubber (Fiat tread) Ball 2.04267.445 51/4 | 3732 | 274
Cast Iron Sleeve 2.0426712 51/4 | 3732 | 31/)2
1s/16" | 250 Performa Rubber (Round tread) Delrin 2.05267.561 65/16 | 313/16 3
Performa Rubber (Round tread) Ball 2.05267.565 65/16 | 313/16 3
Polyolefin Delrin 2.05267.53 65/16 | 313/16 | 23/4
Polyolefin Ball 2.05267.55 65/16 | 313/16 | 23/4
5" 300 | Polyurethane HI-TECH Delrin 2.05267.91 65/16 | 313/16 | 21/2
194" Polyurethane HIFTECH Ball 2.05267.95 65/16 | 313/16 | 212
Cast Iron Sleeve 2.05267.12 65/16 | 313/16 | 33/4
305 Performa Rubber (Fiat tread) Delrin 2.05267.441 65/16 | 313/16 | 23/4
Performa Rubber (Flat tread) Ball 2.05267.445 65/16 | 313/16 | 23/4

31




Colsamn

SERIES

Capacity up to 325 Ibs each

Grip Ring
Stem

Standard
Mounting:

Standard grip ring
stem is 23/16" long
with 5/8" diameter.
Stem features spring
grip at top to hold
caster securely in
tubing. Assures tight fit
and easy swivel action.

Mounting
Options

Round Stems

MTG5: 23/16" long x 3/4" dia.
(-75)

MTG6: 23/16" long x 13/16"
dia. (.812)

MTG7: 23/16" long x 27/32"
dia. (.845)

MTG8: 23/16" long x 7/8" dia.
(.865)

MTGY: 23/16" long x

1" dia. (1.00)

PERFORMA
FLAT TREAD

THERMOTECH

PERFORMA
ROUND TREAD

POLYURETHANE
HITECH

www.colsoncaster.com

. W

Wheel i
Diameter S Hicight

1 l

/.t-._/.\ Fork Leg

r:.\/".l\'.:\ Spacing 196"

Swivel Cross Section

Casfter Brake

Total Lock Brake (See page 10)
Locks wheel and swivel
simultaneously. Fits 31/2",

4" and 5" swivel models. Field
installable. Note: When mounted in
tubing, brake will function as wheel

. Specify DC1.
brake only. (Specify BRK5). Axle/Nut Options:
Side Lock Brake (See page 10)  Ax1 Zerk Axle
Available on all swivel models. AX2 Solid Axle

Field installable (Specify BRK1). NT1 Thick lock nut

Standard Features

Fork Option
NSF Listed (See page 1)
All models except thread
guards and cast iron
wheels (Specify FSI).

Swivel Dust Cap (See page 14)

Zinc plated finish is attractive
and durable

Full double ball hardened
raceways for better
performance and greater
durability

3/8" hollow axle with
lock nut

Grease holes on wheel
bearing for greater
convenience

“Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

NSE

Wheel Option
Thread Guards (See page 14) — Available
on many models. (Specify TG1 for metal

TG2 for plastic).

7,

fection

PERFORMA
CONDUCTIVE FLAT

PERFORMA
CONDUCTIVE ROUND

POLYOLEFIN

(@

CAST IRON RUBBER HI-TECH PHENOLIC
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2 SERIES - Grip Ring Stem - Capacity up to 325 Ibs

Wheel | Tread | Capacity - Load |Swivel| Weight
Dia. | Width | pcach | Wheel Descriptions Boorng | Castor Models | Holght | Radius | (Pounds)
125 Performa Rubber (Conductive Fiat) Ball 2.02251.445 COND | 33/4 | 213/32 | 13/a
140 Performa Rubber (Flat tread) Delrin 2.02251.441 33/a | 2M1/32 | 13/4
Performa Rubber (Flat tread) Ball 2.02251.445 33/4 | 218/32 | 13/4
" " Polyolefin Delrin 2.02251.53 33/4 | 218/32 | 13/4
2%, 174 ALy Polyolefin Ball 2.02251.55 33/4 | 21/32 | 13/4
250 Polyurethane HI-TECH Delrin 2.02251.91 33/a | 2B/32 | 11/2
Polyurethane HI-TECH Ball 2.02251.95 33/a |2B/32 | 11/2
300 Cast Iron Sleeve 2.0225112 33/a | 28B/32 | 21/8
1716" | 300 Phenolic Roller 2.02251.319 33/4 | 21/32 | 13/4
150 Rubber HI-TECH Plain 2.03351.42 4 221/32 2
gn 114" 200 Polyurethane HI-TECH Plain 2.03351.92 4 221/32 2
Polyolefin Delrin 2.03351.52 4 221/32 2
115/33'| 300 | Phenolic Roller 2.03351.309 4 221/32 | 23/4
Performa Rubber (Conductive Round) Ball 2.03251.565 COND | 49/16 | 229/32 | 21/4
15/16" | 210 Performa Rubber (Round tread) Delrin 2.03251.561 49/16 | 229/32 | 27/4
Performa Rubber (Round tread) Ball 2.03251.565 49/16 | 229/32 | 21/4
225 Performa Rubber (Conductive Flat) Ball 2.03251.445 COND 49/16 | 229/32 2
230 Polyolefin Delrin 2.03251.53 49/16 | 229/32 | 21/8
Polyolefin Ball 2.03251.55 49/16 | 229/32 | 21/8
312" Performa Rubber (Flat tread) Delrin 2.03251.441 49/16 | 229/32 | 21/8
114" 250 Performa Rubber (Fiat tread) Ball 2.03251.445 49/16 | 229/32 | 21/8
Polyurethane HI-TECH Delrin 2.03251.91 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03251.95 49/16 | 229/32 | 13/4
Thermo Plain 2.03251.52 HT 49/16 | 229/32 | 27/8
300 ICastiron Sleeve 2.0325112 49/% | 22932 | 3
250 ThermoTech Teflon 2.04251.613 H 5 37/32 &
Performa Rubber (Conductive Flat) Ball 2.04251.445 COND 5 37/32 27/4
Polyolefin Delrin 2.04251.53 5 3732 | 214
o75 Polyolefin Ball 2.04251.55 5 3732 | 214
4" 104" Polyurethane HI-TECH Delrin 2.04251.91 5 37/32 2
Polyurethane HI-TECH Ball 2.04251.95 5 37/32 2
Performa Rubber (Fiat tread) Delrin 2.04251.441 5 3732 | 214
300 Performa Rubber (Fat tread) Ball 2.04251.445 5 37/32 274
Thermo Plain 2.04251.52 HT 5 3732 | 38
Cast Iron Sleeve 2.0425112 5 3732 | 31/2
114 | 250 ThermoTech Teflon 2.05251.613 H 61/16 | 313/16 3
Performa Rubber (Conductive Flat) Ball 2.05251.445 COND | 61/16 | 313/16 3
Performa Rubber (Conductive Round) Ball 2.05251.565 COND | 61/16 | 313/16 3
15/16" | 250 Performa Rubber (Round tread) Delrin 2.05251.561 61/16 | 313/16 3
Performa Rubber (Round tread) Ball 2.05251.565 671/16 | 313/16 3
Polyolefin Delrin 2.05251.53 61/16 | 313/16 | 23/4
Polyolefin Ball 2.05251.55 61/16 | 313/16 | 23/4
5" 300 | Polyurethane HI-TECH Delrin 2.05251.91 61/16 | 313/16 | 212
11/4" Polyurethane HI-TECH Ball 2.05251.95 61/16 | 313/16 | 27/2
Cast Iron Sleeve 2.05251.12 61/16 | 313/16 | 33/4
Performa Rubber (Flat tread) Delrin 2.05251.441 61/16 | 313/16 | 23/4
325 Performa Rubber (Flat tread) Ball 2.05251.445 61/16 | 313/16 | 23/4
Thermo Plain 2.05251.52 HT 61/16 | 313/16 | 32
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Bl
SERIES

Capacity up to 325 Ibs each

www.colsoncasfter.com

Straight Thread
Stem i

Three%dseql y !

/8" f e

—

N —=\ Fork Le:
-/.'\ Spacingg19/1e"

Swivel Cross Section

Mounting  Caster Brake

MTG11: 1/2"-13UNC x 1" long 2" Swivel models. Field installable

Standard threaded (Specify BRKS).
Mounting MTG12: /2"-20UNF x 3/4"  Side Lock Brake (See page 10) Specify DC1.
(MTG 53): long threaded Available on all swivel models. Axle/Nut Options:

MTG13: 5/8"-11UNC x 1 3/4"  Field installable (Specify BRK1).
long threaded

MTG14: 5/8"-18UNF x

1 3/4" long threaded

MTG15: 3/4"-10UNC x

13/4" long threaded

MTG50: 1/2"-20UNF x 11/2"

long threaded

AX1 Zerk Axle

1/2" diameter — AX2 Solid Axle

13UNC X 17/2" long,
threaded 13/8".

Easy Installation:
The 7/16" hex
nut beneath
the lower
raceway

makes it fast and easy to : WheEI selec"on

install these casters on a i .k = / .
wide variety of equipment. ! ' 1 . ?

TG2 for plastic).

Shopping

PERFORMA PERFORMA PERFORMA PERFORMA
Carf FLAT TREAD ROUND TREAD CONDUCTIVE FLAT CONDUCTIVE ROUND
Caster i«

Qﬁﬁ-—;"

THERMOTECH POLYURETHANE

HITECH

CAST IRON RUBBER HI-TECH

against the customer equipment.

Colson Performa Shopping Cart Casters feature a
cushion ride, quiet operation and sealed bearings.
Stem size: /2" dia—13 x 7/8" long (keyed).

34

wheels (Specify FSI).
Swivel Dust Cap (See page 14)

NT1 Thick lock nut

Wheel Option

Thread Guards (See page 14) — Available
on many models. (Specify TG1 for metal

(o)

POLYOLEFIN

PHENOLIC

Standard Features

Zinc plated finish is attractive
and durable

Full double ball hardened
raceways for better
performance and greater
durability

3/8" hollow axle with
lock nut

Grease holes on wheel
bearing for greater
convenience

“Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

Fork Option

OPI'IOHS Total Lock Brake (See page 10) NSF Listed (See page 1)
MTG10: 1/2"-13UNC x 3/4" Locks wheel and swivel All models except thread "SF
long threaded simultaneously. Fits 31/2",4"and  guards and cast iron )

THERMO

IMPORTANT: If caster stem is to be screwed into customer equipment, the customer must add a washer to
the stem that will cover the incomplete threads and support the upper race. The stem shoulder must fit tightly



2 SERIES - Straight Thread Stem - Capacity up to 325 Ibs

Capacity

Wheel | Tread - Load | Swivel | Weight
Dia. | Width | pcach | Wheel Descriptions Bearing | Castor Models | Helght | Radius | (Pounds)
125 Performa Rubber (Conductive Flat) Ball 2.02254.445COND | 33/4 | 213/32 | 13/4
140 Performa Rubber (Fiat tread) Delrin 2.02254.441 33/4 | 21/32 | 13/4
Performa Rubber (Fiat tread) Ball 2.02254.445 33/a | 2%/32 | 13/4
" " Polyolefin Delrin 2.02254.53 33/4 | 213/32 | 13/4
212" | 74| 200 Polyolefin Ball 2.02254.55 334 | 2132 | 13/4
250 Polyurethane HI-TECH Delrin 2.02254.91 334 | 2B/32 | 11/2
Polyurethane HI-TECH Ball 2.02254.95 334 | 2B/32 | 11/2
300 Cast Iron Sleeve 2.02254.12 33/4 | 28/32 | 21/8
1746" | 300 Phenolic Roller 2.02254.319 33/4 | 23/32 | 13/4
150 Rubber HI-TECH Plain 2.03354.42 4 221/32 2
3n 14" 200 Polyurethane HI-TECH Plain 2.03354.92 4 221/32 2
Polyolefin Delrin 2.03354.52 4 221/32 2
115/32"| 300 | Phenolic Roller 2.03354.309 4 22/32 | 23/4
Performa Rubber (Conductive Round) Ball 2.03254.565 COND | 49/16 | 229/32 | 21/a
15/16" | 210 Performa Rubber (Round tread) Delrin 2.03254.561 49/16 | 229/32 | 274
Performa Rubber (Round tread) Ball 2.03254.565 49/16 | 229/32 | 21/4
225 Performa Rubber (Conductive Flat) Ball 2.03254.445 COND | 49/16 | 229/32 2
230 Polyolefin Delrin 2.03254.53 49/16 | 229/32 | 21/8
Polyolefin Ball 2.03254.55 49/16 | 229/32 | 21/8
312" Performa Rubber (Fiat tread) Delrin 2.03254.441 4916 | 22932 | 218
114" 250 Performa Rubber (Fiat tread) Ball 2.03254.445 49/16 | 229/32 | 278
Polyurethane HI-TECH Delrin 2.03254.91 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03254.95 49/16 | 229/32 | 13/4
Thermo Plain 2.03254.52 HT 49/16 | 229/32 | 31/8
300 ICastiron Sleeve 2.03254.12 /% | 22932 3
950 ThermoTech Teflon 2.04254.613 H 5) 37/32 3
Performa Rubber (Conductive Flat) Ball 2.04254.445COND | 5 37/32 21/4
Polyolefin Delrin 2.04254.53 5 37/32 214
275 Polyolefin Ball 2.04254.55 5) 37/32 21/4
4" 91 ! Polyurethane HI-TECH Delrin 2.04254.91 ) 37/32 2
Polyurethane HI-TECH Ball 2.04254.95 5) 37/32 2
Performa Rubber (Fiat tread) Delrin 2.04254.441 5 3732 | 21/a
300 Performa Rubber (Fiat tread) Ball 2.04254.445 5 3732 | 21/4
Thermo Plain 2.04254.52 HT 5) 37/32 31/a
Cast Iron Sleeve 2.0425412 5 3732 | 31/)2
11/ 250 ThermoTech Teflon 2.05254.613 H 61/16 | 313/16 3
Performa Rubber (Conductive Flat) Ball 2.05254.445COND | 61/16 | 313/16 3
Performa Rubber (Conductive Round) Ball 2.05254.565 COND | 61/16 | 313/16 3
15/16" | 250 Performa Rubber (Round tread) Delrin 2.05254.561 61/16 | 313/16 3
Performa Rubber (Round tread) Ball 2.05254.565 61/16 | 313/16 3
Polyolefin Delrin 2.05254.53 61/16 | 313/16 | 23/4
5" Polyolefin Ball 2.05254.55 61/16 | 313/16 | 23/4
300 Polyurethane HI-TECH Delrin 2.05254.91 61/16 | 313/16 | 27/2
1 Polyurethane HI-TECH Ball 2.05254.95 61/16 | 313/16 | 272
Cast Iron Sleeve 2.05254.12 61/16 | 313/16 | 33/4
Performa Rubber (Fiat tread) Delrin 2.05254.441 61/16 | 313/16 | 23/4
325 Performa Rubber (Fiat tread) Ball 2.05254.445 61/16 | 313/16 | 23/4
Thermo Plain 2.05254.52 HT 61/16 | 313/16 | 33/4
New Performa® Shopping Cart Caster
Wheel | Tread Capactty s Wheel Shopping Cart Load | Swivel | Weight
Dia. | Width | peach | Wheel Descriptions Bearing | Caster Model | Height | Radius | (Pounds)
B"™ | 114" | 225 Performa Rubber (Blue Fiat Tread) Sealed Ball | 2.05554.448 57/8 | 41/16 11/2

Conductive wheel option: Consult factory.
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Calsamn sl

Zinc plated finish is attractive

and durable
Full double ball hardened

" raceways for better
Capacity up to 325 Ibs each www.colsoncaster.com Derformance and greater

durability

3/8" hollow axle with
lock nut

Sqguare Stem

Swivel & Rigid Y Sepne e e s ontes
216" Ig‘}j : H convenience
— 1

A “Colson 45” multi-temp

1
A

——
3/g" 3/g . -
Load grease lubricates in extreme
Wheel © Height hot and cold temperatures
Diameter

N Mountin
/&.'\’.'/:‘\\- Hole 17/ 31"

Fork Leg
Swivel Cross Section  Spacing 1%:¢"

Mounting Caster Brake Fork Option

Optlons Total Lock Brake (See page 10) NSF Listed (See page 1)

Square Stem Locks wheel and swivel All models except thread guards

MTG1: 21/16" long X simultaneously. Fits 31/2", 4"and  and cast iron wheels (Specify FSI).
Standard 7/g"square with 1 7/s" 5" sw[vel models. Field installable  gwjvel Dust Cap (See page 14)

L mounting hole _V_IEII el e Specify DC1.
Mounting: 17/g4" diameter _1 Side Lock Brake (See page 10) Axle/Nut Options:
21/16" long x 3/4" square (Specify MTG1). Ayailqble onall swivel_models. AX1 Zerk Axle NSE
with 3 mounting holes MTG4 (Grip ring): 23/16"  Field installable (Specify BRK1).  ax2 Solid Axle
17/64" di long x 7/8" square (.865) NT1 Thick lock nut
D/ o d'zrfneter‘ (Specify MTG4).
_ e3|gne. or easy. . Octagon Stem )
installation on the inside 21/16" long x 3/4" octagon Wheel Option
f angle iron | with 3 mountin " "

el tef:r(;n e?S o holes 17/64" 9 y a1 Thread Guards (See page 14)
against flat surfaces. diameter 21he" Gl o Available on many models (Specify TG1
Stems may be bolted or (Specify MTG3) T 3} . for metal TG2 for plastic).
riveted against any flat ’ 8
vertical surface. Wheel Selection

O Y ( (o)

PERFORMA PERFORMA PERFORMA PERFORMA POLYOLEFIN THERMO
FLAT TREAD ROUND TREAD CONDUCTIVE FLAT ~ CONDUCTIVE ROUND

(¢]

THERMOTECH POLYURETHANE CAST IRON RUBBER HI-TECH PHENOLIC
HI-TECH
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2 SERIES - Square Stem Swivel & Rigid - Capacity up to 325 Ibs

Capacity i . . .
- Wheel Swivel Rigid Load | Swivel | Weight
(szﬁ?is) Wheel Descriptions Bearing Caster Models Castor Models | Height | Radius | (Pounds)
125 Performa Rubber (Conductive Fat) Ball 2.02270.445 COND | 2.02280.445 COND 33/4 | 2W/32| 15/8
140 Performa Rubber (Flat tread) Delrin 2.02270.441 2.02280.441 33/a | 213/32| 15/8
Performa Rubber (Flat tread) Ball 2.02270.445 2.02280.445 33/4 | 2%3/32| 15/8
21/pm 11/4,, 200 Polyolefin Delrin 2.02270.53 2.02280.53 33/a | 213/32 15/8
Polyolefin Ball 2.02270.55 2.02280.55 33/4 | 213/32 15/8
250 Polyurethane HI-TECH Delrin 2.02270.91 2.02280.91 33/a | 213/32 15/8
Polyurethane HI-TECH Ball 2.02270.95 2.02280.95 33/a | 283/32| 15/8
300 Cast Iron Sleeve 2.0227012 2.02280.12 33/4 | 213/32 2
17/16" 300 Phenolic Roller 2.02270.319 2.02280.319 33/4 | 213/32 15/8
150 Rubber HI-TECH Plain 2.03370.42 2.03380.42 4 221/32 2
gn 1 1/4" 200 Polyurethane HI-TECH Plain 2.03370.92 2.03380.92 4 221/32 2
Polyolefin Delrin 2.03370.52 2.03380.52 4 221/32 2
115/32" | 300 Phenolic Roller 2.03370.309 2.03380.309 4 221/32| 23/
Performa Rubber (Conductive Round) Ball 2.03270.565 COND | 2.03280.565 COND 49/16 | 229/32| 274
15/16" | 210 Performa Rubber (Round tread) Delrin 2.03270.561 2.03280.561 49/16 | 229/32| 274
Performa Rubber (Round tread) Ball 2.03270.565 2.03280.565 49/16 | 229/32| 274
225 Performa Rubber (Conductive Flat) Ball 2.03270.445 COND | 2.03280.445 COND 49/16 | 229/32 2
230 Polyolefin Delrin 2.03270.53 2.03280.53 49/16 | 229/32| 17/8
31pn Polyolefin Ball 2.03270.55 2.03280.55 49/16 | 229/32| 17/8
114" Performa Rubber (Flat tread) Delrin 2.03270.441 2.03280.441 49/16 | 229/32 2
250 Performa Rubber (Fiat tread) Ball 2.03270.445 2.03280.445 49/16 | 229/32 2
Polyurethane HI-TECH Delrin 2.03270.91 2.03280.91 49/16 | 229/32| 27/8
Polyurethane HI-TECH Ball 2.03270.95 2.03280.95 49/16 | 229/32| 27/8
300 Thermo Plain 2.03270.52 HT 2.03280.52 HT 49/16 | 229/32| 27/8
Cast Iron Sleeve 2.03270.12 2.03280.12 49/16 | 229/32 3
950 ThermoTech Teflon 2.04270.613 H 2.04280.613 H 5 37/32 &
Performa Rubber (Conductive Flat) Ball 2.04270.445 COND | 2.04280.445 COND O 37/32 214
Polyolefin Delrin 2.04270.53 2.04280.53 5 37/32 218
975 Polyolefin Ball 2.04270.55 2.04280.55 5 37/32 218
4" 91 4 Polyurethane HI-TECH Delrin 2.04270.91 2.04280.91 5) 37/32 21/8
Polyurethane HI-TECH Ball 2.04270.95 2.04280.95 5 37/32 21/8
Performa Rubber (Fiat tread) Delrin 2.04270.441 2.04280.441 5 37/32 214
300 Performa Rubber (Fat tread) Ball 2.04270.445 2.04280.445 O 37/32 214
Thermo Plain 2.04270.52 HT 2.04280.52 HT 5 37/32 31/8
Cast Iron Sleeve 2.0427012 2.0428012 5 37/32 33/8
1 250 ThermoTech Teflon 2.05270.613 H 2.05280.613 H 61/16 | 313/16 3
Performa Rubber (Conductive Flat) Ball 2.05270.445 COND | 2.05280.445 COND 61/16 | 313/16 3
Performa Rubber (Conductive Round) Ball 2.05270.565 COND | 2.05280.565 COND 61/16 | 313/16 3
15/16" | 250 Performa Rubber (Round tread) Delrin 2.05270.561 2.05280.561 61/16 | 313/16 3
Performa Rubber (Round tread) Ball 2.05270.565 2.05280.565 61/16 | 313/16 3
Polyolefin Delrin 2.05270.53 2.05280.53 61/16 | 313/16 21/2
5" Polyolefin Ball 2.05270.55 2.05280.55 61/16 | 313/16 21/2
300 | Polyurethane HI-TECH Delrin 2.05270.91 2.05280.91 61/16 | 313/16 | 212
14" Polyurethane HI-TECH Ball 2.05270.95 2.05280.95 61/16 | 313/16 | 272
Cast Iron Sleeve 2.05270.12 2.05280.12 61/16 | 313/16 | 33/4
Performa Rubber (Fiat tread) Delrin 2.05270.441 2.05280.441 61/16 | 313/16 | 23/4
325 Performa Rubber (Flat tread) Ball 2.05270.445 2.05280.445 61/16 | 313/16 | 23/4
Thermo Plain 2.05270.52 HT 2.05280.52 HT 61/16 | 313/16 31/2
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SERIES

Capacity up to 325 Ibs each

Modular Stem

www.colsoncasfer.com

T Load
Wheel ' i
Diameter < Height

S —a\ ForkLe
/..\-/.Q_ Spacingg19/1e"

L=~

Swivel Cross Section

Casfter Brake

installable (Specify BRKS).

Total Lock Brake (See page 10)
Locks wheel and swivel simultaneously.
Fits 31/2", 4" and 5" swivel models. Field

Performance Options

Fork Option
NSF Listed (See page 1)

All models except thread guards
and cast iron wheels (Specify FSI).

Standard Features

* Zinc plated finish is attractive
and durable

Full double ball hardened
raceways for better
performance and greater
durability

3/8" hollow axle with
lock nut

Grease holes on wheel
bearing for greater
convenience

“Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

Swivel Dust Cap (See page 14)

Standard Side Lock Brake (See page 10) Specify DC1.

Mounting: Available on all swivel models. Field Axle/Nut Options:

Colson modular stem installable (Specify BRK1). AX1 Zerk Axle
AX2 Solid Axle

casters feature a /2"
hollow rivet which will
accept a wide variety of
mounting stems (even
a standard 1/2" bolt will
work). You can supply
the mounting fasteners
or stems—we supply the
casters.

PERFORMA
FLAT TREAD

THERMOTECH

NT1 Thick lock nut

Wheel Option

Thread Guards (See page 14)

Available on many models. (Specify TG1

for metal TG2 for plastic).

Wheel Selection

PERFORMA
ROUND TREAD

PERFORMA
CONDUCTIVE FLAT

PERFORMA
CONDUCTIVE ROUND

POLYOLEFIN

(@

PHENOLIC

POLYURETHANE
HI-TECH

CAST IRON RUBBER HI-TECH
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2 SERIES - Modular Stem - Capacity up to 325 Ibs

Capacity

Wheel | Tread - Load | Swivel | Weight
Dia. | Width (Pgﬂfl'(‘,s) Wheel Descriptions Bv:::ﬁi, cast:rtmms Helght | Radius | (Pounds)
125 Performa Rubber (Conductive Flat) Ball 2.02250.445 COND | 33/4 | 28/32 | 11/2
140 Performa Rubber (Flat tread) Delrin 2.02250.441 33/4 | 2B/32 | 11/2
Performa Rubber (Flat tread) Ball 2.02250.445 33/4 | 2B/32 | 11/2
0 " Polyolefin Delrin 2.02250.53 33/a | 2B/ | 11/2
2Y2 174 2 Polyolefin Ball 2.02250.55 33/a | 2B/32 | 11/2
250 Polyurethane HI-TECH Delrin 2.02250.91 33/a | 2B/32 | 11/4
Polyurethane HI-TECH Ball 2.02250.95 33/4 | 2WB/32 | 11/4
300 Cast Iron Sleeve 2.0225012 334 |2B/32 | 2
1716" | 300 Phenolic Roller 2.02250.319 334 | 2B/32 | 11/2
150 Rubber HI-TECH Plain 2.03350.42 4 221/32 2
gn 114" 200 Polyurethane HI-TECH Plain 2.03350.92 4 221/32 2
Polyolefin Delrin 2.03350.52 4 221/32 2
115/32'| 300 | Phenolic Roller 2.03350.309 4 2232 | 23/4
Performa Rubber (Conductive Round) Ball 2.03250.565 COND | 49/16 | 229/32 2
15/16" | 210 Performa Rubber (Round tread) Delrin 2.03250.561 49/16 | 229/32 2
Performa Rubber (Round tread) Ball 2.03250.565 49/16 | 229/32 2
225 Performa Rubber (Conductive Flat) Ball 2.03250.445 COND | 49/16 | 229/32 | 13/4
Polyolefin Delrin 2.03250.53 49/16 | 229/32 | 13/a
312" & Polyolefin Ball 2.03250.55 49/16 | 229/32 | 13/4
Performa Rubber (Flat tread) Delrin 2.03250.441 49/16 | 229/32 | 13/4
174" 950 Performa Rubber (Flat tread) Ball 2.03250.445 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Delrin 2.03250.91 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03250.95 49/16 | 229/32 | 13/4
300 Thermo Plain 2.03250.52 HT 49/16 | 229/32 | 23/4
Cast Iron Sleeve 2.03250.12 49/16 | 229/32 | 27/8
250 ThermoTech Teflon 2.04250.613 H 5 37/32 3
Performa Rubber (Conductive Flat) Ball 2.04250.445COND | 5 37/32 28
Polyolefin Delrin 2.04250.53 5 3732 | 218
575 Polyolefin Ball 2.04250.55 5 37/32 21/8
4" | 11y Polyurethane HI-TECH Delrin 2.04250.91 5 3732 | 17/8
Polyurethane HI-TECH Ball 2.04250.95 5 3732 | 17/8
Performa Rubber (Fiat tread) Delrin 2.04250.441 5 37/32 218
300 Performa Rubber (Fat tread) Ball 2.04250.445 9 37/32 278
Thermo Plain 2.04250.52 HT 5 3732 | 31/8
Cast Iron Sleeve 2.04250.12 5 3732 | 31/8
e | 250 ThermoTech Teflon 2.05250.613 H 61/16 | 313/16 3
Performa Rubber (Conductive Flat) Ball 2.05250.445 COND | 671/16 | 313/16 | 23/4
Performa Rubber (Conductive Round) Ball 2.05250.565 COND | 67/16 | 313/16 | 23/4
15/16" | 250 Performa Rubber (Round tread) Delrin 2.05250.561 61/16 | 313/16 | 23/4
Performa Rubber (Round tread) Ball 2.05250.565 61/16 | 313/16 | 23/4
Polyolefin Delrin 2.05250.53 61/16 | 313/16 | 21/4
5" Polyolefin Ball 2.05250.55 61/16 | 313/16 | 21/4
300 | Polyurethane HIFTECH Delrin 2.05250.91 61/16 | 313/16 | 21/
14 Polyurethane HI-TECH Ball 2.05250.95 61/16 | 313/16 | 27/a
Cast Iron Sleeve 2.05250.12 61/16 | 313/16 | 31/2
Performa Rubber (Flat tread) Delrin 2.05250.441 61/16 | 313/16 | 21/2
325 Performa Rubber (Flat tread) Ball 2.05250.445 61/16 | 313/16 | 21/2
Thermo Plain 2.05250.52 HT 61/16 | 313/16 | 31/4
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Colsonmn

SERIES

Capacity up to 325 Ibs each

Top Plate
Swivel & Rigid

Optional
Top Plates

5/16 bolt dia.
3

l«<—a1/g—>!
# 59 Top Plate (Swivel)
(Specify MTG59).

3/g bolt dia.
35/ —>|
- 3

>

<

t TR
33/s 25/ 3

4l L
l«—43/5—>

# 27 Top Plate (Swivel)
(Specify MTG27)

1/4 bolt dia.

l<31—!

www.colsoncaster.com

Diameter

l«<— 35/5—>!

———

Standard Features

* Zinc plated finish is attractive
and durable

* Full double ball hardened
raceways for better
performance and greater
durability

* 3/8" hollow axle with
lock nut

* Grease holes on wheel
bearing for greater
convenience

* “Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

Fork Leg
Spacing 196"

Swivel Cross Section

Caster Brake

Total Lock Brake (See page 10)
Locks wheel and swivel
simultaneously. Fits 31/2", 4" and
5" swivel models. Field installable
(Specify BRKS).

Side Lock Brake (See page 10)
Available on all swivel models.
Field installable (Specify BRK1).

# 35 Top Plate (Swivel) (Specify MTG35)

PERFORMA
FLAT TREAD

THERMOTECH

PERFORMA
ROUND TREAD

POLYURETHANE

PERFORMA

CAST IRON

HITECH

40

PERFORMA
CONDUCTIVE FLAT ~ CONDUCTIVE ROUND

RUBBER HI-TECH

Mounting Bolt 5/1"

Fork Option

NSF Listed (See page 1) "SE
All models except thread guards
and cast iron wheels (Specify FSI).

Swivel Dust Cap (See page 14)
Specify DC1.

Axle/Nut Options:

AX1 Zerk Axle

AX2 Solid Axle

NT1 Thick lock nut

Wheel Option

Thread Guards (See page 14)
Available on many models (Specify TG1
for metal TG2 for plastic).

Wheel Selection

0

iy

(@

POLYOLEFIN THERMO

(¢

PHENOLIC



2 SERIES - Top Plate Swivel & Rigid - Capacity up to 325 Ibs

Wheel | Tread |Capacity " i ioi Load | Swivel | Weight
Dia. | Width | E2h | Wheel Descriptons Bearing | Caster Models | (Coster Madels | Height | Radius | (Pounds)
125 Performa Rubber (Conductive Flat) Ball 2.02256.445 COND 2.02208.445 COND 37/8 | 213/32 15/8
140 Performa Rubber (Flat tread) Delrin 2.02256.441 2.02208.441 37/ | 213/32| 15/8
Performa Rubber (Flat tread) Ball 2.02256.445 2.02208.445 37/8 | 218/32| 15/8
215" | 114 200 Polyolefin Delrin 2.02256.53 2.02208.53 37/8 | 21/32| 15/8
Polyolefin Ball 2.02256.55 2.02208.55 37/ | 218/32| 15/8
250 Polyurethane HI-TECH Delrin 2.02256.91 2.02208.91 37/ | 218/32| 15/8
Polyurethane HI-TECH Ball 2.02256.95 2.02208.95 37/8 | 218/32| 15/8
300 Cast Iron Sleeve 2.02256.12 2.02208.12 37/8 | 21332 2
171" 300 Phenolic Roller 2.02256.319 2.02208.319 37/8 | 213/32 15/8
150 Rubber HI-TECH Plain 2.03356.42 2.03308.42 478 | 221/32 2
3n 17/4" 200 Polyurethane HI-TECH Plain 2.03356.92 2.03308.92 478 | 221/32 2
Polyolefin Delrin 2.03356.52 2.03308.52 418 | 221/32 2
115/39"| 300 Phenolic Roller 2.03356.309 2.03308.309 48 | 221/32| 23/4
Performa Rubber (Conductive Round) Ball 2.03256.565 COND 2.03208.565 COND A1/16 | 229/32| 27/4
15/16" | 210 Performa Rubber (Round tread) Delrin 2.03256.561 2.03208.561 AN/16 | 229/32| 27/4
Performa Rubber (Round tread) Ball 2.03256.565 2.03208.565 A11/16 | 229/32| 21/4
225 Performa Rubber (Conductive Flat) Ball 2.03256.445 COND | 2.03208.445 COND 41/16 | 229/32 2
230 Polyolefin Delrin 2.03256.53 2.03208.53 A/16 | 229/32| 17/8
31" Polyolefin Ball 2.03256.55 2.03208.55 411716 | 229/32| 17/
Performa Rubber (Fiattread) Delrin 2.03256.441 2.03208.441 411716 | 229/32 2
14" 250 Performa Rubber (Flat tread) Ball 2.03256.445 2.03208.445 411716 | 229/32 2
Polyurethane HI-TECH Delrin 2.03256.91 2.03208.91 A1/16 | 229/32| 17/8
Polyurethane HI-TECH Ball 2.03256.95 2.03208.95 ANM/16 | 229/32| 17/8
Thermo Plain 2.03256.52 HT 2.03208.52 HT AN/16 | 229/32| 27/8
€ Cast Iron Sleeve 2.03256.12 2.03208.12 411/16 | 229/32 3
250 ThermoTech Teflon 2.04256.613 H 2.04208.613 H 518 | 37/32 &
Performa Rubber (Conductive Fiat) Ball 2.04256.445 COND | 2.04208.445 COND 518 | 37/32 21/4
Polyolefin Delrin 2.04256.53 2.04208.53 51/8 | 37/32 218
575 Polyolefin Ball 2.04256.55 2.04208.55 518 | 37/32 218
4" 11 4 Polyurethane HI-TECH Delrin 2.04256.91 2.04208.91 518 | 37/32 28
Polyurethane HI-TECH Ball 2.04256.95 2.04208.95 58 | 37/32 278
Performa Rubber (Fiat tread) Delrin 2.04256.441 2.04208.441 518 | 37/32 274
300 Performa Rubber (Flat tread) Ball 2.04256.445 2.04208.445 51/8 | 37/32 21/4
Thermo Plain 2.04256.52 HT 2.04208.52 HT 51/8 | 37/32 31/8
Cast Iron Sleeve 2.04256.12 2.0420812 518 | 3732 33/8
114 | 250 ThermoTech Teflon 2.05256.613 H 2.05208.613 H 63/16 | 313/16 3
Performa Rubber (Conductive Flat) Ball 2.05256.445 COND | 2.05208.445COND | 63/16 | 313/16 3
Performa Rubber (Conductive Round) Ball 2.05256.565 COND | 2.05208.565 COND | 63/16 | 313/16 3
15/16" | 250 Performa Rubber (Round tread) Delrin 2.05256.561 2.05208.561 63/16 | 313/16 3
Performa Rubber (Round tread) Ball 2.05256.565 2.05208.565 63/16 | 313/16 3
Polyolefin Delrin 2.05256.53 2.05208.53 63/16 | 313/16 | 272
5" Polyolefin Ball 2.05256.55 2.05208.55 63/16 | 313/16 212
300 Polyurethane HI-TECH Delrin 2.05256.91 2.05208.91 63/16 | 313/16 | 272
114" Polyurethane HI-TECH Ball 2.05256.95 2.05208.95 63/16 | 313/16 21/2
Cast Iron Sleeve 2.05256.12 2.05208.12 63/16 | 313/16 | 33/4
Performa Rubber (Fiat tread) Delrin 2.05256.441 2.05208.441 63/16 | 313/16 | 23/4
325 Performa Rubber (Fiat tread) Ball 2.05256.445 2.05208.445 63/16 | 313/16 | 23/4
Thermo Plain 2.05256.52 HT 2.05208.52 HT 63/16 | 313/16 31/2
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Standard Features

Colsamn STAINLESS BB

SERIES

Capacity up to 325 Ibs each

Polished 304 grade stainless
steel finish handles the
most punishing, corrosive
conditions

www.colsoncasfer.com * Double ball raceways for

better performance and
greater durability

All component parts, including
spanner bushing, axle and nut
are stainless steel

Stainless Steel Top Plate :
Swivel & Rigid

* Designed to perform in the
most hostile environments

* Ifrustis a problem...Colson
stainless steel is the solution

Wheel
Diameter

_\_—_,_

Swivel Cross Section

Fork Leg
Spacing15/s"

Mounting Bolt /16"

Caster Brake

Tech Lock (See page 11)
Available on all swivel models. Field
installable (Specify BRK2).

Fork Option
NSF Listed (See page 1)
All models except thread
guards and cast iron wheels
(Specify FSI).

Wheel Option

Thread Guards (See page 14)
Available on many models (Specify
TG2 for plastic).

NSE

Wheel Selection

Yeltle

PERFORMA
ROUND TREAD

POLYURETHANE
HI-TECH

PERFORMA FLAT
TREAD

POLYOLEFIN THERMOTECH THERMO

2 SERIES - Stainless Steel Top Plate Swivel & Rigid - Capacity up to 325 Ibs

Wheel | Tread | C2PACIY » i ioi Load |Swivel | Weight
Dia. | Width | ,E20h | Wheel Desoriptons Bearing | Caster Models | (Coster Models | Helght | Radius | (Pounds)
250 ThermoTech® Teflon 2.04456.613H 2.04408.613H 51/8 | 35/16 3
275 Polyolefin Delrin 2.04456.544 2.04408.544 51/8 | 35/16 21/8
4" | 14" | 275 Polyurethane HI-TECH Delrin 2.04456.944 2.04408.944 51/8 | 35/16 21/8
300 Performa Rubber (Fiat Tread) Delrin 2.04456.444 2.04408.444 51/8 | 35/16 21/4
700 Thermo Plain 2.04456.52HT 2.04408.52HT 51/8 | 35/16 21/4
250 ThermoTech® Teflon 2.05456.613H 2.05408.613H 63/16 | 41/16 S
300 Polyolefin Delrin 2.05456.544 2.05408.544 63/16 | 41/16 25/8
5" 14" | 300 Polyurethane HI-TECH Delrin 2.05456.944 2.05408.944 63/16 | 41/16 25/8
325 Performa Rubber (Fiat Tread) Delrin 2.05456.444 2.05408.444 63/16 | 41/16 23/4
325 Thermo Plain 2.05456.52HT 2.05408.52HT 63/16 | 41/16 23/4
19/16" | 250 Performa Rubber (Round Grey Tread) Delrin 2.05456.565 2.05408.565 63/16 | 41/16 23/4
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Calsan S

Zinc plated finish is attractive

and durable
* Heat treated full double ball

Capacityup to 325 Ibseach www.colsoncaster.com ' AW

* Low profile design offers low
load height and quick swivel
response.

LoPro Top Plate

* |deal for business machines,

i P stock picking carts, warehouse
sw’ ve’ & R 'g /[ d —_— dollies and housekeeping carts
* Thread guards standard on all

models, but are not available
l«—33—>! with 3" brake option

Load ‘ T
Heigh Wheel
eight O Diameter

l !

Fork Leg
Spacing 116"

Mounting Bolt /16"

Caster Brake

Side Lock (See page 7)
Easy to engage and disengage with a touch
of the pedal (3" models only).
To order specify “BRK3”.

Wheel Selection

CUSHION HARD POLYOLEFIN
RUBBER RUBBER

N
"
D
M
7

2 SERIES - LoPro Top Plate Swivel & Rigid - Capacity up to 325 Ibs

Capacity . - ; ;
Wheel [ Tread _— Wheel Swivel Top Plate Rigid Top Plate | Load |Swivel | Weight
Dia. | Width (szﬁgs) Wheel Descriptions Bearing Caster Models Caster Models | Height | Radius | (Pounds)
120 Cushion Rubber Nylon* 2.02689.44 2.02688.44 35/16 | 23/8 1
212" 17" 175 Hard Rubber Nylon* 2.02689.54 2.02688.54 35/16 | 23/8 1
175 Polyolefin Nylon* 2.02689.52 2.02688.52 35/16 | 23/8 1
125 Cushion Rubber Nylon* 2.03689.44 2.03688.44 313/16 | 211/16 11/2
3" | 174" | 210 Hard Rubber Nylon* 2.03689.54 2.03688.54 313/16 | 211/16 | 11/2
210 Polyolefin Nylon* 2.03689.52 2.03688.52 313/16 | 211/16 11/2

*Nylon bearing with powdered metal bushing. 43




. Standard Features
@@ig@@ * Zinc plated finish is attractive

and durable
* Full double ball hardened

. raceways for better
Capaﬂty up to 400 lbs each www.colsoncaster.com performance and greater
durability

* 3/8" hollow axle with
lock nut

Round Squar
Stem i

* Permanent rivet king pin
construction

* Reinforcing washer on upper &
lower raceway

* Grease holes: wheel bearing

* “Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

Diameter

oL PO gork Leg 7/g"
r:_/=___\g.L pacing 17/8

Swivel Cross Section

Mounting Options Fork/Wheel Options
Round Stem - Select size and specify by NSF Listed (See page 1)

code number when ordering. All models except thread guards and cast "SF
MTG7: 217/2" long x 3/4" diameter iron wheels (Specify FSI). y
MTGO: 21/2" long x 7/8" diameter Dust Cap (See page 14) — Specify DC1

Standard 2 21/51 " di :

Mountina: LA 21 e dllameter ) Thread Guards (See page 14) — Available on many

g: Square Stem — Select size and specify by models. (Specify TG1 for metal TG2 for plastic).
Round Stem: code number when ordering. Lube Options: Fork Wheel
" =91 /ol 7/" .

21/?_ |ong.. Three MTG31: 21/2" long x 7/8" square No Grease GRF1 GRWA

optional diameters Double Grease GRF2  GRW2

to choose from. 300° Continuous GRF3 GRW3
Casfter Brake 500° Continuous  Consult Factory

Square Stem: Tread Lock (See page 11) Axle/Nut Options: .

Four 17/64" diameter Available on all swivel models. Field AX1 Zerk Axle NT1 Thick lock nut
installable (Specify BRK1). AX2 Solid Axle NT2 Thin lock nut

mounting holes are
drilled in square stem,
two per side. 27/2" long
X 7/8" square.

Wheel Selection

@

PERFORMA PERFORMA CONDUCTIVE/ POLYOLEFIN POLYURETHANE
FLAT TREAD ) DISSIPATIVE HI-TECH

_ ) # =

PHENOLIC CAST IRON
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3 SERIES - Round & Square Stem +- Capacity up to 400 Ibs

Capacity Specify Mounting : ;
V\g}:ﬂ Hﬁﬁﬁ (pﬁﬂﬁzs) Wheel Descriptions Bv:::ﬁlg Code Frg:lg :revious Hl-é:gﬁt g:ﬁ:’:sl (,‘,"(’,‘:,'ﬂ:,‘;)
250 Performa Rubber (Fiat/Grey) Delrin 3.00314.441 45/16 | 31/8 | 21/2
Performa Rubber (Fiat/Grey) Roller 3.00314.449 45/16 | 31/8 | 21/2
Polyolefin Delrin 3.00314.801 45/16 318 | 21/2
300 Polyolefin Roller 3.00314.809 45/16 | 318 | 21/2
Polyurethane HI-TECH Delrin 3.00314.901 45/16 | 318 | 21/2
3" | 12" Polyurethane HI-TECH Roller 3.00314.909 45/16 | 318 | 21)2
Phenolic Delrin 3.00314.301 45/16 | 31/8 | 21/a
Phenolic Ball 3.00314.305 45/16 31/s | 21/4
400 Phenolic Roller 3.00314.309 45/16 318 | 21/2
Cast Iron Delrin 3.00314.101 45/16 | 31/8 | 33/4
Cast Iron Roller 3.00314.109 45/16 | 318 | 33/4
255 Performa Rubber (Conductive Flat) Roller 3.00414.449 COND 53/16 35/8 | 22/3
325 Performa Rubber (Fiat/Grey) Delrin 3.00414.441 53/16 | 35/8 | 22/3
Performa Rubber (Fiat/Grey) Roller 3.00414.449 53/16 | 35/8 | 22/3
375 Polyolefin Delrin 3.00414.801 53/16 35/8 | 21/4
Polyolefin Roller 3.00414.809 5316 | 39/8 | 21/4
Maxim Delrin 3.00414.501 5316 | 398 | 23/4
4" | 1y Maxim Bronze 3.00414.504 53/16 | 358 | 23/4
Maxim Roller 3.00414.509 53/16 | 35/8 | 23/4
Polyurethane HI-TECH Delrin 3.00414.901 53/16 | 35/8 | 23/4
400 Polyurethane HI-TECH Roller 3.00414.909 53/16 35/8 | 23/4
Phenolic Delrin 3.00414.301 5316 | 39/8 | 21/2
Phenolic Ball 3.00414.305 5316 | 39/8 | 21/2
Phenolic Roller 3.00414.309 53/16 | 358 | 23/4
Cast Iron Delrin 3.00414.101 53/16 35/8 4
Cast Iron Roller 3.00414.109 53/16 35/8 4
280 Performa Rubber (Conductive Flat) Roller 3.00514.449 COND 63/16 37/8 3
350 Performa Rubber (Flat/Grey) Delrin 3.00514.441 63/16 | 378 3
Performa Rubber (Flat/Grey) Roller 3.00514.449 63/16 | 37/8 3
Polyolefin Delrin 3.00514.801 63/16 | 37/8 | 21/2
Polyolefin Roller 3.00514.809 63/16 | 37/s | 21/2
Polyurethane HI-TECH Delrin 3.00514.901 65/16 | 378 3
5" | 112" Polyurethane HFTECH Roller 3.00514.909 6516 | 37/8 | 3
400 Phenolic Delrin 3.00514.301 63/16 | 37/s | 21/2
Phenolic Ball 3.00514.305 63/16 | 37/s | 21/2
Phenolic Roller 3.00514.309 63/16 | 37/8 | 23/4
Cast Iron Delrin 3.00514.101 63/16 | 37/ | 41/2
Cast Iron Roller 3.00514.109 63/16 37z | 41/2
300 Performa Rubber (Conductive Flat) Roller 3.00614.449 COND 73/16 45/8 4
375 Performa Rubber (Flat/Grey) Delrin 3.00614.441 7316 | 458 4
Performa Rubber (Flat/Grey) Roller 3.00614.449 7316 | 458 4
Polyolefin Delrin 3.00614.801 7316 | 458 | 21/2
Polyolefin Roller 3.00614.809 7316 | 45/ | 21/2
Polyurethane HI-TECH Delrin 3.00614.901 73/16 | 45/ | 31/2
6" | 112" Polyurethane HFTECH Roller 3.00614.909 7316 | 45/8 | 31/2
400 Phenolic Delrin 3.00614.301 7316 | 458 | 31/4
Phenolic Ball 3.00614.305 7316 | 458 | 31/4
Phenolic Roller 3.00614.309 73/16 | 458 | 31/2
Cast Iron Delrin 3.00614.101 73/16 | 458 | 53/4
Cast Iron Roller 3.00614.109 73/16 | 458 | 53/4

Roller Bearing Options: Metal cage roller bearing (Specify WB29).
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oS

SERIES

Capacity up to 400 Ibs each

Top Plate
Swivel & Rigid

(Specify BRK1).

PERFORMA

FLAT TREAD

PHENOLIC

Caster Brake

Tread Lock (See page 11) Available
on all swivel models. Field installable

PERFORMA CONDUCTIVE/

www.colsoncaster.com

l«—43/5—>

Load
Height ©

Diameter ©

Fork Le

- =
(:7_'!‘_{‘.L Spacingg1 /"

Swivel Cross Section Mounting Bolt 3/8"

Dust Cap (See page 14) — Specify DC1.

Standard Features

Zinc plated finish is attractive
and durable

Full double ball hardened
raceways for better
performance and greater
durability

3/8" hollow axle with
lock nut

Permanent rivet king pin
construction

Reinforcing washer on lower
raceway on swivel models

.164 steel top plate
Grease holes: wheel bearing

“Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

Fork/Wheel Options

NSE

NSF Listed (See page 1) — All models except
thread guards and cast iron wheels (Specify FSI).

Thread Guards (See page 14)— Available on many models.

(Specify TG1 for metal TG2 for plastic).

Lube Options: Fork Wheel
No Grease GRF1 GRW1
Double Grease GRF2 GRW2
300° Continuous GRF3 GRW3

500° Continuous

Axle/Nut Options:
AX1 Zerk Axle
AX2 Solid Axle

Consult Factory

NT1 Thick lock nut
NT2 Thin lock nut

@

POLYOLEFIN
DISSIPATIVE

CAST IRON

46
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3 SERIES - Top Plate Swivel & Rigid - Capacity up to 400 Ibs

Capacity

Wheel | Tread L i igi Load | Swivel | Weight
Dia. | Width | E2Ch | Wheel Descriptions Bearing | Caster Models | (Caster Models | Helght | Radius | (Pounds)
250 Performa Rubber (Flat/Grey) Delrin 3.00317.441 3.00308.441 41/2 | 31/8 3]
Performa Rubber (Flat/Grey) Roller 3.00317.449 3.00308.449 A/2 | 31/8 3
Polyolefin Delrin 3.00317.801 3.00308.801 41/2 | 31/8 23/4
Polyolefin Roller 3.00317.809 3.00308.809 41/2 | 318 23/4
& Polyurethane HI-TECH Delrin 3.00317.901 3.00308.901 A1/2 | 31/8 3
3" | 1" Polyurethane HI-TECH Roller 3.00317.909 3.00308.909 41/2 | 31/8 3
Phenolic Delrin 3.00317.301 3.00308.301 41/2 | 31/8 23/4
Phenolic Ball 3.00317.305 3.00308.305 41/2 | 31/8 23/4
400 Phenolic Roller 3.00317.309 3.00308.309 41/2 | 31/8 23/4
Cast Iron Delrin 3.00317.101 3.00308.101 41/2 | 31/s 41/4
Cast Iron Roller 3.00317.109 3.00308.109 41/2 | 31/8 41/4
255 Performa Rubber (Conductive Flat) Roller 3.00417.449 COND 3.00408.449 COND 53/8 | 35/8 31/2
325 Performa Rubber (Flat/Grey) Delrin 3.00417.441 3.00408.441 53/8 | 35/8 31/2
Performa Rubber (Fiat/Grey) Roller 3.00417.449 3.00408.449 53/8 | 35/8 31/2
375 Polyolefin Delrin 3.00417.801 3.00408.801 53/8 | 358 3
Polyolefin Roller 3.00417.809 3.00408.809 53/8 | 35/8 3
Maxim Delrin 3.00417.501 3.00408.501 53/8 | 358 31/4
4 | 11y Maxim Bronze 3.00417.504 3.00408.504 53/8 | 35/8 31/4
Maxim Roller 3.00417.509 3.00408.501 53/8 | 358 31/4
Polyurethane HI-TECH Delrin 3.00417.901 3.00408.901 53/8 | 35/8 31/4
400 Polyurethane HI-TECH Roller 3.00417.909 3.00408.909 53/8 | 358 31/4
Phenolic Delrin 3.00417.301 3.00408.301 53/8 | 35/8 31/2
Phenolic Ball 3.00417.305 3.00408.305 53/8 | 358 31/2
Phenolic Roller 3.00417.309 3.00408.309 53/8 | 35/8 31/4
Cast Iron Delrin 3.00417101 3.00408.101 53/8 | 35/8 41/2
Cast Iron Roller 3.00417.109 3.00408.109 53/8 | 358 41/2
280 Performa Rubber (Conductive Flat) Roller 3.00517.449 COND | 3.00508.449 COND | 63/8 | 41/8 31/2
Performa Rubber (Fiat/Grey) Delrin 3.00517.441 3.00508.441 63/s | 41/s 31/2
350 Performa Rubber (Flat/Grey) Roller 3.00517.449 3.00508.449 63/8 | 41/s 31/2
Polyolefin Delrin 3.00517.801 3.00508.801 63/s | 41/s 23/4
Polyolefin Roller 3.00517.809 3.00508.809 63/8 | 41/8 23/4
5" | 11y Polyurethane HI-TECH Delrin 3.00517.901 3.00508.901 63/8 | 41/8 31/2
400 Polyurethane HI-TECH Roller 3.00517.909 3.00508.909 63/8 | 41/8 31/2
Phenolic Delrin 3.00517.301 3.00508.301 63/s | 41/s 3
Phenolic Ball 3.00517.305 3.00508.305 63/8 | 41/s 3
Phenolic Roller 3.00517.309 3.00508.309 63/s | 41/s 31/4
Cast Iron Delrin 3.00517.101 3.00508.101 63/8 | 41/s 5)
Cast Iron Roller 3.00517.109 3.00508.109 63/8 | 41/8 5
300 Performa Rubber (Conductive Flat) Roller 3.00617.449 COND | 3.00608.449 COND | 73/8 | 45/8 33/4
375 Performa Rubber (Fiat/Grey) Delrin 3.00617.441 3.00608.441 73/8 | 45/s 33/4
Performa Rubber (Flat/Grey) Roller 3.00617.449 3.00608.449 73/8 | 45/s 33/4
Polyolefin Delrin 3.00617.801 3.00608.801 73/8 | 45/8 3
Polyolefin Roller 3.00617.809 3.00608.809 738 | 458 3
Polyurethane HI-TECH Delrin 3.00617.901 3.00608.901 73/8 | 45/8 33/4
6" | 12" 400 Polyurethane HI-TECH Roller 3.00617.909 3.00608.909 738 | 458 33/4
Phenolic Delrin 3.00617.301 3.00608.301 73/8 | 45/8 31/2
Phenolic Ball 3.00617.305 3.00608.305 73/8 | 458 31/2
Phenolic Roller 3.00617.309 3.00608.309 73/8 | 45/8 33/4
Cast Iron Delrin 3.00617.101 3.00608.101 738 | 458 6
Cast Iron Roller 3.00617.109 3.00608.109 73/8 | 45/8 6

Roller Bearing Options: Metal cage roller bearing (Specify WB29).
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SERIES

Capacity up to 800 Ibs each

www.colsoncasfer.com

Top Plate

Swivel & Rigid

l<—a1/2

T_ T
N
I_Iio_a?“ Wheel '
ei ee
e Q Diameter ¢

= - Fork Le
o7 \'0}.’ Spacinggz1 /2

Swivel Cross Section  Mounting Bolt 3/8"

Standard Features

Attractive zinc plated finish

Full double ball hardened
raceways

1/2" hollow axle with grease
zerk and lock nut

Plastic seal/retainer washer
(roller bearing models)

1/4" steel top plate for durability

* Permanent rivet king pin with
5/8" diameter rivet

Grease fittings: wheel bearing
and swivel raceway

“Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

All 4 Series swivel
forks are notched

to accomodate four
position swivel locks.

Optional
Top Plates
#2 Top Plate (Specify MTG2).

Bolt dia. [<=5/4
1/o" l<41 5/16_:I|

AR o —f
33/g27h6 @ 41p2
A 0_{

le—614—>l

#4 Top Plate (Specify MTGA4).

Caster Brake

Tech Lock® (See page 12)
Available on all swivel casters
except 3" diameter and swivel
lock models. Rigid 6" model
available! (Specify BRK2).
Tread Lock (See page 12)
Available on all swivel casters
except 3" diameter models
(Specify BRK1).

Total Lock (See page 12)
Available on 4", 5", 6" & 8"

Fork/Wheel Options
New Foot Activated Swivel Lock

(See page 13).

Hand Activated Swivel Lock (See page 13).
DirtBan Swivel Seal (See page 14)

Not available on swivel lock models
(Specify SEAL).

NSF Listed (See page 1)

All models except thread guards
and cast iron wheels (Specify FSI).

Thread Guards (See page 14)
Available on many models (Specify TG1 for

NSE

Tecz Il;ao;ﬁ IB;’ake Bt i swivel models (Specify BRK4). metal T62 for plastic).
1/2" < 412 > Axle/Nut Options: AX2 Solid Axle
x o't NT1 Thick lock nut
41/g @ S Lube Options: Fork Wheel
Yo [e) _{ No Grease GRF1 GRW1
l«—51/2—> Double Grease GRF2 GRW2
300° Continuous  GRF3 GRW3

500° Continuous

Wheel Selection

PERFORMA
CONDUCTIVE

PERFORMA
FLAT/GREY

POLYOLEFIN

0

THERMO POLYURETHANE

HI-TECH

PHENOLIC
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4 SERIES - Top Plate Swivel & Rigid - Capacity up to 800 Ibs

Capaci Swivel Top Plate | Rigid Top Plate | Optional Bearings : i
w[I;izel J\;:ﬂg Eachty Wheel Descriptions Roller Bearing Rgller Bgaring :t)rder informatiog nggﬂt ::,‘ﬂ:':s' (‘g::g g:z(:gcst
(Pounds) Caster Models Caster Models below chart) 11b)
225 | Performa Rubber (Conductive Flat) 4.03109.449 COND |{4.03108.449 COND = 518 | 31/16 31/a
250 | Performa Rubber (Flat Grey) 4.03109.449 4.03108.449 Delrin 51/8 | 31/16 31/4
3" |11 300 Polyolefin 4.03109.819 4.03108.819 Delrin, Plain 518 | 31/16 33/4
Polyurethane HI-TECH 4.03109.919 4.03108.919 Delrin 518 | 31/16 31/
425 | CastIron 4.03109.119 4.03108.119 Delrin 51/8 | 31/16 5|
Phenolic 4.03109.319 4.03108.319 Delrin, Ball 518 | 31/16 33/4
600 Thermo 4.03109.819HT _ |4.03108.819HT | Plain 515 | 31/16 | 434
255 | Performa Rubber (Conductive Flat) 4.04109.449 COND | 4.04108.449 COND = 55/8 | 3916 | 33/4
325 Performa Rubber (Fiat Grey) 4.04109.449 4.04108.449 Delrin 55/8 | 39/16 33/4
375 Polyolefin 4.04109.819 4.04108.819 Delrin, Plain 55/8 | 39/16 4
an |11 400 _| Polyurethane HI-TECH 4.04109.919 4.04108.919 Delrin 55/ | 3916 | 31/2
500 Cast Iron 4.04109.119 4.04108.119 Delrin 55/8 | 39/16 51/4
Phenolic 4.04109.319 4.04108.319 Delrin, Ball 55/8 | 39/16 33/4
600 | Maxim 4.04109.519 4.04108.519 Delrin, Bronze 55/8 | 39/16 33/4
Thermo 4.04109.819 HT 4.04108.819 HT Plain 55/8 | 39/16 43/4
280 | Performa Rubber (Conductive Flat) 4.05109.449 COND _|4.05108.449 COND = 61/2 | 41/a 41/8
350 | Performa Rubber (Flat Grey) 4.05109.449 4.05108.449 Delrin 61/2 | 41/a 41/8
450 Polyolefin 4.05109.819 4.05108.819 Delrin, Plain 61/2 | 41/4 41/8
5" |11/ 500 Polyurethane HI-TECH 4.05109.919 4.05108.919 Delrin 61/2 41/4 41/8
Cast Iron 4.05109.119 4.05108.119 Delrin 61/2 | 41/a 51/2
600 Phenolic 4.05109.319 4.05108.319 Delrin, Ball 61/2 | 41/a 33/4
Thermo 4.05109.819 HT 4.05108.819 HT Plain 61/2 41/4 43/4
300 Performa Rubber (Conductive Fiat) 4.06109.449 COND  {4.06108.449 COND = 71/2 | 5 5
375 Performa Rubber (Fiat Grey) 4.06109.449 4.06108.449 Delrin 71/2 | 5 5
6" |11/ 500 Polyolefin 4.06109.819 4.06108.819 Delrin, Plain 71/2 5 41/8
/2 Polyurethane HI-TECH 4.06109.919 4.06108.919 Delrin 712 | 5 5
600 ICast iron 4.06109.119 4.06108.119 Delrin 712 | 5 612
800 Phenolic 4.06109.319 4.06108.319 Delrin, Ball 71/2 5 41/4
350 | Performa Rubber (Conductive Flat) 4.08199.449 COND |4.08198.449 COND = 91/2 | 612 53/4
8" |11/ 200 Performa Rubber fat ey 4.08199.449 4.08198.449 Delrin 91/2 | 612 53/4
/2 600 Polyolefin 4.08199.819 4.08198.819 Delrin, Plain 91/2 61/2 41/2
800 | Polyurethane HIFTECH 4.08199.919 4.08198.919 Delrin 91/2 | 612 53/4

Roller Bearing Options: Metal cage roller bearing (Specify WB29).

Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).
Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 4.06109.911).
Ball Bearing Options: To order change ninth digit in model number to “5” (Example: 4.06109.315).
Bronze Bearing Options: To order change ninth digit in model number to “4” (Example: 4.06109.534).
Plain Bearing Options: To order change ninth digit in model number to “2” (Example: 4.06109.812).
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B[S
SERIES

Capacity up to 1250 Ibs each

Top Plate

Swivel & ngld

—

Optional
Top Plates
#2 Top Plate (Specify MTG2).

Bolt dia. [<—5/4
1/2" l<415/16>|

AR o -f
3332716 @ 412
_Yizo Q _{

le—p1/—>l

All 4 Series swivel
forks are notched

to accomodate four
position swivel locks.

Bolt dia.
1/2" |< 41/ >|
= o1 F
41/g @ 5
Tech Lock® Brake “L9 O i
Available! l<—5"2—>l

PERFORMA
FLAT/BLACK

POLYOLEFIN

©

POLYURETHANE
ALUMINUM

#4 Top Plate (Specify MTGA4).

5

ROUND TREAD
POLYURETHANE

www.colsoncasfer.com :

@
l«<—a1/0—>]

—

Wheel

F L K ]

'vw\“

Swivel Cross Section

Caster Brake

Tech Lock® (See page 12)
Available on all swivel casters
except 31/4" diameter,
V-Groove and Swivel Lock
models. 6" Rigid model
available! (Specify BRK2).
Tread Lock (See page 12)
Available on all swivel casters
except 31/4" diameter and
V-Groove models (Specify
BRK1).

Side Lock (See page 11)
Available on swivel roller
bearing and one piece Delrin
models except 31/4" diameter
(Specify BRK3).

Total Lock (See page 12)
Available on 4", 5", 6" & 8"
swivel models except V-Groove
(Specify BRK4).

le—a1/p—>! .

™
b ‘
ei
g © Diameter

Fork Leg
Spacmg 21/2"

Standard Features

* Attractive zinc plated finish

* Full double ball hardened
raceways

1/2" hollow axle with grease
zerk and lock nut

* Plastic seal/retainer washer
(roller bearing models)

+ /4" steel top plate for durability

* Permanent rivet king pin with
5/8" diameter rivet

Grease fittings: wheel bearing
and swivel raceway

* “Colson 45" multi-temp
grease lubricates in extreme
hot and cold temperatures

Mounting Bolt 3/8"

Options

Fork/Wheel Options

Foot Activated Swivel Lock (See page 13).
Hand Activated Swivel Lock (See page 13).
DirtBan Swivel Seal (See page 14)

Not available on swivel lock models

(Specify SEAL).

NSF Listed (See page 1)

All models except swivel lock,
thread guards, forged steel3 and
cast iron core wheels (Specify FSI).

Thread Guards (See page 14) — Available on
many models (Specify TG1 for metal TG2

for plastic).

Load Height Option — 6" dia. models with
71/4" load height. Only Side Lock brakes.

(Specify LH7.25).
Axle/Nut Options:  AX2 Solid Axle

NT1 Thick lock nut
Lube Options: Fork Wheel
No Grease GRF1 GRW1
Double Grease GRF2 GRW2
300° Continuous GRF3 GRW3

500° Continuous Consult Factory

Wheel Selection

PERFORMA
ROUND

ENDURA

PHENOLIC

PERFORMA
CONDUCTIVE FLAT

MOLDON
NYLON

THERMO

PERFORMA
CONDUCTIVE ROUND

MOLDON
RUBBER

POLYURETHANE
HI-TECH

POLYURETHANE
i

‘4

@

Yy

FORGED STEEL OR
CAST IRON

V-GROOVE



4 SERIES - Top Plate Swivel & Rigid - Capacity up to 1250 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings . Weight Ibs
wg;el Hﬁﬂﬂ Each Wheel Descriptions Roller Bearing Roller Bearing (Order information HL:iggt g;'g:’:sl (Rigig Deduct
(Pounds) Caster Models Caster Models below chart) 15 Ibs)
31" o 700 Phenolic 4.03109.339 4.03108.339 Delrin 51/4 33/16 43/4
Maxim 4.03109.539 4.03108.539 Delrin, Bronze 51/4 33/16 43/
300 Performa Rubber (Fiat/Conductive) 4.04109.459 COND 4.04108.459 COND Ball 55/8 39/16 53/4
350 Performa Rubber (Flat/Black) 4.04109.459.2 4.04108.459.2 Delrin, Ball, Prec. Ball 55/8 39/16 53/4
Performa Rubber (Fiat/Grey) 4.04109.459 4.04108.459 Delrin, Ball, Prec. Ball 55/8 | 3916 53/4
400 Moldon Rubber (astiron core) 4.04109.649.7 4.04108.649.7 Delrin 55/8 39/16 71/4
500 Polyolefin 4.04109.839 4.04108.839 Delrin, Plain 55/8 39/16 41/2
600 Polyurethane HI-TECH 4.04109.929 4.04108.929 Delrin 55/8 39/16 43/4
4" 2" 700 Moldon Polyurethane (suminum core) 4.04109.939 4.04108.939 Delrin 55/8 39/16 51/4
Moldon Polyurethane (castiron core) 4.04109.949.7 4.04108.949.7 Delrin 55/8 39/16 71/4
Maxim 4.04109.539 4.04108.539 Delrin, Bronze 55/8 39/16 41/
800 Phenolic 4.04109.339 4.04108.339 Delrin 55/8 39/16 53/4
Thermo 4.04109.839 HT 4.04108.839 HT Plain 55/8 39/16 63/4
\-Groove 4.04109.739 4.04108.739 Delrin 55/8 39/16 81/8
1000 Endura Solid Elastomer 4.04109.839 EN 4.04108.839 EN Delrin, Prec. Ball 55/8 39/16 53/4
Cast Iron 4.04109.139 4.04108.139 Delrin 55/8 39/16 778
325 Performa Rubber (Fiat/Conductive 4.05109.459 COND 4.05108.459 COND Ball 61/2 41/4 61/8
375 Performa Rubber (Fiat/Black) 4.05109.459.2 4.05108.459.2 Delrin, Ball, Prec. Ball 61/2 41/4 61/8
Performa Rubber (Fiat/Grey) 4.05109.459 4.05108.459 Delrin, Ball, Prec. Ball 61/2 41/ 61/8
400 Moldon Rubber (Castiron core) 4.05109.649.7 4.05108.649.7 Delrin 61/2 41/4 81/8
650 Polyolefin 4.05109.839 4.05108.839 Delrin, Plain 61/2 41/4 47/8
750 Polyurethane HI-TECH 4.05109.929 4.05108.929 Delrin 61/2 41/4 43/4
Maxim 4.05109.539 4.05108.539 Delrin, Bronze 61/2 41/4 41/2
5" 2" Endura Solid Elastomer 4.05109.839 EN 4.05108.839 EN Delrin, Prec. Ball 61/2 41/4 53/4
Moldon Polyurethane (Aluminum core) 4.05109.939 4.05108.939 Delrin 61/2 41/4 61/8
1000 Moldon Polyurethane (castiron core) 4.05109.949.7 4.05108.949.7 Delrin 61/2 41/4 81/8
Moldon Nylon 4.05109.939.3 4.05108.939.3 Delrin 61/2 41/4 91/4
Phenolic 4.05109.339 4.05108.339 Delrin 61/2 41/4 53/4
Thermo 4.05109.839 HT 4.05108.839 HT Plain 61/2 41/4 63/4
Cast Iron 4.05109.139 4.05108.139 Delrin 61/2 41/4 87/8
1250 | Forged Steel 4.05109.239 4.05108.239 Delrin 61/2 41/4 91/4
m Performa Rubber (Fiat/Conductive) 4.06109.459 COND 4.06108.459 COND Ball 71/2 5 61/8
Performa Rubber (Round/Conductive) 4.06109.559 COND 4.06108.559 COND Ball 712 5 61/8
450 Performa Rubber (Round/Grey) 4.06109.559 4.06108.559 Delrin, Ball, Prec. Ball 71/2 5 61/8
Moldon Rubber (Castiron core) 4.06109.649.7 4.06108.649.7 Delrin 71/2 5 101/2
600 Performa Rubber (Flat/Black) 4.06109.459.2 4.06108.459.2 Delrin, Ball, Prec. Ball 712 5 61/8
Performa Rubber (Flat/Grey) 4.06109.459 4.06108.459 Delrin, Ball, Prec. Ball 712 5 61/8
700 Polyolefin 4.06109.839 4.06108.839 Delrin, Plain 71/2 5 51/2
6" o0 900 Polyurethane HI-TECH 4.06109.929 4.06108.929 Delrin 71/2 5 5
1100 Endura Solid Elastomer 4.06109.839 EN 4.06108.839 EN Delrin, Prec. Ball 71/2 5 7
Maxim 4.06109.539 4.06108.539 Delrin, Bronze 712 5 43/4
Moldon Polyurethane (auminum core) 4.06109.939 4.06108.939 Delrin 71/2 5 71/2
Moldon Polyurethane (cast iron core) 4.06109.949.7 4.06108.949.7 Delrin 71/2 5 101/2
1200 yoigon Nylon 4.06109.939.3 4.06108.939.3 Delrin 72 | 5 91/4
Phenolic 4.06109.339 4.06108.339 Delrin 71/2 5 7
\-Groove 4.06109.739 4.06108.739 Delrin 71/2 5 101/2
1250 Cast Iron 4.06109.139 4.06108.139 Delrin 71/2 5 93/4
Forged Steel 4.06109.239 4.06108.239 Delrin 71/2 5 101/
Performa Rubber (Fiat/Conductive) 4.08199.459 COND 4.08198.459 COND Ball 91/2 61/2 61/4
500 Performa Rubber (Round/Conductive) 4.08199.559 COND 4.08198.559 COND Ball 91/2 61/2 61/4
Moldon Rubber (astiron core) 4.08199.649.7 4.08198.649.7 Delrin 91/2 61/2 131/4
600 Performa Rubber (Round/Grey) 4.08199.559 4.08198.559 Delrin, Ball, Prec. Ball 91/2 61/2 61/4
675 Performa Rubber (Flat/Black) 4.08199.459.2 4.08198.459.2 Delrin, Ball, Prec. Ball 9ilf2 61/2 61/4
Performa Rubber (Fiat/Grey) 4.08199.459 4.08198.459 Delrin, Ball, Prec. Ball 91/2 61/2 61/4
900 Polyolefin 4.08199.839 4.08198.839 Delrin, Plain 91/2 61/2 53/4
8" 2" 1000 Polyurethane HI-TECH 4.08199.929 4.08198.929 Delrin 91/2 61/2 53/4
1200 Endura Solid Elastomer 4.08199.839 EN 4.08198.839 EN Delrin, Prec. Ball 91/2 61/2 53/4
Maxim 4.08199.539 4.08198.539 Delrin, Bronze 91/2 61/2 51/2
Moldon Polyurethane (aluminum core) 4.08199.939 4.08198.939 Delrin 91/2 61/2 81/4
1250 Moldon Polyurethane (Cast iron core) 4.08199.949.7 4.08198.949.7 Delrin 91/2 61/2 131/4
Moldon Nylon 4.08199.939.3 4.08198.939.3 Delrin 91/2 61/2 91/4
Phenolic 4.08199.339 4.08198.339 Delrin 91/2 61/2 81/2
Cast Iron 4.08199.139 4.08198.139 Delrin 91/2 61/2 121/2

Roller Bearing Options: Torrington style roller bearing with retainer (Specify WB19). Metal cage roller bearing (Specify WB29).

Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).
Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 4.06109.921). One-piece with steel thrust washers (Specify WB11).

Ball Bearing Options: To order change 8th & 9th digit in model number to “65” (Example: 4.06109.465). Note: Performa 6" to 8" capacity decreases (See wheel section).
Precision Ball Bearings: To order change 8th and Sth digits to “35” (Example 4.06109.435). Performa round tread, change wheel code to “555”.

Bronze Bearing Options: To order change 9th digit in model number to “4” (Example: 4.06109.534).

Plain Bearing Options: To order change 9th digit to “2” (Example: 4.06109.832). 51




B[S
SERIES

Capacity up to 1250 Ibs each

STAINLESS

STEEL

www.colsoncasfer.com

Stainless Steel Top Plate
Swivel & Rigid

l«—41/0—>1

T .‘ '
Load
Height Wheel

€ Diameter ¢

A g Fork Le
5”':',5%\.1 Spacinggz1/2“

Swivel Cross Section  Mounting Bolt 3/"

Caster Brake

Tech Lock® (See page 12).

Available on all swivel and 6" rigid casters
(Specify BRK2).

Side Lock New stainless steel design
available on all swivel casters with Delrin
bearing. Field installable (Specify BRK3 with
one-piece Delrin bearing).

All 4 Series swivel
forks are notched

to accomodate four
position swivel locks.

Wheel Selection

PERFORMA
FLAT/GREY

PERFORMA
FLAT/BLACK

PERFORMA
ROUND/GREY

POLYOLEFIN

ENDURA

POLYURETHANE
HI-TECH

PHENOLIC THERMO

PERFORMA
CONDUCTIVE ROUND

52

Options

Fork/Wheel Options

New Foot Activated Swivel Lock (See page 13).
DirtBan Swivel Seal (See page 14).

Thread Guards (See page 14) — Available on many
models (Specify TG2 for plastic).

Standard Features

Polished stainless steel
(Grade 304)

1/2" stainless steel hollow axle
with grease zerk, nut and lock
washer

1/4" steel top plate for durability

Permanent rivet king pin with
5/8" diameter rivet

Grease fittings: wheel bearing
and swivel raceway

“Colson 45” multi-temp
grease lubricates in extreme
hot and cold temperatures

NSF Listed

PERFORMA

CONDUCTIVE FLAT




4 SERIES - Stainless Steel Top Plate Swivel & Rigid +- Capacity up fo 1250 Ibs

Wheel | Tread | ¢apacity - SR ) LIRS Load |Swivel | Weight
D | W] peach | Wheel Dsstons | 53 e | S e oaaa” | Beanng | Hlgt [ Rau | Poun)
300 Performa Rubber (Flat/Conductive) 4.04109.459 CONDSS| 4.04108.459 CONDSS = 55/8 | 3%16 53/4
350 |_Performa Rubber iatBiack 4.04109.459.2 SS | 4.04108.459.2 SS Delrin, Bronze | 5°/8 | 3% | 5%4
Performa Rubber (Fiat Grey) 4.04109.459 SS 4.04108.459 SS Delrin, Bronze | 5°/8 | 3%16 | 5%4
500 | Polyolefin 4.04109.839 SS 4.04108.839 SS Delrin, Bronze, Plain|  5°/8 | 3%16 | 41/2
4" 2" 600 | Polyurethane HI-TECH 4.04109.929 SS 4.04108.929 SS Delrin, Bronze | 5/8 | 3% | 43/a
Maxim 4.04109.539 SS 4.04108.539 SS Delrin, Bronze | 5°/8 | 3%1s6 53/4
800 | Phenolic 4.04109.339 SS 4.04108.339 SS Delrin, Bronze | 5°/8 | 3% | 594
Thermo 4.04109.839 HT SS | 4.04108.839 HT SS | Plain, Bronze | 5°/8 | 3% | 5°%4
1000 | Endura Solid Elastomer 4,04109.839.EN SS | 4.04108.839.EN SS | Delrin, Bronze | 5°/8 | 3%16 | 594
325 Performa Rubber (Flat/Conductive) 4.05109.459 CONDSS/ 4.05108.459 CONDSS - 6'/2 | 4'/4 6'/s
q75  |Performa Rubber Fat Bk 4.05109.459.2 SS | 4.05108.459.2 SS Delrin, Bronze | 6'/2 | 4'/a | 6'/s
Performa Rubber (Fiat Grey) 4.05109.459 SS 4.05108.459 SS Delrin, Bronze | 6'/2 | 4'/a | 6'/s
650 | Polyolefin 4.05109.839 SS 4.05108.839 SS Delrin, Bronze, Plain|  6'/2 | 4'/a | 47/s
5" 2" 750 | Polyurethane HI-TECH 4.05109.929 SS 4.05108.929 SS Delrin, Bronze | 6'/2 | 4'/a | 47/s
Maxim 4.05109.539 SS 4.05108.539 SS Delrin, Bronze | 6'/2 | 4'/a | 578
1000 Thermo 4.05109.339 SS 4.05108.339 SS Delrin, Bronze | 6'/2 41/ 57/8
Phenolic 4.05109.839 HT SS | 4.05108.839 HT SS | Plain, Bronze | 6'/2 | 4'/a | 57/
Endura Solid Elastomer 4.05109.839.EN SS | 4.05108.839.EN SS | Delrin, Bronze | 6'/2 41/4 57/8
410 | Performa Rubber (iat/Conductive) 4.06109.459.2 CONDSS 4.06108.459.2 CONDSS - 712 5 6'/s
450 Performa Rubber (Round Grey) 4.06109.559 SS 4.06108.559 SS Delrin, Bronze | 77/2 5 71/8
g0 | Performa Rubber FatBack 4,06109.459.2SS | 4.06108.459.2 SS Delrin, Bronze | 77/2 5 7'/8
Performa Rubber (Flat Grey) 4.06109.459 SS 4.06108.459 SS Delrin, Bronze | 77/2 ® 7'/8
6" 2" 700 | Polyolefin 4.06109.839 SS 4.06108.839 SS Delrin, Bronze, Plain| 7'/2 5 51/2
900 Polyurethane HI-TECH 4.06109.929 SS 4.06108.929 SS Delrin, Bronze | 77/2 5 5
1100 Endura Solid Elastomer 4.06109.839.EN SS | 4.06108.839.EN SS | Delrin, Bronze | 77/2 5 6
Thermo 4.06109.839 HT SS | 4.06108.839 HT SS | Plain, Bronze | 77/2 5 6
1200 Maxim 4.06109.539 SS 4.06108.539 SS Delrin, Bronze | 77/2 5 6
Phenolic 4,06109.339 SS 4,06108.339 SS Delrin, Bronze | 77/2 5 6
500 | Performa Rubber (Fiat/Conductive) 4.08199.459 CONDSS | 4.08198.459 CONDSS — 9'/2 | 6772 | 6/
600 | Performa Rubber (Round 6rey) 4.08199.559 SS 4.08198.559 SS Delrin, Bronze | 9'/2 | 6'/2 | 8'/8
675  |_Performa Rubber iatBiack 4.08199.459.28S | 4.08198.459.2 SS Delrin, Bronze | 9'/2 | 6'/2 | 8'/8
Performa Rubber (Flat Grey) 4.08199.459 SS 4.08198.459 SS Delrin, Bronze | 97/2 | 61/2 81/8
8" on 900 | Polyolefin 4.08199.839 SS 4.08198.839 SS Delrin, Bronze, Plain| 9'/2 | 6/2 | 5%a
1000 | Polyurethane HI-TECH 4.08199.929 SS 4.08198.929 SS Delrin, Bronze | 9'/2 | 6'/2 | 5%a
1200 Endura Solid Elastomer 4.08199.839.EN SS | 4.08198.839.EN SS | Delrin, Bronze | 9'/2 | 61/2 63/4
1250 |_Maxim 4.08199.539 SS 4.08198.539 SS Delrin, Bronze | 9'/2 | 6'/2 | 634
Thermo 4.08199.339 SS 4.08198.339 SS Delrin, Bronze | 9'/2 | 6'/2 | 6%4

Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 4.06109.921SS). One piece with stainless steel thrust washer, specify WB11.

Bronze Bearing Options: To order, change the 9th digit in model number to “4” (Example: 4.06109.534)
Plain Bearing Option: To order, change the 9th digit in model number to “2” (Example: 4.06109.832)
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BaSTTT Standard Features
. * Attractive zinc plated finish
SER' Es I MPAI(@ * Full double ball hardened

raceways
H Formed fork legs feature
Capacity up to 1400 Ibs each www.colsoncaster.com robotic welding

1/2" hollow axle with grease
zerk and lock nut

Kingpinless Top Plate
Swivel & Rigid

Plastic seal/retainer washer
(roller bearing models)

: 3 + 5/16" swivel steel top plate
= for durability, rigid top plate
? : 4 1/4" steel
l«—4170—>!
— + 3/16" fork leg thickness

* Grease fittings: wheel bearing
and swivel raceway

* “Colson 45” multi-temp

T '
Wheel
l Diam?;er @
44'; grease lubricates in extreme

Fork Leg
Spacing21/z" hot and cold temperatures

Swivel Cross Section ~ Mounting Bolt %/s"

O Caster Brake Fork/Wheel Options

Top Pla Tread Lock (See page 12) Foot Activated Swivel Lock (See page 13).
#2 Top Plate (Specify MTG2). Available on all swivel casters  yand Activated Swivel Lock (See page 13).
except V-Groove models
Thread Guards (See page 14)

o, I 5 ;
'13/(’2'} o sl (S.pemfy LD Available on many models (Specify TG1
I3y L2 f’\'d‘_"l IE)(Imk (See pe}ge"ﬂ) for metal TG2 for plastic).

336 27hs @ e Axle/Nut Options: ~ AX2 Solid Axle
, XL - earing models (Specify ) o
BRK3). NT1 Thick lock nut  Lube Options: Fork
le—6 14—
Tech Lock (See page 12) Wheel No Grease GRF1
#4 Top Plate (Specify MTG4). Available on 6" rigid models GRW1 Doutgle Grease GRF2
_ only except V-Groove models ~ GRW2 300° Continuous
Bolt dia. il (Specify BRK2) Consult Factory 500° Continuous
172" N[ 42> ‘ Consult Factory
= o
41/g @ 5
Y10 o i
l«—51/—>l

Wheel Selection

o © 0

PERFORMA FLAT/ PERFORMA PERFORMA PERFORMA PERFORMA MOLDON
GREY FLAT/BLACK ROUND CONDUCTIVE FLAT ~ CONDUCTIVE ROUND RUBBER

=,

ENDURA MOLDON POLYURETHANE POLYURETHANE
NYLON HITECH IRON

p—

POLYURETHANE ROUND TREAD PHENOLIC THERMO FORGED STEEL OR V-GROOVE
ALUMINUM POLYURETHANE CAST IRON
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4 SERIES - IMPAK Kingpinless Top Plate Swivel & Rigid - Capacity up to 1400 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings : Weight Ibs
Wheel ng Each Wheel Descriptions Roller Bearing | Roller Bearing ?Order e H":igﬂt g:‘g:’:s' SR
(Pounds) Caster Models Caster Models below chart) 1.51bs)
300 Performa Rubber (Conductive/Flat) 4.04179.459 COND |4.04108.459 COND | Ball 55/8 | 31/4 53/4
350 Performa Rubber (Fiat/Black) 4.04179.459.2 4.04108.459.2 Delrin, Ball, Prec. Ball 55/8 | 31/a 53/4
Performa Rubber (Fiat/Grey) 4.04179.459 4.04108.459 Delrin, Ball, Prec.Ball | 55/8 | 31/4 53/4
400 Moldon Rubber (Castiron core) 4.04179.649.7 4.04108.649.7 Delrin 55/8 | 31/4 6
500 Polyolefin 4.04179.839 4.04108.839 Delrin, Plain 55/8 | 31/a 41/
600 Polyurethane HI-TECH 4.04179.929 4.04108.929 Delrin 55/8 | 31/a 43/4
4" 2" 700  |Moldon Polyurethane (wuminm core) | 4.04179.939 4.04108.939 Delrin 55/8 | 31/4 51/4
Moldon Polyurethane (Castironcore) | 4.04179.949.7 4.04108.949.7 Delrin 55/8 | 31/a 6
Maxim 4.04179.539 4.04108.539 Delrin, Bronze 55/8 | 31/4 51/8
800 Phenolic 4.04179.339 4.04108.339 Delrin 55/8 | 31/4 53/4
Thermo 4.04179.839 HT 4.04108.839 HT Plain 55/8 | 31/4 63/4
\V-Groove 4,04179.739 4.04108.739 Delrin 55/8 | 31/a 81/8
1000 Endura Solid Elastomer 4.04179.839 EN 4.04108.839 EN Delrin, Prec. Ball 55/8 | 31/4 53/4
Cast Iron 4.04179.139 4.04108.139 Delrin 55/8 | 31/4 77/8
325 | Performa Rubber (Conductive/Fiat) 4.05179.459 COND_|4.05108.459 COND _|Ball 61/2 | 37/8 61/8
375 Performa Rubber (Flat/Black) 4.05179.459.2 4.05108.459.2 Delrin, Ball, Prec.Ball | 61/2 | 37/8 61/8
Performa Rubber (Fiat/Grey) 4.05179.459 4.05108.459 Delrin, Ball, Prec.Ball | 61/2 | 37/8 61/8
400 Moldon Rubber (Cast iron core) 4.05179.649.7 4.05108.649.7 Delrin 61/2 37/8 7
650 | Polyolefin 4.05179.839 4.05108.839 Delrin, Plain 61/2 | 37/8 47/8
750 | Polyurethane HI-TECH 4.05179.929 4.05108.929 Delrin 61/2 | 37/8 43/4
Maxim 4.05179.539 4.05108.539 Delrin, Bronze 61/2 37/8 51/2
5" 2" Endura Solid Elastomer 4.05179.839 EN 4.05108.839 EN Delrin, Prec. Ball 61/2 | 378 53/4
Moldon Polyurethane (Aluminum core) | 4.05179.939 4.05108.939 Delrin 61/2 | 37/8 61/8
1000 Moldon Polyurethane (castironcore) | 4.05179.949.7 4.05108.949.7 Delrin 61/2 | 378 7
Moldon Nylon 4.05179.939.3 4.05108.939.3 Delrin 61/2 | 378 91/4
Phenolic 4.05179.339 4.05108.339 Delrin 61/2 | 37/8 53/4
Thermo 4.05179.839 HT 4.05108.839 HT Plain 61/2 37/8 63/4
Cast Iron 4.05179.139 4.05108.139 Delrin 61/2 | 37/8 87/8
1400 | Forged Steel 4.05179.239 4.05108.239 Delrin 61/2 | 378 91/4
Performa Rubber (Conductive/Flat) 4.06179.459 COND |4.06108.459 COND | Ball 71/2 45/8 61/8
410 T'Performa Rubber (conducive/foung) _| 4.06179.559 COND_| 4.06108.559 COND_|Ball 712 | 45/ | 61/
450 Performa Rubber (Round/Grey) 4.06179.559 4.06108.559 Delrin, Ball, Prec.Ball | 71/2 | 45/8 61/8
Moldon Rubber (Castiron core) 4.06179.649.7 4.06108.649.7 Delrin 71/2 45/8 9
600 Performa Rubber (Flat/Black) 4.06179.459.2 4.06108.459.2 Delrin, Ball, Prec. Ball 71/2 | 45/8 61/8
Performa Rubber (Fiat/Grey) 4.06179.459 4.06108.459 Delrin, Ball, Prec. Ball 71/2 | 45/8 61/8
700 Polyolefin 4.06179.839 4.06108.839 Delrin, Plain 71/2 45/8 51/2
900 Polyurethane HI-TECH 4.06179.929 4.06108.929 Delrin 71/2 | 45/8 5
6" 2" 1100 Endura Solid Elastomer 4.06179.839 EN 4.06108.839 EN Delrin, Prec. Ball 71/2 45/8 7
Maxim 4.06179.539 4.06108.539 Delrin, Bronze 71/2 | 45/8 53/4
Moldon Polyurethane (Aluminum core) | 4.06179.939 4.06108.939 Delrin 71/2 | 45/8 71/2
1200 Moldon Polyurethane (Castironcore) | 4.06179.949.7 4.06108.949.7 Delrin 71/2 | 45/8 9
Moldon Nylon 4.06179.939.3 4.06108.939.3 Delrin 71/2 | 45/8 91/4
Phenolic 4.06179.339 4.06108.339 Delrin 71/2 | 45/8 7
\-Groove 4.06179.739 4.06108.739 Delrin 71/2 | 45/8 101/2
1400 Cast Iron 4.06179.139 4.06108.139 Delrin 71/2 | 45/8 93/4
Forged Steel 4.06179.239 4.06108.239 Delrin 712 | 45/8 101/4
Performa Rubber (Conductive/Fiat) 4.08179.459 COND__|4.08198.459 COND _|Ball 91/2 | 61/8 61/4
500 Performa Rubber (Conductive/Round) 4.08179.559 COND |4.08198.559 COND | Ball 91/2 61/8 61/4
Moldon Rubber (Castiron core) 4.08179.649.7 4.08198.649.7 Delrin 91/2 | 61/8 11
600 | Performa Rubber (Round/Grey) 4.08179.559 4.08198.559 Delrin, Ball, Prec.Ball | 91/2 | 61/8 61/4
675 Performa Rubber (Flat/Black) 4.08179.459.2 4.08198.459.2 Delrin, Ball, Prec.Ball | 912 | 67/8 61/4
Performa Rubber (Fiat/6rey) 4.08179.459 4.08198.459 Delrin, Ball, Prec.Ball | 97/2 | 6/8 61/4
900 Polyolefin 4.08179.839 4.08198.839 Delrin, Plain 91/2 61/8 53/4
8" 2" 1000 | Polyurethane HI-TECH 4.08179.929 4.08198.929 Delrin 91/2 61/8 53/4
1200 | Endura Solid Elastomer 4.08179.839 EN 4.08198.839 EN Delrin, Prec. Ball 91/2 | 61/8 81/2
Maxim 4.08179.539 4.08198.539 Delrin, Bronze 91/2 | 61/8 61/2
Moldon Polyurethane (Aluminum core) | 4.08179.939 4.08198.939 Delrin 91/2 | 61/8 81/4
1400 Moldon Polyurethane (Castironcore) | 4.08179.949.7 4.08198.949.7 Delrin 91/2 | 61/8 11
Moldon Nylon 4.08179.939.3 4.08198.939.3 Delrin 91/2 | 61/8 91/4
Phenolic 4.08179.339 4.08198.339 Delrin 91/2 61/8 81/2
Cast Iron 4.08179139 4.08198139 Delrin 912 | 61/8 121/2

Roller Bearing Options: Torrington style roller bearing with retainer (Specify WB19). Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).

Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 4.06179.921). One-piece with steel thrust washers (Specify WB11).

Ball Bearing Options:

To order change 8th & 9th digit in model number to “65” (Example: 4.06179.465). Note: Performa 6" to 8" capacity decreases (See wheel section).
Precision Ball Bearings: To order change 8th and 9th digits to “35” (Example 4.06179.435). Performa round tread, change wheel code to “555”.
Bronze Bearing Options: To order change 9th digit in Maxim model number to “4” (Example: 4.06179.534).
Plain Bearing Options: To order change 9th digit to “2” (Example: 4.06179.832).

55




ColSom AL

* Attractive zinc plated finish

4SER| ES enForcer -

Capacity up to 1400 Ibs each www.colsoncaster.com * Formed fork legs feature
robotic welding

1/2" hollow axle with grease
zerk and lock nut

Top Plate Swivel & Rigid

Plastic seal/retainer washer
(roller bearing models)

5/16" swivel steel top plate
for durability

* Fork legs /4" thick x 2" wide

* Grease fittings: wheel bearing
and swivel raceway

* Multi-temp grease lubricates
I in extreme hot and cold
temperatures

Fork Leg
Spacing 21/2"

Swivel Cross Section  Mounting Bolt 3/a"

Optional Caster Brake Fork/Wheel Options

Top Plates Tread Lock (See page 12) Hand Activated Swivel Lock (See page 13).
#2 Top Plate (Specify MTG2). Available on all swivel casters  Thread Guards (See page 14)

. 1 except V-Groove models Available on many models (Specify TG1
'13/"2'} e (Specify BRK1). for metal TG2 for plastic).
X 2 © —f Axle/Nut Options:  AX2 Solid Axle
3% 2_7v/1_6 @ 4l NT1 Thick lock nut  Lube Options: Fork
o el Extended Lead — Available on 8" models with
I o ‘ 10 /8" load height (Specify EL). For 9 /2" load
N EW. #4 Top Plate (Specify MTG4). height, consult factory.
372" Extended Boltdia.
Lead Fork 120 < 42 7|
= o
41/g @ 5
Yio o i
l«—51/0—>!

Wheel Selection

Specially designed for
towing applications.

PERFORMA FLAT/ PERFORMA PERFORMA PERFORMA PERFORMA MOLDON
GREY FLAT/BLACK ROUND CONDUCTIVE FLAT ~ CONDUCTIVE ROUND RUBBER

N

()

POLYOLEFIN ENDURA MOLDON POLYURETHANE POLYURETHANE
NYLON HITECH IRON

POLYURETHANE ROUND TREAD PHENOLIC THERMO FORGED STEEL OR V-GROOVE
ALUMINUM POLYURETHANE CAST IRON
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4 SERIES - Enforcer Top Plate Swivel & Rigid - Capacity up to 1400 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings : Weight Ibs
Wheel ng Each Wheel Descriptions Roller Bearing | Roller Bearing ?Order e H":igﬂt g:‘g:’:s' SR
(Pounds) Caster Models Caster Models below chart) 1.51bs)
300 | Performa Rubber (Conductive/Fiat) 4.04189.459 COND | 4.04108.459 COND| Ball 55/8 | 39/16| 53/4
350 Performa Rubber (Flat/Black) 4.04189.459.2 4.04108.459.2 Delrin, Ball, Prec.Ball | 55/8 | 39/16 | 53/
Performa Rubber (Flat/Grey) 4.04189.459 4.04108.459 Delrin, Ball, Prec.Ball | 55/8 | 39/16 | 53/4
400 | Moldon Rubber (ast iron core) 4.04189.649.7 4.04108.649.7 Delrin 55/8 | 39/16 6
500 Polyolefin 4.04189.839 4.04108.839 Delrin, Plain 55/8 | 39/16 41/2
600 Polyurethane HI-TECH 4.04189.929 4.04108.929 Delrin 55/8 | 39/16 43/4
4" 2" 700 Moldon Polyurethane (Aluminum core) | 4.04189.939 4.04108.939 Delrin 55/8 | 39/16 51/4
Moldon Polyurethane (Castiron core) | 4.04189.949.7 4.04108.949.7 Delrin 55/8 | 39/16 6
Maxim 4.04189.539 4.04108.539 Delrin, Bronze 55/8 | 39/16| 51/8
800 Phenolic 4.04189.339 4.04108.339 Delrin 55/8 | 39/16| 53/4
Thermo 4.04189.839 HT 4.04108.839 HT __|Plain, Bronze 55/8 | 39/16 | 63/4
\V-Groove 4.04189.739 4.,04108.739 Delrin 55/8 | 39/18 81/8
1000 Endura Solid Elastomer 4.04189.839 EN 4.04108.839.EN___[Delrin, Prec. Ball 55/8 | 39/16 53/4
Cast Iron 4.04189.139 4.04108.139 Delrin 55/8 | 39/16 77/8
325 | Performa Rubber (Conductive/Fiat) 4.05189.459 COND | 4.05108.459 COND|Ball 61/2 | 37/8 61/8
375 Performa Rubber (Flat/Black) 4.05189.459.2 4.05108.459.2 Delrin, Ball, Prec. Ball 61/2 | 378 61/8
Performa Rubber (Fiat/Grey) 4.05189.459 4.05108.459 Delrin, Ball, Prec.Ball | 61/2 | 37/8 61/8
400 Moldon Rubber (Cast iron core) 4.05189.649.7 4.05108.649.7 Delrin 61/2 37/8 7
650 | Polyolefin 4.05189.839 4.05108.839 Delrin, Plain 61/2 | 37/8 47/8
750 | Polyurethane HI-TECH 4.05189.929 4.05108.929 Delrin 61/2 | 37/8 43/4
Maxim 4.05189.539 4.05108.539 Delrin, Bronze 61/2 | 378 51/2
5" 2" Endura Solid Elastomer 4.05189.839 EN 4.05108.839.EN___|Delrin, Prec. Ball 61/2 | 378 53/4
Moldon Polyurethane (Aluminum core) | 4.05189.939 4.05108.339 Delrin 61/2 | 37/8 61/8
1000 Moldon Polyurethane (Castiron core) | 4.05189.949.7 4.05108.949.7 Delrin 61/2 | 378 7
Moldon Nylon 4.05189.939.3 4.05108.939.3 Delrin 61/2 | 378 91/4
Phenolic 4.05189.339 4.05108.339 Delrin 61/2 | 37/8 53/4
Thermo 4.05189.839 HT 4.05108.839 HT | Plain, Bronze 61/2 | 37/8 63/4
Cast Iron 4.05189.139 4.05108.139 Delrin 61/2 | 37/8 87/8
1400 | Forged Steel 4.05189.239 4.05108.239 Delrin 61/2 | 378 91/4
Performa Rubber (Conductive/Flat) 4.06189.459 COND 4.06108.459 COND|Ball 71/2 45/8 61/8
410 T'Performa Rubber (conducive/foung) | 4.06189.559 COND__| 4.06108.559 COND Ball 712 | 45/ | 61/
450 Performa Rubber (Round/Grey) 4.06189.559 4.06108.559 Delrin, Ball, Prec. Ball 71/2 | 45/8 61/8
Moldon Rubber (Castiron core) 4.06189.649.7 4.06108.649.7 Delrin 71/2 45/8 9
600 Performa Rubber (Flat/Black) 4.06189.459.2 4.06108.459.2 Delrin, Ball, Prec. Ball 71/2 | 45/8 61/8
Performa Rubber (Fiat/Grey) 4.06189.459 4.06108.459 Delrin, Ball, Prec. Ball 71/2 | 45/8 61/8
700 Polyolefin 4.06189.839 4.06108.839 Delrin, Plain 71/2 45/8 51/2
900 | Polyurethane HIF-TECH 4.06189.929 4.06108.929 Delrin 71/2 | 45/8 5
6" 2" 1100 Endura Solid Elastomer 4.06189.839 EN 4.06108.839.EN | Delrin, Prec. Ball 71/2 45/8 7
Maxim 4.06189.539 4.06108.539 Delrin, Bronze 71/2 | 45/8 53/4
Moldon Polyurethane (Aluminum core) | 4.06189.939 4.06108.939 Delrin 71/2 | 45/8 71/2
1200 Moldon Polyurethane (Castiron core) | 4.06189.949.7 4.06108.949.7 Delrin 71/2 | 45/8 9
Moldon Nylon 4.06189.939.3 4.06108.939.3 Delrin 71/2 | 45/8 91/4
Phenolic 4.06189.339 4.06108.339 Delrin 71/2 | 45/8 7
Thermo 4.06189.739 4.06108.839 HT | Plain, Bronze 71/2 | 45/8 101/2
\-Groove 4.06189.739 4.06108.739 Delrin 71/2 45/8 101/2
1400 Cast Iron 4.06189.139 4.06108.139 Delrin 71/2 45/8 93/4
Forged Steel 4.06189.239 4.06108.239 Delrin 712 | 458 101/4
Performa Rubber (Conductive/Flat) 4.08189.459 COND 4.08198.459 COND|Ball 91/2 | 618 61/4
500 Performa Rubber (Conductive/Round) | 4.08189.559 COND 4.08198.459 COND|Ball 91/2 61/8 61/4
Moldon Rubber (Castiron core) 4.08189.649.7 4.08198.649.7 Delrin 91/2 | 61/8 11
600 | Performa Rubber (Round/Grey) 4.08189.559 4.08198.559 Delrin, Ball, Prec. Ball 91/2 | 618 61/4
675 Performa Rubber (Flat/Black) 4.08189.459.2 4.08198.459.2 Delrin, Ball, Prec. Ball 91/2 | 61/8 61/4
Performa Rubber (Flat/Grey) 4.08189.459 4.08198.459 Delrin, Ball, Prec. Ball 91/2 | 61/8 61/4
900 | Polyolefin 4.08189.839 4.08198.839 Delrin, Plain 912 | 678 53/4
8" 2" 1000 | Polyurethane HI-TECH 4.08189.929 4.08198.929 Delrin 91/2 61/8 53/4
1200 | Endura Solid Elastomer 4.08189.839 EN 4.08198.839.EN | Delrin, Prec. Ball 91/2 | 61/8 81/2
Maxim 4.08189.539 4.08198.539 Delrin, Bronze 912 | 67/8 61/2
Moldon Polyurethane (Aluminum core) | 4.08189.939 4.08198.939 Delrin 91/2 | 61/8 81/4
1400 Moldon Polyurethane (Castiron core) | 4.08189.949.7 4.08198.949.7 Delrin 91/2 | 61/8 11
Moldon Nylon 4.08189.939.3 4.08198.939.3 Delrin 912 | 678 91/4
Phenolic 4.08189.339 4.08198.339 Delrin 91/2 61/8 81/2
Cast Iron 4.08189.139 4.08198.139 Delrin 912 | 618 121/2

Roller Bearing Options: Torrington style roller bearing with retainer (Specify WB19). Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).
Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 4.06179.921). One-piece with steel thrust washers (Specify WB11).

Ball Bearing Options: To order change 8th & 9th digit in model number to “65” (Example: 4.06179.465).
Precision Ball Bearings: To order change 8th and 9th digits to “35” (Example 4.06179.435). Performa round tread, change wheel code to “555”.
Bronze Bearing Options: To order change 9th digit in Maxim model number to “4” (Example: 4.06179.534).
Plain Bearing Options: To order change 9th digit to “2”(Example: 4.06179.832).
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B[S
SERIES

Capacity up to 1300 Ibs each

Top Plate
Swivel & Rigid

(Specify BRK1).
Tech Lock (See page 10)

Tread Lock (See page 12)
Available on all swivel casters with 2" tread
widths except V-Groove models

www.colsoncastfer.com

Load
Height

Swivel Cross Section

Caster Brake

Available on 6" x 2" rigid models only except
V-Groove models (Specify BRK2).

PERFORMA
FLAT/BLACK

PERFORMA
FLAT/GREY

ENDURA

PHENOLIC THERMO

51/4—> 51/4—> .
F415/18> I o <4‘5/16>‘l _

@ g A i B ?
2

[

—l

Wheel

Standard Features
* Attractive zinc plated finish

* Full double ball hardened
raceways

+ 172" hollow axle with grease
zerk and lock nut

* Plastic seal/retainer washer
(roller bearing models)

1/4" steel top plate for durability

* Heat treated bolt and nut king

27/16 3% 2716 41 AR »
pin with °/4" diameter bolt

:r v rg J

l«6U—> o

Grease fittings: wheel bearing
and swivel raceway

heel

* “Colson 45” multi-temp
Diameter

grease lubricates in extreme hot

and cold temperatures
Fork Leg Spacing
21/2"for 11/2" and 2"

Al tread widths.
Fork Leg Spacing
3"for 21/2 tread width.

Mounting Bolt 1/2" dia.

-

Fork/Wheel Opftions

Hand Activated Swivel Lock (See page 13).

Thread Guards (See page 14) — Available on many
models (Specify TG1 for metal TG2 for plastic).

Axle/Nut Options:  AX2 Solid Axle (2" tread width)
NT1 Thick lock nut
NT2 Thin lock nut

Lube Options: Fork Wheel

No Grease GRF1 GRWA1

Double Grease GRF2 GRW2

300° Continuous GRF3 GRW3

500° Continuous Consult Factory

Wheel Selection

PERFORMA
ROUND/GREY

MOLDON
NYLON

FORGED STEEL
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PERFORMA PERFORMA MOLDON RUBBER
CONDUCTIVE ~ CONDUCTIVE ROUND  CAST IRON OR ALUM.

POLYOLEFIN
/ ’

POLYURETHANE ~ POLYURETHANE
HI-TECH ALUMINUM

POLYURETHANE
CAST IRON

ROUND TREAD
POLYURETHANE

0

CAST IRON V-GROOVE



5 SERIES - Top Plate Swivel & Rigid - Capacity up to 1300 ibs

Capacity

Swivel Top Plate

Rigid Top Plate | Optional Bearings . Weight Ibs
w&?' L’ﬁ’atg Each Wheel Descriptions Roller Bearing Roller Bearing (Order information ng;gt :z::’:sl (Rigig Deduct
(Pounds) Caster Models Caster Models below chart) 15 Ibs)
By 600 Moldon Polyurethane (Aluminum core) 5.04209.919 5.04208.919 Delrin 55/ | 3916 61/4
11/2 1200 | Forged Steel 5.04209.219 5.04208.219 Delrin 55/8 39/16 71/2
300 Performa Rubber (Conductive Flat) 5.04209.459 COND 5.04208.459 COND Ball 55/8 39/16 6
325 Moldon Rubber (Castiron core) 5.04209.649.7 5.04208.649.7 Delrin 55/8 39/16 83/4
350 Performa Rubber (Fiat/Black) 5.04209.459.2 5.04208.459.2 Delrin, Ball, Prec. Ball 55/8 39/16 6
Performa Rubber (Fiat/Grey) 5.04209.459 5.04208.459 Delrin, Ball, Prec. Ball 55/8 39/16 6
500 Polyolefin 5.04209.839 5.04208.839 Delrin, Plain 55/8 39/16 6
4" o 600 Polyurethane HI-TECH 5.04209.929 5.04208.929 Delrin 55/8 39/16 61/2
700 Moldon Polyurethane (Aluminum core) 5.04209.939 5.04208.939 Delrin 55/8 39/16 63/4
Moldon Polyurethane (Cast iron core 5.04209.949.7 5.04208.949.7 Delrin 55/8 39/16 83/4
Maxim 5.04209.539 5.04208.539 Delrin, Bronze 55/8 39/16 53/8
800 Phenolic 5.04209.339 5.04208.339 Delrin 55/8 39/16 6
Thermo 5.04209.839 HT 5.04208.839 HT Plain 55/8 39/16 7
\-Groove 5.04209.739 5.04208.739 Delrin 55/8 39/16 71/4
1000 Endura Solid Elastomer 5.04209.839 EN 5.04208.839 EN Delrin, Prec. Ball 55/8 39/16 6
Cast Iron 5.04209.139 5.04208.139 Delrin 55/8 39/16 73/4
325 Performa Rubber (Conductive Flat) 5.05209.459 COND 5.05208.459 COND Ball 61/2 41/16 63/4
375 Performa Rubber (Fiat/Black) 5.05209.459.2 5.05208.459.2 Delrin, Ball, Prec. Ball 61/2 41/16 63/4
Performa Rubber (Flat/Grey) 5.05209.459 5.05208.459 Delrin, Ball, Prec. Ball 61/2 41/16 63/4
400 Moldon Rubber (Castiron core) 5.05209.649.7 5.05208.649.7 Delrin 61/2 41/16 117/4
650 Polyolefin 5.05209.839 5.05208.839 Delrin, Plain 61/2 41/16 63/4
750 Polyurethane HI-TECH 5.05209.929 5.05208.929 Delrin 61/2 41/16 61/2
Maxim 5.05209.539 5.05208.539 Delrin, Bronze 61/2 41/16 53/4
5" 2" Endura Solid Elastomer 5.05209.839 EN 5.05208.839 EN Delrin, Prec. Ball 61/2 41/16 71/2
Moldon Polyurethane (Aluminum core) 5.05209.939 5.05208.939 Delrin 61/2 41/16 91/4
Moldon Polyurethane (castiron core 5.05209.949.7 5.05208.949.7 Delrin 61/2 41/16 111/4
1000 | Moldon Nylon 5.05209.939.3 5.05208.939.3 Delrin 61/2 41/16 71/2
Phenolic 5.05209.339 5.05208.339 Delrin 61/2 41/16 71/2
Thermo 5.05209.839 HT 5.05208.839 HT Plain 61/2 41/16 81/2
Cast Iron 5.05209.139 5.05208.139 Delrin 61/2 41/16 93/4
1300 | Forged Steel 5.05209.239 5.05208.239 Delrin 61/2 41/16 93/4
Performa Rubber (Conductive Flat) 5.06209.459 COND 5.06208.459 COND Ball 712 413/16 63/4
410 |"performa Rubber (conucive Round 5.06209.559 COND___|5.06208.559 COND | Ball 712 | 4%8/15 | 634
450 Performa Rubber (Round/Grey) 5.06209.559 5.06208.559 Delrin, Ball, Prec. Ball 712 413/16 63/4
Moldon Rubber (Castiron core) 5.06209.649.7 5.06208.649.7 Delrin 71/2 413/16 101/2
600 Performa Rubber (Flat/Black) 5.06209.459.2 5.06208.459.2 Delrin, Ball, Prec. Ball 71/2 413/16 63/4
Performa Rubber (Fiat/Grey) 5.06209.459 5.06208.459 Delrin, Ball, Prec. Ball 712 413/16 63/4
700 Polyolefin 5.06209.839 5.06208.839 Delrin, Plain 712 413/16 7
900 Polyurethane HI-TECH 5.06209.929 5.06208.929 Delrin 712 413/16 63/4
2" 1100 Endura Solid Elastomer 5.06209.839 EN 5.06208.839 EN Delrin, Prec. Ball 712 413/16 73/4
Maxim 5.06209.539 5.06208.539 Delrin, Bronze 71/2 413/16 6/8
6" Moldon Polyurethane (Auminum core) 5.06209.939 5.06208.939 Delrin 712 413/16 71/2
1200 Moldon Polyurethane (Castiron core 5.06209.949.7 5.06208.949.7 Delrin 712 413/16 111/2
Moldon Nylon 5.06209.939.3 5.06208.939.3 Delrin 712 413/16 73/a
Phenolic 5.06209.339 5.06208.339 Delrin 71/2 413/16 73/4
\-Groove 5.06209.739 5.06208.739 Delrin 712 413/16 103/4
1300 Cast Iron 5.06209.139 5.06208.139 Delrin 71/2 413/16 111/4
Forged Steel 5.06209.239 5.06208.239 Delrin 71/2 413/16 11
540 Moldon Rubber (Auminum core) 5.06259.669 5.06258.669 = 712 413/16 91/4
Lo Moldon Polyurethane (Aluminum core) 5.06259.969 5.06258.969 = 71/2 413/16 83/4
212 1300 | Phenolic 5.06259.369 5.06258.369 - 712 41315 9
Cast Iron 5.06259.169 5.06258.169 = 71/2 413/16 123/4
Performa Rubber (Conductive Flat) 5.08299.459 COND 5.08298.459 COND Ball 91/2 65/16 71/2
500 Performa Rubber (Conductive Round) 5.08299.559 COND  |5.08298.559 COND | Ball 91/2 65/16 71/2
Moldon Rubber (Castiron core) 5.08299.649.7 5.08298.649.7 Delrin 91/2 65/16 133/a
600 Performa Rubber (Round/Grey 5.08299.559 5.08298.559 Delrin, Ball, Prec. Ball 91/2 65/16 71/2
675 Performa Rubber (Flat/Black) 5.08299.459.2 5.08298.459.2 Delrin, Ball, Prec. Ball 91/2 65/16 73/4
Performa Rubber (Fiat/Grey) 5.08299.459 5.08298.459 Delrin, Ball, Prec. Ball 91/2 65/16 73/4
900 Polyolefin 5.08299.839 5.08298.839 Delrin, Plain 91/2 65/16 71/2
1000 | Polyurethane HI-TECH 5.08299.929 5.08298.929 Delrin 91/2 65/16 71/4
1200 Endura Solid Elastomer 5.08299.839 EN 5.08298.839 EN Delrin, Prec. Ball 91/2 65/16 91/2
2" Maxim 5.08299.539 5.08298.539 Delrin, Bronze 91/2 65/16 7
8" Moldon Polyurethane (yuminum core) 5.08299.939 5.08298.939 Delrin 91/2 | 65/16 83/4
1300 Moldon Polyurethane (Cast iron core) 5.08299.949.7 5.08298.949.7 Delrin 91/2 65/16 133/4
Moldon Nylon 5.08299.939.3 5.08298.939.3 Delrin 91/2 65/16 73/4
Phenolic 5.08299.339 5.08298.339 Delrin 91/2 65/16 91/2
Cast Iron 5.08299.139 5.08298.139 Delrin 91/2 65/16 141/4
670 Moldon Rubber (Auminum core) 5.08259.669 5.08258.669 = 91/2 65/16 11
1 Moldon Polyurethane (Auminum core) 5.08259.969 5.08258.969 - 91/2 65/16 93/4
21/2 1300 | Phenolic 5.08259.369 5.08258.369 = 91/2 65/16 117/4
Cast Iron 5.08259.169 5.08258.169 = 91/2 65/16 16
790 Moldon Rubber (Aluminum core) 5.10259.669 5.10258.669 = 111/2 | 72732 141/4
10" | 2172 1300 Phenolic 5.10259.369 5.10258.369 = 12 | 727/3 13
Cast Iron 510259169 510258169 = M2 | 727/32 193/4

Roller Bearing Options: Torrington style roller bearing with retainer (Specify WB19). Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).
Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 5.06209.921). One-piece with steel thrust washers (Specify WB11).

Ball Bearing Options: To order change 8th & 9th digit in model number to “65” (Example: 5.06209.465). Note: Performa 6" to 8" capacity decreases (See wheel section).

Precision Ball Bearings: To order change 8th and 9th digits to “35” (Example 5.06209.435). Performa round tread, change wheel code to “555".
Bronze Bearing Options: To order change 9th digit in Maxim model number to “4” (Example: 5.06209.534).
Plain Bearing Options: To order change 9th digit to “2”(Example: 5.06209.832).
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Swivel & Rigid
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- 61—l l«<—614—>

T

Load
Height Wheel o

Diameter

Fork Leg Spacing
21/2" for 11/2" and 2"
tread widths.

Fork Leg Spacing
3"for 21/2 tread width.

Swivel Cross Section  Mounting Bolt /2" dia.

Caster Brake

Tread Lock (See page 12)

Available on all swivel casters with 2"
tread widths except V-Groove models
(Specify BRK1).

Standard Features

Attractive zinc plated finish

Full double ball hardened
raceways

1/2" hollow axle with grease
zerk and lock nut

Plastic seal/retainer washer
(roller bearing models)

5/16" steel top plate for durability
(1/4" rigid top plate)

Heat treated bolt and nut king
pin with 3/4" diameter bolt

Grease fittings: wheel bearing
and swivel raceway

“Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

Fork/Wheel Options

Hand Activated Swivel Lock (See page 13)

Thread Guards (See page 14) — Available on many models
(Specify TG1 for metal TG2 for plastic).

Axle/Nut Options:  AX2 Solid Axle (2" Tread Width)
NT1 Thick lock nut
NT2 Thin lock nut

Lube Options: Fork Wheel

No Grease GRF1 GRW1

Double Grease GRF2 GRW2

300° Continuous GRF3 GRW3

500° Continuous

Consult Factory

Wheel Selection

O

PERFORMA
FLAT/BLACK

PERFORMA
FLAT/GREY

PERFORMA
ROUND/GREY

PERFORMA PERFORMA

MOLDON
NYLON

ENDURA

HI-TECH
.

ALUMINUM

PHENOLIC THERMO FORGED STEEL CAST IRON V-GROOVE
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POLYURETHANE  POLYURETHANE

MOLDON RUBBER
CONDUCTIVE ~ CONDUCTIVE ROUND  CAST IRON OR ALUM.

POLYOLEFIN

POLYURETHANE ~ ROUND TREAD
CAST IRON

POLYURETHANE



6 SERIES - Top Plate Swivel & Rigid - Capacity up to 1500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings : Weight Ibs
Wheel | 624 |~ gach Wheel Descriptions Roller Bearing | Roller Bearing | (Order information H";};ﬁt AVl | g Deduct
(Pounds) Caster Models Caster Models below chart) 1.5 Ibs)
Ul 600 Moldon Polyurethane (Aluminum core) 6.04209.919 6.04208.919 Delrin 55/8 35/8 7
11/2 1400 Forged Steel 6.04209.219 6.04208.219 Delrin 55/8 35/8 83/4
300 Performa Rubber (conductive Fiat) 6.04209.459 COND 6.04208.459 COND Ball 55/8 35/8 71/4
325 Moldon Rubber (Castiron core 6.04209.649.7 6.04208.649.7 Delrin 55/8 35/8 91/4
350 Performa Rubber (Fiat/Black) 6.04209.459.2 6.04208.459.2 Delrin, Ball, Prec. Ball 55/8 35/8 71/4
Performa Rubber (Fiat/Grey) 6.04209.459 6.04208.459 Delrin, Ball, Prec. Ball 55/8 35/8 71/4
500 Polyolefin 6.04209.839 6.04208.839 Delrin, Plain 55/8 35/8 71/4
a4 | » 600 | Polyurethane HI-TECH 6.04209.929 6.04208.929 Delrin 55/s | 35/8 71/2
700 Moldon Polyurethane (Aluminum core) 6.04209.939 6.04208.939 Delrin 55/8 35/8 71/2
Moldon Polyurethane (Castiron core) 6.04209.949.7 6.04208.949.7 Delrin 55/8 35/8 91/4
Maxim 6.04209.539 6.04208.539 Delrin, Bronze 55/8 35/8 63/8
800 Phenolic 6.04209.339 6.04208.339 Delrin 55/8 35/8 71/4
Thermo 6.04209.839 HT 6.04208.839 HT Plain 55/8 35/8 81/4
\-Groove 6.04209.739 6.04208.739 Delrin 55/8 35/8 11
1000 Endura Solid Elastomer 6.04209.839 EN 6.04208.839 EN Delrin, Prec. Ball 55/8 35/8 71/4
Cast Iron 6.04209.139 6.04208.139 Delrin 55/8 35/8 9
325 Performa Rubber (Conductive Flat) 6.05209.459 COND 6.05208.459 COND Ball 61/2 45/16 9
375 Performa Rubber (Fiat/Black) 6.05209.459.2 6.05208.459.2 Delrin, Ball, Prec. Ball 61/2 45/16 9
Performa Rubber (Flat/Grey) 6.05209.459 6.05208.459 Delrin, Ball, Prec. Ball 612 45/16 9
400 Moldon Rubber (Castiron core) 6.05209.649.7 6.05208.649.7 Delrin 61/2 45/16 117/4
650 Polyolefin 6.05209.839 6.05208.839 Delrin, Plain 61/2 45/16 9
750 Polyurethane HI-TECH 6.05209.929 6.05208.929 Delrin 61/2 45/16 81/2
Maxim 6.05209.539 6.05208.539 Delrin, Bronze 61/2 45/16 63/4
5" 2" Endura Solid Elastomer 6.05209.839 EN 6.05208.839 EN Delrin, Prec. Ball 61/2 45/16 8
Moldon Polyurethane (Aluminum core) 6.05209.939 6.05208.939 Delrin 61/2 45/16 83/4
Moldon Polyurethane (castron core) 6.05209.949.7 6.05208.949.7 Delrin 61/2 45/16 111/4
1000 Moldon Nylon 6.05209.939.3 6.05208.939.3 Delrin 61/2 45/16 8
Phenolic 6.05209.339 6.05208.339 Delrin 61/2 45/16 8
Thermo 6.05209.839 HT 6.05208.839 HT Plain 61/2 45/16 9
Cast Iron 6.05209.139 6.05208.139 Delrin 61/2 45/16 103/4
1500 Forged Steel 6.05209.239 6.05208.239 Delrin 61/2 45/16 111/4
Performa Rubber (Conductive Fiat) 6.06209.459 COND 6.06208.459 COND Ball 71/2 43/4 73/4
410 Performa Rubber (Conductive Round) 6.06209.559 COND 6.06208.559 COND Ball 71/2 43/4 73/4
450 Performa Rubber (Round/Grey) 6.06209.559 6.06208.559 Delrin, Ball, Prec. Ball 712 43/4 73/4
Moldon Rubber (Castiron core) 6.06209.649.7 6.06208.649.7 Delrin 71/2 43/4 121/4
600 ) 6.06209.459.2 6.06208.459.2 Delri 712 43/4 73/4
Performa Rubber (Fiat/Grey) 6.06209.459 6.06208.459 Delrin, Ball, Prec. Ball 712 43/4 73/
700 Polyolefin 6.06209.839 6.06208.839 Delrin, Plain 71/2 43/4 81/2
900 Polyurethane HI-TECH 6.06209.929 6.06208.929 Delrin 712 43/4 73/4
2" 1100 Endura Solid Elastomer 6.06209.839 EN 6.06208.839 EN Delrin, Prec. Ball 712 43/4 91/4
| Maxim 6.06209.539 6.06208.539 Delrin, Bronze 7172 43/4 718
Moldon Polyurethane (Aluminum core) 6.06209.939 6.06208.939 Delrin 712 43/4 91/4
6" Moldon Polyurethane (Castiron core) 6.06209.949.7 6.06208.949.7 Delrin 712 43/4 121/2
1200 ["Mioldon Nylon 6.06209.939.3 6.06208.939.3 Delrin 712 | 43/ 91/4
Phenolic 6.06209.339 6.06208.339 Delrin 71/2 43/4 91/4
\-Groove 6.06209.739 6.06208.739 Delrin 712 43/4 12
| Cast Iron 6.06209.139 6.06208.139 Delrin 712 43/4 121/2
1500 Forged Steel 6.06209.239 6.06208.239 Delrin 71/2 43/4 121/2
540 Moldon Rubber (Auminum core) 6.06259.669 6.06258.669 = 72 43/4 103/4
| Moldon Polyurethane (Auminum core) 6.06259.969 6.06258.969 = 72 43/4 93/4
2'/2" [ 1500 [Phenolic 6.06259.369 6.06258.369 - 712 | 434 101/4
Ca_st Iron 6.062_59.1 69 6.06258.169 = 71/2 43/4 153/4
Performa Rubber (conductive Fiat) 6.08299.459 COND 6.08298.459 COND Ball 912 61/4 81/2
500 Performa Rubber (conductive Round) 6.08299.559 COND 6.08298.559 COND Ball 912 61/4 81/2
Moldon Rubber (Castiron core) 6.08299.649.7 6.08298.649.7 Delrin 91/2 61/4 161/4
600 Performa Rubber (Round/Grey) 6.08299.559 6.08298.559 Delrin, Ball, Prec. Ball 91/2 61/4 81/2
675 Performa Rubber (Fiat/Black) 6.08299.459.2 6.08298.459.2 Delrin, Ball, Prec. Ball 912 61/4 81/2
Performa Rubber (Fiat/Grey) 6.08299.459 6.08298.459 Delrin, Ball, Prec. Ball 91/2 61/4 81/2
900 Polyolefin 6.08299.839 6.08298.839 Delrin, Plain 91/ 61/4 101/4
2" 1000 Polyurethane HI-TECH 6.08299.929 6.08298.929 Delrin 91/2 61/4 91/2
1200 Endura Solid Elastomer 6.08299.839 EN 6.08298.839 EN Delrin, Prec. Ball 912 61/4 111/2
Phenolic 6.08299.339 6.08298.339 Delrin 91/2 61/4 111/2
8" 1400 "Maxim 6.08299.539 6.08298.539 Delrin, Bronze 912 | 61/ 8
Moldon Polyurethane (Aluminum core) 6.08299.939 6.08298.939 Delrin 912 61/4 111/
Moldon Polyurethane (castiron core) 6.08299.949.7 6.08298.949.7 Delrin 91/2 61/4 161/4
1500 Moldon Nylon 6.08299.939.3 6.08298.939.3 Delrin 91/2 61/4 111/4
Cast Iron 6.08299.139 6.08298.139 Delrin 91/2 61/4 161/4
670 Moldon Rubber (Auminum core) 6.08259.669 6.08258.669 - 91/2 61/4 133/4
B Moldon Polyurethane (Auminum core) 6.08259.969 6.08258.969 - 912 61/4 12
21/2 1500 Phenolic 6.08259.369 6.08258.369 - 91/2 61/4 131/4
Cast Iron 6.08259.169 6.08258.169 = 91/2 61/4 18
790 Moldon Rubber (Aluminum core 6.10259.669 6.10258.669 — 111/2 725/32 153/4
10" | 2172 1500 -Bhenolic 6.10259.369 6.10258.369 - 1112 | 72%/3 | 143/4
Cast Iron 6.10259.169 6.10258.169 = 111/2 725/32 221/2

Roller Bearing Options: Torrington style roller bearing with retainer (Specify WB19). Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).

Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 6.06209.921). One-piece with steel thrust washers (Specify WB11).

Ball Bearing Options: To order change 8th & 9th digit in model number to “65” (Example: 6.06209.465). Note: Performa 6" to 8" capacity decreases (See wheel section).
Precision Ball Bearings: To order change 8th and 9th digits to “35” (Example 6.06209.435). Performa round tread, change wheel code to “555”.
Bronze Bearing Options: To order change 9th digit in Maxim model number to “4” (Example: 6.06209.534).
Plain Bearing Options: To order change 9th digit to “2”(Example: 6.06209.832).
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Kingpinless Top Plate
Swivel & Rigid

| .- W
7
Wheel
Diameter

Height

| W, W

Fork Leg Spacing 21/2"
Mounting Bolt /2"

Load ‘

Fa| [
g —

Swivel Cross Section

Caster Brake

Standard Features

Attractive zinc plated finish
1/4" fork leg thickness

Full double ball hardened
raceways

172" hollow axle with grease
zerk and lock nut

Plastic seal/retainer washer
(roller bearing models)

5/16" steel top plate for
durability (1/4" rigid top plate)
Grease fittings: wheel bearing
and swivel raceway

“Colson 45” multi-temp
grease lubricates in extreme hot
and cold temperatures

Fork/Wheel Options

Top Plates Tread Lock (See page 12) Hand Activated Swivel Lock (See page 13)
# 1 Top Plate Available on all swivel Thread Guards (See page 14) — Available on
(Specify MTG1). casters except V-Groove many models (Specify TG1 for metal TG2
) models (Specify BRK1). for plastic).
:_33{8__:1 Optional Load height—Optional 97/2" load
3 & —f height (61/4" swivel radius) available for 8"
; 257/\; 4 swivel & rigid casters (Specify LH9.5).
v Yl - _{ AxIe/Nyt Options:  AX2 Solid Axle
PEyT— NT1 Thick lock nut
%2 NT2 Thin lock nut
# 4 Top Plate Lube Options: Fork Wheel
(Specify MTG4). No Grease GRF1 GRW1
4 > Double Grease GRF2 GRW2
|| 300° Continuous ~ GRF3 GRW3
xTO o —f 500° Continuous Consult Factory
41/ @ 5
Ylo o _{y
l«—51/2—>|

Wheel Selection

PERFORMA
FLAT/GREY

N

PERFORMA
FLAT/BLACK

PERFORMA
ROUND/GREY

PERFORMA PERFORMA

MOLDON
NYLON

_—

POLYURETHANE  POLYURETHANE
HI-TECH ALUMINUM

ENDURA

 /

FORGED STEEL

PHENOLIC THERMO CAST IRON V-GROOVE
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MOLDON RUBBER
CONDUCTIVE ~ CONDUCTIVE ROUND  CAST IRON OR ALUM.

POLYOLEFIN

%

POLYURETHANE = ROUND TREAD

CAST IRON

POLYURETHANE



6 SERIES - IMPAK - Kingpinless Top Plate Swivel & Rigid - Capacity up to 1500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings . Weight Ibs
ngczlel \Hﬁﬁﬂ Each Wheel Descriptions Roller Bearing Roller Bearing (Order information HL:iggt g;‘g}':sl (Rigig Deduct
(Pounds) Caster Models Caster Models below chart) 2 Ibs)
300 Performa Rubber (Conductive Fiat) 6.04279.459 COND 6.04208.459 COND Ball 55/8 315/32 71/4
350 Performa Rubber (Fiat/Black) 6.04279.459.2 6.04208.459.2 Delrin, Ball, Prec. Ball 55/8 | 315/3 71/4
Performa Rubber (Fiat/Grey) 6.04279.459 6.04208.459 Delrin, Ball, Prec. Ball 55/8 | 315/3 71/4
400 Moldon Rubber (cast ron core) 6.04279.649.7 6.04208.649.7 Delrin 55/8 315/32 8
500 Polyolefin 6.04279.839 6.04208.839 Delrin, Plain 55/8 315/32 71/4
600 Polyurethane HI-TECH 6.04279.929 6.04208.929 Delrin 55/8 315/32 71/2
4" o 700 Moldon Polyurethane (Aluminum core) 6.04279.939 6.04208.939 Delrin 55/ | 315/32 71/2
Moldon Polyurethane (Cast iron core) 6.04279.949.7 6.04208.949.7 Delrin 55/8 315/32 91/4
Maxim 6.04279.539 6.04208.539 Delrin, Bronze 55/8 315/32 57/8
800 Phenolic 6.04279.339 6.04208.339 Delrin 55/8 315/32 71/4
Thermo 6.04279.839 HT 6.04208.839 HT Plain 55/8 315/32 81/a
\-Groove 6.04279.739 6.04208.739 Delrin 55/8 315/32 11
1000 Endura Solid Elastomer 6.04279.839 EN 6.04208.839 EN Delrin, Prec. Ball 55/8 315/32 71/4
Cast Iron 6.04279.139 6.04208.139 Delrin 55/8 315/32 9
325 Performa Rubber (Conductive Fiat) 6.05279.459 COND 6.05208.459 COND Ball 61/2 329/37 9
375 Performa Rubber (Fiat/Black) 6.05279.459.2 6.05208.459.2 Delrin, Ball, Prec. Ball 61/2 329/37 9
Performa Rubber (Fiat/Grey) 6.05279.459 6.05208.459 Delrin, Ball, Prec. Ball 61/2 329/37 9
400 Moldon Rubber (cast ron core) 6.05279.649.7 6.05208.649.7 Delrin 61/2 329/32 8
650 Polyolefin 6.05279.839 6.05208.839 Delrin, Plain 61/2 329/37 9
750 Polyurethane HI-TECH 6.05279.929 6.05208.929 Delrin 61/2 329/32 81/2
Maxim 6.05279.539 6.05208.539 Delrin, Bronze 61/2 329/37 61/4
5" 2" Endura Solid Elastomer 6.05279.839 EN 6.05208.839 EN Delrin, Prec. Ball 61/2 329/37 8
Moldon Polyurethane (Aluminum core) 6.05279.939 6.05208.939 Delrin 61/2 329/37 8%/4
1000 Moldon Polyurethane (cast ron core 6.05279.949.7 6.05208.949.7 Delrin 61/2 329/37 111/4
Moldon Nylon 6.05279.939.3 6.05208.939.3 Delrin 61/2 329/37 8
Phenolic 6.05279.339 6.05208.339 Delrin 61/2 329/37 8
Thermo 6.05279.839 HT 6.05208.839 HT Plain 61/2 329/37 9
Cast Iron 6.05279.139 6.05208.139 Delrin 61/2 329/32 103/4
1500 | Forged Steel 6.05279.239 6.05208.239 Delrin 61/2 329/37 111/4
410 Performa Rubber (Conductive Fiat) 6.06279.459 COND 6.06208.459 COND Ball 71/2 411/16 73/4
Performa Rubber (Conductive Round) 6.06279.559 COND 6.06208.559 COND Ball 712 411/16 73/4
450 Performa Rubber (Round/Grey) 6.06279.559 6.06208.559 Delrin, Ball, Prec. Ball 71/2 411/16 73/4
Moldon Rubber (castiron core) 6.06279.649.7 6.06208.649.7 Delrin 712 411/16 14
600 Performa Rubber (Fiat/Black) 6.06279.459.2 6.06208.459.2 Delrin, Ball, Prec. Ball 71/2 411/16 73/4
Performa Rubber (Flat/Grey) 6.06279.459 6.06208.459 Delrin, Ball, Prec. Ball 712 41/16 73/4
700 Polyolefin 6.06279.839 6.06208.839 Delrin, Plain 71/2 411/16 10
900 Polyurethane HI-TECH 6.06279.929 6.06208.929 Delrin 71/2 411/16 9
6" o 1100 | Endura Solid Elastomer 6.06279.839 EN 6.06208.839 EN Delrin, Prec. Ball 712 | 4N/ | 91/4
Maxim 6.06279.539 6.06208.539 Delrin, Bronze 712 411/16 65/8
Moldon Polyurethane (Aluminum core) 6.06279.939 6.06208.939 Delrin 71/2 411/16 91/4
Moldon Polyurethane (Cast iron core) 6.06279.949.7 6.06208.949.7 Delrin 71/2 411/1 121/2
1200 I"Wioldon Nylon 6.06279.939.3 6.06208.939.3 Delrin 71/2_| 41i/16 |_97/a
Phenolic 6.06279.339 6.06208.339 Delrin 712 411/16 91/4
\-Groove 6.06279.739 6.06208.739 Delrin 712 411/16 12
1500 Cast Iron 6.06279.139 6.06208.139 Delrin 712 411/16 121/2
Forged Steel 6.06279.239 6.06208.239 Delrin 712 411/16 121/2
Performa Rubber (Conductive Fiat) 6.08279.459 COND 6.08278.459 COND Ball 101/s | 61/2 81/2
500 Performa Rubber (Condustive Round) 6.08279.559 COND__|6.08278.559 COND | Ball 1018 | 61/2 81/2
Moldon Rubber (castiron core) 6.08279.649.7 6.08278.649.7 Delrin 101/s | 61/2 161/4
600 Performa Rubber (Round/Grey) 6.08279.559 6.08278.559 Delrin, Ball, Prec. Ball 101/8 | 61/2 81/2
675 Performa Rubber (Fiat/Black) 6.08279.459.2 6.08278.459.2 Delrin, Ball, Prec. Ball 101/8 | 61/2 81/2
Performa Rubber (Fiat/Grey) 6.08279.459 6.08278.459 Delrin, Ball, Prec. Ball 10%/8 | 61/2 81/2
900 Polyolefin 6.08279.839 6.08278.839 Delrin, Plain 101/s | 61/2 101/4
8" 2" 1000 Polyurethane HI-TECH 6.08279.929 6.08278.929 Delrin 101/8 | 61/2 91/2
1200 Endura Solid Elastomer 6.08279.839 EN 6.08278.839 EN Delrin, Prec. Ball 101/8 | 61/2 111/2
1400 Maxim 6.08279.539 6.08278.539 Delrin, Bronze 101/8 | 61/2 71/2
Phenolic 6.08279.339 6.08278.339 Delrin 101/s | 61/2 111/2
Moldon Polyurethane (Auminum core) 6.08279.939 6.08278.939 Delrin 101/8 | 61/2 111/4
1500 Moldon Polyurethane (Castiron core 6.08279.949.7 6.08278.949.7 Delrin 101/8 | 61/2 167/4
Moldon Nylon 6.08279.939.3 6.08278.939.3 Delrin 101/8 | 61/2 111/4
Cast Iron 6.08279.139 6.08278.139 Delrin 107/s | 61/2 167/ 4

Roller Bearing Options: Torrington style roller bearing with retainer (Specify WB19). Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).

Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 6.06279.921). One-piece with steel thrust washers (Specify WB11).

Ball Bearing Options: To order change 8th & 9th digit in model number to “65” (Example: 6.06279.465). Note: Performa 6" to 8" capacity decreases (See wheel section).
Precision Ball Bearings: To order change 8th and 9th digits to “35” (Example 6.06279.435). Performa round tread, change wheel code to “555”.
Bronze Bearing Options: To order change 9th digit in Maxim model number to “4” (Example: 6.06279.534).
Plain Bearing Options: To order change 9th digit to “2”(Example: 6.06279.832).
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B[S
SERIES

Capacity up to 3500 Ibs each

Top Plate
Swivel & Rigid

(See page 13)

PERFORMA
FLAT/BLACK

Y,

POLYURETHANE
ALUMINUM

2-Position Hand Activated Swivel Lock

Standard Features

* Attractive zinc plated finish
* Full double ball raceways

+ 3/4"solid axle
www.colsoncasfter.com « 5/16" SAE 1045 drop forged

steel top plate, 3/8" rigid

* Heat treated 1" diameter bolt
and nut kingpin construction
(nut is slotted with cotter pin)

<61/8
<51/4

* Heat treated wheel thrust
washers

* Grease fittings: wheel bearing
and swivel raceway

* “Colson 45” multi-temp
grease lubricates in extreme hot

and cold temperatures
o Fork Leg Spacing 312"
O) Q Fork Leg Spacing 412"
VrEin for 4" ireadwidtionly.
Swivel Cross Section Bolt Diameter 14"
Fork/Wheel Options

Lube Options: Fork Wheel

No Grease GRF1 GRWA1

Double Grease GRF2 GRW2

300° Continuous GRF3 GRW3

500° Continuous Consult Factory

Wheel Selection

0

MOLDON RUBBER  MOLDON RUBBER
ALUMINUM CORE CAST IRON

PHENOLIC POLYURETHANE
HI-TECH

POLYURETHANE V-GROOVE

CAST IRON

CAST IRON FORGED STEEL
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7 SERIES - Top Plate Swivel & Rigid - Capacity up to 3500 lbs

Capaci Swivel Top Plate | Rigid Top Plate | Optional Bearings . Weight Ibs
Wg;el ‘TNr:ﬂﬂ Epachty Wheel Descriptions Roller Bearing Rgller Bgaring :)Order informatiog HL;ggt g;‘g:’:sl (Rigig Deduct
(Pounds) Caster Models Caster Models below chart) 5 Ibs)
4" 4" 3000 |CastlIron 7.04609.199 = Delrin 6 5 23
5" |21/ 2000 |CastIron 7.05609.169 = Delrin 7 5) 20
Moldon Rubber (Aluminum Core) 7.06609.669 7.06608.669 Delrin 8 53/4 20
540 Moldon Rubber (Cast Iron Core) 7.06609.669.7 7.06608.669.7 Delrin 8 53/4 25
1600 __|Phenolic 7.06609.369 7.06608.369 Delrin 8 53/a 143/4
21/2" | 1620 _|Moldon Polyurethane (Castron Core) 7.06609.969.7 7.06608.969.7 Delrin 8 53/4 21
| Cast Iron 7.06609.169 7.06608.169 Delrin 8 53/4 24
2500 I\ Groove 7.06609.769 7.06608.769 Delrin 8 534 | 24
6" 3500 |Forged Steel 7.06609.269 7.06608.269 Delrin 8 53/4 23
Moldon Rubber (Aluminum Core) 7.06609.679 7.06608.679 Delrin 8 53/4 193/4
680 [Moldon Rubber (cast on core) 7.06609.679.7 __|7.06608.679.7 __|Delrin 8 53/s_ | 243a
; 2000 __|Moldon Polyurethane (Auminum Core) | 7.06609.979 7.06608.979 Delrin 8 53/4 181/2
3 2000 |Phenolic 7.06609.379 7.06608.379 Delrin 8 53/4 193/4
2040 |[Moldon Polyurethane (Cast ron Core) 7.06609.979.7 7.06608.979.7 Delrin 8 53/a 231/2
3500 |\-Groove 7.06609.789 7.06608.789 Delrin 8 53/ 363/4
Moldon Rubber (Aluminum Core) 7.08609.669 7.08608.669 Delrin 101/2 | 63/4 243/4
670 [Moldon Rubber (castron Core 7.08609.669.7 __|7.08608.669.7 __|Delrin 101/2 | 632 | 29%a
21/2" 1600 |Cast Iron 7.08609.169 7.08608.169 Delrin 101/2 | 63/4 27
1620 |Moldon Polyurethane (Cast Iron Core) 7.08609.969.7 7.08608.969.7 Delrin 101/2 | 63/4 283/4
2000 |Phenolic 7.08609.369 7.08608.369 Delrin 101/2 | 63/4 21
Moldon Rubber (Aluminum Core) 7.08609.679 7.08608.679 Delrin 107/2 | 63/4 26
8" 840 IMoldon Rubber (st ron Coe 7.08609.679.7 _ |7.08608.679.7 __|Delrin 1072 | 634 | 319
Phenolic 7.08609.379 7.08608.379 Delrin 101/2 | 63/4 193/
; Moldon Polyurethane (Aluminum Core) | 7.08609.979 7.08608.979 Delrin 107/2 | 63/4 231/2
3 2500 |Moldon Polyurethane (Castlron Core) | 7.08609.979.7 7.08608.979.7 Delrin 107/2 | 63/4 281/2
Cast Iron 7.08609.179 7.08608.179 Delrin 101/2 | 63/4 38
V-Groove 7.08609.779 7.08608.779 Delrin 107/2 | 63/4 323/4
3500 |Forged Steel 7.08609.279 7.08608.279 Delrin 107/2 | 63/4 36
Moldon Rubber (Aluminum Core) 710609.669 710608.669 Delrin 12172 | 71/2 293/4
790 IMoldon Rubber (cast ron Core 710609.669.7 ___|710608.669.7 ___|Delrin 121/2 | 71/2 | 3434
91/ 1000 |Performa Rubber (Fiat Black) 710609.459.2 710608.459.2 Delrin 12172 | 71/2 26
/2 1200 |Polyurethane HI-TECH 7.10609.959 7.10608.959 Delrin 12172 | 71/2 26
1800 |Cast Iron 710609.169 710608.169 Delrin 121/2 | 71/2 323/4
2300 |Moldon Polyurethane (CastIron Core) 710609.969.7 710608.969.7 Delrin 121/2 | 71/2 343/4
10" 2500 |Phenolic 7.10609.369 7.10608.369 Delrin 121/2 | 71/2 241/4
Moldon Rubber (Aluminum Core) 710609.679 710608.679 Delrin 121/2 | 71/2 85
1000 [\violdon Rubber (cast on Gore) 710609.679.7 ___|710608.679.7 | Delrin 1212 | 712 |40
2900 [Phenolic 7.10609.379 7.10608.379 Delrin 121/2 | 71/2 29
3" Moldon Polyurethane (Aluminum Core) | 7.10609.979 710608.979 Delrin 12172 | 71/2 251/2
3000 |Moldon Polyurethane (CastIron Core) 710609.979.7 710608.979.7 Delrin 121/2 | 71/2 301/2
Cast Iron 7.10609.179 7.10608.179 Delrin 121/2 | 71/2 41
3500 |Forged Steel 710609.279 710608.279 Delrin 1212 | 71/2 38
Moldon Rubber (Aluminum Core) 712609.669 712608.669 Delrin 151/2 | 91/4 34
21/2" 950 Moldon Rubber (Cast Iron Core) 7.12609.669.7 7.12608.669.7 Delrin 151/2 | 91/4 39
2700 |Moldon Polyurethane (Castron Core) 712609.969.7 712608.969.7 Delrin 151/2 | 91/4 393/4
Moldon Rubber (Aluminum Core) 712609.679 712608.679 Delrin 151/2 | 91/4 35
1140 \ioldon Rubber (castiron Core) 712609.679.7 __ |712608.679.7 __|Delrin 1572 | 91/a |40
" Performa Rubber (Fiat Black) 712609.459.2 712608.459.2 Delrin 151/2 | 91/4 291/2
12 3" 1700 Polyurethane HI-TECH 712609.989 712608.989 Delrin 151/2 | 91/4 291/2
3000 |Cast Iron 7.12609.179 712608179 Delrin 151/2 | 91/4 433/4
Phenolic 712609.379 712608.379 Delrin 151/2 | 91/4 331/2
3500 |Moldon Polyurethane (Aluminum Core) | 712609.979 712608.979 Delrin 151/2 | 91/4 301/4
Moldon Polyurethane (Castiron Core) | 7.12609.979.7 712608.979.7 Delrin 151/2 | 91/4 351/4

Delrin Bearing Options: For standard two-piece bearing change 9th digit to “1” (Example: 7.06609.661).
Sealed Wheels: Neoprene lip type seals vulcanized to bearing retainer washer. Available on roller bearing wheels only (Specify WSR3).
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7SERI ES enfForcer

Capacity up to 4500 Ibs each www.colsoncaster.com

Kingpinless Top Plate

Swivel & Rigid .
—— § 1

Standard Features
@@i@@m Attractive zinc plated finish

Single ball hardened swivel
raceway construction

3/4" solid axle with nut
5/16" steel top plate

Formed fork legs feature
robotic welding inside and out
for consistent quality

Fork legs ®/16" thick x 21/2" wide

Recessed zerk grease fitting

on swivel raceway to prevent
damage, grease fitting on wheel
bearing for easy maintenance

Multi-temp grease lubricates
in extreme hot and cold

Diameter temperatures
Fork Leg Spacing 31/2"
Swivel Cross Section Mounting Bolt /2"
Optional Fork/Wheel Options
Top Plafes  Tread Lock (See page 13) Hand Activated Swivel Lock (See page 13).
#2 Top Plate /:ang;?\lf 8;103'\1 eS\r'TV]'(‘)/gLICSaSTEfS Nut Option: NT1 Thick lock nut
(Specify MTG2). (Specify BRK1). Optional Load Heights:
< 514 > Wheel Dia. Load Ht. Swi. Rad. Specify
[<415/16>| 6" 8" 47/8 LH8.0
x ) 8" 012" 698 LH10.5
3%s 27/16 @ 412 10" 121/2" 81/8 LH12.5
v Yl ol 12" 1512 10/s  LH15.5
<—61/4 —>

-0

PERFORMA MOLDON RUBBER  MOLDON RUBBER PHENOLIC POLYURETHANE
FLAT/BLACK  ALUMINUM CORE CAST IRON HI-TECH

——

0 'y

POLYURETHANE  POLYURETHANE CAST IRON FORGED STEEL V-GROOVE

ALUMINUM CAST IRON
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7 SERIES ENFORCER - Kingpinless Top Plate Swivel & Rigid - Capacity up to 4500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings . Weight |
W{I)]izel ng Each Wheel Descriptions Roller Bearing Roller Bearing ?Order informatiog H";:;ﬂt g:g:’:sl (Riegig Ded:;
(Pounds) Caster Models Caster Models below chart) 5 Ibs)
Moldon Rubber (Aluminum Core) 7.06689.669 7.06688.669 Delrin, Roller 71/2 43/4 11
540 IMoldon Rubber cast ron Core 7.06689.660.7 _|7.06688.669.7 | Delrin, Roller 712 | 434 | 16
1600 |Phenolic 7.06689.369 7.06688.369 Delrin, Roller 71/2 43/4 131/2
21/2" | 1620 |Moldon Polyurethane (Castiron Core) | 7.06689.969.7 7.06688.969.7 Delrin, Roller 712 | 43/a 181/4
9500 Cast Iron 7.06689.169 7.06688.169 Delrin, Roller 71/2 43/4 20
\-Groove 7.06689.769 7.06688.769 Delrin, Roller 712 | 43/a 24
6" 4000 |Forged Steel 7.06689.269 7.06688.269 Delrin, Roller 71/2 43/4 24
Moldon Rubber (Aluminum Core) 7.06689.679 7.06688.679 Delrin, Roller 71/2 | 43/a 12
680 Tholdon Rubber (castironCorel 7.06689.679.7 __|7.06688.679.7 | Delrin, Roller T2 | 43s | 17
Moldon Polyurethane (Aluminum core) | 7.06689.979 7.06688.979 Delrin, Roller 71/2 | 43/a 141/4
3 | 2000 ppenoiic 7.06689.379 7.06688.379 Delrin, Roller 712 | 43s | 141/
2040  |Moldon Polyurethane (Castlron Core) | 7.06689.979.7 7.06688.979.7 Delrin, Roller 72 | 43/4 191/4
4500 |V-Groove 7.06689.789 7.06688.789 Delrin, Roller 71/2 43/4 211/4
Moldon Rubber (Aluminum Core) 7.08689.669 7.08688.669 Delrin, Roller 101/8 | 69/16 14
670 Moldon Rubber (Cast Iron Core) 7.08689.669.7 7.08688.669.7 Delrin, Roller 107/8 | 69/16 19
21/2" Moldon Polyurethane (Cast Iron Core) 7.08689.969.7 7.08688.969.7 Delrin, Roller 107/8 | 69/16 23
2000 prengiic 7.08689.369 7.08688.369 Delrin, Roller 10778 | 6% | 15172
2500 |CastIron 7.08689.169 7.08688.169 Delrin, Roller 107/8 | 69/16 231/4
Moldon Rubber (Aluminum Core) 7.08689.679 7.08688.679 Delrin, Roller 101/8 | 69/16 193/4
8" 840 " Moldon Rubber (cast ron Core 7.08689.679.7 _ |7.08688.679.7 | Delrin, Roller 107/5 | 6916 | 2434
Phenolic 7.08689.379 7.08688.379 Delrin, Roller 107/8 | 69/16 161/2
; Moldon Polyurethane (Aluminum Core) | 7.08689.979 7.08688.979 Delrin, Roller 101/8 | 69/16 233/4
3 2500 |Moldon Polyurethane (Castlron Core) | 7.08689.979.7 7.08688.979.7 Delrin, Roller 107/8 | 69/16 273/4
Cast Iron 7.08689.179 7.08688.179 Delrin, Roller 107/8 | 69/16 273/4
\-Groove 7.08689.779 7.08688.779 Delrin, Roller 101/8 | 69/16 311/4
4500 |Forged Steel 7.08689.279 7.08688.279 Delrin, Roller 101/8 | 69/16 311/4
Moldon Rubber (Aluminum Core) 710689.669 710688.669 Delrin, Roller 1112 | 75/8 191/2
790 Moldon Rubber (Cast Iron Core) 710689.669.7 710688.669.7 Delrin, Roller 1112 | 75/8 241/2
A 1000  |Performa Rubber (FiatBlack) 710689.459.2 7.10688.459.2 Delrin, Roller 1112 | 75/8 181/4
/2 1200 |Polyurethane HI-TECH 710689.959 710688.959 Delrin, Roller 1112 | 75/8 181/4
1800 |Cast Iron 710689.169 710688.169 Delrin, Roller 1112 | 75/8 29
2300 |Moldon Polyurethane (cast ron Core) 710689.969.7 710688.969.7 Delrin, Roller 11/2 | 75/8 311/4
10" 2500 |Phenolic 710689.369 710688.369 Delrin, Roller 11/2 | 75/8 191/2
Moldon Rubber (Aluminum Core) 710689.679 710688.679 Delrin, Roller 1112 | 75/8 201/4
1000 ¥ioidon Rubber (castfon Gorel 710689.679.7 _ |710688.679.7 __|Delrin, Roller T2 | 7555 | 25/4
2900 |Phenolic 710689.379 710688.379 Delrin, Roller 1112 | 75/8 191/2
g Moldon Polyurethane (Aluminum Core) | 7.10689.979 710688.979 Delrin, Roller 1112 | 75/8 261/2
3000 |Moldon Polyurethane (Castiron Core) | 7.10689.979.7 7.10688.979.7 Delrin, Roller 111/2 | 75/8 311/2
Cast Iron 710689.179 710688.179 Delrin, Roller 1112 | 75/8 311/2
4500 |Forged Steel 710689.279 710688.279 Delrin, Roller 1112 | 75/8 371/2
Moldon Rubber (Aluminum Core) 712689.669 7.12688.669 Delrin, Roller 1312 | 91/s 221/4
2172" | 950 [Moldon Rubber (castion Core 712689.669.7 712688.669.7 Delrin, Roller 13772 | 91/8 2714
2700 |Moldon Polyurethane (Cast Iron Core) 712689.969.7 712688.969.7 Delrin, Roller 131/2 | 91/8 261/2
Moldon Rubber (Aluminum Core) 712689.679 7.12688.679 Delrin, Roller 131/2 | 91/8 233/4
1140 Izioidon Rubber (Gasthon Core) 712689.679.7 712688.679.7 Delrin, Roller 13172 | 91/s 283/
12" 1700 Performa Rubber (Fiat Black) 712689.459.2 712688.459.2 Delrin, Roller 131/2 | 91/8 221/4
3" Polyurethane HI-TECH 712689.989 712688.989 Delrin, Roller 131/2 | 91/8 221/4
3000 |CastIron 712689.179 712688.179 Delrin, Roller 1312 | 918 353/4
Phenolic 712689.379 712688.379 Delrin, Roller 131/2 | 91/s 243/4
Moldon Polyurethane (Aluminum Core) | 712689.979 712688.979 Delrin, Roller 131/2 | 91/s 35
3500 Violdon Polyurethane (castioncore) | 712689.979.7 | 712688.979.7 | Delrin, Roller B2 9z | 40

Roller Bearing Options: Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1). Sintered iron step washers (Specify WSR2). Sealed metal retainer washer (Specify WSR3).
Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 712679.981).
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B ST e
* Attractive zinc plated finish

« Single ball hardened swivel

raceway construction

Capacity up to 8000 Ibs each www.colsoncaster.com * 3/4"solid axle with nut
+ 3/g" steel top plate

* Formed fork legs feature
robotic welding inside and out

Kingpinless Top Plate welding ns
- - = for consistent quality
s leel & R’g’d 1 T * Fork legs 3/8" thick x 3" wide

* Recessed zerk grease fitting
on swivel raceway to prevent
damage, grease fitting on wheel
bearing for easy maintenance

Height SNe)l ) W be * Multi-temp grease lubricates

Diameter in extreme hot and cold
temperatures

Fork Leg Spacing for 22"
and 3" tread width: 31/2"

Swivel Cross Section
Mounting Bolt 1/2"

Optional Fork/Wheel Options

Top Plates Tread Lock (See page 12) Hand Activated Swivel Lock (See page 13)
(Consult Factory) A"a"atb{f - all SW'VS' IcaStEFS Nut Option: NT1 Thick lock nut
except V-Groove models - Lo
#2 Top Plate (BB, &T;ZTﬂizoadL::?:tts. Swi. Rad. Specify
(Specify MTG2). : : e
on 6" 8" 4778 LH8.0
woak s i 101/2"  65/8 LH10.5
[ A% 7 10" 121" 8l/s LH12.5
33/; 27/3: j@ 4 12" 151/2"  107/s LH15.5
Yy Yo o
|<—61/4—>‘
# 3 Top Plate
(Specify MTG3).
< 618 >
< 6 >
— 87
4 4t @ 6l
Y Yo ol
l«—71/0—>1

Wheel Selection

o

PERFORMA MOLDON RUBBER ~ MOLDON RUBBER PHENOLIC POLYURETHANE

FLAT/BLACK ~ ALUMINUM CORE ~ CAST IRON HITECH

. -

9 @® .

POLYURETHANE ~ POLYURETHANE CAST IRON FORGED STEEL V-GROOVE
ALUMINUM CAST IRON
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8 SERIES ENFORCER - Kingpinless Top Plate Swivel & Rigid - Capacity up to 8000 Ibs

Capacit Swivel Top Plate | Rigid Top Plate | Optional Bearings . Weight Ibs
wgi:el Twr:;:;il El:zch g Wheel Descriptions Roller Bearing Rgller Bgaring ?Order informatiog HL;Z?\t g:'(;:':sl (Rigig Deduct
(Pounds) Caster Models Caster Models below chart) 5 Ibs)
Moldon Rubber (Aluminum Core) 8.06689.669 8.06688.669 Delrin, Roller 712 | 43/8 11
540 [Moldon Rubber (caston Core) 8.06680.669.7 __ |8.06688.669.7 __|Delrin, Roller 712 | 43s | 16
1600 |Phenolic 8.06689.369 8.06688.369 Delrin, Roller 71/2 43/8 131/2
21/2" [ 1620 |Moldon Polyurethane (CastironCore) | 8.06689.969.7 8.06688.969.7 Delrin, Roller 712 | 438 181/4
2500 Cast Iron 8.06689.169 8.06688.169 Delrin, Roller 71/2 43/8 20
\-Groove 8.06689.769 8.06688.769 Delrin, Roller 71/2 43/8 20
6" 4000 |Forged Steel 8.06689.269 8.06688.269 Delrin, Roller 71/2 43/8 24
Moldon Rubber (Aluminum Core) 8.06689.679 8.06688.679 Delrin, Roller 71/2 43/8 12
680 [\Moldon Rubber (cast on Core) 8.06680.679.7 __ |8.06688.679.7 __|Delrin, Roller 71 | 438 | 17
’ Moldon Polyurethane (Aluminum Core) | 8.06689.979 8.06688.979 Delrin, Roller 712 | 438 141/4
3" | 2000 fppenolic 8.06689.379 8.06688.379 Delrin, Roller 712 | 438 | 141
2040 _|Moldon Polyurethane (Castiron Core) 8.06689.979.7 8.06688.979.7 Delrin, Roller 71/2 43/8 191/4
8000 |V-Groove 8.06689.789 8.06688.789 Delrin, Roller 71/2 43/ 211/a
Moldon Rubber (Aluminum Core) 8.08689.669 8.08688.669 Delrin, Roller 101/8 | 63/16 14
670 [Moldon Rubber (cast on Core) 8.08680.669.7 __ |8.08688.669.7 __|Delrin, Roller 107/s | 63/16 | 19
21/2" | 2000 _|Moldon Polyurethane (Cast ron Core) 8.08689.969.7 8.08688.969.7 Delrin, Roller 101/8 | 63/16 23
Phenolic 8.08689.369 8.08688.369 Delrin, Roller 101/8 | 63/16 151/2
2500 [Cast Iron 8.08689.169 8.08688.169 Delrin, Roller 107/s | 63/16 | 231/4
Moldon Rubber (Aluminum Core) 8.08689.679 8.08688.679 Delrin, Roller 107/8 | 63/16 193/4
8" 840 [Moldon Rubber (caston Core) 8.08680.679.7 __ |8.08688.679.7 __|Delrin, Roller 101/s | 63/16 | 2434
Phenolic 8.08689.379 8.08688.379 Delrin, Roller 107/8 | 63/16 161/2
g o500  (Moldon Polyurethane (uminum Core) | 8.08689.979 8.08688.979 Delrin, Roller 101/8 | 63/16 233/4
Moldon Polyurethane (Cast iron Core) 8.08689.979.7 8.08688.979.7 Delrin, Roller 101/8 | 63/16 273/4
Cast Iron 8.08689.179 8.08688.179 Delrin, Roller 107/8 | 63/16 273/4
4500 _|Forged Steel 8.08689.279 8.08688.279 Delrin, Roller 101/8 | 63/16 311/a
2500 |\-Groove 8.06689.779 8.06688.779 Delrin, Roller 107/8 | 63/16 311/4
Moldon Rubber (Aluminum Core) 8.10689.669 8.10688.669 Delrin, Roller 111/2 | 73/8 191/2
790 [Moldon Rubber (caston Core) 810689.660.7 __ 810688.669.7 __|Delrin, Roller 1112 | 738 | 241)2
21/ 1000 |Performa Rubber (Flat Black) 8.10689.459.2 8.10688.459.2 Delrin, Roller 111/2 | 73/8 181/4
1200 |Polyurethane HI-TECH 8.10689.959 8.10688.959 Delrin, Roller 111/2 | 73/8 181/4
1800 |Cast Iron 8.10689.169 8.10688.169 Delrin, Roller 111/2 | 73/8 29
2300 __|Moldon Polyurethane (Castiron Core) | 8.10689.969.7 8.10688.969.7 Delrin, Roller 111/2 | 73/8 311/4
2500 _|Phenolic 8.10689.369 8.10688.369 Delrin, Roller 111/2 | 73/8 191/2
10" Moldon Rubber (Aluminum Core) 8.10689.679 8.10688.679 Delrin, Roller 111/2 | 73/8 201/4
1000 Tvioldon Rubber (castron Gore 810689.679.7  810688.679.7 _|Delrin, Roller 11772 | 738 | 251/
2900 _|Phenolic 8.10689.379 8.10688.379 Delrin, Roller 111/2 | 73/8 191/2
3" Moldon Polyurethane (Aluminum Core) | 8.10689.979 8.10688.979 Delrin, Roller 111/2 | 73/8 261/2
3000 |Moldon Polyurethane (Cast iron Core) 810689.979.7 810688.979.7 Delrin, Roller 111/2 | 73/8 311/2
Cast Iron 8.10689.179 810688179 Delrin, Roller 111/2 | 73/8 311/2
4500 |Forged Steel 8.10689.279 8.10688.279 Delrin, Roller 1112 | 738 371/2
Moldon Rubber (Aluminum Core) 8.12689.669 8.12688.669 Delrin, Roller 131/2 | 87/8 221/4
21/2" 950 Moldon Rubber (Cast Iron Core) 8.12689.669.7 8.12688.669.7 Delrin, Roller 131/2 | 87/s 271/4
2700 |Moldon Polyurethane (Castiron Core) 8.12689.969.7 8.12688.969.7 Delrin, Roller 131/2 | 87/s 261/2
Moldon Rubber (Aluminum Core) 8.12689.679 812688.679 Delrin, Roller 131/2 | 87/8 233/4
1140 I Moldon Rubber (Gastron core) 812689.679.7 __ |8.12688.679.7 __|Delrin, Roller 13172 | 87/ | 28%4
1700 Performa Rubber (Flat Black) 8.12689.459.2 8.12688.459.2 Delrin, Roller 131/2 | 87/s 221/4
12" | 3¢ Polyurethane HI-TECH 8.12689.989 8.12688.989 Delrin, Roller 131/2 | 87/8 221/4
3000 |Cast Iron 8.12689.179 8.12688.179 Delrin, Roller 131/2 | 87/s 353/4
Phenolic 8.12689.379 8.12688.379 Delrin, Roller 131/2 | 87/s 243/4
3500 |Moldon Polyurethane (Auminum Core) | 8.12689.979 8.12688.979 Delrin, Roller 131/2 | 87/8 85
Moldon Polyurethane (Cast Iron Core) 812689.979.7 812688.979.7 Delrin, Roller 131/2 | 87/8 40

Roller Bearing Options: Metal cage roller bearing (Specify WB29).
Roller Bearing Washer Options: Metal thrust & retainer washers (Specify WSR1).
Delrin Bearing Options: For standard two-piece bearing change ninth digit to “1” (Example: 7.12679.981).
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Pneumatic Casters Sl Sen et e

* Zinc plated finish is attractive
and durable

* Full double ball raceways for
better performance and greater
durability

* Grease holes on wheel

bearing for greater convenience
Load L
Height Wheel

V * “Colson 45” multi-temp
Diameter

grease lubricates in extreme hot
and cold temperatures

©

-;'\_

B —EY

Swivel Cross Section
Mounting Bolt 3/s"

Pneumatic Caster Options

Top Plate Options (See chart below for both Side Lock Brake. Available on swivel casters.

options). Larger foot pedal makes brake easier to operate
5 x 7 Top Plate 4 x 41/2 Top Plate and provides better foot placement. To order
- 6—> < 35/g —> with caster specify “BRK3”. To field install,
1 order part number 05093.44PN for 8",
'; Sl ﬂdb ';_ 3_’4 05093.45PN for 10" models.
- 1+ 1
33/s 3 5 3258 4
AN AV o) i Y Y @) i
e 75l l«—41/5—>l
Wheel | Tire | Capacity Wheel Tire Wheel Swivel Plate | Rigid Top Plate | Load |Swivel | Weight
Dia. | Size (Pﬁzfl'(‘,s) Descriptions | Pressure | Bearing | Caster Models | Caster Models | Height | Radius | (Pounds)
5" x 7" Top Plate Size
8" 12825x4 300 4-Ply Saw Tooth | 50 PSI Ball 4.08319.93 4.08318.93 1018 | 63/4 9
10" |4135x4] 350 4-Ply Saw Tooth | 50 PSI Ball 410319.93 410318.93 1212 | 81/a 10
4" x 41/2" Top Plate Size
8" 12825x4 300 4-Ply Saw Tooth | 50 PSI Ball 4.08119.93 4.08118.93 1018 | 63/4 9
10" |4135x4] 350 4-Ply Saw Tooth | 50 PSI Ball 410119.93 410118.93 1212 | 81/a 10
12" |4135%6/ 350 4-Ply Rib Tread | 50 PSI Ball 412119.93 412118.93 1472 | 91/2 10

Casters for Special Applications

With more than 35,000 different casters, Colson probably has the caster you need as standard. However, if you have a unique
problem that requires a special caster, Colson engineers will work with you to design a practical solution. Contact us with your

special requirements.
Available in zinc and black oxide

finishes with a polyurethane spring. 1
Fits most Colson 2-Series wheel
types and diameter sizes from 2.5"
through 5".

Plain stem caster with 2"

diameter wheel for use

on mobile safety ladders

(0300171178694 black tread
model, 0300188182698
grey tread model).

Special threaded stem

caster used on food

service equipment

¥ (03089177980 brake
model, 03089.06177980

non-brake model).

SPECIALTY CASTERS

Shock absorbing

Caster with conductive Dual pneumatic caster used
“I'rubber wheel used on caster with on floor clean-
4 missile stands. brake and ing machines
swivel lock. (03164.95 fork
Found on model, 03164.96 com-
a/rpO(t cargo plete caster).
handling systems.
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Standard Features

Business Machine Casters

* Corrosion resistant Zinc finish
* Hardened double ball raceways

* Operating temperature rating
-45°F to 180°F

* Ultra-tough, thermoplastic
wheel, resists hard impacts and
supports high dynamic loads

500 Ib
Top Plate

Top Plate Caster Brake
Sizes Consult factory for Brake Options.

700 Ib Top Plate 1200 Ib Top Pilate

Business Machine Casters - Capacity up to 1200 lbs

Capacity . .
Wheel | Tread oy Wheel | Swivel Top Plate | Load | Swivel .
Dia | Width | Each Ll DT Bearing | Caster Models | Height | Radius | Weight Ibs
(Pounds)
500 |Glass Filled Nylon Roller $4.3305.351 A1/8 | 23/a 3
3" |113/16"[ 700 |Glass Filled Nylon Roller $4.3307.351 41/s | 23/4 43/4
1200 |Glass Filled Nylon Roller $4.3312.351 41/8 21/2 5

%
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~
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X
3
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NEXT GENERATION NYLON (NG)
AND NYLON PLUS STAINLESS (NS)

TopP PLATE MODELS
FREE SWIVEL ®* TOTAL LOCK * DIRECTION LOCK

SwWIVEL TarP PLATE MODELS

Precision sealed ball bearing raceway design for smooth, quiet maintenance free ride.

e Food Service
Equipment

e Case Carts
e Utility Carts

¢ Medical
Equipment

e |nstitutional
Equipment

e Hospital Carts

¢ Animal Cage
Carts

Custom Colors Available

Precision sealed ball
bearing raceway design
for smooth, quiet
maintenance free ride.

e Sealed precision
bearing raceway,
smooth and quiet

e Total Lock Brake
models lock both
swivel and wheel

e Directional lock
models lock swive
only (helps with
steering)

¢ \Wheels feature
sealed precision b
bearings and full
thread guards

¢ Resistance to mos
chemicals

e Zinc plated top pl

¢ Recessed axle wit
plastic cap covers

Our NG series is made of glass
filled nylon for added strength and
durability. Precision ball bearings
are insert molded into the swivel
raceway.

Our NS series is similar to NG Series
but with the added benefit of 304
stainless components making it
excellent for wet environments.

Wheel Tread | Load Swivel

Diameter Width Wheel Capacity Height Radius Wheel Model Number

(Inches) (Inches)  Description (Lbs) I?r?\ﬂ?)s I?rﬂr‘:)s Bearing
3 1-1/4  QuikStart TPR 200 4-9/32” (109) 2-13/16” (72) Precision Ball NG-03QDP-125-SW-TP01
8 1-1/4  QuikStart TPR 200 4-9/32” (109) 2-13/16” (72) Plain NG-03QD0-125-SW-TP01
3 1-1/4  Anti-Microbial TPR 200 4-9/32” (109) 2-13/16” (72) Precision Ball NG-03AMP-125-SW-TP01
4 1-1/4  QuikStart TPR 275 5-9/16” (141) ~ 3-1/2”(89) Precision Ball NG-04QDP-125-SW-TP01
4 1-1/4  Anti-Microbial TPR 275 5-9/16” (141) ~ 3-1/2”(89) Precision Ball NG-04AMP-125-SW-TP01
5 1-1/4  QuikStart TPR 325 6-7/8” (174) ~ 3-1/2”(89) Precision Ball NG-05QDP-125-SW-TP01
5 1-1/4  Anti-Microbial TPR 325 6-7/8” (174) ~ 3-1/2” (89) Precision Ball NG-05AMP-125-SW-TP01
6 1-1/4  QuikStart TPR 325  7-11/16” (194) 4-5/8” (117) Precision Ball NG-06QDP-125-SW-TP01
6 1-1/4  QuikStart TPR 325  7-11/16” (194) 4-5/8” (117) Plain NG-06QD0-125-SW-TP01
6 1-1/4  Anti-Microbial TPR 325  7-11/16” (194) 4-5/8” (117) Precision Ball NG-06AMP-125-SW-TP01

Swivel Top Plate Total Lock Models, change 11th and 12th digits to TL. (Example: NG-03QDP-125-TL-TP01)
Swivel Top Plate Directional Lock Models, change 11th and 12th digits to DL. (Example: NG-03QDP-125-DL-TP01)
For Nylon Plus Stainless, change 1st and 2nd digits to NS. (Example: NS-03QDP-125-SW-TP01)

Anti-Static models available! Change Series code from “NG” to “NA”. Example: NA-03QDP-125-SW-TP01
Rigid model available for 5” and 6” diameter wheels. Change SW to RG.

316SS fittings available for non-magnetic applications. Consult factory.

Swivel Top
Plate Pattern

Anti-Static

-
“@ =
-3

Stainless

=

Total Lock

Directional
Lock
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NEXT GENERATION NYLON (NG)
AND NYLON PLUS STAINLESS (NS)

HoLLow KINGPIN MODELS
FREE SWIVEL ® TOTAL LOCK ® DIRECTION Lock

HoLLow KINGPIN MODELS

Precision sealed ball bearing raceway design for smooth, quiet maintenance free ride.

e Food Service
Equipment

e Case Carts
e Utility Carts

e Medical
Equipment

e |nstitutional
Equipment

e Animal Cage
Carts

Custom Colors Available

Precision sealed ball
bearing raceway design
for smooth, quiet
maintenance free ride.

e Hospital Carts

¢ Vaintena

e Sealed precision
bearing raceway,
smooth and quiet

e Total Lock Brake
models lock both
swivel and wheel

e Directional lock
models lock swive
only (helps with
steering)

o \Wheels feature
sealed precision b
bearings and full
thread guards

e Resistance to mos
chemicals

e Zinc plated top pla

* Recessed axle wit
plastic cap covers

Our NG series is made of glass
filled nylon for added strength and
durability. Precision ball bearings
are insert molded into the swivel
raceway.

Our NS series is similar to NG Series
but with the added benefit of 304
stainless components making it
excellent for wet environments.

Wheel Tread | Load Swivel

Diameter Width Wheel Capacity Height Radius Wheel Model Number

(nches) (nches) Descrpfon (Ibs] " nches  inches  Bearig
3 1-1/4  QuikStart TPR 200 4-9/64” (105)  3-3/4” (95) Precision Ball NG-03QDP-125-SW-HKU1
3 1-1/4  QuikStart TPR 200 4-9/64” (105)  3-3/4” (95) Plain NG-03QD0-125-SW-HKU1
3 1-1/4  Anti-Microbial TPR 200 4-9/64” (105)  3-3/4” (95)  Precision Ball NG-03AMP-125-SW-HKU1
4 1-1/4  QuikStart TPR 275  5-13/32” (137) 3-1/2"(89) Precision Ball NG-04QDP-125-SW-HKU1
4 1-1/4  Anti-Microbial TPR 275  5-13/32” (137)  3-1/2"(89) Precision Ball NG-04AMP-125-SW-HKU1
5 1-1/4  QuikStart TPR 325 6-1/2" (165) ~ 3-1/2"(89) Precision Ball NG-05QDP-125-SW-HKU1
5 1-1/4  Anti-Microbial TPR 325 6-1/2" (165) ~ 3-1/2"(89) Precision Ball NG-05AMP-125-SW-HKU1
6 1-1/4  QuikStart TPR 325 7-1/2" (191) ~ 4-5/8” (117) Precision Ball NG-06QDP-125-SW-HKU1
6 1-1/4  QuikStart TPR 325 7-1/2" (191) ~ 4-5/8” (117) Plain NG-06QD0-125-SW-HKU1
6 1-1/4  Anti-Microbial TPR 325 7-1/2" (191) ~ 4-5/8” (117) Precision Ball NG-06AMP-125-SW-HKU1

Hollow Kingpin Total Lock Models, change 11th and 12th digits to TL. (Example: NG-03QDP-125-TL-HKU1)

Hollow Kingpin Directional Lock Models, change 11th and 12th digits to DL. (Example: NG-03QDP-125-DL-HKU1)
For Nylon Plus Stainless, change 1st and 2nd digits to NS. (Example: NS-03QDP-125-SW-HKU1)
Anti-Static models available! Change Series code from “NG” to “NA”. Example: NA-03QDP-125-SW-HKU1

Our Directional Lock casters are designed to lock the swivel but not the wheel allowing you to steer your equipment. The directional lock feature
is designed to break free under heavier load when the unit is traversing a corner only to lock back into position when the unit resumes a

straight course.

316SS fittings available for non-magnetic applications. Consult factory.

Caster is provided unassembled to
make it easy to add your choice of
fitting. If you would like these
assembled change HKU1 to HKO1.
1/21.D.

Anti-Static

Stainless

Total Lock

Directional
Lock
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NEXT GENERATION NYLON (NG)

GRIP RING STEM MODELS
FREE SWIVEL ® TOTAL LOcK °® DIRECTION LOCK

GRIP RING STEM MODELS

Precision sealed ball bearing raceway design for smooth, quiet maintenance free ride.

e Food Service
Equipment

e Case Carts
o Utility Carts

e Medical
Equipment

e |nstitutional
Equipment

¢ Hospital Carts

¢ Animal Cage
Carts

Custom Colors Available

Precision sealed ball
bearing raceway design
for smooth, quiet
maintenance free ride.

e Sealed precision
bearing raceway,
smooth and quiet

e Total Lock Brake
models lock both
swivel and wheel

e Directional lock
models lock swiv
only (helps with
steering)

¢ \Wheels feature
sealed precision b
bearings and full
thread guards

¢ Resistance to mos
chemicals

e Zinc plated top pl

¢ Recessed axle wit
plastic cap covers

Our NG series is made of glass

filled nylon for added strength and
durability. Precision ball bearings are
insert molded into the swivel raceway.

Wheel Tread ! Load Swivel
Diameter Width Wheel Capacity Height Radius Wheel Model Number
(Inches) (Inches) Description (Lbs) '?r;'r':)s 'E'r;'['ne)s Bearing
3 1-1/4  QuikStart TPR 200  4-9/64” (105)  3-3/4” (95) Precision Ball NG-03QDP-125-SW-___
3 1-1/4  QuikStart TPR 200  4-9/64” (105)  3-3/4” (95) Plain NG-03QD0-125-SW-___
3 1-1/4  Anti-Microbial TPR =~ 200  4-9/64” (105)  3-3/4”(95) Precision Ball NG-03AMP-125-SW-___
4 1-1/4  QuikStart TPR 275  5-13/32” (137) 3-1/2”(89) Precision Ball NG-04QDP-125-SW-___
4 1-1/4  Anti-Microbial TPR 275  5-13/32” (137) 3-1/2”(89) Precision Ball NG-04AMP-125-SW-___
5 1-1/4  QuikStart TPR 325 6-1/2” (165)  3-1/2” (89) Precision Ball NG-05QDP-125-SW-___
5 1-1/4  Anti-Microbial TPR 325 6-1/2” (165) ~ 3-1/2” (89) Precision Ball NG-05AMP-125-SW-___
6 1-1/4  QuikStart TPR 325 7-1/2” (191)  4-5/8” (117) Precision Ball NG-06QDP-125-SW-___
6 1-1/4  QuikStart TPR 325 7-1/2” (191)  4-5/8” (117) Plain NG-06QD0-125-SW-___
6 1-1/4  Anti-Microbial TPR 325 7-1/2” (191) ~ 4-5/8” (117) Precision Ball NG-06AMP-125-SW-___
Grip Ring Stem Total Lock Models, change 11th and 12th digits to TL. (Example: NG-03QDP-125-TL-___) A
Grip Ring Stem Directional Lock Models, change 11th and 12th digits to DL. (Example: NG-03QDP-125-DL-___)
Anti-Static models available! Change Series code from “NG” to “NA”. Example: NA-03QDP-125-SW-GR02
- Specify Grip Ring Stem
Anti-Static - Total Lock y - Dirtgganal (pGR) (y)OdeE)see %Ittlngs
below for dimensions.
See fittings page for GRO2 GR04 GR05 GRO7 GR09 GR10
more options. 1'7/16"|D 1-5/8"|D 1-5/8"JD 1-7/8"|D 2-3/16“|D 1—3/8"JD
716" 5/8" 34" " 845" 716"
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NEXT GENERATION NYLON (NG) * Food Service

Equipment
AND NYLON PLUS STAINLESS (NS) i
e Case Carts

¢ Sealed precision
bearing raceway,

THREADED STEM MODELS * Utility Carts smooth and quiet
FREE SWIVEL ® TOTAL LOCK ® DIRECTION LOCK o Medical e Total Lock Brake
Equipment models lock both

oL swivel and wheel
e |nstitutional

Equipment e Directional lock

* Hospital Carts models lock swivel

only (helps with
¢ Animal Cage steering)
Carts « Wheels feature

sealed precision b
bearings and full
thread guards

 Resistance to mos
chemicals

e Zinc plated top pla

¢ Recessed axle witl
plastic cap covers

Our NG series is made of glass
filled nylon for added strength and
durability. Precision ball bearings are

Precision sealed ball . : )
bearing raceway design insert molded into the swivel raceway.

for smooth, quiet Our NS series is similar to NG Series

maintenance free ride. 1, ity the added benefit of 304
stainless components making it
excellent for wet environments.

THREADED STEM MODELS

Precision sealed ball bearing raceway design for smooth, quiet maintenance free ride.

Wheel  Tread . Load Swivel

Diameter Width Wheel Capacity Height Radius Wheel Model Number

(Inches) (inches) ~Description (Lbs) Jisnee fiches R
3 1-1/4  QuikStart TPR 200  4-9/64” (105)  3-3/4” (95) Precision Ball NG-03QDP-125-SW-__
5 1-1/4  QuikStart TPR 200  4-9/64” (105)  3-3/4”(95) Plain NG-03QD0-125-SW-___
3 1-1/4  Anti-Microbial TPR 200 4-9/64” (105) ~ 3-3/4” (95) Precision Ball NG-03AMP-125-SW-___
4 1-1/4  QuikStart TPR 275  5-13/32”(137) 3-1/2”(89) Precision Ball NG-04QDP-125-SW-_
4 1-1/4  Anti-Microbial TPR 275  5-13/32” (137) 3-1/2”"(89) Precision Ball NG-04AMP-125-SW-__
5 1-1/4  QuikStart TPR 325 6-1/2" (165)  3-1/2”(89) Precision Ball NG-05QDP-125-SW-___
5 1-1/4  Anti-Microbial TPR 325 6-1/2” (165) ~ 3-1/2” (89) Precision Ball NG-05AMP-125-SW-__
6 1-1/4  QuikStart TPR 325 7-1/2" (191) ~ 4-5/8” (117) Precision Ball NG-06QDP-125-SW-__
6 1-1/4  QuikStart TPR 325 7-1/2" (191) ~ 4-5/8” (117) Plain NG-06QD0-125-SW-___
6 1-1/4  Anti-Microbial TPR 325 7-1/2” (191) ~ 4-5/8” (117) Precision Ball NG-06AMP-125-SW-___

Threaded Stem Total Lock Models, change 11th and 12th digits to TL. (Example: NG-03QDP-125-TL-___ ) A

Threaded Stem Directional Lock Models, change 11th and 12th digits to DL. (Example: NG-03QDP-125-DL-___)
For Nylon Plus Stainless, change 1st and 2nd digits to NS. (Example: NS-03QDP-125-SW-___)
Anti-Static models available! Change Series code from “NG” to “NA”. Example: NA-03QDP-125-SW-TP01

316SS fittings available for non-magnetic applications. Consult factory.

Our Directional Lock casters are designed to lock the swivel but not the wheel allowing you to steer your equipment. The directional lock
feature is designed to break free under heavier load when the unit is traversing a corner only to lock back into position when the unit resumes

%
M
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3
=
|
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7

a straight course. Specify Threaded Stem
below for dimensions:
Easy to install stem.  TS02 TS03 TS05 - - - .
See fittings page for o 14NC = _— = ="
more options. ‘"Em‘c 1-1/2"% K|~ ( ()
172" 172" 7/16”
Anti-Static Stainless Total Lock Directional Lock

MedCaster),
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Colson Kick Stop’ Casters Seanant Teeknes

Foot brake easily engaged;
mechanically locks both swivel
and wheel rotation

Strong pressure diecast metal

%ffé%‘mm . construction for lasting
5'=39mm '= performance and maximum
M12x1.75. : reliability
20 " . isi i i
4'=bmm F o o 41=24 Precision axle built to exactm.g
5"=10mm tolerances for smooth operation
Load and extended service life

Height
Aluminum die cast body and
wheel centers

Wheel 90° Swept Radius

Diahee on swivel models Standard finish is white or ball
lameter

burnished and lacquered

Kick Stop Casters

Colson Kick Stop casters give you the benefits Applications

of twin-wheel design with the convenience - Medical and diagnostic equipment
of a foot brake to lock both wheel and swivel -+ Computer equipment
simultaneously. This modern design features two - Electronic equipment

wheels that spin independently of each other for - High-tech products

easier turning in tight spots and for improved
stability. Custom colors are available to match
your equipment (Consult factory).

Kick Stop Casters - Capacity up to 175 lbs

Capacity Model Number .
Wheel | Tread . - Approx. | Load Swivel
Diameter | Width C:setzr Wheel Type | Bearing Kick Stop Free Swivel Fitting Type Wt.ea. | Height =~ Radius
Grey

i Threaded
3" | 19/32" | 132lbs Polyurethane | Delrin | 2.3502.409.8 2.3504.409.8 \HOKL 5 77 | 3 | 2%

75mm | (15mm) | (70ko) " Biack xi5mmlong | (35kg) | (9Tmm) | (65mm)
Polyurethane Delrin 2.3502.409.7 2.3504.409.7

Black Rubber

v
&
[~
<
Q
e
-
-
O
Q.
@

LS e Roller | 2.4502.409.4 2.4504.409.4 Total Lock
4ll 19/32" | 132Ibs (Anti-static) Threaded 1.781bs | 43/a" 39/16"
100mm | (19mm) | (70kg) | T Roller | 245024001 | 24504409, WIaX1TOMM | (81kg) | (120mm) (S6mm Suivel
rey nubber | peyrin | 2.4502.401.1 2.4504.401.1 g
Black Rubber
. . Roller 2.5502.409.4 2.5504.409.4 Total Lock
5" 5/8" | 175lbs (Anti-static) Threaded Sbs | 59 | an fsmxel
16 80k
125mm | (16mm) | (80kg) Roller | 2.5502.4091 | 2.5504.409.1 (1.36kg) | (148mm) |~ 0c )
Grey Rubber Delri 5 54011 55504 4011 M16x2mm
elrin .5502.401. .5504.401. x20mm long

Note: Kick Stop casters have improved load capacity with harder wheel types. Consult factory. Changes to above caster specifications can be considered
to suit individual requirements. Such modifications may depend on the size of order and are subject to special quotation and delivery. All specifications and
dimensions are accurate for present manufacture but subject to change without notice. Kick Stop casters are covered by worldwide patents and designs.
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Contour Solus Casters Standard Features

- Foot brake easily engaged;
mechanically locks both swivel
and wheel rotation

+ Aluminum shell hides nuts and bolts

- Quiet operation
4"=M10x15 » _ .
5"=M12x20 - Precision axle built to exacting

tolerance for smooth operation
and extended life

- Precision bearings reduce
maintenance and improve
maneuverability

+ Choose from a wide variety of

S0° Swept 5| e colors

Wheel Radius  Tpeaq
Diameter on swivel \yigth
models

Contour Solus Casters

These Euro-Design casters combine a sleek, The unique shell design of the Contour Solus
modern look with the functionality of the Total helps keep dirt out of the internal mechanism
Lock brake mechanism. With a simple press of of the caster for a long service life. For routine
the foot, you can lock both wheel and swivel maintenance, the outer shell can be removed
simultaneously in any position. Another press from the caster for access to the internal braking

of the foot releases the caster for free swiveling  mechanism.
and rolling ease in any direction (Free swivel
models also are available which have no
braking action).

Applications:

- Medical and diagnostic equipment
Computer equipment
Electronic equipment

High-tech products
Contour Solus Casters * Capacity up to 242 Ibs
Capacity Model Number .

Wheel | Tread . . Approx. | Load |Swivel
Diameter | Width c::tre, e Kick Stop Free Swivel UL W Wtea. | Height |Radius
w115 | 220ibs | Grey Sealed 4400-404-64-700- 4404-404-62-01-g5 | M10x 15 mm long 15%abs | 593" | 315/s6"
; (f(ll.mm (30mm) (100kg) | Polyurethane | Precision 32-4402-404-64-700-85 | 32-4404-404-64-01-85 screwed pin fixing (.79kg)s (zn) | (oo
W A% | 242s | Grey Sealed -5402-404-07-700- 5404-404-07-01-g5 | M12 % 20 mm long Qs | 6%316" | 415"
; 255mm Gomm) | (1i0ke) | Polyurethane | Precision 32-5402-404-07-700-85 |  32-5404-404-07-01-85 | et oin fixing G | (o | (25mn)

:
m
.
D
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~
S
R
<
3
A
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Performa Rubber

Get the rolling and swiveling ease of a
hard tread wheel and the smooth,
quiet ride of a soft tread wheel.

- Absorbs shock to provide a cushion ride that protects
your equipment, cargo and floors

« Superior impact resistance (better than cast iron core
moldon rubber wheels)

* Resists “flat spotting” even when equipment rests under
a load over time

+ Silent operating to prevent distracting and annoying
wheel noise

« Handles tough environments (inside or outside) without
corrosion

* Maximum low temperature flexibility for superior
performance even in freezing temperatures

- Maximum resistance to chemicals, acids, bases,
alcohols, water and steam

+ Makes your equipment easier to handle and more
responsive

+ Lasting performance even in the most punishing
applications

(gtgic:UJ:




USE THE PERFORMA Maximum impact resistance and

WHEEL IN APPLICATIONS shock absorption help protect
equipment, cargo and flog -

- Factories

- Hospitals

- Schools

* Restauranits
- Warehouses
- And more/!

The applications are endless.
Performa wheels are at home any
place equipment must move
easily and efficiently. Colson
Performa is truly a multi-purpose
wheel loaded with maximum
performance features.

Performa wheels handle tough
environments—inside or outside,
in hot or cold temperatures—
without corrosion

Custom Colors Available
(Consult Factory)

@.

Conductive Wheels Available

Performa wheels reject floor
debris including metal shavings,
chips, sand and gravel.
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Performa Rubber Wheels
Capacity up to 325 Ibs each «- 1-2 SERIES - Flat Grey Tread

Performa wheels offer the advantages of both hard and soft tread such as metal shavings. Non-marking thermoplastic elastomer tread
materials in a single wheel. Like a hard tread wheel, Performa is permanently bonded to durable polyolefin wheel core.

rolls easily and is very durable. Like a soft tread wheel, it rolls Temperature range: -45°F to +180°F intermittent service (120°
quietly, protects floors and resists impacts with a cushion ride. It continuous service).

also features maximum weatherability, low temperature flexibility,

) ) . ’ Hardness: 65(+5) Durometer Shore A scale.
resistance to chemicals, water and steam, and rejects floor debris

Wheel Spanner Bushing
Capacity . Bore Thread Guard .
Tread ; Wheel Model | Bearing Hub Weight
. : Each | Bearing Less Bore | Length | TG1: Metal
Dia. | Width | (poynds) Number Bore  |gearing | Length T62: Plastic | (Pounds)
158" 78" | 60 |Delin  [1.00001.441 56" | 12" | 1132 - - - 14
2" | 78" 75 |Deiin  |1.00002.441 spet | 2 | s = = = a
Delrin 2.00002.441 1/2" 29/39" | 17/16" 3/g" 11/2" = 1/4
1/n 1/m
202% vy M0 e 2.00002.445 g | - | 172 | - = = s
3" 778" | 125  |[Delrin 1.00003.441 7/16" | 39/6a" | 11/32" 516" | 17/64" | TG1:57852.03 1/a
31/om 11/4” 250 Delrin 2.00003.441 1/2" 29/32" | 17/16" 3/g" 112" | TG1: 57854.01 3{8
Ball 2.00003.445 3/8" = 112" = = TG2: 57852.39 12
778" | 135  |Delrin 1.00004.441 7/16" | 39/e4" | 11/32" 516" | 17/64" = 1/4
4" [ Delrin | 2.00004.441 2" | 293" | 1748" | 38" | 11" _ %
/4300 Tagy 2.00004.445 g | - | 12 | - - | 1615785401 T,
778" | 145  |Delrin 1.00005.441 7/16" | 39/64" | 11/32" 516" | 17/64" | TG2: 57852.42 1/a
5" 1| 305 Delrin 2.00005.441 1/2" 29/30" | 17/16" 3/g" 11/2" | TG1: 57866.03 3/4
/4 Ball 2.00005.445 3/8" = 11/2" = = TG2: 57852.43 78
New Performa Shopping Cart Caster Wheel
Wheel | Tread Capacity Wheel Model Wheel | Wheel | Thread Hardness:

Bearing | Hub | Guard (;’\(’ﬁjggg) 75(25)

Durometer
TG2 | 3/4 |ShoreAscaIe.

Each Bearing e

Dia. | Width | o\ inds) Bore | Length | ption

5" |11/4" 225 |[Sealed Ball | 2.00005.448 5/16" 15/8"

' Capacity up to 250 Ibs each + 2 SERIES - Round Grey Tread

Wheel Spanner Bushing
Capacity . Bore Thread Guard .
Hmﬂ Each | Bearing Wh;:llnl\élgrdel B(;armg Less LHUbth Bore | Length | TG1: Metal (g“’,‘f,'ﬂ'(];)
(Pounds) Or¢ | Bearing | -¢"Y TG2: Plastic
q 1/o1t 29 /0!t T/4a" 3/q! 1/ — 1
19 210 Delrin 2.00003.561 /2” /32 1 1/16:' /8 11/2 /2
Ball 2.00003.565 3/8 = 11/2 = = = 5/8
1596 250 Delrin 2.00005.561 1/2" 29/32" | 17/16" 3/g" 11/2" | TG1: 57854.01 I8
/16 Ball 2.00005.565 38" - |1 - — | 1625785239 [ 1
WHEEL OPTIONS
+ Delrin Bearing Less Bushing: + Thread Guards: Specify “TG1” - Custom colors to match your
Specify “WB01B” (metal), “TG2” (plastic) equipment (consult factory)
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Performa Rubber Wheels

Capacity up to 675 Ibs each - 3-5 SERIES - Flat Grey Tread

Performa wheels offer the advantages of both hard and soft tread
materials in a single wheel. Like a hard tread wheel, Performa
rolls easily and is very durable. Like a soft tread wheel, it rolls
quietly, protects floors and resists impacts with a cushion ride. It
also features maximum weatherability, low temperature flexibility,
resistance to chemicals, water and steam, and rejects floor debris

such as metal shavings. Non-marking thermoplastic elastomer tread
is permanently bonded to durable polyolefin wheel core.

Temperature range: -45°F to +180°F intermittent service (120°
continuous service).

Hardness: 65(+5) Durometer Shore A scale.

Wheel Spanner Bushing
Capacity . Bore Thread Guard .
V\g:(aeel J\;ﬁﬂg Each | Bearing Wh,f:,l,m:f g Bgarmg Less | Hub | Bore |Length | 16q1: petal (I"A(I)‘::ggg)
' (Pounds) Ore  (Bearing | Length TG2: Plastic
Delrin 3.00003.441 340 | 137" | 158" | 38" 17/g" = 3/
gn | 4| ggp [ROler 3.00003.449 380 | 1346" | 158" | 38" 17/g" = 1
/2 Delrin 4.00003.441 3/4" 13/16" | 19/8" 1/2" 27/16" = 3/4
Roller 4.00003.449 3/4" 13/16" | 15/8" 1/2" 27/16" = 1
Delrin 3.00004.441 3/4" 13/16" | 19/8" 3/g" 17/8" = 1
117" 395 Roller 3.00004.449 3/4" 13/16" | 19/8" 3/8" 17/8" = 11/4
/ Delrin 4.00004.441 3/4" 13/16" | 15/8" 1/2" 27/16" = 1
4" Roller 4.00004.449 380 | 134" | 158" | 1 27/16" = 11/4
Delrin 5.00004.451 3/4" 13/16" | 23/16" | 1/2" 27/16" = 11/4
o 350 |Roller 5.00004.459 3/4" 13/16" | 23/16" | 1/2" 27/16" = 11/2
Ball 5.00004.465 120 | 1346 | 2716" | - - - 11/2
Delrin 3.00005.441 3/4" 13/16" | 19/8" 3/g" 17/g" = 11/4
Ji| gsp [ROller 1300005449 34 | 136" | 158" | 38" 17" - 11/
/2 Delin___ [4.00005.441 34 | 136" | 158" | 12" 27/16" - 11/4
5" Roller 4.00005.449 3/4" | 13/16" | 158" 1/2" 27/16" = 112
1/o1 3/4al Y/ _ _ 1
Balll 5.00005.465 /2 13/16 27/16 T61: 57852.35 11/2
o 375 |Delrin 5.00005.451 3/4" 13/16" | 23/16" | 1/2" 27/16" T62: 57852.34 11/2
Roller  |[5.00005.459 34 | 13/16" | 23/16" | 12" 27/16" ' ' 112
Delrin 3.00006.441 340 | 137" | 158" | 38" 17/g" = 11/
117 375 Roller 3.00006.449 3/4" 13/16" | 15/8" 3/g" 17/g" = 13/4
/2 Delrin 4.00006.441 3/4" 13/16" | 15/8" 172" 27/16" = 11/2
6" Roller 4.00006.449 3/4" 13/16" | 15/8" 1/2" 27/16" = 13/
1 /90 3 Ul 7 11 — — B!
500 BaII. 5.00006.465 /2 13/16 27/16 T61: 50042.07 13/4
O Delrin 5.00006.451 3/4" 13/16" | 23/16" 172" 27/16" T62: 57852.29 13/4
600 Roller  [5.00006.459 & | e | 206 | 2 | 2 o189 134
T —— Delrin 4.00008.441 3/4" 13/16" | 15/8" 172" 27/16" = 21/4
i Roller 4.00008.449 3/4" 13/16" | 15/8" 1/2" 27/16" = 21/4
n 1/ 3/1a" 7 [1a" — — 1
8 500 [Ball 5.00008.465 /2" | 136" | 27/ T61: 57852.04 |—2/2
o Delrin 5.00008.451 3/4" 13/16" | 23/16" | 1/2" 27/16" T62: 57852.30 21/2
675 Roller  |5.00008.459 & | 13p6 | 296 | 12 | 276" $oreve 21/2

WHEEL OPTIONS

- Delrin Bearing Less Bushing:
Specify “WB01B”

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

- 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

- PerformaPlus Precision
Sealed Ball Bearing (2" tread
width): To order, change 8th
digit in wheel model to 3.
Example 5.00006.435

- Metal cage roller bearing:

Specify “WB29”

+ Torrington style with Hytrel

retainer (2" tread width):
Specify “WB19”

+ Roller Bearing less Bushing:

Specify “WB09B”

+ Roller bearing metal thrust

& retainer washers: Specify
“WSR1”

- Roller bearing sintered
iron step washers: Specify
“WSR2”

+ Roller bearing sealed metal
retainer washer: Specify
“WSR3”

+ Thread Guards: Specify “TG1”
(metal), “TG2” (plastic)

- Custom colors to match your
equipment (consult factory)
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Performa Rubber Wheels
Capacity up to 1700 Ibs each - 5-7 SERIES - Flat Black Tread

Performa wheels offer the advantages of both hard and soft
tread materials in a single wheel. Like a hard tread wheel,
Performa rolls easily and is very durable. Like a soft tread
wheel, it rolls quietly, protects floors and resists impacts
with a cushion ride. It also features maximum weatherability,
low temperature flexibility, resistance to chemicals, water

and steam, and rejects floor debris such as metal shavings.
Thermoplastic elastomer tread is permanently bonded to ribbed
polyolefin wheel core.

Temperature range: -45°F to +180°F intermittent service
(120° continuous service).

Hardness: 65(+5) Durometer Shore A scale.

WHEEL OPTIONS

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
Hmﬂ Each | Bearing Number Bearing | | ogg LHUbh Bore | Length | TG1: Metal (I"A(I)‘i:gg;)
(Pounds) Bore | gearing | Lengt TG2: Plastic
Ball 5.00004.465.2 2 | 16 | 28 | - = = 1172
o | 350 [Deiin  |5.00004.451.2 3 | 3 | 2 | 2 | 27 - T/
Roller 5.00004.459.2 3/4" | 13/16" | 23/16" 172" 27/16" = 11/2
1/o0 3/4al 7 /1" _ _ 1
BaII. 5.00005.465.2 /2 13/16 27/16 T61: 57852.35 1172
" 375 |Delrin 5.00005.451.2 3/4" | 13/18" | 23/16" | 1/2" 27/16" T62: 57852.34 T2
Roller  [5.00005.459.2 & | 36 | 206 | 2 | 26 $91ove T
500 |Ball 5.00006.465.2 12" | 13/16" | 27/16" = = 13/4
TG1: 59042.07
o Delrin __|5.00006.451.2 a6 |26 | 0| 278 | 10 orgenog | TA
600 IRoller —[5.00006.450.2 YT | B | 2 | 2| 26 $91oe a
500 |Ball 5.00008.465.2 1/2" 13/16" | 27/16" = = 21/2
TG1: 57852.04
o Deirin | 5.00008.451.2 3 | e | 236 | 72 | 2% ng_ 27222 (3)0 2772
675 IRoller  |5.00008.450.2 | | e | 7 | 276 $91ove 2172
By Delrin 7.00010.451.2 1" 115/16" | 31/4" 3/4" 31/2" i 6
2/’ 1000 fRoier— |7.00010.459.2 T [ 1%/ | 31/ | 3 | 32 - 61/
; Delrin 7.00012.451.2 1" 115/16" | 31/4" 3/4" 312" = 7
8 | 1700 [Roler — [7.00012.459.2 T | 1546 | 314 | & | 32 = 772

+ Delrin Bearing Less Bushing:
Specify “WB01B”

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

- PerformaPlus Precision

Sealed Ball Bearing (2" tread
width): To order, change 8th
digit in wheel model to 3.
Example 5.00006.435

- Metal cage roller bearing:

Specify “WB29”

- Torrington style with Hytrel

retainer (2" tread width):
Specify “WB19”

+ Roller Bearing less Bushing:

Specify “WB09B”

- Roller bearing metal thrust

& retainer washers: Specify
“WSR1”

82

- Roller bearing sintered

iron step washers: Specify
IIWSRZH

- Roller bearing sealed metal

retainer washer: Specify
“WSR3”

- Thread Guards: Specify “TG1”

(metal), “TG2” (plastic)

+ Custom colors to match your

equipment (consult factory)



Performa Rubber Wheels
Capacity up to 600 Ibs each -5 SERIES - Round Grey Tread

Performa wheels offer the advantages of both hard and soft and steam, and rejects floor debris such as metal shavings.
tread materials in a single wheel. Like a hard tread wheel, Thermoplastic elastomer tread is permanently bonded to ribbed
Performa rolls easily and is very durable. Like a soft tread polyolefin wheel core.
wheel, it rolls quietly, protects floors and resists impacts Temperature range: -45°F to +180°F intermittent service
with a cushion ride. It also features maximum weatherability, (120° continuous service).
low temperature flexibility, resistance to chemicals, water Hardness: 65(5) Durometer Shore A scale.
Wheel Spanner Bushing
i . B
Wheel | Tread Capacity . Wheel Model Bearing ore Hub Bore | Length Threa.d Guard Weight
Dia. | width Each Bearing Number B Less Lenath TG1: Metal (Pounds)
: (Pounds) Oré  |Bearing | Lengt TG2: Plastic
Ball 5.00006.565 1/2" 13/16" | 27/16" = = 15/8
TG1: 59042.07
6" 2" 450 |Delrin 5.00006.551 3/4" 13/16" | 23/16" 1/2" 27/16" ng_ 23252 gg 15/8
Roller 5.00006.559 3/4" 13/16" | 23/16" 1/2" 27/16" ' ' 15/8
500 |Ball 5.00008.565 1/2" 13/16" | 27/16" = = 21/4
TG1: 57852.04
8" 0 Delrin 5.00008.551 3/4" 13/16" | 23/16" 1/2" 27/16" T62: 57852.30 21/a
600  [Roller  [5.00008.559 3 | 130 | 206 | /2 | 26 $oreve 21/a

WHEEL OPTIONS

+ Delrin Bearing Less Bushing: + Metal cage roller bearing: + Roller bearing sintered
Specify “WB01B” Specify “WB29” iron step washers: Specify

+ 1-Piece Delrin Bearing with + Torrington style with Hytrel “WSR2”
Bushing (2" tread width): retainer (2" tread width): + Roller bearing sealed metal
Specify “WB11” Specify “WB19” retainer washer: Specify

- 1-Piece Delrin Bearing less + Roller Bearing less Bushing: “WSR3”
Bushing (2" tread width): Specify “WB09B” + Thread Guards: Specify “TG1”
Specify “WB11B” - Roller bearing metal thrust (metal), “TG2” (plastic)

- PerformaPlus Precision & retainer washers: Specify - Custom colors to match your
Sealed Ball Bearing : To order, “WSR1” equipment (consult factory)

change last 3 digits in model
number to “555” Example:
5.00006.555
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Performa Conductive Rubber Wheels
Capacity up to 250 Ibs each - 2 SERIES - Flat Grey Tread

Many computer manufacturers and electronics companies feature a cushion grey Performa tread (durometer 65+5 Shore
require conductive wheels on assembly carts to eliminate A scale) bonded to a black Polyolefin wheel core. Performa
static build-up and discharge. Although conductive caster Conductive wheels have been rigorously tested and approved
wheels have existed for years, almost all of them mark floors. by an independent lab and meet the requirements of federal
Colson has solved this problem with our new selection of specification FF-C-88C. This specification requires an average
Performa Conductive Wheels. These new models combine a electrical resistance of less than 250,000 ohms. For other

soft cushion ride with a non-marking tread design. All wheels wheel sizes, please consult factory for availability.

Wheel Spanner Bushing
Do | o | | air (090 | e | | or | Lngn | Tt | S0
212" | 172" 125 | Ball 2.00002.445 COND | 3/s" - 172" - - - 3/8
32" | 174" 225 | Ball 2.00003.445 COND | 3/8" - 11/2" - - - 12
4" 114" 250 | Ball 2.00004.445 COND | 3/8" = 11/2" - = = 3/4
5" 114" 250 | Ball 2.00005.445 COND | 3/8" = 11/2" - = = /s

Note: Extended delivery item. Consult Factory.

Capacity up to 250 Ibs each - 2 SERIES - Round Grey Tread

Wheel Spanner Bushing

Capacity Wheel Model . Bore Thread Guard .

“g}:e' Jmﬂ Each | Bearing Number Bearing | ggs | HUb | gore | (ongth | TGI: Meta (g"(’]‘ﬂgg;)
' (Pounds) 0re | earing | €9 TG2: Plastic
372" [1516" 210 Ball 2.00003.565 COND | 3/s" = 11/2" - = = 5/8
5" 156" 250 Ball 2.00005.565 COND | 3/s" = 11/2" - = = 1
Note: Extended delivery item. Consult Factory.
IMPORTANT NOTICE

AS OIL IS INJURIOUS TO COMPOUNDS AND IMPAIRS THE ELECTRICAL CONDUCTIVITY OF THESE PRODUCTS, CONTACT WITH OIL SHOULD BE AVOIDED.
CONDUCTIVE CHARACTERISTICS OF THE TREAD COMPOUNDS MAY DECREASE WITH, AMONG OTHER THINGS, SERVICE AND CONTACT WITH LUBRICANTS, WAXES,
POLISHES AND CLEANING MATERIALS USED FOR FLOOR MAINTENANCE. SINCE COLSON HAS NO CONTROL OVER THESE CONDITIONS, NO WARRANTIES, EXPRESS
OR IMPLIED, OF EITHER MERCHANTABILITY, FITNESS OR OTHERWISE WITH RESPECT TO THE CONTINUING LEVEL OF CONDUCTIVITY OF THE PRODUCT, ARE MADE.
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Performa Conductive Rubber Wheels
Capacity up to 500 Ibs each +- 3-5 SERIES - Flat Grey Tread

Many computer manufacturers and electronics companies
require conductive wheels on assembly carts to eliminate
static build-up and discharge. Although conductive caster
wheels have existed for years, almost all of them mark floors.
Colson has solved this problem with our new selection of
Performa Conductive Wheels. These new models combine a
soft cushion ride with a non-marking tread design. All wheels

feature a cushion grey Performa tread (durometer 65+5 Shore
A scale) bonded to a black Polyolefin wheel core. Performa
Conductive wheels have been rigorously tested and approved
by an independent lab and meet the requirements of federal
specification FF-C-88C. This specification requires an average
electrical resistance of less than 250,000 ohms. For other
wheel sizes, please consult factory for availability.

Wheel Spanner Bushing
Wheel | Tread CaEza::(::ty Bearing Whlf:rlnnt:l::’ ° Bearing Eg;: Hub | pore | Length Tl;aidhlfel;::d Weight
Dia.  ( Width | onds) Bore | Bearing | Length T62: Plastic | (Pounds)
3" | 112" 225 |Roller 4.00003.449 COND 3/4" 13/16" | 15/8" 12" 27/16" - 1
1| o8 Roller ~ [3.00004.449 COND | 3/4" | 13/16" | 23/16" | 3/s" 17/g" - 114
. Roller  [4.00004.449 COND | 3/4" | 13/16" | 15/8" | 1p2" 27/16" - 114
. ; Ball 5.00004.465 COND 12" 13/16" | 27/16" - - - 172
2 300 Roller 5.00004.459 COND | 3/4" | 13/1" | 23/16" | 1/2" 27/16" = 17/
1127 280 Roller 3.00005.449 COND 3/4" 13/16" | 15/8" 3/g" 17/g" - 11/a
" Roller  [4.00005.449 COND | 3/4" | 13/16" | 15/8" | 12" 27/16" - 114
g ov | a5 [0 5.00005.465 COND | 1/2" | 131" | 27/16" | - - - 172
Roller 5.00005.459 COND 3/4" | 13/16" | 23/16" 172" 27/16" = 1172
B - Roller  [3.00006.449 COND | 3/4" [ 136" [ 15/8" | 38" | 178" - 134
" Roller 4.00006.449 COND 3/4" 13/16" | 15/8" 172" 27/16" - 13/4
& } Ball 5.00006.465 COND | 1/2' | 13/16" | 28/16" | - - - 13/4
2 40 Roller 5.00006.459 COND | 3/4" | 13/1" | 23/16" | 1/2" 27/16" = 13/a
112" 350 |Roller  |4.00008.449 COND | 3/4" | 13/16" | 15/8" | 12" 27/1g" - 21/
8" . Ball 5.00008.465 COND | 172" | 13/16" | 23/16" | — - - 21/4
2 500 Roller 5.00008.459 COND 3/4" 13/16" | 23/16" 172" 27/16" - 21/2

Note: Extended delivery item. Consult Factory.

Capacity up to 500 Ibs each - 5 SERIES - Round Grey Tread

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
\A{)higel Emﬁ Each | Bearing Number B(éarmg Less LHunth Bore |Length | TG1: Metal (g‘(’:ﬂggz)
' (Pounds) Or€ | Bearing | -6"9 TG2: Plastic
6" g 410 Ball 5.00006.565 COND 1/2" 13/16" | 27/16" - - - 15/8
Roller 5.00006.559 COND 3/4" 13/16" | 23/16" 1/2" 27/16" = 15/8
g" g 500 Ball 5.00008.565 COND 1/2" 13/16" | 23/16" - - - 21/4
Roller 5.00008.559 COND 3/4" 13/16" | 23/16" 1/2" 27/16" = 21/2
Note: Extended delivery item. Consult Factory.
IMPORTANT NOTICE

AS OIL IS INJURIOUS TO COMPOUNDS AND IMPAIRS THE ELECTRICAL CONDUCTIVITY OF THESE PRODUCTS, CONTACT WITH OIL SHOULD BE AVOIDED.
CONDUCTIVE CHARACTERISTICS OF THE TREAD COMPOUNDS MAY DECREASE WITH, AMONG OTHER THINGS, SERVICE AND CONTACT WITH LUBRICANTS, WAXES,
POLISHES AND CLEANING MATERIALS USED FOR FLOOR MAINTENANCE. SINCE COLSON HAS NO CONTROL OVER THESE CONDITIONS, NO WARRANTIES, EXPRESS
OR IMPLIED, OF EITHER MERCHANTABILITY, FITNESS OR OTHERWISE WITH RESPECT TO THE CONTINUING LEVEL OF CONDUCTIVITY OF THE PRODUCT, ARE MADE.
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Performa Rubber Handtruck Wheels

Genter Hub Design. Light weight, high performance handtruck
wheels that roll longer, quieter and smoother without marking floors.

The exclusive wheel design features: + Zerk fitting for wheel
bearing -Maximum rolling ease for greater maneuverability on the
job - Exclusive wheel tread material won’t pick up gravel or floor
debris + Performs better than a pneumatic tire...yet never goes
flat! - Maximum shock absorption for a cushion ride « Will not flat

Capacity up to 350 Ibs each - 4 SERIES - Flat Tread

spot...even underload! - Superior weather resistance and lower
temperature flexibility - High resistance to chemicals, acids, water
and steam.

Temperature range: -45°F to +180°F intermittent service (120°
continuous service).

Hardness: 55(5) Shore A Scale.

N

I SELECTIO

J.E
2
-

Black Tread Models Wheel Hub
Capacity Wheel Model | Specify . Bore | Length | Length | Thread Guard :
V\II)I::eI ‘T,J.fﬂﬁ Each | Bearing Number Bore |[Bearing| |oos | o5 | with | TG1: Metal (I"Aq':‘ﬂg:jl;)
. (Pounds) Code | Bore | pearing | Bearing |Bearing| TG2: Plastic
None 4.00008.486.2 None NA | 138" | 158" | 178" - 21/a
8" 11/2" 350 |Ball 4.00008.485.2 WB625 5/g" 13/g" 15/g" 17/g" - 21/4
Ball 4.00008.485.2 WB750 3/4" 13/g" 15/8" 17/g" = 21/a
Grey Tread Models
None  |4.00008.486 None | N/A | 13/8" | 158" | 17/g" - 21/4
8" 11/2" 350 |Ball 4.00008.485 WB625 5/8" 13/g" 15/g" 17/g" = 21/a
Ball 4.00008.485 WB750 3/4" 13/g" 15/g" 17/g" - 21/
Centered hub design.

Offset hub design. Light weight, high performance handtruck
wheels that roll longer, quieter and smoother without marking floors.

The exclusive wheel design features: - Zerk fitting for wheel
bearing -Maximum rolling ease for greater maneuverability on the
job - Exclusive wheel tread material won’t pick up gravel or floor
debris - Performs better than a pneumatic tire...yet never goes
flat! - Maximum shock absorption for a cushion ride - Will not flat

Consult factory for 500 Ibs capacity wheel.

Capacity up to 350 Ibs each - 5 SERIES - Round Tread

spot...even underload! - Superior weather resistance and lower
temperature flexibility - High resistance to chemicals, acids, water
and steam.

Temperature range: -45°F to +180°F intermittent service (120°
continuous service).

Hardness: 55(%5) Shore A Scale.

m Black Tread Models Wheel Hub
Capacity Wheel Model | Specify . Bore | Length | Length | Thread Guard .
V\g::el ng Each | Bearing Number Bore Bgarlng Less | Less | With | TG1: Metal (I"A(I)‘illgg;)
. (Pounds) Code O® | Bearing | Bearing |Bearing| TG2: Plastic
: None |5.00008.586.2 None | N/A | 138" 13/4" | N/A = 21/
Ball 5.00008.585.2 WB625 5/g" 13/g" 13/4" | 2" = 21/a
g Ball 5.00008.585.2 WB750 3/4" 13/g" 13/4" ] 2" = 21/4
2" 500
None 5.00008.596.2 None N/A 13/g" 2" 21/a" = 21/a
Ball 5.00008.595.2 WB625 | 5/8" | 13/8" 2" 214" = 21/
Ball 5.00008.595.2 WB750 | 3/a" | 13/g" 2 | 2V - 21/
Grey Tread Models
None  |5.00008.586 None | N/A | 198" 1378 | N/A = 21/
Ball 5.00008.585 WB625 5/g" 13/g" 13/4" 2" = 21/4
g Ball 5.00008.585 WB750 3/4" 13/g" 13/4" 2" = 21/4
2" 500
None 5.00008.596 None N/A 13/8" 2" 214" = 21/4
Ball 5.00008.595 WB625 5/g" 13/g" 2" 21/4" = 21/
Ball 5.00008.595 WB750 | 3/&" | 1%/ 2 | 208 = 21/
Offset hub design. 86



Pneumatic Rubber Wheels
Capacity up to 340 Ibs each - 4 SERIES

Full pneumatic tires, with separate inner tube, are protection in cushioning cargo against bumps and jolts.
mounted on heavy gauge wheel discs. These tires are Their shock-absorbing qualities are important in handling
similar to automotive types except that they are smaller. fragile items.

They require air inflation and are applicable when

Temperature range: -20°F to +160°F.
floor protection is a must. They also provide excellent

Capacity . Max. Tire .
Wheel - . Wheel Model Tread Bearing Hub Weight
. Tire Size Each Bearing Ply Pressure
Dia. (Pounds) Number Pattern Bore Length (PSI) (Pounds)
8" 2.80-2.50 x 4 300 Ball (Center Hub) 4.00008.93 Saw Tooth 5/8" 4" 4 50
2.80-2.50x 4 300 Ball (offset Hub) 4.00008.98 Saw Tooth 5/8" 214" 4 50
10" 410/3.00 x 4 340 Ball (Center Hub) | 4.00010.93 Saw Tooth 9/g" 4" 4 50
410/3.00 x 4 340 |Ball (offsetHub) | 4.00010.98 Saw Tooth 5/g" 28" | 4 50
12" | 410/3.50 x 6 350 Ball (0ffset Hub) 4.00012.93 Saw Tooth 5/8" 4" 4 50
Cushion & Hard Rubber
Capacity up to 100 Ibs each - 1 SERIES
Conventional-style rubber wheels. Provides good floor protection Temperature range: -20°F to +160°F.
and quiet operation.
Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
V\g::el Hmﬁ Each | Bearing Number Bgarmg Less LHUbh Bore | Length | TG1: Metal (g\(’:ﬂgg;)
: (Pounds) O  |Bearing | LeNgt TG2: Plastic
Soft Tread
5/4a" — 3 /a0l — = - 1
. 75 |Ball 10000245 /16 13/32 /8
2 e’ Hard Tread
5 /4@l _ 3 Jaolt _ — — 3
100 |Ball 100002.55 /16 13/32 /16
Rubber HI-TECH
Capacity up to 150 Ibs each - 2 SERIES
Thermoplastic cushion rubber tread bonded to rugged Temperature range: -45°F to +120°F.
polyolefin core.
Wheel Spanner Bushing
Wheel | Tread cl’;ﬁ:‘y Bearing Wh,fﬁ”r::’ 2! Bearing E::s; Hub Bore | Length TI_}r&a_deeL;::'d Weight
Dia. |Width Bore . | Length . plactic | (POUNds)
(Pounds) Bearing TG2: Plastic
3" | 114" 150 |Plain 2.00003.42 = 1/2" 17/16" 3/8" 11/2" = 3/8
QuickStart

Capacity up to 300 Ibs each - 2 SERIES

These silent Quickstart wheels feature maintenance free precision using industry standard 500 Ib weight. All models feature integral
bearings that require no lubrication. They are 18% easier push/pull  thead guards to protect axle from thread and dirt.

Wheel Spanner Bushing
Capacity Wheel Model . Bore .
Wheel | Tread ; Bearing Hub Bore | Length Weight
H . Each Bearing Number Less Thread Guard
Dia. |Width Tor) Bore*  |pearing | Length (Pounds)
4" | 11/4"| 250 |Prec. Ball 2.00004.655 3/8" = 112" - = Integral 3/4
5" | 11/4"| 300 |Prec. Ball 2.00005.655 3/8" = 112" - = Integral /8

*10mm bore models available for European wheel applications.
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These wheels are quiet in operation and absorb shock and
vibration. They help prolong equipment life and protect cargo.
Injection molded rubber is bonded to aluminum core. Well suited
to applications where a light-weight wheel is needed without loss

Moldon Rubber Aluminum Core Wheels
Capacity up to 1140 Ibs each - 6-8 SERIES

Temperature Range: -45°F to +160°F.

Hardness: 70(+5) Durometer Shore A scale.

Zerk Fitting: Zerk grease fitting in hub is standard

WHEEL OPTIONS

of load capacity. on7 &8 Series.
Wheel Spanner Bushing
Tread Capacity . Wheel Model Bearing Bore Hub Bore | Length Threa.d Guard Weight
Width Each Bearing Number B Less TG1: Metal (Pounds)
(Pounds) Ore  |Bearing | Length TG2: Plastic

Roller 6.00006.669 3/4" 13/16" | 23/4" 1/2" 3" = 312
212" 540 Delrin 7.00006.661 1" 115/16" | 31/4" 3/4" 31/2" = 51/4
Roller 7.00006.669 1" 115/16" | 31/4" 3/4" 31/2" = 51/4
3 680 Delrin 7.00006.671 1" 115/16" | 31/4" 3/4" 31/2" = 53/4
Roller 7.00006.679 1" 115/16" | 31/a" 3/4" 31/2" = 53/4

Roller 6.00008.669 3/4" 13/16" | 23/4" 1/2" 8" = 5
212" 670 Delrin 7.00008.661 1" 115/16" | 31/4" 3/4" 31/2" = 61/4
Roller 7.00008.669 1" 115/16" | 31/4" 3/4" 31/2" = 61/4
3 Delrin 7.00008.671 1" 115/16" | 31/4" 3/4" 31/2" = 71/4
840 Roller 7.00008.679 1" 115/16" | 31/4" 3/4" 31/2" = 71/4
Roller 8.00008.679 1174 | 115/16" | 31/4" 1" 39/16" = 714

Roller 6.00010.669 3/4" 13/16" | 23/4" 1/2" 8" = 7
212" 790 Delrin 7.00010.661 1" 115/16" | 31/4" 3/4" 31/2" = 81/2
Roller 7.00010.669 1" 115/16" | 31/4" 3/4" 31/2" = 81/2
g Delrin 7.00010.671 1" 115/16" | 31/4" 3/4" 31/2" = 91/2
1000 Roller 7.00010.679 1" 115/16" | 31/4" 3/4" 31/2" = 91/2
Roller 8.00010.679 1174 | 115/16" | 31/4" 1" 39/16" = 912

12" 3 | 1140 Delrin 7.00012.671 1" 115/16" | 31/a" 3/4" 31/2" = 13

Roller 7.00012.679 1" 115/16" | 31/4" 3/4" 31/2" = 13

Specify “WB29”

+ Delrin Bearing Less Bushing:
Specify “WB01B”

+ Metal cage roller bearing:

+ Roller Bearing less Bushing:

Specify “WB09B”

+ Roller bearing metal thrust
& retainer washers: Specify

IIWSR-' ”

+ Roller bearing sintered

iron step washers: Specify
“wsnz”

« Roller bearing sealed metal

retainer washer: Specify
“WSR3”
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Moldon Rubber Cast lron Core Wheels
Capacity up to 1140 Ibs each - 5-7 SERIES

Moldon rubber is bonded to cast iron core. These wheels are quiet
in operation and absorb shock and vibration. They help prolong

equipment life and protect cargo.
Temperature Range: -45°F to +160°F.

Hardness: 70(+5) Durometer Shore A scale.

on 7 Series.

Finish: Black painted cast iron wheel core.

Zerk Fitting: Zerk grease fitting in hub is standard

Wheel Spanner Bushing
Wheel | Tread | G320ty | o et ore! | Bearing | Fove | Hub | Bore |Length | 'micrcesa” | Weight
Dia. | Width Bore : Length . .| (Pounds)
(Pounds) Bearing TG2: Plastic
4" o 400 Delrin 5.00004.641.7 3/4" 13/16" | 23/16" 1/2" 27/16" = 43/
Roller 5.00004.649.7 3/4" 13/16" | 23/16" 172" 27/16" = 43/8
5" o 400 Delrin 5.00005.641.7 3/4" 13/16" | 23/16" 1/2" 27/16" = )
Roller 5.00005.649.7 3/4" 13/16" | 23/16" 1/2" 27/16" = 5!
o | 450 [Delin 5.00006.641.7 34" | 13/16" | 23/16" 172" | 27/18" - 55/
Roller 5.00006.649.7 3/4" 13/16" | 23/16" 172" 27/16" = 55/8
Roller 6.00006.669.7 3/4" 13/16" | 23/4" 172" 3" = 10
6" 21/2"| 540 Delrin 7.00006.661.7 1" 115/16" | 31/4" 3/4" 31/2" = 10
Roller 7.00006.669.7 1" 115/16" | 31/4" 3/4" 31/2" = 10
" Delrin 7.00006.671.7 1" 115/16" | 31/4" 3/4" 31/2" = 101/2
. Gl Roller 7.00006.679.7 1" 115/16" | 31/a" 3/4" 31/2" = 107/2
o 500 Delrin 5.00008.641.7 3/4" 13/16" | 23/16" 172" 27/16" = 91/
Roller 5.00008.649.7 3/4" 13/16" | 23/16" 1/2" 27/16" = 91/4
Roller 6.00008.669.7 3/4" 13/16" | 23/4" 172" & = 11
8" | 212" 670 [Delrin 7.00008.661.7 1" [ 115746 [ 314" 34" | 3 - 11
Roller 7.00008.669.7 1" 115/16" | 31/4" 3/4" 31/2" = 11
" Delrin 7.00008.671.7 1" 115/16" | 31/4" 3/4" 31/2" = 111/2
S 840 - - " - m
Roller 7.00008.679.7 1 115/16" | 31/4 3/4 31/2 - 1112
Roller 6.00010.669.7 3/4" 13/16" | 23/4" 172" 3" = 123/4
10" 2172"| 790 Delrin 7.00010.661.7 1" 115/16" | 31/4" 3/4" 31/2" = 123/4
Roller 7.00010.669.7 1" | 115/18" | 314" 34 | 312" - 123/4
3 1000 Delrin 7.00010.671.7 1" 115/16" | 31/4" 3/4" 31/2" = 13
Roller 7.00010.679.7 1" 115/16" | 31/a" 3/4" 31/2" = 13
21/2,, 950 Delrin 7.00012.661.7 1" 115/16" | 31/4" 3/4" 31/2" = 151/2
Roller 7.00012.669.7 1" 115/16" | 31/4" 3/4" 31/2" = 151/2
12" 3 1140 Delrin 7.00012.671.7 1" 115/16" | 31/4" 3/4" 31/2" = 16
Roller 7.00012.679.7 1" 115/16" | 31/a" 3/4" 31/2" = 16

WHEEL OPTIONS

- Delrin Bearing Less Bushing:
Specify “WB01B”

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

+ Metal cage roller bearing:

Specify “WB29”

« Torrington style with Hytrel

+ Roller Bearing less Bushing:

retainer (2" tread width):
Specify “WB19”

Specify “WB09B”

+ Roller bearing metal thrust

& retainer washers: Specify
“WSR1 ”

+ Roller bearing sintered iron step

washers: Specify “WSR2”

+ Roller bearing sealed metal retain-
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Polyurethane tread bonded to polyolefin
core. Tread is molded in, around and
through a ribbed extension of the core to
prevent debonding. Standard colors are
red tread on grey core. A very attractive,
all purpose wheel. Resistant to most

Wee/ Core

Moldon Polyurethane HI-TECH Wheels
Capacity up to 500 Ibs each *-1-2 SERIES

Temperature range: -45°F to +180°F.
Hardness: 55(+5) Durometer Shore D scale.

WHEEL OPTIONS

chemicals, solvents, water and acids.
Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
Tread : Bearing Hub . Weight
| . Each Bearing Number Less Bore | Length | TG1: Metal
Dia. | Width (Pounds) Bore Bearing Length TG2: Plastic (Pounds)
Delrin 2.00002.91 1/2" 29/32" | 17/16" 3/g" 11/2" 1/4
1/oM 10 .
21/2" | 174 430 Ball 2.00002.95 3/8" = 11/2" = = el e 1/4
3n 78" 100  |Delrin 1.00003.91 7/16" 5/8" 17/32" 5/16" | 17/e4" | TG1: 57852.03 1/3
11/4"| 200 [Plain 2.00003.92 = 112" | 17/16" 3/g" 11/2" = 3/8
Delrin 2.00003.91 1/2" 29/32" | 17/16" 3/8" 11/2" 38
1/oM 10 .
312" | 14 250 Ball 2.00003.95 3a = T2 — - TG1: 57854.01 Vs
7/g" 125  [Delrin 1.00004.91 /16" 5/g" 11/32" 5/16" | 17/e4" | TG1: 58081.05 1/2
4" 1o Delrin 2.00004.91 172" 29/32" | 176" 3/8" 11/2" ) 1/2
14 275 Ball 5 0000295 3/g" - 12 - = TG1: 57854.01 /2
g" 140  [Delrin 1.00005.91 7/16" 5/g" 11/32" 5/16" | 17/64" = 1/2
5" e | 300 Delrin 2.00005.91 1/2" 29/39" | 176" 3/g" 11/2" | TG1: 57866.03 3/4
/4 Ball 2.00005.95 3/8" = 112" = = TG2: 57852.43 3/a

- Delrin Bearing Less Bushing:
Specify “WB01B”

+ Thread Guards: Specify “TG1”

(metal), “TG2” (plastic)

Colson has two round tread polyurethane choices: (1) an industrial
strength polyurethane tread bonded to polyurethane core, or a
Red Solid Polyurethane.

Not recommended for conditions of continuous operation
such as tow-line, etc.

+ Custom colors to match your

equipment (consult factory)

Polyurethane Round Tread Wheels
Capacity up to 1500 Ibs each - 5 SERIES

Temperature range: -40°F to +180°F.

Hardness, Dual Durometer: Tread: 90(+5) Durometer
Shore A scale. Core 70(+5) Durometer Shore D scale.

Shore D scale.

Hardness, Solid Polyurethane: 70(+5) Durometer

(AU)

Dual Durometer Red Solid Polyurethane
(RU)

90

Wheel Spanner Bushing
Capacity Wheel Model . Bore .
Each | Bearing Number Bga:)l::g Less |, H"bm Bore | Length | Wheel Type (g‘ﬂﬂﬂi)
(Pounds) Bearing eng
1000  |Prec. Ball |5.00006.925AU 3/4" 19/16" | 23/16" 1/2" 27/16" | 90Tread/70D Core 15/8
1200 Prec. Ball |5.00006.925RU 3/4" 19/16" | 23/16" 172" 27/16" 70D Solid Red 15/8
1200  |Prec. Ball |5.00008.925AU 3/4" 19/16" | 23/16" 1/2" 27/16" | 90Tread/70D Core 21/2
1500 Prec. Ball |5.00008.925RU 3/4" 19/16" | 23/16" 172" 27/16" 70D Solid Red 21/2



Moldon Polyurethane HI-TECH Wheels
Capacity up to 1700 Ibs each - 3-7 SERIES

Not recommended for conditions of
continuous operation such as tow-line, etc.

Industrial strength polyurethane tread bonded to “ribbed”
polyolefin core. This design adds strength for loads
subjected to shock and hard impacts. Tread is molded

in, around and through a ribbed extension of the core to
prevent debonding. Standard colors are red tread on

grey core.

Temperature range: -45°F to +180°F.
Hardness: 55(+5) Durometer Shore D scale.

Wheel Core

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
Wheel | Tread Each Bearing Number Bearing Less Hub Bore | Length | TG1: Metal Weight
Dia. |Width Bore Length g (Pounds)
' (Pounds) Bearing | -¢"9 TG2: Plastic
Delrin 3.00003.901 3/4" 13/16" | 15/8" 3/g" 17/g" = 3/4
3" | 12| 300 Roller 3.00003.909 3/4" 13/16" | 15/8" 3/8" 17/g" = 1
Delrin 4.00003.911 3/4" 13/16" | 15/8" 1/2" 27/16" = 3/4
Roller 4.00003.919 3/4" 131" | 15/8" 1/2" 27/16" = 1
Delrin 3.00004.901 3/4" 13/16" | 15/8" 3/g" 17/g" = 1
12| 400 Roller 3.00004.909 3/4" 13/16" | 15/8" 3/8" 17/g" = 11/4
4" Delrin 4.00004.911 3/4" 13/16" | 15/8" 1/2" 27/16" T61: 57852.3 1
Roller 4.00004.919 3/4" 13/16" | 15/8" 1/2" 27/16" ) ) 11/4
o 600 Delrin 5.00004.921 3/4" 13/16" | 23/16" 1/2" 27/16" T61: 57852.3 11/4
Roller 5.00004.929 3/4" 13/16" | 23/16" 1/2" 27/16" ’ ' 11/2
Delrin 3.00005.901 3/4" 13/16" | 15/8" 3/8" 17/g" T61: 5785210 11/4
12| 500 Roller 3.00005.909 3/4" 13/16" | 15/8" 3/g" 17/g" ) ) 11/2
5" Delrin 4.00005.911 3/4" 13/16" | 15/8" 1/2" 27/16" T61: 5785211 11/4
Roller 4.00005.919 3/4" 13/16" | 15/8" 1/2" 27/16" ) ) 11/2
Delrin 5.00005.921 3/4" 13/16" | 23/16" 1/2" 27/16" 11/4
2" 750 TG1: 5785211 ———
Roller 5.00005.929 3/4" 13/16" | 23/16" 1/2" 27/16" 11/2
Delrin 3.00006.901 3/4" 13/16" | 15/8" 3/8" 17/g" TG1: 57852.08 11/2
12| 600 Roller 3.00006.909 3/4" 13/16" | 15/8" 3/8" 17/g" ) ) 13/4
6" Delrin 4.00006.911 3/4" 13/16" | 15/8" 1/2" 27/16" T61: 5200186 11/2
Roller 4.00006.919 3/4" 13/16" | 15/8" 1/2" 27/16" ) ' 13/4
o 900 Delrin 5.00006.921 3/4" 13/16" | 23/16" 1/2" 27/16" T61: 52001.36 15/8
Roller 5.00006.929 3/4" 13/16" | 23/16" 1/2" 27/16" ’ ' 17/8
Delrin 4.00008.911 3/4" 13/16" | 15/8" 1/2" 27/16" 21/4
112" 800 TG1:57852.05 ———
g" / Roller 4.00008.919 3/4" 13/16" | 15/8" 1/2" 27/16" 21/2
o 1000 Delrin 5.00008.921 3/4" 13/16" | 23/16" 1/2" 27/16" T61: 57852.04 2172
Roller 5.00008.929 3/4" 13/16" | 23/16" 1/2" 27/16" ’ ’ 23/4
10" | 212 | 1200 Delrin 7.00010.951 1" 115/16" | 31/4" 3/4" 31/2" = 6
Roller 7.00010.959 1" 115/16" | 31/4" 3/4" 31/2" = 61/4
12" | 3 1700 Delrin 7.00012.981 1" 115/16" | 31/4" 3/4" 31/2" = 7
Roller 7.00012.989 1" 115/16" | 31/4" 3/4" 31/2" = 712

WHEEL OPTIONS

- Delrin Bearing Less Bushing: + Metal cage roller bearing: + Roller bearing metal thrust + Thread Guards: Specify “TG1”
Specify “WB01B” Specify “WB29” & retainer washers: Specify (metal)

- 1-Piece Delrin Bearingwith ~ + Torrington style with Hytrel “WSR1” - Custom colors to match your
Bushing (2" tread width): retainer (2" tread width): - Roller bearing sintered iron step equipment (consult factory)
Specify “WB11” Specify “WB19” washers: Specify “WSR2”

+ 1-Piece Delrin Bearing less + Roller Bearing less Bushing: + Roller bearing sealed metal retain-

Bushing (2" tread width): Specify “WB09B” er washer: Specify “WSR3”

Specify “WB11B”
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Moldon Polyurethane Aluminum Core Wheels
Capacity up to 4800 Ibs each + 5-8 SERIES

A light-weight, ultra-durable wheel. It has a very high strength-to-  Finish: Aluminum.
weight ratio and is capable of long service under heavy loads. Red

polyurethane is permanently bonded to aluminum core. Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8

Series wheels.
Temperature range: -45°F to +180°F.

Hardness: 95(+5) Durometer Shore A scale.

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
V\g::el J\;ﬁﬁﬂ Each | Bearing Number B;armg Less LHUbth Bore |Length | TG1: Metal (I"A(Iﬁ:gg;)
: (Pounds) Or® | Bearing | “e"9 TG2: Plastic
12 | 600 Delrin 5.00004.911 3/4" 13/16" | 23/16" 12" 27/16" = 112
: 4" Roller 5.00004.919 3/4" 13/16" | 23/16" 12" 27/16" = 11/2
o 700 Delrin 5.00004.931 3/4" 13/16" | 23/16" 12" 27/16" = 23/8
Roller 5.00004.939 3/4" 13/16" | 23/16" 12" 27/16" = 23/8
Delrin 5.00005.931 3/4" 13/16" | 23/16" 12" 27/16" 238
5" 2" | 1000 TG1: 57866.01
Roller 5.00005.939 3/4" 13/16" | 23/16" 12" 27/16" 23/8
Delrin 5.00006.931 3/4" 13/16" | 23/16" 12" 27/16" 25/8
2" | 1200 TG1: 52001.86
Roller 5.00006.939 3/4" 13/16" | 23/16" 12" 27/16" 25/8
6" | 2%2"| 1600 |Roller 6.00006.969 3/4" 13/16" | 23/4" 12" 3" TG1: 57551.05 31/4
3 | 2000 Delrin 7.00006.971 1" 115/16" | 31/4" 3/4" 31/2" = 53/4
Roller 7.00006.979 1" 115/16" | 31/4" 3/a" 31/2" = 53/4
Delrin 5.00008.931 3/4" 13/16" | 23/16" 12" 27/16" 4/4
2" |1 TG1: 57852.2
500 Roller 5.00008.939 3/4" 13/16" | 23/16" 12" 27/16" G1: 5785220 4/4
8" | 2%2"| 1600 |Roller 6.00008.969 3/4" 13/16" | 23/4" 12" 3" = 5
Delrin 7.00008.971 1" 115/16" | 31/4" 3/4" 31/2" = 61/2
3" 2500  |Roller 7.00008.979 1" 115/16" | 31/4" 3/4" 31/2" = 61/2
Roller 8.00008.979 14" [ 115/16" | 31/a" 1" 31/2" = 67/2
Delrin 7.00010.971 1" 115/16" | 31/4" 3/4" 31/2" = 83/4
10" | 3" | 3000 |Roller 7.00010.979 1" 115/16" | 314" 3/4" 31/2" - 83/4
Roller 8.00010.979 114" | 115/16" | 31/4" 1" 31/2" = 83/4
4" | 4200  [Roller 8.00010.999 114" 271" | 414" 1" 49/16" = 131/2
Delrin 7.00012.971 1" 115/16" | 31/4" 3/4" 31/2" = 111/2
12" 3" | 3500 |Roller 7.00012.979 1" 115/16" | 31/4" 3/4" 31/2" = 111/2
Roller 8.00012.979 114" | 115/16" | 31/4" 1" 31/2" = 111/2
4" | 4800  [Roller 8.00012.999 114" 271" | 414" 1" 49/16" = 133/4
WHEEL OPTIONS
+ Delrin Bearing Less Bushing: ~ + Metal cage roller bearing: + Roller bearing metal thrust - Thread Guards: Specify “TG1”
Specify “WB01B” Specify “WB29” & retainer washers: Specify (metal)
- 1-Piece Delrin Bearing with + Torrington style with Hytrel “WSR1”
Bushing (2" tread width): retainer (2" tread width): + Roller bearing sintered iron step
Specify “WB11” Specify “WB19” washers: Specify “WSR2”
- 1-Piece Delrin Bearing less - Roller Bearing less Bushing: - Roller bearing sealed metal
Bushing (2" tread width): Specify “WB09B” retainer washer (except 8
Specify “WB11B” Series): Specify “WSR3”
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Moldon Polyurethane Cast lron Core Wheels
Capacity up to 5500 Ibs each + 5-7 SERIES

A strong, ultra-durable wheel. It has a very high strength-to-
weight ratio and is capable of long service under heavy loads.
Red polyurethane is bonded to cast iron core.

Temperature range: -45°F to +180°F.

Hardness: 95(+5) Durometer Shore A scale. Finish: Silver paint
(wheel core)

Wheel Spanner Bushing
i Wheel Model . Thr r b
Vg?:el Jvrﬁﬁﬂ caE';ac(;:ty Bearing If:mb:rd ° B;T)':gg Eg;: L:r:lbth Bore | Length T(?1a:dwfel;;|d (I‘,’:’)‘:"ggs)
(Pounds) Bearing g TG2: Plastic
av | o o0 |Detin 5.00004.941.7 34" | 136" | 23/16" 172" | 27/16" - 43/4
Roller 5.00004.949.7 34" | 136" | 23/16" 172" | 27/16" - 43/4
5" o 1000 Delrin 5.00005.941.7 3/4" 13/16" | 23/16" 12" 27/16" - )
Roller 5.00005.949.7 3/4" 13/16" | 23/16" 12" 27/16" - 5)
o | 1ogp  [RENin 5.00006.941.7 34" | 136" | 23/16" 172" | 27/16" - 55/8
Roller 5.00006.949.7 34" | 136" | 23/16" 172" | 27/16" - 55/8
Roller 6.00006.969.7 3/4" 13/16" 23/4" 12" 3" — 10
6" 21/2"| 1620 Delrin 7.00006.961.7 1" 115/16" | 31/4" 3/4" 312" - 10
Roller 7.00006.969.7 1" 115/16" | 31/4" 3/4" 312" — 10
g 2040 Delrin 7.00006.971.7 1" 115/16" | 31/4" 3/4" 312" - 107/2
Roller 7.00006.979.7 1" 115/16" | 31/4" 3/4" 312" — 107/2
o | 1500 [DENiN 5.00008.941.7 34" | 136" | 23/16" 172 | 27/16" - 91/s
Roller 5.00008.949.7 3/4" 13/16" | 23/16" 12" 27/16" - 91/4
8" 1700 Roller 6.00008.969.7 3/4" 13/16" 23/4" 12" 3" - 11
212" 2000 Delrin 7.00008.961.7 1" 115/16" | 31/4" 3/4" 312" - 11
Roller 7.00008.969.7 1" 115/16" | 31/4" 3/4" 312" - 1
g 2500 Delrin 7.00008.971.7 1" 115/16" | 31/4" 3/4" 312" — 111/2
Roller 7.00008.979.7 1" 115/16" | 31/4" 3/4" 312" - 111/2
10" 21/2., 2300 Delrin 7.00010.961.7 1" 115/16" | 31/4" 3/4" 312" - 123/4
Roller 7.00010.969.7 1" 115/16" | 31/4" 3/4" 312" - 123/
g 3000 Delrin 7.00010.971.7 1" 115/16" | 31/4" 3/4" 312" - 13
Roller 7.00010.979.7 1" 115/16" | 31/4" 3/4" 312" - 13
22 | 2700 Delrin 7.00012.961.7 1" 115/16" | 31/4" 3/4" 312" - 157/2
12" Roller 7.00012.969.7 1" 115/16" | 31/4" 3/4" 312" - 151/2
g 3500 Delrin 7.00012.971.7 1" 115/16" | 31/4" 3/4" 312" - 16
Roller 7.00012.979.7 1" 115/16" | 31/4" 3/4" 312" - 16

WHEEL OPTIONS

+ Delrin Bearing Less Bushing:
Specify “WB01B”

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

+ Metal cage roller bearing:

Specify “WB29”

+ Torrington style with Hytrel

retainer (2" tread width):
Specify “WB19”

+ Roller Bearing less Bushing:

Specify “WB09B”

- Roller bearing metal thrust

& retainer washers: Specify
“WSR1”

- Roller bearing sintered iron step

washers: Specify “WSR2”

+ Roller bearing sealed metal
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Brown nylon tread is molded in, around and through

slots in an aluminum wheel core. This mechanical

tread lock system helps prevent tread bond failures

under harsh operating conditions found in meat

packing and food processing industries. A nylon wheel

Moldon Nylon Aluminum Core Wheels
Capacity up to 1500 Ibs each -5 SERIES

preparations and animal and vegetable fats. (Note:
Nylon tread wheels bonded to a thermoplastic
wheel core are optionally available. Please consult

factory.)

Temperature range: -45°F to +180°F (If metal

ferecommanded for applications requiring a high - Pty : N | retainer washer used, temperature range is -45°
remstancg to water, (‘)I|S, gasollpe, grease ?nd certain Wheel Core Cut-a-Way to +250° F).
salt solutions. Nylon is also resistant to paints and .
lacquers, cosmetic preparations, detergents, aerosol Hardness: 70(+5) Durometer Shore D scale.
Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
\Ag::el Eﬁlatﬂ Each | Bearing Number Bgarmg Less | HUP | Bore | Length | TG1: Metal (I"A(')?.Ilg:};)
: (Pounds) Ore  |Bearing | Length TG2: Plastic
5" 2 | 1000 Delrin 5.00005.931.3 3/4" 13/16" | 23/16" 1/2" 27/16" 5785211 2
Roller 5.00005.939.3 3/4" 13/16" | 23/16" 172" 27/16" 5785211 2
6" o | 1200 Delrin 5.00006.931.3 3/4" 13/16" | 23/16" 1/2" 27/16" 52001.86 22/3
Roller 5.00006.939.3 3/4" 13/16" | 23/16" 1/2" 27/16" 52001.86 22/3
g" o | 1500 Delrin 5.00008.931.3 3/4" 13/16" | 23/16" 1/2" 27/16" 57852.04 32/3
Roller 5.00008.939.3 3/4" 13/16" | 23/16" 1/2" 27/16" 57852.04 32/3

WHEEL OPTIONS

- Delrin Bearing Less Bushing:
Specify “WB01B”

- 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

- 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

+ Metal cage roller bearing:

Specify “WB29”

+ Torrington style with Hytrel
retainer (2" tread width):

Specify “WB19”

- Roller Bearing less Bushing:

Specify “WB09B”

- Roller bearing metal thrust
& retainer washers: Specify

+ Roller bearing sintered iron step

(lwsR-l ”

washers: Specify “WSR2”
- Roller bearing sealed metal

retainer washer: Specify “WSR3”
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Endura Solid Elastomer Wheels
Capacity up to 1200 Ibs each -5 SERIES

When you need a wheel to roll easily under heavy loads, Colson
offers the perfect solution. Endura wheels out-perform most
conventional caster wheels on the market. The secret is Colson’s
solid “monoform” wheel construction. With this unique design,
wheel tread and core are molded as a single unit. This eliminates
wheel tread separation and bond failure.

Maximum durability. Colson’s exclusive solid elastomer
compound delivers greater durability than conventional metal,
rubber, plastic, polyurethane and phenolic wheels.

Outlasts competitors. Colson’s severe and comprehensive
test procedures prove Endura wheels outlast competitive solid
elastomer wheels by more than 50%! In fact, these new caster
wheels handle maximum loads with minimum tread wear— even
after extensive use.

Rolls, swivels easier. Colson test results show that Endura
wheels start rolling, keep rolling and swivel easier than our
best competitor.

Perfect for tow-lines. Even in continuous operation, these new
wheels produce extremely low heat build-up making them perfect
for tow-line applications (precision ball bearings required).

Performance advantages. Not only are Endura wheels strong
and easy rolling, but they resist most chemicals, oils, greases,
petroleum products and solvents. In addition, Endura non-marking
wheels offer excellent resistance to chipping, cracking and
flat-spotting. Superior impact strength and abrasion resistance
further enhance durability.

Chemical Resistance. Most chemicals, greases, oils and
solvents.

Temperature range: -45F° to +230°F.
Hardness: 63(+5) Shore D Scale.

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
V\g}:el Hﬁialg Each | Bearing Number B'éa"“g Less LHUblh Bore | Length | TG1: Metal (I‘,"(':;'gs;)
. (Pounds) ¢ |Bearing | Le"9 TG2: Plastic

Delrin 5.00004.831.EN 3/4" 13/16" | 23/16" 172" 27/16" 13/8
4" 2" 1000 Roller 5.00004.839.EN 3/4" 13/16" | 23/16" 172" 27/16" | TG1:57852.11 13/8
Prec. Ball* | 5.00004.835.EN = = 23/16" 172" 27/16" 13/8
Delrin 5.00005.831.EN 3/4" 13/16" | 23/16" 172" 27/16" 13/4
5" 2" 1000 Roller 5.00005.839.EN 3/4" 13/16" | 23/16" 172" 27/16" | TG1:52007.94 13/4
Prec. Ball* | 5.00005.835.EN = = 23/16" 172" 27/16" 13/4

Delrin 5.00006.831.EN 3/4" 13/16" | 23/16" 172" 27/16" 2

6" 2" 1100 Roller 5.00006.839.EN 3/4" 13/16" | 23/16" 172" 27/16" | TG1:57551.05 2

Prec. Ball* | 5.00006.835.EN = = 23/16" 172" 27/16" 2
Delrin 5.00008.831.EN 3/4" 13/16" | 23/16" 172" 27/16" 3114
8" 2" 1200 Roller 5.00008.839.EN 3/4" 13/16" | 23/16" 172" 27/16" | TG1:57551.05 3114
Prec. Ball* | 5.00008.835.EN = = 23/16" 172" 27/16" 31/

Spanner bushing included. Part number is 56525.02.

WHEEL OPTIONS

- Delrin Bearing Less Bushing:
Specify “WB01B”

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

- Metal cage roller bearing:

Specify “WB29”

+ Torrington style with Hytrel

retainer (2" tread width):
Specify “WB19”

+ Roller Bearing less Bushing:

Specify “WB09B”

- Roller bearing metal thrust
& retainer washers: Specify
“WSR1”

+ Roller bearing sintered iron step
washers: Specify “WSR2”

+ Roller bearing sealed metal
retainer washer: Specify “WSR3”
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Polyolefin Wheels
Capacity up to 500 Ibs each - 1-2 SERIES

Hard tread polyolefin wheel. Light weight and offers non- Temperature range: -45°F to +180°F.
marking floor protection. Resists hard impacts. Very light Hardness: 65(+5) Durometer Shore D scale.
in weight, yet impact strength is far superior to hard rubber

wheels. Offers superior resistance to most oils, chemicals,

grease, solvents and acids. For light and medium duty

applications. Standard color is black.

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
Wheel | Tread | “F. 0™ | Bearing Number Bearing | occ | Hub | pore | Length | TG1:Metal | Weight
Dia. | Width Bore Length 9 (Pounds)
- (Pounds) Bearing 9 TG2: Plastic
15/8"| 7g" 75  |Delrin 1.00001.52 5/16" 172" | 113" - - - 1/16
2" | 78" | 100 |Delin  |1.00002.52 56" | 12" | 1132 - - - 17
Delrin 2.00002.53 1/2" 29/30" 17/16" 3/8" 11/2" 1/4
1/oM 171 .
212" 1200 gy, 2.00002.55 38" | 2932 | 112" - — | TensTes I,
3" 78" | 125 [Delrin 1.00003.53 746" | 58" | 113" | 5/16" | 17/64" | TG1:57852.03 | /3
174" 200 Plain 2.00003.52 = 1/2" 17/16" 3/8" 11/2" = 3/8
Delrin 2.00003.53 1/2" 29/32" | 17/1g" 3/g" 11/2" 38
1/om| 11/, .
312" 14" | 250 Bal 2 00003.55 e | B | 172 - —1 TG1: 57854.01 T2
7/g" 135 Delrin 1.00004.53 /16" 5/8" 11/32" 5/16" 17/64" | TG1: 58081.05 1/2
4" Delrin | 2.00004.53 2" 29s | 17pe | 3 [ 1) 34
gt TG1: 57854.01
/) 25 gy 2.00004.55 380 | 293" | 112 = = 1
8 elrin ) : 16 8 32 16 64 = 2
78" | 145 [Derin _|1.00005.53 et | Sy | 1y | Sjte | 17/e” i
5" I Delrin 2.00005.53 1/2" 29/32" | 176" 3/8" 11/2" | TG1: 57866.03 1
/4 Ball 2.00005.55 3/8" 29/39" 112" = = TG2: 57852.43 1

WHEEL OPTIONS

+ Delrin Bearing Less Bushing: + Thread Guards: Specify “TG1”
Specify “WB01B” (metal), “TG2” (plastic)
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Polyolefin Wheels
Capacity up to 900 Ibs each - 3-5 SERIES

Designed for hard impacts and heavy loads. Injection molded Temperature range: -45°F to +180°F.

from an exclusive Colson polyolefin compound. Unique ribbed Hardness: 65(5) Durometer Shore D scale.
design adds strength. Very light in weight, yet impact strength is

far superior to hard rubber wheels. Offers superior resistance to

most oils, chemicals, grease, gasoline, cooking fats and acids.

Stain resistant, non-marking and zero water absorbing.

Wheel Spanner Bushing
Capaci Wheel Model . Bore Thread Guard .
V‘g}:?' Twr::ﬁﬂ E';chty Bearing Number Bg?)’r':g Less Ltl::bth Bore | Length | TG1: Metal (%ﬂgm)
(Pounds) Bearing g TG2: Plastic
Delrin 3.00003.801 3/4" 13/16" | 15/8" 3/8" 17/g" 1/2
Plain 3.00003.802 = 3/4" 15/g" 3/g" 17/8" | TG1: 52250.62 12
3" | 1920|300 Roller 3.00003.809 3/4" 13/16" | 15/8" 3/8" 17/8" 1/2
Delrin 4.00003.811 3/4" 13/16" | 15/8" 1/2" 27/16" 1/2 '
Plain 4.00003.812 - 3/4" 15/8" 1/2" 27/16" | TG1:57852.12 1/2
Roller 4.00003.819 3/4" 13/16" | 15/8" 1/2" 27/16" 1/2
Delrin 3.00004.801 3/4" 13/16" | 15/8" 3/8" 17/g" 3/4
Plain 3.00004.802 = 3/4" 15/8" 3/8" 17/8" | TG1: 57852.06 3/4 g
112" 375 Roller 3.00004.809 3/4" 13/16" | 15/8" 3/8" 17/8" 3/4
Delrin 4.00004.811 3/4" 13/16" | 15/8" 172" 27/16" 3/4
4" Plain 4.00004.812 - 3/4" 15/g" 1/2" 27/16" | TG1: 57852.07 3/4 m
Roller 4.00004.819 3/4" 13/16" | 15/8" 1/2" 27/16" 3/a
Delrin 5.00004.831 3/4" 13/16" | 23/16" 1/2" 27/16" 3/4 F
2" 500 |[Plain 5.00004.832 = 3/4" 23/16" 1/2" 27/16" | TG1: 57852.07 3/4
Roller 5.00004.839 3/4" 13/16" | 23/16" 1/2" 27/16" 3/4
Delrin 3.00005.801 3/4" 13/16" | 15/8" 3/8" 17/8" 3/4
Plain 3.00005.802 - 3/4" 15/8" 3/8" 17/g" TG1: 57866 3/a
112" 450 Roller 3.00005.809 3/4" 13/16" | 15/8" 3/8" 17/g" 3/a :
Delrin 4.00005.811 3/4" 13/16" | 15/8" 1/2" 27/16" 3/4 -
5n Plain 4.00005.812 = 3/4" 15/g" 1/2" 27/16" | TG1: 57866.01 3/4 m
Roller 4.00005.819 3/4" 13/16" | 15/8" 1/2" 27/16" 3/4
Delrin 5.00005.831 3/4" 13/16" | 23/16" 1/2" 27/16" 1 h
2" 650 |Plain 5.00005.832 - 3/4" 23/16" 1/2" 27/16" | TG1: 57866.01 1
Roller 5.00005.839 3/4" 13/16" | 23/16" 1/2" 27/16" 1 m
Delrin 3.00006.801 3/4" 13/16" | 15/8" 3/8" 17/g" 1
Plain 3.00006.802 = 3/4" 15/g" 3/g" 17/8" | TG1: 52250.56 1 ;
112" 500 Roller 3.00006.809 3/4" 13/16" | 15/8" 3/g" 17/8" 1
Delrin 4.00006.811 3/4" 13/16" | 15/8" 172" 27/16" 1 4
6" Plain 4.00006.812 - 3/4" 15/g" 1/2" 27/16" | TG1: 57551.05 1
Roller 4.00006.819 3/4" 13/16" | 15/8" 1/2" 27/16" 1 ﬂ
Delrin 5.00006.831 3/4" 13/16" | 23/16" 1/2" 27/16" 11/4
2" 700  |[Plain 5.00006.832 = 3/4" 23/16" 1/2" 27/16" | TG1: 57551.05 11/ \
Roller 5.00006.839 3/4" 13/16" | 23/16" 1/2" 27/16" 11/4 \
Delrin 4.00008.811 3/4" 13/16" | 15/8" 172" 27/16" 1 :
172" 600 |Plain 4.00008.812 - 3/4" 15/g" 1/2" 27/16" - 1 !
g" Roller 4.00008.819 3/4" 13/16" | 15/8" 1/2" 27/16" 1
Delrin 5.00008.831 3/4" 13/16" | 23/16" 1/2" 27/16" 11/2
2" 900 |[Plain 5.00008.832 = 3/4" 23/16" 1/2" 27/16" | TG1: 57852.20 11/2
Roller 5.00008.839 3/4" 13/16" | 23/16" 1/2" 27/16" 11/2
WHEEL OPTIONS
- Delrin Bearing Less Bushing: ~ + Metal cage roller bearing: + Roller bearing metal thrust
Specify “WB01B” Specify “WB29” & retainer washers: Specify
- 1-Piece Delrin Bearing with - Torrington style with Hytrel “WSR1”
Bushing (2" tread width): retainer (2" tread width): + Roller bearing sintered iron step
Specify “WB11” Specify “WB19” washers: Specify “WSR2”
- 1-Piece Delrin Bearing less + Roller Bearing less Bushing: + Roller bearing sealed metal
Bushing (2" tread width): Specify “WB09B” retainer washer: Specify “WSR3”
Specify “WB11B”
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Maxim" Wheels
Capacity up to 1400 Ibs each - 3-5 SERIES

Colson Maxim Wheels feature an exclusive, ultra-tough
thermoplastic compound that resists hard impacts and drop-
shocks. The wheel is impervious to most chemicals, solvents,
salts, gases, alkalines and steam cleaning and does not absorb
water. When compared to other hard tread wheels, Maxim wheels
require less force to roll and swivel. It is ideal for many industrial

and institutional applications and is NSF listed for the food
service industry. The wheel is non-marking.

Temperature range: -45°F to +180°F (normal). To +350°F if you

Hardness: 85(+5) Durometer Shore D scale.

specify a bronze or roller bearing with mid-temp grease.

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
Whcel \:Irﬁlatg Each |Bearings* Number Bgarmg Less LHUbh Bore | Length | TG1: Metal (g\gﬂgg;)
(Pounds) O | Bearing | LeNOt TG2: Plastic
Delrin 5.00003.531 3/4" 13/16" | 23/16" 12" | 27/16" = 5/8
31/5" 2" 700  |Roller 5.00003.539 34" | 13/16" | 23/16" 172" | 271" - 5/8
1172 600 Delrin 3.00004.501 3/4" | 13/16" | 158" 3/g" 17/8" = /s
Roller 3.00004.509 3/4" 13/16" | 158" 38" 17/8" = /8
1172|600 Delrin 4.00004.511 3/4" 13/16" | 15/8" 1/2" 27/16" = I8
Roller 4.00004.519 3/4" 13/16" | 198" 12" | 27/16" = /8
on 800 Delrin 5.00004.531 3/4" 13/16" | 23/16" 1/2" 27/16" = 1
Roller 5.00004.539 3/4" 13/16" | 23/16" 1/2" 27/16" = 1
o 1000 Delrin 5.00005.531 3/4" 13/16" | 23/16" 1/2" 27/16" | TG1: 57852.45 11/4
Roller 5.00005.539 3/4" 13/16" | 23/16" 1/2" 27/16" | TG1:57852.45 11/4
on 1200 Delrin 5.00006.531 3/4" 13/16" | 23/16" 1/2" 27/16" | TG1: 57852.46 112
Roller 5.00006.539 3/4" 13/16" | 23/16" 1/2" 27/16" | TG1:57852.46 11/2
on 1400 Delrin 5.00008.531 3/4" 13/16" | 23/16" 1/2" 27/16" = 2
Roller 5.00008.539 3/4" 13/16" | 23/16" 1/2" 27/16" = 2
Bronze bearings available, change last digit to “4”.
WHEEL OPTIONS
- Delrin Bearing Less Bushing: -+ Torrington style with Hytrel + Roller bearing sealed metal

Specify “WB01B”
+ 1-Piece Delrin Beal

Specify “WB11”

Specify “WB11B”

ring with

Bushing (2" tread width):

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):

« Roller Bearing less Bushing:

+ Roller bearing metal thrust
& retainer washers: Specify

retainer (2" tread width):

Specify “WB19”

Specify “WB09B”

“WSR1 ”

retainer washer: Specify “WSR3”
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Thermo Wheels
Capacity up to 1000 Ibs each - 2-5 SERIES

Thermo wheels feature a standard operating temperature range
from -70°F (continuous service) to +525°F (intermittent service,
475°F continuous service). These are molded from an exclusive

engineered resin compound that offers non-marking floor

protection, near zero water absorption, high load capacities and

long service life.

A special manufacturing process enables these wheels to

retain a consistent bearing bore even when exposed to elevated

temperatures.

Furthermore, Thermo wheels are 100% recyclable, and they are
highly resistant to animal fats, vegetable oils and salt solutions.

The life expectancy of Thermo wheels is three times longer
than high-temp phenolic wheels, and they offer an equal load
capacity. Unlike high-temp phenolic wheels, Colson Thermo

wheels have no outer skin that can break and absorb water or

other fluids.

Temperature range: -70°F to +525°F intermittent service,
(+480° continuous service).

Hardness: 85(x5) Durometer Shore D scale.

Wheel Spanner Bushing
Wheel | Tread caE’;‘::‘;"ty Bearing w",f:,'n"lf:rde' Bearing Eg;g Hub | Bore | Length T'}Ea.dwi‘::[d Weight
Dia. |Width Bore : | Length . Plactic | (POUNS)
(Pounds) Bearing TG2: Plastic
Plain 4.00003.812 HT = 3/4" 13/4" 1/2" 27/16" = 1/2
3" | 11/2"| 600 |LessBearing.|4.00003.816 HT = 13/16" | 19/8" = = = 1/2
Roller 4.00003.819 HT 340 [ 13/16" | 158" 2" | 271" - 12
31/2"| 14" 700 [Plain 2.00003.52 HT - 12" | 176" | 380 | 1172 - 3/g
11/4" 700 Plain 2.00004.52 HT - 1/2" 17/16" 3/8" 11/2" = 3/4
Plain 4.00004.812 HT = 3/4" 13/4" 1/2" 27/16" = 3/4
11/2" | 700  |Less Bearing.| 4.00004.816 HT = 13/16" | 19/8" = = = 3/4
4" Roller 4.00004.819 HT 3/4" 13/16" | 198" 1/2" 27/16" = 3/4
Plain 5.00004.832 HT - 340 | 233" 12" | 276" - 3/4
2" 800 |LessBearing.|5.00004.836 HT = 13/16" | 23/16" = = = 3/4
Roller 5.00004.839 HT 340 | 13/16" | 23/16" 20 | 27" - 3/4
11/4" 800 Plain 2.00005.52 HT = 1/2" 17/16" 3/g" 11/2" = 1
Plain 4.00005.812 HT = 3/4" 13/4" 1/2" 27/16" = 3/4
11/2" | 800 |LessBearing.| 4.00005.816 HT = 13/16" | 19/8" = = = 3/4
5" Roller 4,00005.819 HT 34 [ 13/16" | 158" 172" | 271" - 3/4
Plain 5.00005.832 HT — 3/4" 23/g" 1/2" 27/16" = 1
2" 1000 Less Bearing | 5.00005.836 HT — 13/16" | 23/16" - — = 1
Roller 5.00005.839 HT 3/4" 13/16" | 23/16" 172" 27/16" = 1
Plain 5.00006.832 HT = 3/4" 23/g" 1/2" 27/16" = 12/3
6" | 2 1100 [Less Bearing | 5.00006.836 HT - 13/16" | 23/16" - - - 12/3
Roller 5.00006.839 HT 3/4" 13/16" | 23/16" 12" 27/16" = 12/3
Bronze bearings available, change last digit to “4”.
ThermoTECH"® Wheels

Colson ThermoTech Wheels feature a rubber tread that can

take the heat. They are quiet and non-marking for superior floor
protection. The rubber tread is an advanced technology rubber

compound bonded to an aluminum core.

Temperature range: -45°F to +525°F intermittent service,
(+490° continuous service).

Hardness: 75(+5) Durometer Shore A scale.

Wheel Spanner Bushing
Wheel | Tread c"E';ac‘::tV Bearing W",flfm:r"e' Bearing Eg;‘; Hub | Bore |Length T'}[;a.dwf;:[d Weight
Dia. | Width Bore . | Length . Plactic | (POUNS)
(Pounds) Bearing TG2: Plastic
4" | 11/4"| 250 |Teflon 2.00004.613H 1/2" N/A | 15/16" 1/2" 11/2" = 3/a
5" | 11/4"| 250 |Teflon 2.00005.613H 1/2" N/A | 15/16" 1/2" 11/2" = 3/a
6" | 11/4"| 250 |Teflon 2.00006.613H 1/2" N/A | 15/16" 3/8" 11/2" = 3/a
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Phenolic Wheels
Capacity up to 800 Ibs each - 2-4 SERIES

Phenolic resin wheels filled with macerated fabric. Quieter Temperature range: -45°F to +180°F. If metal washers
than steel or aluminum, provides superior floor protection. specified: -45F° to +250°F (Roller and Ball bearings only).
Resistant to hard impacts and most chemicals and steam. Hardness: 90 (+5) Shore D Scale.

Standard color is black.

Wheel Spanner Bushing
Capaci Wheel Model . Bore Thread Guard .
Dia. Esjatg E';chty Bearing Number B%%rrl:g Less L:l:lbth Bore | Length | TG1:Metal (I‘,"(')‘;'EL‘;)
(Pounds) Bearing g TG2: Plastic
21/2" [ 17/16"| 300 |Roller 2.00002.319 58" | 11/18" | 112" 38" | 117/3p" - 5/8
115/32"| 350  |Roller 2.00003.309 5/8" 11/16" | 112" 3/8" | 117/32" - 3/4
Delrin 3.00003.301 3/4" 13/16" | 15/8" 3/8" 17/g" - 1
Ball 3.00003.305 3/8" = 17/g" = = = 1
3" 11/2" 500 Roller 3.00003.309 3/4" 13/16" | 198" 3/8" 17/8" = 1
Delrin 4.00003.311 3/4" 13/16" | 19/8" 1/2" 27/16" = /8
Ball 4.00003.315 1/2" = 17/8" = = = /8
Roller 4.00003.319 3/4" 13/16" | 19/8" 1/2" 27/16" - I8
Delrin 3.00004.301 3/4" 13/16" | 158" 3/8" 17/g" 1
Ball 3.00004.305 3/8" = 17/g" = = TG1: 57852.10 1
4" | 11 600 Roller 3.00004.309 3/4" 13/16" | 19/8" 3/8" 17/8" 1
Delrin 4.00004.311 3/4" 13/16" | 19/8" 1/2" 27/16" 11/8
Ball 4.00004.315 1/2" — 17/g" - - TG1: 57852.11 11/8
Roller 4.00004.319 3/4" 13/16" | 19/8" 1/2" 27/16" 11/8
Delrin 3.00005.301 3/4" 13/16" | 158" 3/8" 17/g" 1
Ball 3.00005.305 3/8" = 17/g" = = TG1: 57852.08 1
5" | 112" 600 Roller 3.00005.309 3/4" 13/16" | 198" 3/8" 17/8" 1
Delrin 4.00005.311 3/4" 13/16" | 198" 1/2" 27/16" 11/2
Ball 4.00005.315 1/2" — 17/g" - - TG1: 52001.86 11/2
Roller 4.00005.319 3/4" 13/16" | 19/8" 1/2" 27/16" 11/2
Delrin 3.00006.301 3/4" 13/16" | 158" 3/8" 17/g" 13/4
Ball 3.00006.305 3/8" - 17/8" - = TG1: 52250.56 13/4
6" | 112" 800 Roller 3.00006.309 3/4" 13/16" | 198" 3/8" 17/8" 13/4
Delrin 4.00006.311 3/4" 13/16" | 198" 1/2" 27/16" 2
Ball 4.00006.315 1/2" - 17/8" - - TG1: 57551.05 2
Roller 4.00006.319 3/4" 13/16" | 19/8" 1/2" 27/16" 2
WHEEL OPTIONS
- Delrin Bearing Less Bushing: ~ + Metal cage roller bearing: + Roller bearing sintered iron step
Specify “WB01B” Specify “WB29” washers: Specify “WSR2”
- 1-Piece Delrin Bearing with + Roller Bearing less Bushing: « Roller bearing sealed metal
Bushing (2" tread width): Specify “WB09B” retainer washer: Specify
Specify “WB11” “WSR3”

+ Roller bearing metal thrust
& retainer washers: Specify
“WSR1”
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Phenolic Wheels
Capacity up to 4000 Ibs each - 5-8 SERIES

Phenolic resin wheels filled with macerated fabric. Quieter Temperature range: -45°F to +180°F. If metal washers
than steel or aluminum, provides superior floor protection. specified: -45F° to +250°F (Roller and Ball bearings only).
Resistant to hard impacts and most chemicals and steam. Hardness: 90 (+5) Shore D Scale.

Standard color is black.

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
V\g::el ‘TA;';:‘:::I‘ Each | Bearing Number Bgan:g Less LHUbth Bore | Length | TG1: Metal (g\ﬁ'gg;)
: (Pounds) or Bearing eng TG2: Plastic
3| o 200 Delrin 5.00003.331 3/4:: 13/16:: 23/16:: :/2:: 27/16:: = 1:/8
Roller 5.00003.339 3/4 13/16" | 23/16 /2 27/16 = 11/8
0 " Delrin 5.00004.331 3/4" 13/16" | 23/16" 1/2" 27/16" ) 11/2
4 e S8 Roller 5.00004.339 3/4" 13/16" | 23/16" 2" | 27/16" IERIR =20 11/2
" . Delrin 5.00005.331 3/4" 13/16" | 23/16" 172" 27/16" ) 21/8
i 2 [EC Roller 5.00005.339 3/4" 13/16" | 23/16" 172" 27/16" a3 TR 21/8
- Delrin 5.00006.331 3/4" 13/16" | 23/16" 12" | 27/16" ) 3 |I n
2 200 Roller 5.00006.339 3/4" 13/16" | 23/16" /2" | 27/16" VBSOS 3
Roller 6.00006.369 3/4" 13/16" | 23/4" 1/2" 3" = 33/4
6" | 212" | 1600 Delrin 7.00006.361 1:: 115/16:: 31/4:: 3/4:: 31/2:: — 41/2
Roller 7.00006.369 1 115/16 31/4 3/4 31/2 = 41/2
Roller __|8.00006.369 1@ |16/ | sy | 1" | 3y2 = 42 P
3 | 2000 Delrin 7.00006.371 1" 115/16" | 31/4" 3/4" 31/2" = 5
Roller 7.00006.379 1" 115/16" | 3/4" 3/4" 31/2" = 5
" Delrin 5.00008.331 3/4" 13/16" | 23/16" 1/2" 27/16" ) 43{4
2| 9 Teoler [5.00008.339 3a | 136 | 238 | o | ot | 1009789205 Ty y
1600 Roller 6.00008.369 3/4" 13/16" 23/4" 1/2" ol = 43/4
8" | o1y Delrin 7.00008.361 1" 115/16" | 31/4" 3/1" 31/2" = 51/2 i
/2 2000  (Roller 7.00008.369 1" 115/16" | 314" 3/4" 31/2" = 51/2
Roller 8.00008.369 /4" | 115/16" | 314" 1" 31/2" = 51/2
3 2500 Delrin 7.00008.371 1" 115/16" | 31/4" 3/4" 31/2" — 6
Roller 7.00008.379 1" (11846 | 314" 34" | 312 - 6
1600 Roller 6.00010.369 3/4" 13/16" 23/4" 1/2" Sh = 73/4 m
o1/ Delrin 7.00010.361 1" 115/16" | 314" /4" | 312" = 81/4 .
/2 2500  (Roller 7.00010.369 1" 115/16" | 31/4" 3/4" 31/2" = 81/4
10" Roller 8.00010.369 114" | 115/16" | 314" 1" 31/2" = 81/4 :
Delrin 7.00010.371 1" 115/16" | 31/4" 3/4" 31/2" — 91/2 -
3" 2900  |Roller 7.00010.379 1" 115/16" | 31/4" 3/4" 31/2" = 91/2
Roller 8.00010.379 14" | 115/16" | 314" 1" 31/2" = 91/2
Delrin 7.00012.371 1" 115/16" | 314" /4" | 312" - 121/2 §
3" | 3500 [Roller 7.00012.379 1" 115/16" | 31/4" 3/4" 31/2" = 121/2 |
12" Roller 8.00012.379 114" | 115/16" | 31/4" 1" 31/2" = 121/2
31/2" 4000 Roller 8.00012.389 14" 27/16" 41/4" 1" 49/16" - 181/2 g
WHEEL OPTIONS
+ Delrin Bearing Less Bushing: ~ « Torrington style with Hytrel + Roller bearing metal thrust
Specify “WB01B” retainer (2" tread width): & retainer washers: Specify
- 1-Piece Delrin Bearing with Specify “WB19” “WSR1”
Bushing (2" tread width): * Roller Bearing less Bushing: - Roller bearing sealed metal
Specify “WB11” Specify “WB09B” retainer washer: Specify “WSR3”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”
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Cast lron Wheels
Capacity up to 600 Ibs each - 2-4 SERIES

Should be specified when excessive load weights are involved
and floor protection is not a factor. High strength to withstand
sharp impacts. They should not be used if noise is of major
concern or if loads are fragile.

Temperature range: -45°F to +180°F. If metal washers
specified: -45°F to + 500°F (Roller, Ball and Sleeve
bearings only).

Finish: Green alkyd enamel.

Note: Some cast iron models have solid cores depending on wheel diameter. Consult factory.

WHEEL OPTIONS

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
“g::d m‘;ﬁ Each | Bearing Number Bgarmg Less LHUbh Bore |Length | TG1: Metal (x\(’)‘ﬂggg)
. (Pounds) O | Bearing | LeNOt TG2: Plastic
27/16"| 11/4"| 200 [Sleeve  |2.0000212 5/g" - |17z | 378 | 112" | TG1:57854.01 | 3/a
114" | 200 |Sleeve  |2.0000314 5/g" — | | 3 | A1 = 11/4
Delrin 3.00003.101 3/4" 13/16 15/8" 3/8" 17/8" T64: 52250.62 23/8
gn | 41 425 Roller 3.00003.109 3/4" 13/16 15/8" 3/8" 17/g" ’ ) 23/8
J: Delin | 4.00003:111 34 | 13716 | 158" 2 [ oe 1o 233
Roller  [4.00003119 34 | 1306 [ 157" 120 | 276" e 2%/
31" | 114" | 300 [Sleeve  |2.0000312 5/g" - gz | 3 | 11 - 112
11/4" 300 Sleeve 2.00004.12 5/g" - 115/32" 3/8" 11/2" - 2
Delrin 3.00004.101 3/4" 13/16 | 158" 3/8" 178" = 21/2
4" 117" 500 Roller 3.00004.109 3/4" 13/16 15/8" 3/8" 178" - 21/2
/2 Delrin | 4.00004.111 340 | 1346 | 158" 2 | 276" 161 5200794 233
Roller  [4.00004.119 3 | 1346 | 158" 120 | 271" : 2 2y
11/4" 300 Sleeve 2.00005.12 5/g" - 115/32" 3/8" 112" | TG1: 57551.02 21/4
Delrin 3.00005.101 3/4" 13/16 15/8" 3/8" 17/8" TG4 52250.56 31/4
5" 117" 600 Roller 3.00005.109 3/4" 13/16 15/8" 3/8" 17/8" ) ) 31/4
/2 Delrin 4.00005.111 3/4" 13/16 15/8" 1/2" 27/16" T61: 57551.05 31/a
Roller 4.00005119 3/4" 13/16 15/8" 1/2" 27/16" ’ T 31/4
Delrin___|3.00006.101 S | 1% | 158 | yys | 17" _ 4
6" | 11/ 600 Roller 3.00006.109 3/4" 13/16 15/8" 3/8" 17/8" e Bfse 4
/2 Delrin | 4.00006.111 380 | 1346 | 158" I P72 T S 4
Roller 4.00006.119 3/4" 13/16 15/8" 1/2" 27/16" ’ T4

Specify “WB01B”

+ Delrin Bearing Less Bushing:

+ Roller Bearing less Bushing:
Specify “WB09B”

- Roller bearing metal thrust
& retainer washers: Specify

“WSR1”

- Roller bearing sealed metal
retainer washer: Specify

“WSR3”
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Cast lron Wheels

Capacity up to 4000 Ibs each + 5-8 SERIES

Should be specified when excessive load weights are involved Temperature range: -45°F to +180°F. If metal washers
and floor protection is not a factor. High strength to withstand specified: -45°F to + 500°F (Roller, Ball & Sleeve bearings only).
sharp impacts. They should not be used if noise is of major Finish: Green alkyd enamel.

concern or if loads are fragile.

Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8

Series wheels.
Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
“:Jhi:el Jvrﬁﬁg Each | Bearing Number B;armg Less LHubh Bore |Length | TG1: Metal (%‘ﬂgg;)
: (Pounds) Or€ | Bearing | L€"9t TG2: Plastic
. Delrin 5.00004.131 3/4" 13/16" | 23/16" 172" 27/16" ; 35/8
gv [ 2 [ 190 TRoler [5.00004139 30 | 138 | 236" | /2 | oer | 100200794 a5
4" 4000  |Roller 7.00004.199 174" | 115/16" | 47/4" 1" 49/16" = 912
" Delrin 5.00005.131 3/4" 13/16" | 23/16" 1/2" 27/16" ) 51/
4 15D Roller 5.00005.139 3/4" 13/16" | 23/16" 1/2" 27/16" Cele e s 51/8
5" Delrin 7.00005.161 1" 115/16" | 31/4" 3/4" 31/2" = 81/2
212" | 2000  |Roller 7.00005.169 1" 115/16" | 31/4" 3/4" 31/2" = 81/2
Roller 8.00005.169 11/4" | 115/16" | 31/4" 1" 31/2" = 81/2
o 1500 Delrin 5.00006.131 3/4" 13/16" | 23/16" 1/2" 27/16" = 53/4
Roller 5.00006.139 3/4" 13/16" | 23/16" 1/2" 27/16" = 53/4
6" 1600  |[Roller 6.00006.169 3/4" 13/16" | 23/4" 1/2" 3" = 9
ol Delrin 7.00006.161 1" 115/16" | 31/4" 3/4" 31/2" = 103/4
/2 2500  |Roller 7.00006.169 1" 115/16" | 31/4" 3/4" 31/2" = 103/4
Roller 8.00006.169 11/4" | 115/16" | 31/4" 1" 31/2" = 103/4
o 1500 Delrin 5.00008.131 3/4" 13/16" | 23/16" 1/2" 27/16" = 81/2
Roller 5.00008.139 3/4" 13/16" | 23/16" 1/2" 27/16" = 81/2
g" 2'/2" | 1600 |Roller 6.00008.169 3/4" 13/16" | 23/4" 1/2" 3 = 13
Delrin 7.00008171 1" 115/16" | 31/4" 3/4" 312" = 171/4
3" 2500  |Roller 7.00008179 1" 115/16" | 31/4" 3/4" 31/2" = 171/4
Roller 8.00008179 114" | 2776" | 31/4" 1" 39/16" = 171/2
Roller 6.00010.169 3/4" 13/16" | 23/4" 3/8" 3" = 18
212" | 1600 [Delrin 7.00010.161 1" 115/16" | 31/a" 3/4" 31/2" = 18
10" Roller 7.00010.169 1" 115/16" | 31/4" 3/4" 31/2" = 18
2500 |Delrin 7000104171 1" 115/16" | 31/4" 3/4" 312" = 201/2
3" 3000 Roller 7.00010.179 1" 115/16" | 31/4" 3/4" 31/2" = 201/2
Roller 8.00010.179 11/4" | 115/16" | 31/4" 1" 312" = 201/2
2500 |Delrin 700012171 1" 115/16" | 31/4" 3/4" 312" - 231/2
12" | 3" 3000 Roller 7.00012.179 1" 115/16" | 31/a" 3/4" 31/2" = 231/2
Roller 8.00012.179 11/4" | 115/16" | 31/a" 1" 31/2" = 231/2
WHEEL OPTIONS
+ Delrin Bearing Less Bushing: ~ « Torrington style with Hytrel + Roller bearing sealed metal
Specify “WB01B” retainer (2" tread width): retainer washer: Specify “WSR3”
- 1-Piece Delrin Bearing with Specify “WB19”
Bushing (2" tread width): - Roller Bearing less Bushing:
Specify “WB11” Specify “WB09B”
+ 1-Piece Delrin Bearing less + Roller bearing metal thrust
Bushing (2" tread width): & retainer washers: Specify
Specify “WB11B” “WSR1”
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Forged Steel Wheels
Capacity up to 4500 Ibs each + 5-8 SERIES

For exceptionally heavy duty service where floor protection
is not a factor. Forged steel wheels have almost unbreakable

construction, great wear resistance and take shock impacts very

Temperature range: -45°F to +180°F. If metal washers

specified: -45°F to + 500°F (Roller bearings only).
Finish: Green alkyd enamel.

well in power drawn service. They should not be used if noise is
of major concern or if loads are fragile.

Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8

Series wheels.
Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
HE \I\;i‘:ﬁg Each | Bearing Number Bgarmg Less LHUbth Bore |Length | TG1: Metal (g‘;‘gg;)
(Pounds) ore Bearing eng TG2: Plastic
1 | 1400 Delrin 5.00004.211 3/4" 13/16 | 23/16" 1/2" 27/16" = 3
/2 Roller 5.00004.219 3/4" 13/16 | 23/16" 172" 2716" = 3
N Delrin 5.00005.231 3/4" 13/16 | 23/16" 1/2" 27/16" ) 5
2 1L Roller 5.00005.239 3/4" 13/16 | 23/16" 172" 27/16" e Bae 0 5
o 1700 Delrin 5.00006.231 3/4" 13/16 | 23/16" 1/2" 27/16" = 6
Roller 5.00006.239 3/4" 13/16 | 23/16" 172" 27/16" = 6
Delrin 7.00006.261 1" 115/16 | 31/4" 3/4" 31/2" = 107/2
21/2" | 4000  [Roller 7.00006.269 1" 115/16 | 31/4" 3/4" 312" = 107/2
Roller 8.00006.269 114" | 115/16 | 31/a" 1" 312" = 107/2
Delrin 7.00008.271 1" 115/16 | 31/4" 3/4" 312" = 21
3" 4500  |Roller 7.00008.279 1" 115/16 | 31/4" 3/4" 31/2" = 21
Roller 8.00008.279 11/4" 27/16 31/4" 1" 39/16" = 21
Delrin 7.00010.271 1" 115/16 | 31/4" 3/4" 31/2" = 30
10" | 3" 4500  |Roller 7.00010.279 1" 115/16 | 31/4" 3/4" 312" = 30
Roller 8.00010.279 11/4" 27/16 31/a" 1" 39/16" = 30
WHEEL OPTIONS
+ Delrin Bearing Less Bushing: - Torrington style with Hytrel - Roller bearing metal thrust

Specify “WB01B”

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

retainer (2" tread width):

Specify “WB19”

« Roller Bearing less Bushing:

Specify “WB09B”

& retainer washers: Specify
“WSR1”

- Roller bearing sealed metal

retainer washer: Specify “WSR3”
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V-Groove Wheels
Capacity up to 8000 Ibs each -

For track or floor operation on inverted angle iron track in
production lines. Also used with hand or conveyor trucks. Wheels
are cast with reinforced section at maximum stress points. V-
Groove surface and face are machine finished.

These wheels handle loads from 800 to 8,000 Ibs. per wheel.
Designed for floor operation, or for track mounted flush or on top
of floors. Gives greater flexibility and better use of available floor
space. Curves and switches may be used in track operation.

5-7 SERIES

Wheels are cast with reinforced section at maximum stress
points. Type of track layout and casters are dependent upon floor
conditions, area, distance and load. Consult your local Colson
representative for advice on the proper caster for the most
economic and efficient handling of your particular application.

Temperature range: -45°F to +180°F. If metal washers
specified: -45°F to +500°F (Roller bearing only).
Finish: Green alkyd enamel.

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard .
V\Il)lzgel Hﬁﬁg Each | Bearing Number Bgarmg Less LHUbh Bore |Length | TG1: Metal (r‘,’m‘gg;)
. (Pounds) Or¢ | Bearing | LeN9t TG2: Plastic
" | Delrin 5.00004.731 34" | 13/16" | 23/16" 12" | 271" _ 37/
4 2 e Roller 5.00004.739 3/4" 13/16" | 23/16" 1/2" 27/16" Ll Bty 37/8
o 1200 Delrin 5.00006.731 3/4" | 13/16" | 23/16" 12" 27/16" = 61/4
Roller 5.00006.739 3/4" 13/16" | 23/16" 1/2" 27/16" = 61/4
6" o1 | 2500 Delrin 7.00006.761 1" 115/16" | 31/4" 3/4" 31/2" — 91/4
/2 Roller 7.00006.769 1" 115/16" | 31/4" 3/4" 31/2" - 91/4
3" 8000 Roller 7.00006.789* 1" 27/16" 31/4" 3/4" 31/2" = 20
8" | 3 | 2500 Delrin 7.00008.771 1" 115/16" | 31/4" 3/4" 312" = 131/2
Roller 7.00008.779 1" 115/16" | 31/4" 3/4" 31/2" 131/2

*The 6" x 3" V-Groove wheel is forged steel. All other models are cast iron.

WHEEL OPTIONS

+ Delrin Bearing Less Bushing:
Specify “WB01B”

- 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”

+ Torrington style with Hytrel
retainer (2" tread width):
Specify “WB19”

Specify “WB09B”

- Roller Bearing less Bushing:

+ Roller bearing metal thrust
& retainer washers: Specify
HWSR1 ”»

+ Roller bearing sealed metal
retainer washer: Specify “WSR3”

Wheel | Tread | V-Groove | V-Groove | Recommended | Clearance -
Dia. | Width | Width Depth Track Size
4" o 3 4" 3 g" 11 o 11 o 13 16"
/ / 21/ / V-Groove
o 3/4” 3/8” 11/21| X 11/2” 13/16” )‘ ‘( Depth
6" |22 | ya 38" 1172 x 112" | 116" V-Groove
3|| 13/8|l 11/16" 2||X 2|| 13/16” Wldth
8" 3|| 3/4” 3/8” 2||X2|| 11/16”
Base Plate Y
Recommended track size and clearance dimensions are in the for leveling ~_ | — Clearance

chart above. The base plate may be mounted directly to floor or to

a cement grouting for leveling track if necessary because of uneven

floor conditions.

Recommended
Track Size
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ENCOREs

* Zinc plated finish is attractive

and durable
* Full double ball hardened

raceways for better
Capacity up to 260 Ibs each www.colsoncaster.com Y

performance and greater
durability

* 3/8" hollow axle with
Top P l ate lock nut
s Wi vel & Rigid - Grease holes on wheel

bearing for greater
convenience

Caster Brake

Total Lock Brake (See page 10) Side Lock Brake (See page 10)

Locks wheel and swivel simultaneously. Fits Available on all swivel models. Field installable
31/2", 4" and 5" swivel models. Field installable (Specify BRK1).

(Specify BRKS).

Wheel Selection

ECOFORMA ECOPOLY ECOFORMA SOFT RUBBER HARD RUBBER
FLAT GREY TREAD ROUND GREY TREAD

Introducing Encore/’
The latest in a long line of cost saving efforts with you, our customer, in mind.
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2 SERIES ENCORE - Top Plate Swivel & Rigid - Capacity up to 200 Ibs

Wheel | Tread | C2PACIY o i ioi Load | Swivel | Weight
Dia. | Width | ,E26h | Wheel Descriptions Bearing | Caster Models | (Coster Models | Helght | Radius | (Pounds)
115 Ecoforma Rubber (Flat tread) Delrin E2.03856.471 E2.03808.471 418 | 221/32 2
Ecoforma Rubber (Fiat tread) Ball E2.03856.485 E2.03808.485 418 | 221/32 2
3" 14" 175 Soft Rubber Plain E2.03856.42 E2.03808.42 478 | 221/32 2
200 Ecopoly Delrin E2.03856.951 E2.03808.951 48 | 221/32 2
Ecopoly Ball E2.03856.955 E2.03808.955 48 | 221/32 2
260 Hard Rubber Plain E2.03856.52 E2.03808.52 478 | 221/32 2
170 Ecoforma Rubber (Round tread) Delrin E2.03756.581 E2.03708.581 4711/16| 229/32 2
Ecoforma Rubber (Round tread) Ball E2.03756.585 E2.03708.585 4116 | 229/32 2
Ecoforma Rubber (Fiat tread) Delrin E2.03756.471 E2.03708.471 4116 | 229/32 2
3" | 114 Ecoforma Rubber (Fiat tread) Ball E2.03756.485 E2.03708.485 41/16| 229/32| 2
200 [ Ecopoly Delrin E2.03756.951 E2.03708.951 4116 | 22932 2
Ecopoly Ball E2.03756.955 E2.03708.955 411/16 | 229/32 2
Soft Rubber Plain E2.03756.42 E2.03708.42 411/16 | 229/32 2
260 Hard Rubber Plain E2.03756.52 E2.03708.52 411/16 | 229/32 2
200 Soft Rubber Plain E2.04756.42 E2.04708.42 37/8 | 213/32| 21/a
o9p  |ECOPOY Delrin E2.04756.951 E2.04708.951 37/8 | 213/32| 21/4
4" 14" Ecopoly Ball E2.04756.955 E2.04708.955 37/8 | 213/32| 21/8
240 Ecoforma Rubber (Fat tread) Delrin E2.04756.471 E2.04708.471 37/g | 213/32| 21/8
Ecoforma Rubber (Flat tread) Ball E2.04756.485 E2.04708.485 37/8 | 213/32 2
260 Hard Rubber Plain E2.04756.52 E2.04708.52 37/8 | 213/32 2
Soft Rubber Plain E2.05756.42 E2.05708.42 37/8 | 213/32| 23/a
200 Ecoforma Rubber (Round tread) Delrin E2.05756.581 E2.05708.581 37/8 | 213/32| 23/4
Ecoforma Rubber (Round tread) Ball E2.05756.585 E2.05708.585 37/8 | 213/32 3
5" 114" 240 Ecopoly Delrin E2.05756.951 E2.05708.951 37/8 | 213/32 3
Ecopoly Ball E2.05756.955 E2.05708.955 37/8 | 213/32| 21/2
Ecoforma Rubber (Fiat tread) Delrin E2.05756.471 E2.05708.471 37/8 | 213/32| 21)2
260 Ecoforma Rubber (Fiat tread) Ball E2.05756.485 E2.05708.485 37/8 | 213/32 2
Hard Rubber Plain E2.05756.52 E2.05708.52 37/8 | 213/32 2
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ENCORES o

Attractive zinc plated finish

1/2" hollow axle with grease
zerk and lock nut

Capacity up to 1000 Ibs each www.colsoncaster.com Plastic seal/retainer washer
(roller bearing models)

1/4" steel top plate for durability

7bp Plafe O g’em:janent rivet king pin with
= e e 8" diameter rivet
Swivel & Rigid SR

Grease fittings: wheel bearing
and swivel raceway

Caster Brake

Side Lock (See page 11)
Available on swivel roller bearing and
one piece Delrin models except 31/4"
diameter (Specify BRK3).

Wheel Selection

ECOFORMA ECOFORMA ECOFORMA MOLDON RUBBER

FLAT GREY TREAD FLAT BLACK TREAD ROUND GREY TREAD CAST IRON

GLASS FILLED ECOPOLY POLYURETHANE CAST IRON
NYLON CAST IRON
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4 SERIES ENCORE - Top Plate Swivel & Rigid - Capacity up to 1000 Ibs

Wheel | Tread |C2PaCity . i igi Load |Swivel| Weight
Dia. | Width | peach | Wheel Descriptions Bearing | GastorModols. | Gaster Models | Helght | Racus | (Pounds)
280 Ecoforma Rubber (Flat/Black) Delrin, Ball | E4.04169.479.2 E4.04168.479.2 55/8 | 3916 | 53/a
Ecoforma Rubber (Flat/Grey) Delrin, Ball | E4.04169.479 E4.04168.479 55/8 | 39/16 53/4
320 Moldon Rubber (Cast Iron Core) Delrin E4.04169.649.7 E4.04168.649.7 55/8 | 3916 71/4
4" 2" 480 | Ecopoly Delrin E4.04169.929.7 E4.04168.929.7 55/8 | 39/16 | 43/4
560 Moldon Polyurethane (Cast Iron Core) Delrin E4.04169.949.7 E4.04168.949.7 55/8 | 3916 71/4
640 Glass Filled Nylon Delrin E4.04169.539 E4.04168.539 55/8 | 3916 | 41/8
800 Cast Iron Delrin E4.04169.139 E4.04168.139 55/8 | 3916 | 77/8
Ecoforma Rubber (Flat/Black) Delrin, Ball | E4.05169.479.2 E4.05168.479.2 61/2 | 37/8 61/8
=0 Ecoforma Rubber (Flat/Grey) Delrin, Ball | E4.05169.479 E4.05168.479 61/2 | 37/8 61/8
320 Moldon Rubber (Cast Iron Core) Delrin E4.05169.649.7 E4.05168.649.7 61/2 | 37/8 81/s
5" 2" 600 | Ecopoly Delrin E4.05169.929.7 E4.05168.929.7 61/2 | 37/8 43/4
Moldon Polyurethane (Cast ron Core) Delrin E4.05169.949.7 E4.05168.949.7 61/2 | 37/8 81/8
800 | Glass Filled Nylon Delrin E4.05169.539 E4.05168.539 61/2 | 37/8 41/2
Cast Iron Delrin E4.05169.139 E4.05168.139 61/2 | 37/8 87/8
480 Ecoforma Rubber (Flat/Black) Delrin, Ball | E4.06169.479.2 E4.06168.479.2 71/2 | 45/8 61/8
Ecoforma Rubber (Flat/Grey) Delrin, Ball | E4.06169.479 E4.06168.479 71/2 | 45/8 61/8
360 Ecoforma Rubber (Round Grey) Delrin, Ball | E4.06169.579 E4.06168.579 71/2 | 45/8 61/8
6" o Moldon Rubber (Cast Iron Core) Delrin E4.06169.649.7 E4.06168.649.7 71/2 | 45/8 101/2
720 Ecopoly Delrin E4.06169.929.7 E4.06168.929.7 71/2 | 45/8 5
960 Moldon Polyurethane (Cast Iron Core) Delrin E4.06169.949.7 E4.06168.949.7 71/2 | 45/8 101/2
Glass Filled Nylon Delrin E4.06169.539 E4.06168.539 71/2 | 45/8 43/4
1000 Cast Iron Delrin E4.06169.139 E4.06168.139 71/2 | 45/8 93/4
540 Ecoforma Rubber (Flat/Black) Delrin, Ball | E4.08169.479.2 E4.08168.479.2 91/2 | 61/8 61/4
Ecoforma Rubber (Flat/Grey) Delrin, Ball | E4.08169.479 E4.08168.479 91/2 | 61/8 61/4
480 Ecoforma Rubber (Round Grey) Delrin, Ball | E4.08169.579 E4.08168.579 91/2 | 61/8 61/4
" | 400 Moldon Rubber (Cast Iron Core) Delrin E4.08169.649.7 E4.08168.649.7 91/2 | 61/8 13 1/4
8 2 800 | Ecopoly Delrin E4.08169.929.7 E4.08168.929.7 91/2 [ 61/8 | 53/4
Moldon Polyurethane (Cast iron Core) Delrin E4.08169.949.7 E4.08168.949.7 91/2 | 61/8 13 1/4
1000 Glass Filled Nylon Delrin E4.08169.539 E4.08168.539 91/2 | 61/8 51/2
Cast Iron Delrin E4.08169.139 E4.08168.139 91/2 | 61/8 121/2

Delrin Bearing Options: For standard two-piece bearing change 10th digit to “1” (Example: E4.06109.921.7).
Ball Bearing Options: To order change 10th digit in model number to “5” (Example: E4.06109.475).
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Ecoforma Wheels
Capacity up to 540 Ibs each - 2 & 4 SERIES - Flat Grey Tread

Ecoforma wheels offer the advantages of both hard and soft tread
materials in a single wheel. Like a hard tread wheel, Ecoforma
rolls easily and is very durable. Like a soft tread wheel, it rolls
quietly, protects floors and resists impacts with a cushion ride. It
also features maximum weatherability, low temperature flexibility,
resistance to chemicals, water and steam, and rejects floor debris

such as metal shavings. Non-marking thermoplastic elastomer tread
is permanently bonded to durable polyolefin wheel core.

Temperature range: -45°F to +180°F intermittent service (120°
continuous service).

Hardness: 65(+5) Durometer Shore A scale.

Annular Ball Bearing Option (2 Series): Change the last two digits to “85.” Example: E2.00033.485.
Cartridge Bearing Option (4 Series): Change the last two digits to “75.” Example: E5.00004.475.
Roller Bearing Option (4 Series): Change the last two digits to “79.” Example: E5.00004.479.

Less Bearing Option (4 Series): Change the last two digits to “76.” Example: E5.00004.476.

Wheel Spanner Bushing
Capaci . Bore -
e | | s | VB! (e e | M0 | e | ong |
3" | 1Y4"| 180 |Delrin E2.00033.471 12" 29/32" | 17/16" 3/8" 112" 1/a
312"( 194"| 200 |Delrin E2.00003.471 1/2" 29/32" | 17/16" 3/8" 112" 14
4" 11/4"| 240 Delrin E2.00004.471 1/2" 29/32" | 17/16" 3/8" 11/2" 1/4
2" 280  |[Delrin E5.00004.471 3/4" 13/16" | 23/16" 1/2" 27/16" 3/8
5 11/4"| 260  |Delrin E2.00005.471 1/2" 29/32" | 17/16" 3/g" 11/2" 1/a
2" | 300 |[Delrin E5.00005.471 3/4" 13/16" | 23/16" 1/2" 27/16" 14
6" 11/4"| 280 |Delrin E2.00006.471 1/2" 29/32" | 11/32" 3/g" 17/64" 1/4
2" | 480 |Delrin E5.00006.471 3/4" 13/16" | 23/16" 1/2" 11/2" 1/4
8" 2" | 540  |[Delrin E5.00008.471 3/4" 13/16" | 23/16" 1/2" 27/16" 14

Capacity up to 540 Ibs each - 4 SERIES - Flat Black Tread

Cartridge Bearing Option (4 Series): Change the 9th and 10th digits to “75.” Example: E5.00004.475.2.
Roller Bearing Option (4 Series): Change the 9th and 10th digits to “79.” Example: E5.00004.479.2.
Less Bearing Option (4 Series): Change the 9th and 10th digits to “76.” Example: E5.00004.476.2.

Wheel Spanner Bushing
Capaci . Bore .
"bia | Wit (Pg"zgg: Searng | mber | Bove” 255 | ongin | B0 | enath $EAES
4" 2" 280 Delrin E5.00004.471.2 34" 13/16" | 23/16" 1" | 276" | 11/
5" | 2" | 300 Delrin | E5.00005.471.2 30 | 137160 | 237160 | 120 | 276" | 11p2
6" 2" 480 Delrin E5.00006.471.2 34" 13/16" | 23/16" 1/2" 27/16" | 13/4"
8" 2" 540 Delrin | E5.00008.471.2 3/4" 13/16" | 23/16" 1" | 276" | 21/2"

Capacity up to 480 Ibs each - 2 & 4 SERIES - Round Grey Tread

Annular Ball Bearing Option (2 Series): Change the last two digits to “85.” Example: E2.00003.585.
Cartridge Bearing Option (4 Series): Change the last two digits to “75.” Example: E5.00005.575.
Roller Bearing Option (4 Series): Change the last two digits to “79.” Example: E5.00005.579.

Less Bearing Option (4 Series): Change the last two digits to “76.” Example: E5.00005.576.
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Wheel Spanner Bushing
Capaci . Bore .
“g::?l mﬂ (p%f,z: Boarirlg Whﬁ:rlnll\::fel B;%r::g B::;?I . L::g:)th Bore | Length (x\(',':,'ﬂﬂ;)
312" 14"| 170 Delrin | E2.00003.571 1/2" 29/39" | 17/16" 3/8" 117" 1/4"
5" 2" 200 Delrin | E2.00005.571 1/2" 29/39" | 17/16" 3/8" 117" 7/g"
6" 2" 360 Delrin | E5.00006.571 3/4" 13/16" | 23/16" 12" | 27/16" | 15/8"
8" 2" 480 Delrin | E5.00008.571 3/4" 13/16" | 23/16" 12" | 276" | 21/4"



Soft Rubber Wheels
Capacity up to 200 Ibs each - 2 SERIES

Conventional-style rubber wheels. Provides good floor protection Temperature range: -20°F to +160°F.
and quiet operation.
Wheel Spanner Bushing
Capaci . Bore .

e | o | s | VLYo e | 0| e | ong |
212" 11/4"| 100 Plain E2.00002.42 3/8" N/A |1 11/25" - - 1/2"
3" | 14| 175 Plain E2.00033.42 3/g" N/A |1 11/25" = = 1/2"
312" 194" 200 Plain | E2.00003.42 3/g" N/A |1 11/25" = = 3/4"
4" | 1Y4"[ 200 Plain | E2.00004.42 3/g" N/A |1 115" = = 7/g"
5" [ 14" 200 Plain | E2.00005.42 3/g" N/A |1 11/25" — = i

Hard Rubber Wheels
Capacity up to 300 Ibs each - 2 SERIES

Conventional-style rubber wheels. Provides good floor protection Temperature range: -20°F to +160°F.
and quiet operation.
Wheel Spanner Bushing
Capacity . Bore .
Wheel | Tread . Wheel Model | Bearin Hub Weight
. . Each Bearing 91 Less Bore | Length 9
Dia. | Width (Pounds) Number Bore | gearing | Lenoth (Pounds)
212" 1/4"| 100 Plain E2.00002.52 3/8" N/A |1 11/25" — - 112"
3" 1/4"| 175 Plain E2.00033.52 3/8" N/A |1 11/25" — - 1/2"
312" 114" 200 Plain E2.00003.52 3/8" N/A |1 11/25" — — 3/4"
4" 114" 200 Plain E2.00004.52 3/8" N/A |1 11/25" — - 7/g"
5" 11/4"| 200 Plain E2.00005.52 3/8" N/A |1 11/25" — - 1"

Ecopoly Wheels
Capacity up to 800 Ibs each - 2 & 4 SERIES

Industrial strength polyurethane tread bonded to “ribbed” polyolefin Not recommended for conditions of continuous
core. This design adds strength for loads subjected to shock and hard operation such as tow-line, etc.
impacts. Tread is molded in, around and through a ribbed extension Temperature range: -45°F to +180°F.
of the core to prevent debonding. Standard colors are red tread on Hardness: 55(x5) Durometer Shore D scale.
grey core.
Wheel Spanner Bushing
Capaci - Bore -
e | o | e | Ml Do e | M| o | g |
212" | 14"| 200 Delrin | E2.00002.951 1| 29 | 1706 | 38 | 112 | 14t
3" | 174" 160 Delrin | E2.00033.951 1 | 29 |17 | 3t | 112 | 13
312" 194'| 200 Delrin | E2.00003.951 1" | 273" [ 1746 | 38" | 112" | 38"
" 114" 220 Delrin | E2.00004.951 12" | 29/32" | 17/16" 3/g" 1120 1"
4 2" 480 Delrin | E5.00004.921.7 3/4" | 13/16" | 23/16" 12" | 276" | 11/2"
o | e 240 Delrin | E2.00005.951 1 | 29 | 176" | 38 | 112 | 14t
> 2" | 600 Delrin | E5.00005.921.7 30 | 136" | 23/16" | 12 | 27160 | 11/
2 Delrin | E2.00006.951 1 | 29 |17 | 3t | 112 | Y4
6 2" 720 Delrin E5.00006.921.7 3/4" 13/16" | 23/16" 1/2" 276" | 17/8"
312" 2" 800 Delrin | E5.00008.921.7 3/at | 13/18" | 23/16" 12" | 277" | 13/"
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Semi Steel Wheels
Capacity up to 1500 Ibs each - 4 SERIES

For exceptionally heavy duty service where floor protection

is not a factor. Forged steel wheels have almost unbreakable
construction, great wear resistance and take shock impacts
very well in power drawn service. They should not be used if

noise is of major concern or if loads are fragile.

Temperature range: -45°F to +180°F. If metal washers
specified: -45°F to + 500°F (Roller bearings only).

Finish: Green alkyd enamel.

Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8
Series wheels.

Less Bearing Option: change last digit to “6.” Example: E5.00004.136.

Glass Filled Nylon Wheels
Capacity up to 1120 ibs each - 4 SERIES

Encore Glass Filled Nylon wheels feature an exclusive, ultra-

tough thermoplastic compound that resists hard impacts and

drop-shocks. The wheel is impervious to most chemicals,
solvents, salts, gases, alkalines and steam cleaning and
does not absorb water. When compared to other hard tread
wheels, these Glass Filled Nylon wheels require less force to

Wheel Spanner Bushing
Capaci . Bore .
et e | s |Vt (o | B2 | | e | engn |
4" 2" 1000 Roller | E5.00004.139 3/4" 13/16" | 23/16" 1" | 276" | 35/8
5" 2" 1000 Roller | E5.00005.139 3/4" 13/16" | 23/16" 1" | 276" | 51/8
6" 2" 1500 Roller | E5.00006.139 3/4" 13/16" | 23/16" 12" | 276" | 53/4
8" 2" 1500 Roller | E5.00008.139 3/4" 13/16" | 23/16" 102" | 276" | 81/2

roll and swivel. It is ideal for many industrial and institutional
applications and is NSF listed for the food service industry.
The wheel is non-marking.

Temperature range: -45°F to +180°F (normal). To +350°F if
you specify a bronze or roller bearing with mid-temp grease.

Hardness: 85(+5) Durometer Shore D scale.

Less Bearing Option: change last digit to “6.” Example: E5.00004.536.
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Wheel Spanner Bushing
Capaci . Bore .
! | | soarng | Vel | e 2055 | Longtn | Bore | Lenath | pouiy
4" | 2" | 640 Roller | E5.00004.539 30 | 1346 | 236" | 120 | 274" | 4
5" 2" 800 Roller | E5.00005.539 34" | 13/16" | 23/16" 12" | 276" | 11/a
6" | 2" | 960 Roller | E5.00006.539 30 (136" | 23/16" | 120 | 2746 | 112
8" 2" 1120 Roller | E5.00008.539 3/4" 13/16" | 23/16" 1/2" 27/16" 2




Moldon Rubber Cast lron Wheels
Capacity up to 400 Ibs each + 4 SERIES

Moldon rubber is bonded to cast iron core. These wheels are quiet ~ Zerk Fitting: Zerk grease fitting in hub is standard
in operation and absorb shock and vibration. They help prolong on 7 Series.

equipment life and protect cargo. Finish: Black painted cast iron wheel core.

Temperature Range: -45°F to +160°F.
Hardness: 70(+5) Durometer Shore A scale.

Wheel Spanner Bushing
Capacity . Bore .
Wheel | Tread ; Wheel Model | Bearing Hub Weight
Dia. | Width | (E2ch | Bearing Number Bore | %55 | Length | BO'® | Length | poungs)

(Pounds)
4" | 2" | 320 | Roller |E5.00004.649.7 340 136" [2346" | 172" | 276" | 438
5" | 2"| 320 | Roller |E5.00005.649.7 340 136" [23m6" | 12" | 276" | 5

6" | 2" | 360 | Roller |E5.00006.649.7 340 136" [2346" | 12" | 276" | 5578
8" | 2"| 400 | Roller |E5.00008.649.7 34 (1346 | 28m6" | 120 | 276" | 91/a

Bearing

Less Bearing Option: change the 10th digit to “6.” Example E5.00004.646.7.

Polyurethane Cast lron Core Wheels
Capacity up to 1200 Ibs each - 4 SERIES

A strong, ultra-durable wheel. It has a very high strength-to- Temperature range: -45°F to +180°F.
weight ratio and is capable of long service under heavy loads. Hardness: 95(+5) Durometer Shore A scale. Finish: Silver
Red polyurethane is bonded to cast iron core. paint (wheel core)
Wheel Spanner Bushing
Capacity . Bore .
Wheel | Tread q Wheel Model | Bearin Hub Weight
L h Each | Bearing 9 Less Bore | Length 9
Dia. | Width (Pounds) Number Bore Bearing Length (Pounds)

4" | 2" | 560 Roller | E5.00004.949.7 34 136" | 23716" | 12" | 276" | 43/a
5" 2" 800 Roller | E5.00005.949.7 34" | 13/16" | 23/16" 12" | 27" 5

6" | 2| 960 Roller | E5.00006.949.7 340 | 136" | 236" | 12" | 276" | 5508
8" 2" 1200 Roller E5.00008.949.7 3/4" 13/16" | 23/16" 1/2" 27/16" | 91/a

Less Bearing Option: change the 10th digit to “6.” Example E5.00004.946.7.
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Handitruck Wheels
Capacity up to 600 Ibs each - 4 SERIES - Round Black/Grey Tread
Offset hub design. Light weight, high performance handtruck

wheels that roll longer, quieter and smoother without
marking floors.

(120° continuous service).
Hardness: 55(5) Shore A Scale.

Temperature range: -45°F to +180°F intermittent service

Wheel Hub
ool voad| ich” | oarng | Weelotel | seareg| i | | i | et
(Pounds) Bearing | Bearing | Bearing
8" 2" | 280 | None (13/4" offset ub) | E5.00008.586.2 N/A | 13/8" | 158" | 17/8" | 27/a
8" | 2" | 280 Ball 2" ofsettiun) | E5.00008.585.2 5/ | 138" | 134 | 178" | 21
8" | 2" | 280 | None @ ofsetiur) | E5.00008.596.2 N/A | 138" | 158" | 17/8" | 21/a
8" 2" 280 Ball (21/4" offsetHub) | E5.00008.595.2 5/8" 13/8" | 13/ 17/8" 21/4
10" 2" 600 None (2" oftsetHub) | E5.00010.596.2 N/A 13/8" | 157" 17/8" | 27/10
10" 2" 600 Ball (21/4" offsetHub) | E5.00010.595.2 5/8" 13/8" | 13/4" 17/8" | 27/10
Round Grey Tread Models
8" 2" 280 | None (13/4” offset Hub) | E5.00008.586 N/A 13/8" | 157" 17/8" 21/4
8" 2" 280 Ball @ offsetu) | E5.00008.585 5/8" 13/8" | 13/4" 17/8" 21/a
8" | 2" | 280 | None@ofsttu) |E5.00008.596 N/A | 13/8" | 158" | 17/8" | 21/a
8" | 2" | 280 | Ball@iaofsethur) | E5.00008.595 s/8" | 138" | 134" | 17/8" | 21/a
10" 2" 600 None (2 offset Hub) | E5.00010.596 N/A 13/8" | 157" 17/8" | 27/10
} 10" | 2" 600 Ball (2 1/4” offset Hub) | E5.00010.595 5/8" 13/8" | 13/4" | 17/8" | 27/10
/ Capacity up to 500 Ibs each - 4 SERIES - Flat Grey Tread
Wheel Hub
el | st | L | goang | WieelModol | pearing| (o (2" | UG | it
(Pounds) Bearing | Bearing | Bearing
10" (112" [ 500 None (Centertub) | E4.00010.446 N/A | 138" | 156" | 178" | 27/10
10" |11/2' | 500 Ball (centerut) | E4.00010.445 /g | 138" | 1374 | 178" | 27/m0

Moldon Polyurethane Cast lron Wheels
Capacity up to 2800 Ibs each + 7 SERIES

A strong, ultra-durable wheel. It has a very high strength-
to-weight ratio and is capable of long service under heavy
loads. Red polyurethane is bonded to cast iron core.

Temperature range: -45°F to +180°F.

Hardness: 95(+5) Durometer Shore A scale. Finish: Silver
paint (wheel core)

Wheel Spanner Bushing
Capaci . Bore .
e | o | e | Ml B e | M| o | Lngn |
6" |[21/2"| 1296 Roller E7.00006.969.7 1" 115/16" | 3 1/4" 3/4" 317" 10
6" | 3" | 1632 | Roller | E7.00006.979.7 1" |1 158" | 3174 3" | 31" | 101/2"
8" |21/2"| 1600 Roller E7.00008.969.7 1" 115/16" | 3 1/4" 3/4" 317" 1
8" 3" 2000 Roller | E7.00008.979.7 1" 115/16" | 31/4" 3/4" 31" | 111"
10" [ 212" 1840 Roller | E7.00010.969.7 1" 115/16" | 31/4" 3/4" 317" | 123/4"
10" | 3" | 2400 | Roller | E7.00010.979.7 1" |1 158" | 3174 3" | 31" | 13
12" | 212" 2160 Roller E7.00012.969.7 1" 115/16" | 3 1/4" 3/4" 31/2" | 151/2"
12" | 3" 2800 Roller E7.00012.979.7 1" 115/16" | 3 1/4" 3/4" 317" 16
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Colson Floor Lock Brakes Standard Features
+ Heavy duty industrial strength

construction
- Foot pedal easily activates lock
Small Top Plate with fqot pressu.re
i + Non-slip, non-skid rubber brake
Extended & pad holds securely on smooth or
Retracted @ > irregular floor. Designed for use

on level surfaces.
+ Durable, high-compression
spring for heavy loads
+ Conveniently located release bar
retracts brake instantly with
— \ { slight toe pressure to either side
- ' of the bar
+ Attractive zinc plated finish

Colson Floor Lock Brakes are designed for use on level

FEJ = surfaces and are not recommended for use on inclined
Ot ,3_ surfaces. It is important to select a floor lock model that
g clears the floor when retracted. To adapt a floor lock
brake to your present equipment, select a model with
i an extended height /16" to /4" greater than the overall
4 h:'! height of the caster.
Recommended Floor Recommended Floor Lock
Lock mounting position mounting position using two

using four swivel casters. swivel and two rigid casters.

Floor Lock Specifications

STIHOSSTOOV ® SLHVd

2/2" x 3+/8" TOP PLATE MODELS 4" x 4/2" TOP PLATE MODELS
(2 & 3 Series Casters) (3, 4 & 6 Series Casters)
MODEL NO. 9.06002.03 | 9.06253.04(9.06002.05 | 9.06045.04 (9.06253.05 |9.06045.06 |9.06025.08
Extended Height A 4is/16" 5r/z2" 67/32" 5i/g" Belea 7l4" 9=/z2"
Retracted Height B 3/s" 4:/>" 51/e4" 4/16" Sesfea"" 6-/3" 8:/s"
Top Plate Size 22" X 3+/s" 4" x 4:/2"
Bolt Hole Spacing 1:/4" x 2//8" t0 3" 3" x 3" to 2:/s" X 36"
Bolt Hole Size +/16" Slotted +/s" Slotted
Weight 2:/s1bs. | 2/albs. | 2/slbs. | 3/ lbs. | 4/ bs. | 4/ Ibs. 4+/4 Ibs
Used with Caster 2.03208 | 2.04208 | 2.05008 | 4.04108 3.00508 | 3.00608 | 4.08198
Model Numbers 2.03256 | 2.04256 | 2.05256 | 4.04109 3.00517 | 3.00617 | 4.08199
3.00308 | 3.00408 4.04408 4.05108 | 4.06108 | 4.08499
3.00317 | 3.00417 4.04409 4.05109 | 4.06109 | 4.08299
4.04179 4.05408 | 4.06408 | 4.08199
6.04208 4.05409 | 4.06409 | 6.08258
6.04209 4.05179 | 4.06199 | 6.08259
6.04279 6.05208 | 6.06208 | 6.08298
6.05209 | 6.06209 | 6.08299
6.05279 | 6.06258
Floor Lock gggggg
Replacement Pad '
34013.26/79479 Easy to disengage. Easy to engage.
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PARTS & ACCESSORIES

Corner/Continuous Bumpers

Grey corner bumpers with matching strip
bumpers provide 100% protection to the full
perimeter of equipment. Strip bumpers are

made with flat steel inserts for permanent
attachment. Inserts in strip bumpers are

not predrilled. They can be easily cut to size
with a hacksaw and drilled as needed.

Temperature Range: -45°F to 180°F

Colson Bumpers

Model Steel Length . . ,
Number | Inserts |Long Side| Short Side| V9t | Thickness | Mounting Holes
Insert 3/ 0 i . . 2(7/64") in 6" side

06926 Pre-drilled &7 8/ v/ VAT s in 3 side

9.6930 Insert Specify (16 ft. max., 1ft. inc.) 112" 1" -

66930 No Insert | Specify (50 ft. max. 1ft. inc.) 112" 1" -

06906 Insert 25/8" each side 11/g" 1" 2("%/64") each side

9.6914 Insert Specify (16 ft. max. 1ft. inc.) 11/g" 1" -

66914 No Insert | Specify (50 ft. max. 1ft. inc.) 11/g" 1" -

06905 Prl:;?i:e g |21 eachside 3/ 3/ 2(1/4") each side

9.6913 Insert Specify (20 ft. max. 1ft. inc.) 34" 5/g" -

66913 Noinsert | Specify (50 ft. max. 1ft. inc.) 34" 5/g" -
End Bumpers
Generally used on the ends of tubular handles. Model . Hole .

. ) ) ) Dia : Thickness

Available in 3'/4" and 13/4" diameters. Easily Number Dia.
attached, they are soft enough to absorb noise 06901 314" | /3" T/g"
and shock and hard enough to wear for years. 06901.01 134" | 9" 179"
Corner Bumpers

A heavy duty bumper with an extra rounded build- ~ Model | Thickness | Thickness| Mounting
up on the apex of the corner where shocks and Number | at Corner | at Ends Holes
wear are greatest. Ends are tapered and rounded. 2 (3/18")
Each side is 3" long and 1/s" wide at the base. 06927 19/16" 1 Onsi%?h
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Replacement Parts

AXLE KITS PRt (MLE DX
CASTER SERIES NUMBER | \cHES)
1 SERIES (145 Ib cap.) Less Brake 05954.36 S x1'/2
1 SERIES (145 Ib cap.) With Brake 05954.07 S/ x 18
2 SERIES/Less Brake 05954.12 $fax 2z
2 SERIES/With Zerk Axle With Brake 05954.64 $/sx 2%/
2 SERIES/With Zerk Axle Less Brake 05954.69 $fax 2z
3 SERIES/Less Brake 05225.52 $[sx2'/2
3 SERIES/With Zerk Axle 05954.65 $/ax2'/2
3 SERIES/With Brake 05954.63 $[sx 2%/s
4 SERIES/2:/2"Leg Spacing 05953.76 2% 3%s
4 SERIES/With Metal Brake 05944.20 2% 316
4 SERIES/With TECH-LOCK Brake 05944.20 2% 36
6 SERIES/2:/2" Leg Spacing 05953.76 2% 3%s
6 SERIES/2:/2" Leg Spacing With Brake 05944.20 2% 316
6 SERIES/3" Leg Spacing 05954.44 ax4
7 SERIES 05960.07 Sfax s
7 SERIES/7.04609 Only 05953.84 1x6'/2
8 SERIES 05960.07 Sfax 43/
ROLLER
BEARING LD. X
ROLLER BEARINGS | it 0.. X LENGTH
WHEEL MODELS NUMBER | (INCHES)
2 SERIES
2.00002.319, 2.00003.309 52007.93 | %/sx1%/16x1'/4
3 and 4 SERIES (1+/2" Tread Width)
11/2" Tread Width Wheels 55000.05 | %/ax 13/16x1/16
With 1/ Hub Length
4 and 5 SERIES
2" Tread Width Wheels 55000.23 | */ax 1%/16x1/s
With 2:/+6" Hub Length
6 SERIES
2:/2" Tread Width Wheels 55000.06 | */ax 1%/16x 2'/2
With 2:/4" Hub Length
7 SERIES
3" Tread Width Wheels 52001.96 1x1%/16x 3
With 31/4" Hub Length
8 SERIES
3" Tread Width Wheels 52002.02 | 1'/ax1%/16x3
With 3/4" Hub Length
RETAINER WASHERS
1.D. X 0.D. TO BE USED
X THICKNESS | WITH ROLLER
WHEEL MODELS | PART # (INCHES) BEARING NO.
2 SERIES 5200861 | fx Tex¥fs | 5200793
3 &4 SERIES 50116.03 $ax1'/2x3/16 55000.05
: (Combination
Note 0.D. is smaller sealretainer)
than Thrust Washer, 5 .
butID.thesame 5 SERIES 50116.08 | 3fex1axf | 55000.23
(Combination
seal/retainer)
6 SERIES 50116.08 | faxTax’fss | 5500006
3,4,5,6 SERIES | 52006.79 SJax 1ex /s All Roller
(Metal)
7 SERIES 5200570 | 1/2x 156x /s | 52001.96
Combination 5953.62 1x1%/16X /s 52001.96
seal(thrust)/retainer (Sealed)
52005.87 1'/ax 26X e+ | 5200197
8 SERIES 5200569 | 19X 1%/ex'/s | 5200202

SPANNER BUSHINGS | et | SPANRSUSHNG
WHEEL MODELS NUMBER | ™" NcHES)
1 SERIES
441 & 53 Wheels 58020.04 | /16 % /1% 17/es
2 SERIES
12 Wheels 57442 Yox5sx 12
309, 319 Wheels 57206 3sx5/sx 17/3
All Delrin Bearing Models 5200843 | */sx'[2x1"/2
3 SERIES
Al Roller and Delrin Bearing Wheels 5500017 | %/sx3/ax1/s
15/s" Hub Length Wheels 5500018 | %/sx3/ax1/s
4,5, 6 SERIES
11/2" tread width Roller and Delrin Wheels 55000.04 | /ox3/ax1/s
All Roller and Delrin Bearing Wheels 52000.08 | "/2x3/ax 2"/
2:/+6" Hub Length Wheels 5500019 | /s x3/ax 271
6 SERIES
All Roller Bearing Wheels 55000.27 | /2x3/ax3
with 2:/4" Hub Length
7 SERIES
All Roller and Delrin Bearing Wheels 5200161 | %/ax1x3'/2
8 SERIES
All 3/4" Hub Length Roller 5200162 | 1x1"/4x 3%

Bearing Wheels k
THRUST WASHERS o [
A 1.D. X 0.D. X THICK-

v - NUMBER
4 SERIES (1+/2" Tread Width)
All Sealed 1+/2" Tread Width Roller 50116.03 | 3/ax1'/2x3/16
Bearing Wheels
Note 0.D. is larger 4,5, 6 SERIES
than retainer washer, All Roller Bearing Wheels 50116.03 | ¥/ax1'/2x*/1
but D. the same 4 SERIES 1:/2" TREAD WHEELS
Spacer to be used with 2:/2" Forks 57030.66 | */ax 1/16x "/
6 SERIES
All Roller Bearing Wheels with 50116.03 | 3/ax1'/2x%/1
2:/4" Hub Length
7 SERIES
4" Diameter Roller Bearing Wheels 52005.89 | 1'/ax3'/16X /o4
All Roller & Delrin Bearing Wheels 52005.88 | 1x27/6x /et
8 SERIES
All 3/4" Hub Length Roller 52005.87 | 1'/ax2"/16X "6
Bearing Wheels
DELRIN BEARINGS °
\ WHEEL MODELS PART NUMBER
- ) 2 SERIES 52008.48 (2 required)
—\-’? 3, 4,5 SERIES 58037115 (2 required)-White
# /) 55 \
™ 2" Tread Width Wheels 58037.07 (1-piece)
With 2%/+" Hub Length
7 SERIES
3'/4" Hub Length 58037.09 (2 required)
8 SERIES 34023.92 (2 required)

FLOOR LOCK REPLACEMENT PAD

-
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THREAD GUARD CHART

Wheel/Thread Guard Availability Chart

Wheel Mounting Code/  Thread Guard Wheel Mounting Code/  Thread Guard Wheel Mounting Code/  Thread Guard
Model Number Descripﬁon Part Number Model Number Description Part Number Model Number Descrip’lion Part Number
Performa (flat/grey) 2 00005.95 TG1: metal 57866.03 5.00008.831 TG1: metal 57852.20
1.00003.441 TG1: metal 57852.03 e T62: plastic 57852.43 5.00008.839 TG1: metal 57852.20
1.00005.441 TG2: plastic 57852.42 3.00004.909 TG1: metal 31105.12/7%48
2.00003.441 TG1: metal 57854.01 3.00005.909 TG1: metal 5785210 Endura Wheels
i TG2: plastic 57852.39 3.00006.901 TG1: metal 57852.08 5.00004.831 EN TG1: metal 57852.07
B — TG1: metal 57854.01 4.00004.911 TG1: metal 57852.23 5.00004.839 EN TG1: metal 57852.07
iatne TG2: plastic 57852.39 4.00004.919 TG1: metal 57852.23 5.00004.835 EN TG1: metal 57852.07
2.00004.441 TG1: metal 57854.01 4.00005.911 TG1: metal 5785211 5.00005.831 EN TG1: metal 52007.94
2.00004.445 TG1: metal 57854.01 4.00005.919 TG1: metal 5785211 5.00005.839 EN TG1: metal 52007.94
AR TG1: metal 57866.03 4.00006.911 TG1: metal 52001.86 5.00005.835 EN TG1: metal 52007.94
TG2: plastic 57852.43 4.00006.919 TG1: metal 52001.86 5.00006.831 EN TG1: metal 57551.05
. - d ! : metal d d ! : metal !
AR TG1: metal 57866.03 4.00008.911 TG1: metal 57852.05 5.00006.839 EN TG1: metal 57551.05
TG2: plastic 57852.43 4.00008.919 TG1: metal 57852.05 5.00006.835 EN TG1: metal 57551.05
. g &4 ! : metal 57852. 5 u : metal 57852.
=1000051457 TG1: metal 57852.35 00004.921 TG1: metal 852.23 00008.831 EN TG1: metal 852.20
: plasti ‘ | ] - metal ] | ! - metal !
TG2: plastic 57852.34 5.00004.929 TG1 I 57852.23 5.00008.839 EN TG1 | 57852.20
5.00005.450 TG1: metal 57852.35 5.00005.921 TG1: metal 5785211 5.00008.835 EN TG1: metal 57852.20
TG2: plastic 57852.34 5.00005.929 TG1: metal 5785211
5.00005.465 TG1: metal 57852.35 5.00006.921 TG1: metal 52001.86 Phenolic Wheels
TG2: plastic 57852.34 5.00006.929 TG1: metal 52001.86 3.00004.301 TG1: metal 5785210
5.00006.451 TG1:metal 59042.07 5.00008.921 TG1: metal 57852.04 3.00004.305 TG1: metal 5785210
TG2: plastic 57852.29 5.00008.929 TG1: metal 57852.04 3.00004.309 TG1: metal 5785210
TG1: metal 59042.07 .
5.00006.459 . 3.00005.301 TG1: metal 57852.08
TG2: plastic 57852.29 Maxim 3.00005.305 TG1: metal 57852.08
5.00006.465 TG1:metal 59042.07 5.00005.531 TG1: metal 57852.45 3.00005.309 TG1: metal 57852.08
TG2: plastic 57852.29 5.00005.539 TG1: metal 57852.45 3.00006.301 TG1: metal 52250.56
5.00008.451 FG?; ":e‘a' 57252-23 5.00006.531 TG1: metal 57852.46 3.00006.305 TG1: metal 52250.56
: plastic 57852 5.00006.539 TG1: metal 57852.46 3.00006.309 TG1: metal 52250.56
5.00008.459 TG1:metal 57852.04 400004311 TG1: metal 5785211
TG2: plastic 57852.30 Moldon Polyurethane Aluminum Core 4.00004.315 TG1: metal 5785211
5.00008.465 TGT: metal 57852.04 5.00005.931 TG1: metal 57866.01 4.00004.319 TG1: metal 57852.11
TG2: plastic 57852.30 5.00005.939 TG1: metal 57866.01 4.00005.311 TG1: metal 52001.86
5.00006.931 TG1: metal 57551.05 4.00005.315 TG1: metal 52001.86
Performa (round/grey) 5.00006.939 TG1: metal 57551.05 4.00005.319 TG1: metal 52001.86
2.00005.561 TGT: metal 57854.01 5.00008.931 TG1: metal 57852.20 4.00006.311 TG1: metal 5755105
5:00006.551 TGT: metal 59042.07 5.00008.939 TG1: metal 57852.20 4.00006.315 TG1: metal 5755105
162 plastic 57852.29 £.00006.969 TG1: metal 5755105 4.00006.319 T61: metal 57551.05
BT TG1: metal ey 5.00004.331 TG1: metal 59042.06
e Fef p'as“f 5332259 Riveted Disc / Polyurethane Wheels 5.00004.339 TG1: metal 59042.06
SIS o L".Zl?.c 27852-2; 2.00005.35.9 T61: metal 57866 5.00005.331 TG1: metal 52007.94
: - 3.00004.34.9 TG1: metal 58081.03 .00005. TG1: metal 2007.94
5.00008.551 T61: metal 57852.04 2.00005.339 G1.: metal 520079
TR 27829 30 5.00006.331 TG1: metal 52001.86
: 4 Polyolefin Wheels 5.00006.339 TG1: metal 52001.86
5:00008.559 % ":Z:;‘I'c g;ggggg 100003.53 T61: metal 57852.03 5.00008.331 T61: metal 57852.05
P : 10000453 TG1: metal 58081.05 5.00008.339 TG1: metal 57852.05
5.00008.565 TG1: metal 57852.04 Gl e )
e IESTE B2 2,00002.55 TG1: metal 57852 Cast Iron Wheels
bertorma (falblack) 2.00003.53 TG1: metal 57854.01 2.00002.12 TG1: metal 57854.01
T TE 2.00003.55 T61: metal 57854.01 2.00005.12 TG1: metal 57551.02
5.00005.451.2 : ; : :
T62: plstic 27850 34 2.00004.53 T61: metal 57854.01 300003101 TG1: metal 52250.62
- 2.00004.55 TG1: metal 57854.01 300003109 TG1: metal 52250.62
TG1: metal 57852.35
5.00005.459.2 0 ph 27859 34 20000553 TG1: metal 57866.03 3.00005.101 TG1: metal 52250.56
00652 T e T62: plastic 57852.43 300005109 TG1: metal 52250.56
e 901207 2 00005.55 TG1: metal 57866.03 3.00006.101 TG1: metal 5785216
5.00006.451.2 - meta : SRR TG2: plastic 57852.43 3.00006.109 TG1: metal 5785216
162 plastic __ 57852.29 3.00003.801 T6T: mefal 5225062 00003. : '
T o Sorl 100003. L me aI 25052 400003111 TG1: metal 5785212
.00006.459. T62: plastic e —— 3.00003.809 " metal 52250.6: 4.00003119 TG1: metal 5785212
= S 3.00004.801 TG1: metal 57852.06 4.00004111 TG1: metal 52007.94
5.00006.465.2 S ' 3.00004.809 TG1: metal 57852.06 4,00004.119 TG1: metal 52007.94
TG2: plastic 57852.29 2 = 2 2 2 2 2 e
T61: metal S 3.00005.801 TG1: metal 57866 4.00005111 TG1: metal 57551.05
5.00008.451.2 T62: plastic 578530 3.00005.809 TG1: metal 57866 4.00005.119 TG1: metal 57551.05
T o 3.00006.801 TG1: metal 52250.56 400006111 TG1: metal 57852.04
5.00008.459.2 T62: plastic 57852.30 3.00006.809 TG1: metal 52250.56 4.00006.119 TG1: metal 57852.04
R = 4.00003.811 TG1: metal 5785212 500004131 TG1: metal 52007.94
5.00008.465.2 T62: plastic 57852.30 4.00003.819 TG1: metal 5785212 5.00004139 TG1: metal 52007.94
400004 811 TG1: metal 57852.07 5.00005.131 TG1: metal 57551.05
Polyurethane HI-TECH Wheels 4.00004.819 TG1: metal 57852.07 5.00005.139 TG1: metal 57551.05
100003.91 61 metal 57852.03 4.00005.811 TG1: metal 57866.01
1.00004.91 TG1: metal 58081.05 4.00005.819 TG1: metal 57866.01 Forged Steel Wheels
2.00002.91 T61- metal 57852 4.00006.811 TG1: metal 57551.05 5.00005.231 TG1: metal 57551.05
2.00002.95 T64- metal 57850 4.00006.819 TG1: metal 57551.05 5.00005.239 TG1: metal 57551.05
2.00003.91 TG1: metal 57854.01 5.00004.831 TG1: metal 57852.07
2.00003.95 TG1: metal 57854.01 5.00004.839 TG1: metal 57852.07 V-Groove Wheels
2.00004.91 TG1: metal 57854.01 5.00005.831 TG1: metal 57866.01 5.00004.731 TG1: metal 57852.07
2.00004.95 TG1: metal 57854.01 5.00005.839 TG1: metal 57866.01 5.00004.739 TG1: metal 57852.07
TG1: metal 57866.03 5.00006.831 TG1: metal 57551.05
2.00005.91 T62: plastic 57850.43 5.00006.839 TG1: metal 57551.05
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Stem Mounting Options

1 Series Straight Thread Stem
Up to 75 Ibs models 3/8" dia.—16NC x
1-1/4" long theraded 1-1/8". MTG1
option is 24NF x 11/16" long. Up to
145 Ibs models 3/g

are 3/8" dia. —16NC >| |<

x1-1/2" long. A
Length
% ¥

1 Series Grip Ring Stem
Spring grip on top of stem holds
caster fimly in place.

Up to 75 Ibs models have 3 options.
MTG1: 3/8" dia. 1-9/16"

long. MTG2: 7/16" x ID“I*-

1-9/16" long. MTG50: e
7/16"x 1" long. Length
Y

2 Series Grip Ring Stem

Spring grip on top of stem holds
caster fimly in place. All stem lengths
are 2-3/16". Standard is 5/8 dia.
MTG5: 3/4" dia. Dia
MTG6: 13/16" dia. I

MTG7: 27/32" dia. R
MTG8: 7/8" dia. 23/15
MTG9: 1" dia. T

1 Series Square Stem

Stems may be bolted or riveted
against any flat vertical surface.
Standard: 3/4" square

MTG1: 7/8" square, Standard

1 Mtg. hole 17/64" dia., -T— T,
[

2%
2" long. _U_

1 Series Wood Furniture Stem
Accepts 3/8" diameter hole

approx. 1-5/8" deep.
3/

<

A
11/2
Y

2 Series Straight Thread Stem

Easy to install. the 7/16" hex nut

beneath the lower raceway makes it

fast and easy to install these casters

on a wide variety of

equipment. bia
Standard mounting is Il

Options

MTG10: 1/2"-13UNC x 3/4" long
MTG12: 1/2"-13UNC x 1" long
MTG13: 5/8"-11UNC x 1-3/4" long
MTG14: 5/8"-18UNF x 1-3/4" long
MTG15: 3/4"-10UNC x 1-3/4" long

MTG53: 1/2" dia—~13NC x Thmd@éﬁengm MTG50: 1/2'~20UNF x 1-1/2" long

1-1/2" long theaded 1-3/8"

Up to 145 Ibs models have 2 options.
MTG2: 7/16" x 1-1/2" long.
MTG52: 7/16" x 1-29/32"

Plastic Adapter Options
Available on up to 145lbs models
only. Requires MTG51 Grip Ring.
Snaps easily in place to reduce
damage to equipment tubing. Plastic
adapters are non-conductive.

1 & 2 Series

Expanding Adapter Stem
Turning of hex nut beneath lower
raceway expands rubber adapter
inside round or square tubing for

a tight permanent fit.
See chart at right

. 2116
for options. .

2 Series Square Stem

Stems may be bolted or riveted
against any flat vertical surface.
Standard: 3/4" square, 2-1/16"
long, 3 Mtg. hole 17/64" dia.
MTG1: 7/8" square, 2-3/16" long.
MTG4: (Grip Ring) 7/8" dia. Standard
2-3/16" long.

MTG3: (Oct. Stem) 3/4" 21465 p- P 11a
1Va
Y

1 & 2 Series Pipe Thread Stem
Screws into standard 3/4" pipe couplings
for rigid and permanent fit with full swivel action.

1116

=
=

119

Plastic Adapter Specs

MTG53: Fits 7/8" x 18 ga. wall round
tubing or any I.D. from 3/4" to 51/64"
MTG54: Fits 1" x 13 ga. wall round
tubing or any I.D. from 51/64" to 13/64"
MTG55: Fits 1" x 14 ga. wall round
tubing or any I.D. from 53/64" to 55/64"
MTG56: Fits 1" x 16 ga. wall round
tubing or an I.D. from 57/64" to 29/32"

Mounting
Inside Code Numbers
Diameter
of Tube Round Square

Tubing Tubing

3/4"—13/16" | MTGA40 =
7/8'—15/16" | MTG41 MTG51
11— 1-1/16" MTG42 MTG52
1-1/8'—1-3/16" | MTG43 MTG53
1-1/4"—1-5/16" |  MTGA44 MTG54
1-3/8"—1-7/16" | MTG45 MTG55
1-1/2'—1-9/16" | MTG46 =
1-5/8'—1-11/16"| MTG47 =

Stems are 2-11/16" long. Stem size less adapter
1/2"—13NC x 2-11/16"

3 Series Square Stem

Stems may be bolted or riveted

against any flat vertical surface.
Standard: (MTG31) Four 17/64" dia.
holes are drilled into stem. Two per side.
7/8"square, 2-1/2" long.

71
3 1
3/1_&]:{3/
8§— 74

3 Series Round Stem

Lengths are 2-1/2"

MTG7: 3/4" dia. —
MTG9: 7/8" dia. 21/s
MTG11: 1" dia. L_Y_

www.colsoncasfter.com
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MOUNTING OPTIONS

1 Series
UP TO 75 Ibs CAPACITY

Small Top Plate
Swivel
Bolt Bplt

Dia. Dia. 3/,
13/64\@!: 19/16 > . 17/4 21/ 3

T 9 K 5
o)
Yo ol v 1

JAS
le— 2 — le31/4—l

Rigid

Large Top Plate
Swivel & Rigid
Bolt

21/a

4 17/64
3

< 5 >l

UP TO 145 Ibs CAPACITY
Swivel

3 Series
UP TO 400 Ibs CAPACITY
Standard Top Plate

Swivel Rigid
35/8 = 35/8 >
3 3

—

w

T © OFX A *—%x °
33/4 25/ 3 3 25/ 13/16
1 o oL ¥ ¥_Ylo e

l<—45/5—>

e

5 Series
UP TO 1300 Ibs CAPACITY
Standard Top Plate

|<— 51/4

[<415/16> |
J S
4% 27/16 338
L 0 o ]
le—61/4—>

7 Series
UP TO 4500 Ibs CAPACITY

Standard Top Plate

<—£_6)}/8—>
<54~
LK L
512 5l/4 33/8 T
Rigid Swivel A/
o @_L Y
le—71/4—>

Top Plate Mounting Options

2 Series
UP TO 325 Ibs CAPACITY
Standard Top Plate

Swivel

# 59 Option # 27 Option # 35 Option
Swivel Swivel Bolt Swivel
< 31— 35/g —>| Dia.
<—33/8—>{ 11/, 8 L 1/a
A STh A
23jg 3% 25/ 3
o o o oY
l«—gq1/s—>1 l«<—a3/6—>] l< 31—
4 Series
UP TO 1400 Ibs CAPACITY
Standard Top Plate # 2 Top Plate # 4 Top Plate
<—35/8 > Bolt dia. <514 Bolt dia.
<—3— 1/2" \J=<4'516>| 120 < 42 |
T 4 Ko = o'f
325/ 4 33276 41 41/g 5
Y V_:g 10 _Yizo (e} Y l5 o _&
le—q1/0—>| l«—p1/s—>] l«—51/0—>]
6 Series
UP TO 1500 Ibs CAPACITY
Standard Top Plate # 1 Top Plate # 4 Top Plate
514 <—35/s >  Bolt dia.
[<atefiany 3 12\ <4 ¥
J A IS RNy o/¥f
41 27/16 3% 3 25/8 4 s 5
L 0 oY vy Y o Yl 1) _{
<—61/s—>] <—41/2—> l—51/2—>
7 & 8 Series ENFORCER
UP TO 8000 Ibs CAPACITY
Standard Top Plate # 2 Top Plate # 3 Top Plate
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Conversion Table

INCHES INCHES DECIMAL  MILLIMETERS INCHES INCHES DECIMAL MILLIMETERS
1/64 .0156 0.397 41/64 .6406 16.272
1/32 .0313 0.794 21/32 .6563 16.669
3/64 .0469 1.191 43/64 .6719 17.066
1/16 .0625 1.588 11/16 .6875 17.463
5/64 .0781 1.984 45/64 .7031 17.859
3/32 .0938 2.381 23/32 .7188 18.256
7/64 .1094 2.778 47/64 .7344 18.653
1/8 .1250 3.175 3/4 .7500 19.050
9/64 .1406 3.572 49/64 .7656 19.447
5/32 .1563 3.969 25/32 .7813 19.844

11/64 1719 4.366 51/64 .7969 20.241
3/16 .1875 4.763 13/16 .8125 20.638
13/64 .2031 5.159 53/64 .8281 21.034
7/32 .2188 5.556 27/32 .8438 21.431
15/64 .2344 5.953 55/64 .8594 21.828
1/4 .2500 6.350 7/8 .8750 22.225
17/64 .2656 6.747 57/64 .8906 22.622
9/32 .2813 7.144 29/32 .9063 23.019
19/64 .2969 7.541 59/64 .9219 23.416
5/16 3125 7.938 15/16 .9375 23.813
21/64 .3281 8.334 61/64 .9531 24.209
11/32 .3438 8.731 31/32 .9688 24.606
23/64 .3594 9.128 63/64 .9844 25.003
3/8 .3750 9.525 1 1.0000 25.400
25/64 .3906 9.922 2 2.0000 50.800
13/32 .4063 10.319 3 3.0000 76.200
27/64 4219 10.716 4 4.0000 101.600
7/16 4375 11.113 5 5.0000 127.000
29/64 4531 11.509 6 6.0000 152.400
15/32 .4688 11.906 7 7.0000 177.800
31/64 4844 12.303 8 8.0000 203.200
1/2 .5000 12.700 9 9.0000 228.600
33/64 .5156 13.097 10 10.0000 254.000
17/32 .5313 13.494 11 11.0000 279.400
35/64 .5469 13.891 12 12.0000 304.800
9/16 .5625 14.288 13 13.0000 330.200
37/64 5781 14.684 14 14.0000 355.600
19/32 .5938 15.081 15 15.0000 381.000
39/64 .6094 15.478 16 16.0000 406.400
5/8 .6250 15.875 17 17.0000 431.800

To convert pounds to kilograms use the following formula:
Kilograms = Pounds + 2.2046
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Colson Caster Corporation
3700 Airport Road - Jonesboro, Arkansas 72401
Phone: 800-643-5515 - 870-932-4501 - Fax:800-356-6708 - 870-932-1446
www.colsoncaster.com - - E-Mail: infol@colsoncaster.com

AL

Colson Plastlcs Group e et . Colson Casters, Ltd. \ Colson Castors Europe, Ltd.
505 North Edmond St ez 1600 Bishop Street Golds Green Works, Bagnall Street, Hill Top
Monette, AR 72447 US, N AT Cambridge, Ontario. West Bromwich, West Midland
fuichs i Canada N1R 7N6 England B70 0TZ
-Phone: 800-643-5515 Phone: (44) 121-556-7221
Fax: 519-653-8772 ; Fax: (44) 121-502-2658
- E-mail: casters@colson.ca , E-mail: info@colson-castors.co.uk
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:Colson ransportyv?elen ~ . Colson Caster de Mexico S.A. de C.V. Golson Caster Guangzhou, Ltd.
|| CalleB #508 , 3, Yongshun Road
- Parque Industrial Alma Centro : Yonghe Town, Zengcheng City
Apodaca, N.L., Mexico C.P. 66600 Guangdong, China 511356
~ Phone: (52) 8-369-4700 3 Phone: (86) 20-8297-2170
| Fax: (52) 8-369-4700/5 Fax: (86) 20-8297-2171
E-mall ventasmex@colsoncaster. com E-mail: gzcolson@public.guangzhou.gd.cn
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